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LETTER OF TRANSMITTAL. 



To Governor Andrew L. Harris. 

Dear Sir : — I submit herewith Bulletin No. 9, Fourth Series, Geo- 
logical Survey of Ohio. This work, which is given to coal, was largely 
done during the administration of my predecessor, Professor Edward 
Orton, Jr. The Chemical work is by Professors N. W. Lord and E. E. 
Somermeier. 

The call for information relating to Ohio coals is large, and it is 
hoped that this report will meet in part the demand and aid in tho^ 
development and utilization of the fuel resources of our state. 

Respectfully submitted, 

J. A. BOWNOCKER, 

State Geologist. 
Ohio State University, May 1, 1908. 
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ANNOUNCEMENT BY THE STATE GEOLOGIST. 



BULLETIN 9. 



The last report of the Geological Survey of Ohio treating in a 
^comprehensive way of Coal, was Volume V, published in 1884. It wa» 
prepared by the late Dr. Edward Orton, and has proven the most sought 
after publication of the Survey. Owing in part to the manner of distri- 
bution of this report, the supply has long been exhausted, and can now 
be secured only at the second-hand book stores. 

The present Bulletin consists of two parts. Part One is a discussion 
of the important seams of the Monongahela Formation or Upper Pro- 
duotice Coal Measures. These seams have previously been in part de- 
scribed, but since the reports have long been out of print, it seemed best 
to rc^view the entire field. Accompanying the discussion will be found 
the chemical analyses and calorific tests made by Professors Lord and 
Somermeier. The tests made of the Pittsburg and Pomeroy seams with 
reference to their use in coking should be read with profit. These results 
^nll be found in Chapter VIII. 

A feature of this part of the report is the new assignment made 
the Pomeroy seam. Heretofore that has always been regarded as the 
Pittsburg, but recent studies have demonstrated that the coal in question 
lies above the Pittsburg seam and is the equivalent of the Redstone of 
Pennsylvania and West Virginia. Credit for this determination belongs 
very largely to Mr. D. D. Condit. 

Part Two consists of analyses and calorific tests of four seams of 
the Allegheny Formation or Lower Productive Coal Measures. These 
are the Clarion, Lower Kittanning, Middle Kittanning and Upper 
Freeport coals. Accompanying the results will be found sections showing 
the thickness and structure of the seam where sampled. 

In the chapter by Professor Lord, ** Interpretation of the Chemical 
and Physical Tests on Coal, ' ' the value of coal as shown by its chemical 
analysis and the eflPects of the different constituents upon its fuel value 
are discussed in some detail, as are also the total and available heating 
values of coals. 

The analytical results on the different samples are given in tabular 
form near the end of the chapter, the composition of the several seams 
compared and the variations of the seam in different portions of the 
-state shown and discussed. The latter portion of the chapter deals with 
the improvement of coal by washing and gives the result of a number of 
tests. 
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The last chapter is by Professor Soin(*rnieier and discusses inetliods- 
of coal sampling and also of making analyses and calorific tests. It will 
be seen that the method of sampling has materially changed within the 
past few years. The discussion of analytical and calorific processes will 
prove instructive to persons interested in such lines. 

Since Volume V was published twenty-four years ago, Ohio has made 
^ prodigioiLs gain in the yearly output of coal. In that year the produc- 
tion was 8,568,070 tons, while in 1906 it exceeded 27,700,000 tons. In 
1884 extensive mining in the Wellston field had only begun, now it is 
approaching the end and the same is true of the Massillon field. It is 
conservative to say that the great Hocking Valley and Cambridge fields 
are now at their zenith. This leaves only one large field, the Pittsburg 
where extensive developments may be made, especially under existing 
conditions. The coal of Ohio — as of the entire country — is being rapidly 
consumed. 

Finally, grateful acknowledgement is made to those who helped map 
the coals and collect the samples. ]\Ir. J. E. Hyde gave one summer to 
mapping and part of a summer, to sampling. Mr. D. D. Condit devoted 
one summer to map work and some weeks to collecting samples. Prof. B. 
A. Eisenlohr gave much more time to sampling, doing the larger part of 
this work. Prof. Somermeier spent a portion of one summer collecting 
samples in the southern part of the state, especially in Lawrence county. 

Prof. Orton, under whose administration a large part of this work 
was done, did nearly all the sampling of the Clarion coal. 

The chemical work by Professors Lord and Somermeier constitutes a 
contribution to the literature treating of the composition and calorific- 
value of Ohio coals. 
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FORMER PUBLICATIONS OF THE SURVEY* 

The work performed by the First, Second and Third organizations 
of the Geological Survey of Ohio is comprehended in the following list 
of publications: 

First Geologffcal Survey J837-J838, 



Title of Volume. 



Date of 
Issue. 



X umber of 
Pages. 



Numbov 
of Copies' 



Geologist in 
Charge. 



First Anmial Report. . . 
Second Annual Report. 



1838 
1838 



134 
236 



5,000 
5,000 



W. W. Mather 
W. W. Mather 



Second Geological Survey 1869-1888* 



Title of Volume. 



Date of 
Issue. 



Number of 
Pages. 



Number 
of Copies 
Printed. 



part 



Report of Progress. . 
Report of Progress. . 
Report of Progress. . 
Geology of Ohio, vol. I, part 

I, Geology 

Geology of Ohio, vol. I, 

II, Paleontology 

Geology of Ohio, vol. II, part 

I, Geology 

Geology of Ohio, vol. II, part 

II, Paleontology .. 
Geology of Ohio, vol. Ill, Geol- 
ogy 

Geological Atlas of Ohio 

Geology of Ohio, vol. TV^ Zool 
ofrj and Botany 

Geology of Ohio, vol. V, Eco 
nomic Geology 

Preliminary Report on Petrole- 
um and Inflammable Gas . . . 

Geolog^y of Ohio, vol. VI, Eco- 
nomic Geology 



1869 
1870 
1871 

1872 

1873 

1874 

1875 

1878 
1879 

1882 

1884 

1886 

1888 



176 

568 

3 


14,600 

14,500 

400 


680 


20,000 


*401 t49 


20,000 * 


701 


20,000 


*431 t59 


20,000 


958 


20,000 
5,000 


1,070 


20,000 


1,124 


10,000 


76 


2,500 


831 


15,000 



Geologist in 
Charge. 



J. S. Newberry 
J. S. Newberry 
J. S. Newberry 

J. S. Newberry 

J. S. Newberry 

J. 8. Newberry 

J. S. Newberry 

.1. S. Newberry 
J. S. Newberry 

J. S. Newberry 

Edward Orton. 

Edward Orton. 

Edward Orton. 



Third Geological Survey 1889-1894. 



Number ; 



Title of Volume. 



Date of Number of - r<^^-„i 
Issue I PairoH ^f Copies 
issue. images. pointed.' 



Geologist in 
Charge. 



First Annual Report | 1890 

Geology of Ohio, vol. VII, part] 

I, Economic Geology i 1893 

Geology of Ohio, vol. VII, I 

(complete including part I.. I 1894 



323 I 10,000 I Edward Orton. 

I I 

290 I 2,500 I Edward Orton. 

I I 

970 I 7,500 I Edward Orton. 

' I 
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Fourth Geologfical Survey 1899- 



Title of Volume. 


Date of 
Issue. 


Number of 
Pages. 


Number 
of Copies 
Printed. 


Geologist in 
Charge. 


Bulletin 1— Oil and Gas 

Bulletin 2 — Uses of Cement . . . 

Bulletin 3 jM"-^«X"..°'. 
Bulletin 4 }^™j^;;,°°«« ""^ 


1903 
1904 

1904 

1906 
1906 
1906 

1905 

1906 
1908 


320 
260 

391 

365 

79 

332 

36 
42 


8,000 
6,000 

4,000 

4,000 
4,000 
3,500 

3,500 

3,500 
6,000 


Edward Orton, Jr. 
Edward Orton, Jr. 

Edward Orton, Jr. 

Edward Orton. Jr 


Bulletin 5 — Sand-Lime Brick. . 

bulletin 6 — Bibliography 

' Nomenelature of 
Bulletin 7 J Geological 

Formations 

TiniUfJr, ft ^^* Deposits and 
bulletin 8 1 Qait Industry 

Bulletin 9— Coal 


Edward Orton, Jr. 
Edward Orton, Jr. 

Edward Orton, Jr. 

Edward Orton, Jr. 
J. A. Bownocker. 







DISTRIBUTION OF REPORTS* 

First Geologfical Survey. — These volumes are out of print and 
Tare. They can only be procured from dealers in second-hand libraries 
:and are difficult to obtain even there. 

Second Geologfical Survey* — These volumes were all distributed 
at the time of their issue. The State retained no stock for meeting 
future demands, so that no copies of any of these volumes can be obtained 
from the office of the State Geologist. They can be bought in many 
second-hand book stores, and from dealers in old libraries, at prices 
ranging from a few cents to two or three dollars per volume, according 
to rarity and demand. Volumes V and VI are the rarest and most 
sought for. 

Third Geologfical Survey. — These volumes were all distributed at 
the time of issue, except Vol. VII, of which 1,500 were put in the hands 
of the Secretary of State, for sale at the cost of publication. Of these, 
a few remain at the date of the publication of this volume. The price is 
:$1.50. To obtain copies, send postal or money order to the Secretary 
•of State, State House, Columbus, Ohio. No other volumes can be obtained 
from this source. 

The other volumes of this series can be procured only from second- 
liand book and library dealers. 

Fourth Geolosfical Survey. — Under the law, copies of these Bul- 
letins can be bought at the office of the State Geologist at the cost of 
publication. Postal orders, money orders, checks, drafts, or currency 
TOust accompany orders. Stamps will not be received. 

Bulletin 1— Oil and Gas $ 0.65 

Bulletin 2— Uses of Hydraulic Cements 0.30 

Bulletin 3 — Manufacture of Hvdraulic Cements — Issue exhausted. 
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Bulletin 4 — Lime Resources and Lime Industries. . . . 0.45 

Bulletin 5 — Lime-Sand Brick Industry 0.45 

Bulletin 6 — Bibliography of the Geology of Ohio, 
and Index to Publications of the Geological 

Survey of Ohio 0.35 . 

Bulletin 7 — Revised Nomenclature of the Ohio 

Geological publications 0.06 

Bulletin 8— Salt Deposits and Salt Industry in Ohio 0.06 
Bulletin 9— Coal. 

LAWS mVTDER WfflCH THE SURVEY OPERATES. 

For the information of the public, the law under which the work 

of the Survey is prosecuted is herewith published : 

Laws of Ohio, 1889, Vol. 86, p. 262. 

(Senate Bill 409.) 

AN ACT 

To provide for the extension of the Geological Suney of the State. 

Section 1. Be it enacted by the General Assembly of the State of Ohio, That 
the governor is hereby authorized to appoint a state geologist, whose duty it shall 
be to continue and extend the investigations already made into the geological struc- 
ture and resourses of the state. Said state geologist shall be appointed for a term* 
of three years, but he may be removed for cause at any time, and a successor ap- 
pointed in his stead; and the governor is authorized to fill any vacancy which may 
occur from any cause, at any time. The compensation of said state geologist shall 
be at the rate of two hundred dollars per month, for the time actually employed; 
and said geologist shall have power to employ such assistants as he may need; but 
in no event shall the salary of the geologist, pay of assistants, and expense of the- 
department, exceed the amount of the expenditure authorized by the general as- 
sembly. 

Section 2. It shall be the duty of said geologist to study, and determine as 
nearly as possible, the number and extent of the various formations of the state; 
to represent the same, from time to time, upon properly constructed maps and dia- 
grams; to study the modes of occurrence and tlie distribution of the useful minerals' 
and products of these formations; to determine the chemical composition and struc- 
ture of the same; to investigate the soils and water supply of the state; and to- 
give attention to the discoveries of coal, buiMing stone, natural cement, petroleum,, 
gas und other natural substances of use and value to the state. He may also collect 
and describe the fossils of the various geological formations of the* state ; but no- 
expenditure shall be incurred under this head that is not expressly ordered and pro- 
vided for by the general assembly. 

Section 3. The said geologist shall make, on or before the first day in Feb- 
ruary of each year, a report to the governor, covering the work of the preceding- 
year, and the report shall be transmitted to the general assembly, to be printed iiL 
the same manner as other public documents, or as shall be otherwise ordered. 

Section 4. The salaries of the state geologist, and the assistants employed by 
him, together with the traveling and incidental expenses, shall be paid monthly, on 
presentation of properly itemized vouchers, signed by the governor, out of the state-' 
treasury, from the appropriation made for such purpose. 
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Section 5. There is hereby appropriated from the general revenue fund the sum 
of one thousand dollars annually, for the purpose above named. 

Section 6. This act shall take effect and be in force from and after its passage. 

Noah H. Albauoh, 
Speaker pro tern, of the Howe of Bepresentatives. 
Thsodobe F. Davis, 
President pro tern, of the Senate. 
Passed April 12, 1889. 

From the terms of the law, it was evidently intended to provide for 
the creation of a bureau of geolog^ to which only a portion of the time of 
the State Geologist should be applied, as the annual appropriation made 
was much too small to provide the salary of a State Geologist continuous- 
ly, without making any provisions for ofl&ce expenses, assistance, etc. 
It was thought at that time that a few months work per year would be 
:suflScient to maintain the Survey abreast of geological developments. 

The powers and duties of the State Geologist under this act were 
made so broad and general as to permit carrying on almost any work, 
•so that no new legal provision was thought necessary in connection with 
re-opening the work of the Survey under the Fourth organization. 

The law providing for the publication and distribution of reports is 
:as follows: 

Laws of Ohio, 1902, Vol. 95, p. 593. 

(House Bill, 800.) 

AN ACT 

To Provide for the Publication and Distribution of the Reports of the State 

Geologist. 

Section 1. Be it enacted by the General Assembly of the state of Ohio, That 
-^vhenever the state geologist shall have completed a bulletin upon any of the subjects 
upon which he is authorized to conduct investigation, he shall notify the state 
printing commission of this fact, and it shall be the duty of this commission to de- 
termine the number of copies which shall be printed, and the grade of paper, the 
Icind of binding, and any other details incident to its proper publication. 

Section 2. It shall be the duty of said commission to provide for the publica- 
tion of said bulletin as soon as possible after the completion of the same. The issue 
shall consist of a minimum number of three thousand copies. 

Of these, one thousand copies, after deducting 200 for tlie State Library, shall 
be distributed pro rata amon^? the general assembly. 

One thousand shall be distributed free by the state geologist in exchange with 
other surveys, and with individuals whose services have been used in the collection 
or preparation of the matter for the bulletins. Of this number not more than four 
hundred may be distributed during the first year after publication, and not more 
than fifty in any subsequent year. 

One thousand copies shall be set aside for binding along with other bulletins 
from time to time, when a sufficient number of such bulletins have accumulated to 
make collectively a volume of from 800 to 1,000 pages. They shall be bound, lettered 
and numbered, to take their place in the series of volumes already published by the 
survey. ^ 

The distribution of the bound volume of the survey shall be in the hands of 
•the state geologist; but the state library shall receive ten copies, each member of 
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the general assembly one copy, with privilege to draw not to exceed two other copies 
on application, and public libraries in the state shall be supplied with one copy each. 
The volumes remaining after these demands have been met, may be distributed 
among the geological surveys and geological societies of the United States and of 
foreign countries in exchange for their publications. 

Section 3. The board may, at its discretion, order the publication of extra 
copies in addition to the three thousand already provided for. These extra copies 
shall be placed in the hands of the state geologist. From these members of the 
general assembly may, on application, draw up to fifty (50) copies each. Those 
j-emaining shall be placed on sale at a price equal to the net cost of printing and 
binding, which price is to be established by the state supervisor of public printing. 
The proceeds of such sales shall be accounted for and paid into the state treasury, 
and the state geologist shall be required by the commission to give suitable bond 
for the security of the funds thus passing through his hands. The proceeds of such 
sales shall be credited to the account of the geological survey and shall bo used 
for the prosecution of the further work of the survey without distinction from other 
funds which the general assembly from time to time ai)propriate8 for the survey. 

Section 4. The cost of printing, illustrating, electro typing, binding, et cetera, 
•of said bulletins and said volumes, shall be paid from the general appropriation for 
atate^ printing. 

Section 5. This act shall take effect from and after its passage. 

W. S. McKlNNON, 
Speaker of the House of Representatives, 
F. B. Archer, 
President of the Senate. 

Passed May 12, 1902. 

THE SURVEY IN ITS RELATIONS TO THE PUBLIC 

The usefulness of the Survey is not limited to the preparation of 
formal reports on important topics. There is a constant and insistent 
desire on the part of the people to use it as a technical bureau for free 
advice in all matters affecting the geology or mineral industries of the 
State. A very considerable correspondence comes in, increasing rather 
than decreasing in amount, and asking specific and particular questions 
on points in local geology. 

The volume of this correspondence has made it necessary to adopt a 
uniform method of dealing with these requests. Not all of them can be 
granted, but some can and should be answered. There is a certain element 
of justice in the people demanding such information, from the fact that 
the geological reports issued in former years were not so distributed as to 
make them accessible to the average man or comnumity today. The 
•cases commonly covered by correspondence may be classified as follows: 

1st. Bequests for information covered bij previous piihlications. — 
This is furnished where the time reciuircd for copy in ir the answer is not 
too large. Where the portion desired cannot be copied, the enquirer is 
t<old in what volume and page it o 'cur's and advised how to proceed to get 
access to a copy of the report. 

2d. Requests for identification of minerals and fossils. — This is 
done, where possible. As a rule, the minerals and fossils are simple and 
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familiar forms, which can be answered at once. In occasional cases, a 
critical knowledge is required and time for investigation is necessary. 
Each assistant is expected to co-operate with the State Geologist in 
answering inquiries concerning his field. 

3d. Requests from private individuals for analyses of minerals and 
ores, and tests to establish their commercial value. — Such requests ait 
frequent. They cannot be granted, however, except in rare instances. 
Such work should be sent to a commercial chemical laboratory. The 
position has been taken that the Geological Survey is in no sense a chemi- 
cal laboratory and testing station*, to which the people may turn for free 
analytical work. Whatever work of this sort is done, is done on the initi- 
ative of the Survey and not at the solicitation of an interested party. 

The greatest misapprehension in the public mind regarding the Sur- 
vey is on this point. Requests for State aid in determining the value of 
private mineral resources, ranging from an assay worth a dollar, up to 
drilling a test well costing several thousand dollars, represent extreme 
cases. At present there is no warrant for the Survey making private 
tests, even where the applicant is entirely willing to pay for the service. 
In many cases individuals would prefer the report of a State chemist or 
State geologist to that of any private expert, at equal cost, because of the 
prestige which such a report would carry. But it is a matter of doubt 
whether it will ever be the function of the Survey to enter into com- 
mercial work of this character; it certainly will not be unless explicit 
legal provisions for it are made. 

4th. Requests from a number of persons representing a diversity 
of interests, who jointly ask the Survey to examine into and publicly 
report upon some matter of local public concern. — Such cases are not 
common. It is not always easy to determine whether such propositions 
are really actuated by public interest or not. Each case must be judged 
on its merits. The Survey will often be prevented from taking up such 
investigations by the lack of available funds, whih^ otherwise the work 
would be attempted. 

The reputed disi'overy of gold is one of the most prolitic sources of 
such calls for State examination. It usually seems wise and proper to 
spend a small sum in preventing an unfounded rumor from gaining 
acceptance in the public mind, before it leads to large losses, and unneces- 
sary excitement. The duty of dispelling illusions of this sort cannot be 
considered an agreeable part of the work of the Survey, but it is neverthe- 
less of very direct benefit to the people of the State. 
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CHAPTER I. 



THE PITTSBURG COAL/ 

Inttocluction* As is well known this is the most valuable coal 

:«eam in North America. It is found in the states of Pennsylvania, West 
Virginia, Ohio and Maryland, in all of which it is important. The area 

-of workable coal in this seam is estimated by White at from 6,000 to 
7,000 square miles. Orton estimated the area in Ohio alone at 1250 

-square miles, but this included the Pomeroy coal which is now known to 
lie above the Pittsburg seam. 

Area* The area underlaid by this seam in Ohio forms two dis- 
tinct fields, an Eastern and a Southern one. The Eastern Field is by 
far the most important, including nearly the whole of Belmont county, 
the southeastern part of Harrison, the southern part of Jefferson, the 

-extreme eastern part of Guernsey, the northeastern part of Noble, the 
northern part of Monroe, and the northern part of Washington counties. 
The last four counties, however, are of very little importance, though one 

•of them, Monroe, may prove to have valuable deposits of this fuel. 

The Southern Field comprises the southwestern comer of Morgan 
county, the eastern part of Athens, the northern part of Meigs and the 

-southeastern part of Gallia. The Southern Field may be divided into two 

.parts, Morgan, Athens and Meigs counties forming one part and Gallia 
county the other. The structure of the seam in the two is similar. This 
field at present, is of minor importance, the fuel being shipped by rail 
or boat from less than a half dozen places. 

Characteristfc Structure of the Pittsburg CoaL Over most of 
the large territory in Ohio and other states, where the Pittsburg coal is 

-f oimd it has a characteristic structure. This is well illustrated below : 

Roof coal 
Draw slate. 
Breast coal. 
Parting. 
Bearing in coal. 
Parting. 
Brick coal. 
Parting. 
Bottom coal. 

So persistent are these divisions that the coal may be identified by 
them over a wide territory. Occasionally, when the structure of the 
^ For method of sampling see Chapter IX. 

9 
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seam is in general normal, the parting between the Brick and Bottom > 
coals is wanting, but even in sui»h eases there is commonly a bedding 
plane between these ^two members. 

In Ohio, however, the seam shows marked variation in structure. 
Along the river in Jefferson and Belmont counties, where the seam is 
at its best, the structure is normal ; that is it has the succession of coals . 
and partings shown in the general section given above. Farther west, 
especially along the western border of Belmont county and near the west- 
ern margin of the Eastern Field the structure of the seam is less con- 
stant. There the structure is occasionally normal, but more commonly 
variations are found. These points are well illustrated in the following 
sections. 

The first section is from Neff Mine No. 2 near Bellaire. In this . 
the structure of the coal may be considered normal, and is found in 
Pennsylvania, West Virginia and Maryland as well as in Ohio : 

Ft. In. 

Boof coal 1 

Draw slate 10 

Breast coal 2 3 

Shale parting J 

Bearing in coal 2 

Shale parting 1 

Brick coal 1 5 

Pyrites parting IJ 

Bottom coal 1 3 

Below is another section, which, while differing from the above, may 
still be classed normal. This section was measured in Dillon Mine No. 2* 
at Dillonville, Jefferson countj': 

Ft. In. 

Coal 2J 

Parting IJ 

Roof coal , Coal 1 6 

Parting f 

Coal IJ 

Draw slate (soapstone) 1 

Breast coal 2 6J 

Parting \ 

j'Coal IJ 

Bearing in coal ^ Parting 4 ^ *J 

[Coal 2J 

Parting | 

Brick and Bottom coals 2 8 

Here the Brick and Bottom coals are not separated by a parting, 
while the Bearing in coal is thus divided. It will be noted that the- 
structure of the Roof coal is more complex than that found in the last 
section, — and this structure is the more common one. 
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Compare these sections with the following one of the same seam, 
found in the Media Mine about three miles southwest of Barnesville : 

Ft. In. 

Draw slate, unmeasured 

Black shale 1} 

iCoal } 

Bone coal and pyrites 2 

Coal 11 

Shale 1 

Bearing in coal 5 

Shale J 

Brick and Bottom coal 3 

In this section the Breast coal is greatly contracted and subordinate 
in value while the other parts of the seam are thicker and of increased 
value. 

At Temperanceville in the southwest corner of Belmont county the 
coal was found as follows : 

Ft. In. 

Shale, unmeasured 

Coal 10 

Shale and pyrites j 

Coal „ . . 3 

This shows the seam divided into 3 parts,, two of coal and one of 
shale with pyrites. The coal above the parting corresponds to the Breast 
coal, and is here of minor importance as a source of fuel. The parting 
itself represents the Bearing in coal with the partings above and below 
it. The coal below the parting comprises the Brick and Bottom parts 
of the seam. 

The latter two sections are of great importance because they show 
the transition from the normal structure of the Pittsburg seam to that 
found farther southwest in Athens and Oallia counties. 

Structure of the Pittsburgf Coal in Athens and Gallia Counties* 
Here a marked change occurs. The well-known structure of the seam 
is wanting and instead a three-fold division is found. This consists of 
an ** Upper bench*' and a ** Lower bench" of coal separated by a layer 
of clay or shale. This structure is almost as persistent in Ohio as the well 
known one in the eastern part of Belmont and Jefferson counties. Usual- 
ly too, the Lower bench is the more important and in places is the only 
one mined. It is evident that the structure of the seam is here com- 
parable to that found at Temperanceville, Belmont county. Interesting 
to note is the fact that at one point in Gallia county the structure of the 
seam is quite similar to that found farther east. Whether this is* 
of significance or is a lucky accident cannot be stated. These points are 
illustrated in the following sections : 
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Section of the Pittsburg coal at Sharpsburg, Athens county: 

Ft In. 

Shale, unmeasured 

iCoal ., 4 

Bone coal 2 

Coal ; 4 

U]a7 parting 1 

{Coal 2 10 

Pyrites parting i 

Coal 8 

Below is a section of the same seam at Bladen, Gallia county on the 
bank of the Ohio River : 

Pt. In. 

Shale 2 

Upper bench, Coal 4^ 

Clay 1 

Lower bench, Coal 2 9 

Usually, however, the structure is more complex than shown in the 
last section. Occasionally, too, the seam shows the ear marks of the 
structure in Belmont county. The following section measured in Kern's 
bank near Angel P. O. in Gallia county, illustrates both points : 

Ft. In. 

fCoal 1 8 

Soapstone 

Coal 2 

Draw slate 2 5 

Dirty coal 1 

Breast coal Coal 2 5 

or . Streak of dirty coal 

Upper bench Coal 6 

Parting If 

Coal llj 

Taning, pyrites If 

Parting , Bearing in coal .0 1 

Parting, pyrites | 

prick coal 8^ 

Lower bench ^ Parting ^ 

I Bottom coal 10 

Sttfnmary* From what has been said it is apparei^t that the struc- 
ture of the Pittsburg coal in Ohio presents two distinct phases: (1) 
That in the eastern counties the structure is usually normal, that is, simi- 
lar to that found in the great fields east of the Ohio River; (2) that 
farther southwest in Ohio the structure of the seam is markedly dif- 
ferent but persistent in that territory; (3) that between these two phases 
are intermediate forms which may be regarded transitional. 
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THE PITTSBURG COAL IN BELMONT COUNTY. 

Introdtictiosu This county not only contains the largest quantity 
of Pittsburg coal of any county in Ohio, but it also contains more coal 
than any other county in the state. 

Every township in the county except Flushing and Kirkwood con- 
tains a large area of this seam, and eight townships are almost completely 
underlain with it. The seam is everywhere of workable thickness and 
of good quality and hence the county contains a very large quantity of 
fuel. It is the last of the great coal fields in our state to be developed 
on a large scale, and it promises to be the most lasting in supply. 

Early History* Outcropping as the coal does at so many places, its 
presence must have been known to residents of the county from the time 
of its settlement. Probably the fuel began to be used for domestic pur- 
poses as early as 1825. Messrs. R. H. CNeil and Evans Lake are said 
to have been the pioneer miners and about 1835 the fuel was shipped by 
river from a mine located on the south bank of McMahon's Creek at 
Bellaire. At approximately the same time other mines were opened at 
the north end of Bellaire and West Wheeling. 

Between 1835-40 Jacob Heatherington and John Fink opened a mine 
just south of Bellaire on land now within the corporation limits, and a 
few years later a mine was opened at Wegee, six miles farther south. 

About 1845 the river shipment of coal became active, the fuel being 
sent as far south as New Orleans. At first the coal was loaded on flats 
and allowed to drift, but after 1850 the fuel was shipped principally in 
barges. Much coal was used on the boats for steam purposes and Bellaire 
became a regular stopping place for loading. 

The first railroad mine in the county is said to have been opened in 
1858, the locality being one mile west of Bellaire. This mine supplied 
coal for locomotives and also for shipment. About 10 years later another 
railroad mine was opened, the location being at Franklin Station 8 miles 
west of Bellaire. Since that year, other mines have been opened from 
time to time, but it was not until about the year 1900 that the present 
boonj began. ^ 

Belmont county is now the second largest producer of coal in Ohio 
and probably this lead will be increased from year to year until the 
county becomes by far the greatest producer in the state ^ 

' Historical data by Hon. J. F. Anderson of Bellaire. 

* Advance reports for 1907 indicate that Belmont county is by far the largest 
producer in the state. 
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Statistics^ The following figures show the output of the county 
for several years past :* 



Year. 


O 


.5 

S3 




1896 . . .' 


919,076 
827,420 
1,036,102 
1,242,383 
1,345,284 
1,506,858 
1,997,956 
2,725,849 
3,172,350 
3,957,980 
4,266,865 


7 
6 
6 
6 
6 
6 
6 
4 
2 
1 
2 


12,875,202 


1897 


12.196.942 


1898 


14,516,867 
16,500,270 


1899 


1900 


18,988.150 
20,943,807 
23,519,894 
24,838,103 
24,400,220 
25,552,950 
27,731,640 


1901 ; 


1902 


1903 


1904 : 


1905 


1906 





In considering the future of Belmont county as a coal producer, it 
should be remembered that at present the southern two-fifths of her 
territory do not produce a ton from this seam. This large area, however, 
is underlain with coal, and in time will be the seat of extensive mining 
operations. All that is now needed in that territory is transportation, 
and the valley of Captina Creek furnishes an easy line for railroad con- 
struction. 

Pease Towx^ship* Nearly the whole of this township is underlain 
with the Pittsburg coal. The Ohio River which forms the eastern bound- 
ary of the township has cut far below the seam, and several tributaries 
of this river have also cut through it. Especially is this true of Wheel- 
ing Creek which crosses the township along its southern edge, and a 
l)ranch of Short Creek in the northwestern corner. 

The coal has long been mined along the river front for local use. 
The fuel is hauled directly from these hills to the iron and steel mills 
in the valley, thus reducing to a minimum the cost of fuel. 

Section 1 shows the coal in the mine which supplies the Aetna- 
Standard mill with fuel, the location being at the north end of Bridge- 
port. Occasional streaks of pyrites are found in the lower part of the 
seam, and one thin smut band was noted. Much the same may be said 
of the Breast coal. The Bearing in coal is not rejected. The Draw 
•slate overlying the coal is reported to vary from a foot or more in 
thickness to almost nothing. 



^ Statistics taken from United States Geol. Survey Reports. 
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The entire output of this mine is used by the mill. It is said that 
the mine was opened in 1873 and that 268 acres have been worked out. 
The supply in the hills, however, is adequate at the present rate of con- 
sumption to last an indefinite period. 



SECTION 1 



Ft In, 



6. Breast coal 2. ...J, 



5. Parting^ 

, „ . . . rCoaU...li..j ^, 

4. Beanng m coal Jparting,.. i 0..-2 f 

[Ck)al, 1 

3. Parting, . - - . 



2. Brick and bottom coal,„ 2.-7J. 



L Clay, unmeasured, 

Chemical analysis and calorific value of Section 1-: 



Ultimate. 

'Carbon 71 . 45 

Hydrogen 5.21 

Oxygen 11.27 

Nitrogen 1.24 

Sulphur 2.fi7 

Ash 7.83 



Proximate. 

Moisture 3.39(a) 

Volatile Matter 36.84 

Fixed carbon 51 . 91 

Ash 7.86 



300.00 



100.00 
.7,217 calories. 



Calorific value 

(a) Moisture in the air-dried sample about 3<^. 



The sample included parts 2 and 6 only of the section, though all 
:parts, except 1, are mined and used. The sample was 6 inches wide and 
2 inches thick and is regarded excellent. 

In a ventilating shaft of the old Wheeling Creek ]Mine in section 3, 
Professor Brown measured the following section:^ 

Ft. In. 

Limestone 12 

Clay 4 ' 

Pomeroy or 8a coal 6 

» Vol VI, p. 606. 
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Ft. In. 

Clay 1 d 

Clay and shale .' . 2 

Limestone, bedded 16 

Limestone, nodular ; 3 

Clay 2 8 

Black shale ^ 

Roof coal (Pittsburg) ' 1 

Clay 10 

Coal 2 6 

Parting 1 

Coal 4 

Parting ^ 

Pittsburg coal 1 Coal 8 

Parting (thin) 

Coal 8 

Parting (thin) 

Coal 1 3 

Limestone 4 

Clay, unmeasured. 

The coal is quite uniform in thickness and structure throughout the- 
township. Occasionally the Bearing in coal which usually consists of a> 
thin layer of coal wdth a shale or clay parting above and below, is re- 
placed by a single band of shale. Sometimes the Brick and Bottom coals 
are separated by a parting of shale, but at other i)laces these coals are- 
directly in contact. 

Along Wheeling Creek the coal was formerly coked, but the product 
contained too much sulphur to enable it to compete with that made at 
Connellsville. 

The Roof coal, as usual, varies in thickness. In places it measures 
only one foot and elsewhere from two to three feet, but the latter is 
uncommon. Usually the Roof coal lies directly above the Draw slate. 
It is not mined. 

At Bridgeport the coal is 76 feet above the C. & P. R. R. tracks. It 
rises rapidly to the north, being 121 feet above the tracks at Martin's. 
Perry and still higher farther north in Jefferson county. In the south- 
ern part of the township the coal dips to the east at the rate of about 
25 feet per mile. 

Coleram Township. This township lies directly west of Pease and 
contains a large area of coal. Wheeling Creek crosses the southeastern 
part of the township in a deep valley along which the coal is every- 
where above drainage. The coal is extensively mined. 

Section 2 shows the coal in a mine of the Y. & O. Coal Company 
at Barton. The capacity of this mine was given at 1,000 tons per day. 
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SECTION 2 



Ft In. 



Coal. 



.2...8J, 



7. Breast coal, ^ Bone coal, i. 

Coal, 0...-5. 

6. P&rdng, j/ 
5. Bearing in coal,. 

4. Parting, | 

3. Brick coal, .0..,..8 

2. Parting, J. 



.21. 



1. Bottom coal 1. 



Chemical composition and calorific value of Section 2: 



Ultimate, 

Carbon 70.41 

Hydrogen o . 14 

Oxygen 10.20 

Nitrogen 1 . 09 

Sulphur 4.16 

Ash 9.00 



Proximate. 

Moisture 3.79(a) 

Volatile Matter 36.37 

Fixed carbon 50 . 84 

Ash 9.00 



100.00 100.00 

Calorific value 7,145 calories. 

(a) Moisture in the air-dried sample about 3r^. 

This sample included parts 1, 2, 3, 6 and 7 of Section 2. 

At Maynard in section 1, near the western border of the township, 

Professor Brown found the coal as follows : 

Ft. In. 

Roof coal, about 1 fi 

Draw slate (soapstone) 10 

, ( Bone coal 3 

Breast coal ' , , i ^ 

) Coal 1 6 

Shale parting 

Bearing in coal 7 

Shale parting 

Brick coal 1 6 

Parting 

Bottom coal 1 

2 G. ?. OF o. 
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Sections similar to the two just given can be duplicated in large 
number. The Roof coal ranges ordinarily from 12 to 18 , inches in 
thickness and usually lies directly above the Draw. slate. It is not 
mined. The structure of the main seam is characteristic, and can be 
duplicated in Pennsylvania, West Virginia and Maryland. 

Flushing: Township* This township forming the northwest corner 
of the county is completely underlain with coal in its eastern part. The 
central part has the coal in the high ridge between two branches of Still- 
water while the area of coal in the western part is small and confined 
to the tops of the highest hills. 

Section 2a shows the coal in the mine of the Kennon Coal & Mining 
Co. near Flushing. 

SECTION 2 a 

Ft. In. 



7. Draw slate, 0.. 



,10 



6. Bone coal, rejected, - .0.--2i 



6. Breast coal,, 1 ' 

4. Parting, -0.... 

3. Bearing in coal, _ ^0 o 

2. Parting, .0..-, ', 

1. Brick and bottom coal 2 ^ 




A film of pyrites was observed 23 inches above the bottom but is 
not continuous. The Roof coal is reported to average 10 inches. The 
mine was opened about 1902. 

Chemical analysis and calorific value of sample 2a: 



Ultimate. 

Carbon 68.75 

Hydrogen 5 . 14 

Oxygen 11 . 64 

Nitrogen 1.09 

Sulphur 4.17 

Ash 9.21 



Proximate. 

Moisture 4.23(a) 

Volatile Matter 36.34 

Fixed carbon 50.22 

Ash 9.21 



100.00 100.00 

Calorific value 7,003 calories. 

(a) Moisture in the air-dried sample about 3%. 



All was included in the sample except parts 6 and 7. Part 6 is 
rejected in the mine as well as in the sample. The sample was about 
6 inches wide and one inch thick. 

In the southwestern quarter of section 26 Professor Brown made 
the following measurement of the seam: 
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Pt. In. 

Draw Blate 10 

Breast coal 1 10 

Bearing in coal (slaty coal) ' 9 

Brick coal , 1 10 

Shale or day parting 1^ 

Bottom coal 1 

Clay 1 ' 2 

Limestone, unmeasured. 

This seam shows some changes from that fount] farther east in the 
county. Thus the Bearing in coal which usually consists of coal with 
a subordinate quantity of shale or clay is replaced with a band of shaly 
coal. Further the parting between the lower two divisions of the seam 
is abnormally large. 

Formerly a part of the slack from this mine was used for making 
coke. 

In the northwest quarter of section 8, near the middle of the 
township, Professor Brown found the coal as follows :^ 

Tt In. 

Massive sandstone, unmeasured. 

Breast coal 10 

Cla7 or shale parting ( 

Bearing in coal 3 

Shale parting , ( 

Brick and Bottom coal 2 5 

Clay 2 6 

Limestone, unmeasured. 

This section, as Professor Brown remarks, had the Roof coal, Draw" 
slate and paVt of the Breast coal cut out by the sandstone ledge. '*The 
eastern edge of this cut out is a short distance west of Bock Hill (sec- 
tion 32). The sandstone is well shown in the top of the ridge extending- 
northwest from Bock Hill and seems to thicken to the west, reaching a 
thickness of from 20 to 25 feet." 

The Ames limesix)ne is well shown in the valley of Big Stillwater- 
and tributaries. It ranges from 2 to 2} feet in thickness and is highly 
fossiliferous. 

Ptiltncy Township. This township fronts on the Ohio River. 
Everywhere along this front the coal is above low water level and 
hence has been removed in the river valley. McMahon's Creek, whichf 
crosses the township from west to east, everywhere cuts through the- 
coal, and the same is true of a tributary from the northwest, Witk 
these exceptions the township is underlain with the seam, save the very- 
small areas from which the coal has already been mined. 

The following interesting section measured by Mr. J. B. Hyde on 
the north side of McMahon's Creek about one mile west of Bellaire, 
shows the strata above the Pittsburg coal : 

*Voi. VI., p. on. 
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Ft. IiL 

Graj calcareous shales 14 

Gray limestone, fine grained 1 

Gray shales 3 

Limestone and limy shales full of minute crustacean 

remains 1 6 

Gray argillaceous shales 3 3 

Meigs Creek Coal 5 

Dark gray sandy shales 7 

Sandy micaceous clay 7 

Sandy micaceous shale T 3 

Sandstone, varies much 7 

Parting of black shale 

Clay shale 6 

Sandstone, quarried 16 6 

Coal 4 

Fire Clay 6 

Coal 1 3 

Limestone with layers of shale near top 6 10 

Calcareous shales 2 3 

Light gray limestone 6 6 

Gray shale, argillaceous 1 10 

Limestone ; 2 9 

Shales 2 6 

Shales and limestone, the latter thin -bedded 2 " 4 

Clay shale 1 10 

Limestone with shaly layers 4 

Oray argillaceous shale 3 9 

Pomeroy or Bedstone coal 1 3 

Gray argillaceous shale 9 

Hard gray amorphous limestone with numerous minute 

fossils 2 

Gray shale 4 

Limestone, hard fi^ray amorphous, with numerous minute 

fossils / 1 

Gray calcareous shale, with some minute fossils 2 3 

Limestone, hard gray, amorphous with some fossils 2 

Shales, hard with some lime and fossils 2 6 

Unseen 12 6 

Top of Pittshurfj coal. 

This section shows the intervals between the Pittsburg and Pomeroy 
or Redstone coals to be 23 feet and between the Pittsburg and Meigs 

Creek coals 86 feet. These intervals are fairly regular and may be 
traced southwest to Lawrence county, though ordinarily one of the 
three coal seams is very thin or wanting. The limestone recorded in this 
section between the Pittsburg and Pomeroy coal is persistent, having 

'been found as far southwest as Pomeroy. In that part of the state, 

however, the limestone is much thinner than that shown in the section. 

Section 3 shows the Pittsburg coal as found in the mine of the Empire 
Coal Mining Company one mile south of Bellaire. 

No measurement of the Roof coal was made but it is reported from 
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6 to 18 inches thick and separated from the Breast coal by from one 
to two and one-half feet of shale. Occasionally, however, the Roof coal 
is said to rest directly on the Breast coal. It is not mined. 

SECTION 3 




8. Breast coal, 2,..A.^ 

7. Pyintes, 0....;. 

6. Bearing in coal .0-..3._ 

5. Shale and pyrites, .u 

4. Brick coal, 

containing 6 very thin shale partings, 1 .. .o. 

3. Shale and p>Tites, 0. ..I. 

2. Bottomcoal - 0..ia. 

I. Shale 



When this mine was visited (July, 1907) its capacity was 1,000 
tons per day but this was soon to be doubled. The coal is shipped by 
river to various places and by rail to Indiana and northwest to the 
Great Lakes. Considerable of the output is used by the Pennsylvania 
Railroad and some finds a local market in Bellaire. 

Chemical analysis and calorific value of sample 3 : 



Ultimate. 

Carbon 72.06 

Hydrogen 5 . 45 

Oxygen 10.70 

Nitrogen 1.17 

Sulphur 3.76 

Ash r. 6.86 



Proximate. 

Moisture 3.51(a) 

Volatile Matter 38.65 

Fixed carbon 50.98 

Ash 6.86 



100.00 
.7,325 calories. 



100.00 

Calorific value 

(a) Moisture' in the air-dried sample about 3%. 

In the sample all of the section was included except parts 1, 3, 5, 
7 and 9. The sample was 6 inches w^de and 3 inches thick. The 
face of the coal from which the sample was cut was rather loose owing 
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to shooting. This made it rather difficult to keep the section of uniform 
width. Nevertheless, the sample is believed to be fair. 

Section 4 was measured in Neff Mine No. 2 in section 13, on the 
western side of the township. 

SECTION 4 

. Ft. In. 
9. Draw slate,... 0-..1CL 

8. Bone coal, marketed, 0-.li^ 




7. Breast coal,contains 4 pyrites streaks, 2 . 1 j , 



6; Shale parting, 0..„i 

5. Coal, ^ 

including a pyrites band near middle, 0..,. 2. 

4. Shale parting^ .0 1. 

3. Brick coal, 

including 2 thin pyrites lenses, .1 5 

2. Pyrites parting, 0...14. 



1. Bottom coal, l.^^.-l 



The Roof coal was reported to vary in thickness from 2 feet to a 
few inches, and was not mined. It was said to contain much pyrites. 

This mine has been in operation about three years, and when visited 
was producing 350 tons per day. 

Chemical composition and calorific value of Section 4 : 

Ultimate. 

Carbon 70.67 

Hydrogen 5.23 

Fixed carbon 9.78 

Nitrogen 1.20 

Sulphur 4 27 

Ash 8.9i 



Pftximate, 

Moisture 3.S0(a) 

Volatile Matter 37.18 

Fixed carbon 50 . 07 . 

Aah 8.95 



100.00 100.00 

Calori£c value 7,1 03 calories. 

(a) Moisture in the air-dried sample about 3%. 

This sample included all parts of the section except 2, 4 and 9. 
These were rejected by the miner also. 

The sample was cut in the side of a room which had been exposed 
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about two weeks, but before sampling 2 or 3 inches of the surface of 
the coal were first removed. The cross section of the sample measured 
€x3i inches. 

Richland Township* The land of this township is high, forming 
a watershed between Wheeling and McMahon's Creeks. In the northern 
part of the township the sea!m is exposed along Wheeling Creek and to 
a small extent along its tributaries. In the southeastern part of the 
township the coal is shown in the valley of McMahon's Creek, the seam 
disappearing beneath the bed of this stream a short distance east of 
Glencoe. The coal is mined by shafting near this village and a section 
will be found in the discussion of Smith township. When found the 
coal is normal in thickness and structure. Manifestly this township con- 
tains a very large quantity of the Pittsburg coal. 

Union Township* This township is underlain with the Pittsburg 
coal except along its western edge where the headwaters of Stillwater 
Creek have in part removed it. 

The coal is mined for shipment by the Wheeling Valley Coal Com- 
pany at Lafiferty, in the northeastern part of the township where Section 
5 was made. 

SECTION 5 



Ft. In, 

10. Draw slate soapstone^. L...0- 

9. Impure coal, rejected, 2^ 



■■-'< -■: 



8. Breast coal, 1.--9. 

7. Parting, .0,... i 

6. Bearing in coal, 2. 

5. Parting, 0....f 

4. Brick coal,^ Jl...8i- 

3. Parting, 0....^ 

2. Bottom coal, 1....2. 

1. Clay, unmeasured, _ 



This mine was opened about a year ago, (1906.) It has a steel 
tipple and is modern in all respects. The capacity of the mine is about 
2,800 tons per day. 



24 BULLETIN NO. 9. 



Chemical analysis and calorific value of Section 5 : 



Ultimate, 

Carbon 68.24 

Hydrogen 4.85 

'Oxygen 10.60 

Nitrogen 1 . 10 

Sulphur 4.45 

Ash 10.76 



Proximate. 

Moisture 4.46(a) 

Volatile Matter 36.00 

Fixed carbon 48 . 78 

Ash 10.76 



100.00 
.6,903 calories. 



100.00 

Calorific value 

(a) Moisture in the air-dried sample about 3%. 

The sample included the entire section except parts 1, 5, 6, 7, 9 
and 10. 

Along the western side of the township the seam has been mined 
by the farmers at a number of places. Professor Brown reports the coal 
from 3 feet 9 inches to 4 feet thick with a thin parting near the 
middle, in section 36 in the northwestern corner of the township. This 
structure is similar to that found in the same seam to the southwest 
in Athens and Gallia counties. 

Kifkwood Township^ This lies west of Union township and con- 
tains the coal in the higher hills and ridges only. The coal is not mined 
for railroad shipment, but supplies a local demand among the farmers. 

Section 6 was measured in the bank of F. W. McCartney, one-half 
mile west of Hendrysburg. 



SECTION 6 



Ft. In, 



6. Roof coal, reported,^ 1....0. 



5. Draw slate, reported, 0....6,^^^ 

4. Impure coal, — 3.. 

3. Breastcoal,. 1..2i., 

with numerous pyrites and shale lenses, 

2. Shale, and pyrites,. 0.._1. 



1. Brick and bottom coal, 



2,-11. 
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Here also the coal is divided into two benches by a parting. The 
Bearing in coal has disappeared, its place being taken by a parting of 
shale and pyrites, and the Brick and Bottom coals form a single bed. 
The duplicate of. this structure can be found in Athens and Gallia 
counties. The Roof coal is not mined but is reported the best in the seam. 

Chemical composition and calorific value of Section 6 : 

Ultimate. Proximate, 

Carbon 67.41 Moisture 3.75(a> 

Hydrogen 6.09 Volatile Matter 37.99 

Oxygen 10.79 Fixed carbon 47.42 

Nitrogen 1.11 Ash 10.84 

Sulphur 4.7« 

Ash 10.84 



100.00 100.00 

Calorific value 6,865 calories. 

(a) Moisture in the air-dried sample about 3%. 

Parts 1 and 3 were included in the sample, the remaining parts, 
of the section being rejected by both miner and sampler. The sample 
was 5 inches wide and 2^ inches thick. 

In the Lighten mine, section 29, in the northwest corner of the 
township. Professor Brown found the coal as follows : 

Ft. In. 

Massive sandstone 22 

Black slate '. 1 

Slaty coal, used 4 

Breast coal 1 

Shale and pyrites 1 

Bearing in coal 3 

Shale J 

Brick coal 1 6 

Shale 1 

Bott^ coal 1 2J 

Clay 5' 

Limestone, unmeasured. 

This section lies nearer the western margin of the field than the 
preceding section and yet shows the normal structure of the seam. The 
structure of the seam is less steady along its western margin in this 
part of the state, and sometimes the usual divisions are wanting. 

Whcelingf Township^ The Pittsburg or No. 8 coal underlies the 
whole of this township except along Wheeling Creek and tributaries 
where the coal has been removed by erosion. Near the middle of the 
township the seam disappears beneath the bed of Wheeling Creek. 

Section 6a represents the coal in the mine of the Columbian Coal 
Company at Fairport. 

The coal contains about the usual quantity of pyrites though no 
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SECTION 6 a 
7. Draw slate, soapstone, 



Ft. In. 



rCoaU 1 ... i- 

6. Breast coal, I Smut rock, ... g. 

[coal, 0. 8i. 

5. Smut rock, 0.... ft 

4. Bearing in coal,- 5 |- 

3. Smutrock, 0_ t 

fCoal 1 i- 

Parting, .4' 



2. Brick and bottom coall 



Coal, 2 ..2. 



Parting, 0... !_ 

Coal,.-.. 6 4 



1. Clay, unmeasured,... 



■"-s.v;i 



Tegular bands of it exist. The mine has a daily capacity reported at 
1100 tons. 

Chemical analysis and calorific value of Section 6a: 



Ultimate. 

•Carbon 68.17 

Hydrogen 5. 19 

Oxygen 11.26 

Nitrogen 1.09 

^Sulphur 3.95 

Ash 10.36 



Proximate, 

Moisture 4.25(a) 

Volatile Matter 33.53 

Fixed carbon 51.87 

Ash 10.35 



100.00 



Calorific value 



100.00 
.6903 calories (b). 



(a) Moisture in the air-dried sample about 3%. 

(b) The ultimate analysis and calorific value here given was not obtained 
xintil several weeks after the preparation of the fine sample and laboratory experi- 
ments indicate that the sample had increased in weight by oxidation about 1}%. 
A calorific value about 100 calories higher than that given appears to represent 
more nearly the fresh sample. 

In this sample parts 2 and 6 only of the section were included. 

Professor Brown reports that the coal is normal along the eastern 
T)order of the township, ranging from five to five and one-half feet in 
thickness and having the customary partings. 

In the northeastern quarter of section 26 Professor Brown found 
the coal as follows:^ 



» Vol. VL, p. 610. 
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Ft. 
Boof coal, unmeasured. 

Draw slate 1 

Coal 

Breast coal . Shale parting 

Coal 1 

Shale 

Bearing in coal 

Shale. 

Brick and Bottom coal 2 

Clay 1 

Limestone, unmeasured. 



In. 


6 

1 




11 




Here the Breast coal is divided into two parts by a thin band of 
«hale, while the Brick and Bottom coals are without the shale band that 
is so commonly found between them. 

The Eoof coal is nowhere reported prominent in the township. 
Probably its average thickness does not exceed one foot. 

Smith Township* This township is competely underlain with 
the Pittsburg coal, the seam rising nowhere to the surface. The coal is 
mined in the northeast comer of the township near the village Glencoe, 
■and a shaft has been sunk near Wamock station. 

Section 7 was measured in Delora Mine, No. 1, about a quarter of a 
mile west of Glencoe. The mine belongs to the Highland Coal Company 
of Wheeling. 

SECTION 7 

Ft. Ir, 

6. Draw slate. - --0.. 10 




{Coal with one pyrites 
band. 1 ..11. 
Pyrites 0. IK 
Coal, 0...3. 

4. Pyrites parting* 0.... 1_ 

3. Bearing in coal, O...3, 

2. Pyrites parting,. 0,.. 1 



Coal .2 .-4 

Pyrites, .... _ {, 

1. Brick and bottom coalJ Coal, 0,.. 4 

Pyrites, 0....i- 

, Coal 0i..3:i- 
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This mine is located in the valley of jMcMahon's Creek, the coal 
lying 55 feet below the bed of that stream. 

The bearing in is made in the middle member of the Brick and 
Bottom coals. This part was included in the sample. The lower 3i 
inches and the pyrites just above are left in the mine and were not 
included in the sample. 

The Roof coal is reported one foot thick an4 lies directly above the 
Draw slate. Above the Roof coal is a heavy bed of soapstone. The 
Draw slate falls if not supported and the weight of the soapstone above 
the Roof coal makes keeping the entries clear rather difficult. 

The seam is quite uniform in thickness. About 4 inches are left in 
the floor, below the cut made by the machines. The pyrites layers are 
fairly steady and the thicker ones are rejected. 

When visited the mine was producing 1,000 tons per day, but had 
produced as high as 1,200 tons. This township has thirty-«ix square 
miles of the Pittsburg coal: and thus far the area has been little more 
than touched. 

Chemical analysis and calorific value of Section 7: 

Vitimate. ProximaU. 

Carbon 71.49 Moisture .' 3.21(a) 

Hydrogen 5.14 Volatile Matter 36.82 

Oxygen 10.77 Fixed carbon 52.71 

Nitrogen .^ 1.06 Ash * 7 26 

Sulphur * 4.28 

Ash 7.26 



100.00 100. oa 

Calorific value 7,297 calories. 

(a) Moisture in the air-dried sample about 3%. 

Since the lower two members of part 1 were left in the mine they 
were not included in the sample. Parts 2, 3 and 4, which were alsa 
rejected by the miners were omitted in sampling. The sample measured 
5 by 3 inches and is considered very fair. 

Mead Township^ This township lies south of "Pultney and fronts 
on the Ohio River. The coal has long been mined along this stream. At 
present the principal mine is in the southeast corner of the township,, 
about a quarter of a mile above the mouth of Pipe Creek. The mine ia 
owned by the Johnson Brothers of Bellaire, and the structure of the 
coal is shown in Section- 8. 

The upper part of the Breast coal contains a number of pyrites 
lenses, but these are less numerous below. The Breast coal is considered 
the best part of the seam. 

The Brick and Bottom coal contained at the place of sampling 7 
smut streaks, the thickest measuring one-fourth of an inch ; also 3 bands 
of impure hard coal ranging from one-half to one inch in thickness. 
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SECTION 8 

Ft In. 



6. Draw slate, 1..-.4 ^^= 
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6. Breast coal, 2 ._ :; 

4. Shale partings — f 

3. Bearing in coal, 0.. 4 J 

2. Shale parting, I 

1. Brick and bottom coal,- 3 ... 2 



The Draw slate is said to contract oecasionally to one inch. Above 
it is found a thin band of coal measuring from one to two inches, and 
above this two feet of shales succeeded in turn by two feet of Roof coal. 

The coal lies at the level of the river bed and is reached in the mine 
by an incline. Mining is done by compressed air and haulage by elec- 
tricity. The mine was opened about 1902 and ships from 100 to 350 
tons daily. 

' Chemical analysis and calorific value of Section 8 : 



Ultimate. 

Carbon 72.95 

Hydrogen 5.11 

Oxygen 8.59 

Nitrogen . . . i 1 . 04 

Sulphur 4.31 

Ash 8.00 



Proximate. 

Moisture 2.91(a) 

Volatile Matter 37 .94 

Fixed carbon 51 . 15 

Ash 8.00 



100.00 

Calorific value 

(a) Moisture in the air-dried sample about 3^. 



100.00 
. 7,.340 calorics. 



A lense of pyrites found in part 5 of the section was rejected in the 
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sample. Parts 2, 4 and 6 were also rejected. The sample measured 2 by 
4 inches and was cut from a face only two days old. 

Three diamond drill tests have been made in this township by Hon. 
Samuel L. Mooney, of Woodsfield, who has placed the records at the dis- 
posal of the survey. In the southeast quarter of section 2 the coal mea- 
sured 5 feet 1 inch and in the northeast quarter of section 8, 5 feet & 
inches. In the former case the Roof coal measure^ only 3 inches, but in 
the latter it was found thicker but with several partings of shale or clay. 
Below is a complete record of the well drilled at Vallonia in the 
northwest quarter of section 14 : 

Ft. In. 

Surface 6 00 

Limestone 06 

Limestone and shale, mixed 09 

Limy shale 06 

Soft gray shale i . . . 1 00 

Sandy shale 1 00 

Sandstone, gray 6 06 

Gray shale 5 03 

Limestone 06 

Gray shale 03 

Limestone 1 03 

Soft green shale 1 06 

Fire clay 06 

Dark shale 03 

Sandstone, gray 10 00 

Gray shale 1 06 

Dark shale 03 

Limestone 06 

Hard dark limy shale 1 0^ 

Limestone 1 04 

Limy shale 03 

Hard shale with lime nodules 1 04 

Limestone 09 

Limy shale 04 

Limestone and shale, mixed 06 

Limy shale 1 00 

Limestone 06 

Gray shale 06 

Limestone " ■ OS 

Gray shale 1 , 06 

Dark limy shale 08 

Green limy shale > 08 

Sandy shale 1 00 

Limy shale 06 

Limestone 1 03 

Limy shale, hard 1 06 

Limestone 04 

Cement rock 1 0^ 

Hard limy shale and limestone 1 06 

Dark shale and limestone, mixed 08 

Gray shale 06 
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Ft. In. 

Limestone 2 03 

Gray shale 1 03 

Cement rock 3 06 

Hard dark, limy shale « 3 09 

Green shale 3 GO 

Red shale 03 

» Hard green shale .' 1 00 

Limestone 08 

Hard gray shale 04 

Hard limy shale 09 

Cement rock 5 03 

Hard green shale , 09 

Hard gray limy shale 06 

Limestone and shale, mixed % 1 00 

Gray sandstone 2 02 

Gray and sandy shale 1 06 

Cement rock 4 00 

Hard dark limy shale 1 09 

Limestone and cement rock, mixed 3 00 

Hard dark limy shale 09 

Limestone and cement rock, mixed ' 1 09 

Hard limy shale 2 00 

Limestone 08 

Hard dark limy shale 1 00 

Cement rock 4 00 

Hard dark limy shale 03 

Limestone 2 09 

Hard gray shale 05 

Limestone mixed with shale 06 

Limestone and cement rock, mixed 1 04 

Hard green limy shale % 05 

Limestone 08 

Green limy shale 1 00 

Hard dark gray slate 1 04 

Cement rock 2 08 

Limestone 03 

Hard limy shale 08 

Limestone, gritty 1 06 

Hard limy shale 06 

Cement rock 2 00 

Hard limy shale 06 

Limy shale with little limestone 08 

Cement rock 2 00 

Gray slate 1 OO 

Between limestone and cement rock 3 06" 

Hard dark limy shale 1 06 

Green limy shale 07 

Hard dark gray shale 2 03 

Hard dark limy shale 1 02 

Limestone and shale, mixed 06 

Limestone 09" 

Limy shale, hard 07 

Limestone 05"- 
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Ft. In. 

Hard limy shale 3 06 

Limestone and shale, mixed 05 

Fire clay 2 08 

Slate, dark 02 

Coal, Meigs Creek .' 3 09 

Sandy fire clay 08 

Hard limy shale ^ 1 00 

Limestone 06 

Soft gray shale with lime nodules 2 07 

Sandy shale 8 00 

Gray slate 7 03 

Brown slate 1 00 

Coal 05 

Band 03 

Coal 09 

Dark limy shale 06 

Limestone 2 03 

Cement rock 1 03 

Hard limy shale 03 

Limestone 3 06 

Cement rock 4 03 

Hard dark gray shale 03 

Limestone 2 00 

Gray shale 1 00 

Limestone 4 00 

Hard limy shale 04 

Limestone 1 04 

Hard shale and limestone, mixed 10 

Hard gray shale 1 00 

Limestone and shale, mixed 06 

Limestone • 1 10 

Hard limy shale 09 

Green shale with lime nodules 1 00 

Fire clay 1 06 

Black slate 03 

Green and black slate, mixed 09 

Soft clay shale 2 09 

Gray shale 1 06 

Sandy shale 1 06 

Black shale 03 

Hard dark limy shale 1 06 

Blue limestone 2 00 

Limestone, gray 2 06 

Hard dark limy shale 06 

Blue limy shale, hard 1 03 

Limestone and shale, mixed 1 03 

Hard limy shale 3 00 

Limestone and shale, mixed 03 

Hard limy shale 2 00 

Limestone and shale, mixed 2 00 

Hard limy shale 09 

Fire clay 1 09 

Hard limy shale 06 
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Ft. In. 

Fire clay and dark shale, mixed 11 

Black slate 04 

Boof coal 1 00 

Band Oa 

Koof coal 0& 

Band 1 11 

Code, Pittsburg 5 00 

Dark fire clay 04 

Hard limy shale 1 07 

Interesting to note none of these tests shows the Pomeroy or Red- 
stone coal. The Meigs Creek coal was found thin and unimportant in 
the first well, but in the second one it measured 4 feet 1 inch with a half 
inch parting of pyrites. In the third well, as shown above, this seam 
measured 3 feet 9 inches. 

York Township* This township forms the southcastem«comer 
of the county. It fronts on the Ohio Eiver and the coal is said to lie 
in the bed of this stream. Interesting to report the seam rises above 
drainage along Captina Creek in sections 21 and 27, near the middle of 
the township wher^ it has been mined to a small extent. This plainly 
indicates the presence of an arch or anticline. Elsewhere in the town- 
ship the coal is under cover. 

On the Dorsey farm, southwest quarter of section 14, Professor 
Brown made the following measurement of the coal : 

Ft. In. 

Eoof coal, average 1 8 

Draw slate, average • 1 2: 

Breast coal 2 I. 

Shale and pyrites 1' 

Bearing in coal 6^ 

Shale 1 

Brick coal 1 T 

Pyrites band 1" 

Bottom coal ' 10^ 

Coal, thin band, not measured. 
Clay, unmeasured. 

The coal is reached by a shaft 25 feet deep, and the fuel is lifted by 
horse power. 

Washington Township^ The coal in this township is everywhere 
below drainage, and so far as can be judged the township is everywhere- 
underlain with the seam. 

The coal has long been mined near Armstrong's Mills in the north- 
eastern part of the township. Section 9 was measured in the mine of 
the Captina Coal Company in the northwest quarter of section 10. 

The Roof coal is reported to vary from 10 to 15 inches in thick- 
ness and lies directly above the Draw slate. It is unmined but makes 
a good roof. 

3 G. S. OF o. 
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SECTION 9 



Ft. In. ^:^=r^ 
9. Drawslate, 0....10 



8. Bone coal, rejected, .0 — -I 



t/^'J 



7. Breast coal, with 3 thin partings ,. . . . 2 . . . ^ 



6. Shale, O...!. 

5. Bearing in coal, O..S*j 

t 4. Shale, 0.--.^ 

3. Brick coal, 1..8V 

containing several smut bands, 

2. Shale, O....4, 

1. Bottom coal, 

with occasional pyrites lenses , 1 .... 1 . 



When visited in July, 1907, the mine was shipping about 80 tons 
of coal daily to points along the Ohio Eiver and Western Railroad, 
The coal is regular and quite hard except a part about 10 inches above 
the base where the undercutting is done. Eighteen inches of the upper 
part of the Breast coal is very hard and blocks of considerable size are 
frequently loaded. 

Chemical analysis and calorific vaue of Section 9 : 



mtimate. 

Carbon 69.76 

Hydrogen 5 . 25 

Oxygen 9.39 

Nitrogen 1 .09 

Sulphur 5.09 

Ash 9.42 



Proximate, 

Moisture 2.79(a) 

Volatile Matter 37.88 

Fixed carbon 49 . 91 

Ash 9.42 



100.00 
.7,215 calories. 



100.00 

Calorific value 

(a) Moisture in the air-dried sample about 3%. 

Parts 2, 4, 6, 8 and 9 of the section were excluded from the sample. 
Parts -8 and 9 are rejected by the miner also but parts 6 and 4 are in- 
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eluded with the marketable coal. The sample, which measured 6 by 2 
inches, was cut from a face that had been exposed less than a week. 

Below is the record of a test made by the diamond drill at Alledonia 
in the southeast corner of section 22. This record has been placed at 
the disposal of the survey by Hon. Samuel L. Mooney, of Woodsfield. 

Ft. In. 

Surface 10 06 

Yellow shale 2 00 

Limestone, buflP 3 00 

Lime and shale, mixed 2 06 

Hard dark green shale, flinty 2 03 

Limestone 2 00 

Limestone and shale, mixed 1 00 

Hard dark gray shale rock, flinty 4 09 

Limestone (with little shale) 9 06 

Hard dark gray shale 1 06 

Brown shale, hard 1 00 

Fire clay 08 

Soft clay shale 04 

Black slate - 01 

Coal, Meigs Creek or No. 9 ^ 2 08 

Oray, shale 1 03 

Limestone ; 06 

Hard sandstone 1 03 

Sandy shale 03 

Hard gray sandstone 4 09 

Oreenish shale 2 06 

Limestone and shale with fossils 06 

Greenish shale - 1 00 

Cray sandy shale 4 06 

Part sandy shale and dark slate 3 06 

Black slate 0. 02 

Coal 1 09 

Dark shale 08 

Limestone with fossils 06 

Hard sandy shale, dark (sample) 03 

Limestone with fossils 8 11 

Cement limestone 4 06 

Oreenish shale 1 00 

Limestone (sample) 4 09 

Limestone and shale, mixed 1 00 

Limestone 1 03 

Hard dark shale 09 

Limestone and shale, mixed 09 

Sandstone and shale, mixed 1 06 

Oreenish shale 2 00 

Oray sandstone 1 09 

Gray soapstone 2 00 

Hard gray shale 1 03 

Limestone 5 04 

Oreenish shale 06 

Limestone nodules .03 

Oreenish shale 1 03 
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Ft. In. 

Brown shale 08 

Coal, Pomeroy or Bedstone or No. 8a 04 

Hard gray shale 1 03 

Blue limestone 1 05 

Dark shale 05- 

Blue limestone 1 00 

Gray limestone 4 OO 

Gray shale 04 

Limestone 3 04 

Limestone and shale, mixed 2 04 

Limestone (sample) 1 09 

Gray shale 06 

Gray shale with limestone nodules 3 0& 

Fire clay 2 00 

Coal, slaty 05 

Dark slate 03 

Boof Coal (Fittshurg) lo' 

Band fire clay 10 

Coal, Pittsburg or No. 8 5 Od 

Fire clay 02 

Calcareous shale, dark gray 3 09 

Limestone with shale, hard . . . .' 11 

Limestone and sandy shale, mixed 11 

Gray sandstone with iron 08 

Gray shale and lime, mixed 06 

Not only does this record show the Pittsburg coal in good thickness 
but the position also of the Pomeroy or Bedstone and the Meigs Creek 
seams. 

Wayne Township* In this township the Pittsburg coal is nowhere 
above drainage ; neither is it mined and hence information must rest on 
the disclosures of the diamond drill. 

Below is a record made in the valley of Captina Creek in the south- 
eastern quarter of section 10. For this information the survey ia 
indebted to Hon. Samuel L. Mooney, of Woodsfield : 

Ft. In. 

Surface, place of Meigs Creek or No. 9 coal 8 00 

Limestone 1 00 

Fire clay 3 06 

Gray shale 3 04 

Sandy shale 1 06 

Hard black limestone 01 

Gray shale 2 06 

Sandy shale 6 00 

Soft gray shale 8 03 

Black slate 04 

Coal 03 

Dark shale 09 

Limestone 2 00 

Black shale 05 

Limestone 5 02" 
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rt. In. 

Black shale 03 

Limestone 1 02 

Bark shale 07 

Cement rock 2 04 

Limestone 2 02 

Shale and lime, mixed 4 06 

Sandy shale 1 06 

Soft limestone 1 00 

Sandy shale 1 00 

Gray soapstone 4 00 

Limestone 3 04 

Soapstone and lime nodules 3 00 

Coal and black slate, Fomeroy or Bedstone 1 03 

Pire clay 1 00 

Gray shale 3 02 

Black shale 1 00 

Limestone 5 06 

Limestone and shale 2 00 

Limestone 3 00 

Lime, fire clay 2 00 

Gray shale with limestone nodnles 3 00 

Greenish shale 1 06 

Dark shale, carbonaceous 3 02 

Eoof coal (Pittsburg) 10 

Fire clay, band 1 00 

Coal, Pittsburg or No. 8 5 07 

Fire clay 4 01 

A test was made in the northwest quarter of section 23, but the 
result was not favorable, the coal being only 2 feet 5} inches thick, and 
this divided into two parts by a thin layer of shale. Above the coal is 
found a massive sandstone which probably explains the thinness of the 
seam. This test started above the horizon of the Meigs Creek seam. 
From drillings in adjacent townships it appears that this cut out is 
local, or at any rate, does not extend over a wide area. 

Goshen Township* The coal in this township is everywhere under 
cover except a very small area in the northwestern section, No. 36. Ac- 
cording to Professor Brown, the seam is there from 4i to 5 feet thick 
and normal in structure. 

In the southeast quarter of section 31, southwest corner of the 
township, the diamond drill showed only 3 feet 4 inches of coal. Above 
the seam lies a massive sandstone which very probably is responsible for 
the meagerness of the coal. This test is only about two miles from the 
one in Wayne township which disclosed less than 3 feet of coal and is 
doubtless included in the same basin. 

The next test to be recorded was made in the northwest quarter of 
section 1, that is in the southeast corner of the township. For this and 
the preceding information indebtedness is acknowledged to Hon. S. L. 
Mooney. 
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b-'t. In. 

Surface 8 05 

Yellow shale 1 00 

Limestone 6 03 

Green shale 2 00 

Limestone 05 

Green shale 03 

Limestone with thin streaks of shale 4 06 

Shale and sandy shale, mixed I 06 

Hard limy shale 1 00 

Limestone 03 

Greenish shale 06 

Limestone 1 02 

Green shale 06 

Hard limy shale 08 

Limestone 2 00 

Hard limy shale 4 06 

Greenish sandy shale 3 00 

Between a limestone and blue core 5 06 

Hard limy shale 09 

Green shale 04 

Limy shale, greenish 1 09 

Hard limy shale 07 

Limestone 1 05 

Dark limy shale 1 00 

Limestone 2 06 

Hard dark limy shale 06 

Limestone 6 00 

Hard dark limy shale 06 

Limestone 1 09 

Green shale IQ 

Limestone 0» 

Green shale 09 

Limestone 7 03 

Limestone and shale, mixed 2 06 

Blue core 09 

Greenish limy shale 2 09 

Limestone with little shale, mixed 1 03 

Green shale 09 

Gray shale 03 

Blue core, or cement rock 3 00 

Hard dark limy shale 09 

Limestone mixed with shale 10 07 

Limestone and dark shale, mixed 1 09 

Coal, Meigs Creek or No. 9 3 02 

Pire clay, sandy 09 

Cement rock, dark 2 00 

ijimestone 6 09 

Greenish shale 5 06 

Dark gray slate 3 08 

Dark gray slate, very soft - 1 03 

Coal 1 06 

Slate 01 

Coal 1 04 
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Ft. In. 

Biaek slate 03 

Limy shale 09 

Cement r >ck 1 02 

Limestone with fossils 07 

Cement rock 1 07 

Limestone 07 

Black shale 02 

Limestone 3 00 

Black shale and limestone, mixed 09 

Dark shale with fossils 06 

Limestone 06 

Cement rock 3 00 

Limestone 1 03 

Greenish limy shale 05 

Green shale 10 

Limestone 3 06 

Greenish .shale 06 

Limestone with dark streaks 4 06 

Greenish sandstone 1 06 

Soft green shale 2 06 

Gray shale 2 02 

Limestone 3 00 

Limy shale, soft 1 09 

Slate and bone coal, mixed, Fomeroy or Bedstone or No, 8a. 05 

Fire clay 1 06 

Dark shale : 02 

Limestone 07 

Limy shale 2 03 

Blue limestone 3 03 . 

Limy shale 06 

Limestone 09 

Limy shale and limestone, mixed 1 08 

Limestone 4 00 

Dark gray shale, hard 04 

Limestone 3 00 

Limy shale and limestone, mixed 1 09 

Soft clay shale 1 00 

Limestone 06 

Hard gray shale 1 00 

Limestone 08 

Green shale with limestone nodules 1 00 

Gray shale with limestone nodules 1 03 

Fire clay with dark streaks 1 09 

Eoof clay 05 

Band 11 

Coal, PiiUhwrg or No. 8 5 01 

ISre clay 02 

Hard dark limy shale 2 06 

Warren Township. The Pittsburg: coal underlies a large part of 
this township. In the northern part the headwaters of Stillwater Creek 
ent through the seam, and along the western edge the coal is exposed in a 
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number of narrow valleys. Especially is this true in the southwestern 
comer where the headwaters of Leatherwood Creek have formed deep 
and relatively wide valleys. 

Near Bamesville the seam has long been mined for local use and is 
known as the Lower Bamesville coal. The Meigs Creek seam which is 
mined in the same locality is known as the Upper Bamesville coal. 

The coal is mined for rairoad shipment in the southwestern part 
of the township. 

Section 10 was taken in the Media Mine of the Colburg Coal Com- 
pany of Columbus, located in section 21. 



SECTION 10 

Ft. In. 

8. Draw slate, 0.... 6. 

7, Black shale, _ 0.. IL 

6. Impure coal, rejected, 0..2S- 

5. Breast coal, _.^ 0-..11. 

4. Shale,.. 0...J1 

3. Bearing in coal, impure^ 0...5, 

2. Shale, 0....1 

1. Brick and bottom coal, 3 0. 



The coal contains quite a number of local partings of shale and 
pyrites. Those that are persistent ara shown in the section. The coal 
ii quite hard and yields a red ash on burning. Its thickness ranges ordi- 
narily from 4 feet 6 inches to 5 feet 3 inches, the average being about 
4 feet 8 inches. The Draw slate is taken down in the entries but not in 
the rooms. Shaly sandstone lies above the Draw slate, the whole making 
a good roof. 

The sections show the Breast coal unusually thin and a corresponding 
increase in the other divisions of the seam. These changes probably 
result from the locality being near the margin of the great basin in which 
this seam was formed. 

This mine was opened about 1904 and when visited in 1907 was 
producing about 200 tons per day. Mining was done by hand but 
preparations were being made to use machines. Much of the coal has 
been shipped to the Great Lakes. 
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Ultimate. 

€arbon 67.64 

Hydrogen 5.17 

Oxygen 10.43 

Nitrogen 1.08 

Sulphur 4.67 

Ash 11.01 



Proximate. 

Moisture 4.47(a) 

Volatile Matter 37.53 

Fixed carbon 46.99 

Ash 11.01 



100.00 
.6,875 calories. 



100.00 

Calorific value 

(a) Moisture in the air-dried sample about 3%. 

Parts 4, 6, 7" and 8 of the section were excluded in sampling. Like- 
wise these parts are rejected by the miner. The sample measured 6i 
ty 3i inches and was cut from a fresh face. Part 2 of the section was 
a little above the average in thickness and hence the percentage of ash 
may be a trifle high. 

Somerset Township* This forms the southwestern corner of the 
county. Within the limits of the township the coal varies more than 
•elsewhere in the county. On the west side of the township the coal thins, 
but is mined at a number of places. In section 31 in the southwestern 
comer of the township, however, the coal is represented by a black streak 
only or is entirely wanting. The same is true along the southern margin 
of section 25. In such places the horizon of the coal is sometimes deter- 
mined by the limestones. 

The coal is everywhere below drainage in the township except in 
the two western tiers of sections. It has long been mined at Temper- 
anceville and vicinity and in the valley in the northwestern comer of 
the township. 

Section 11 was taken in the Jeffries bank at Temperanceville. 



Ft. In. I 



SECTION 11 
4. Shale, umneasured,. 

3. Coal, 0...10,| 

2. Shale and pyrites , rejected,. O.-.f. 



1. Ck)al, 3. 
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The upper part of the seam contained three very thin pyrites and 
shale partings, and substantially the same is true of the lower or prin- 
cipal part of the seanL Occasionally films of pyrites are found in 
vertical cracks in the coal. 

This section is another illustration showing how the Pittsburg coal 
loses its well known structure along the western margin of the field in 
this part of the state. The structure is more like that of the Meigs 
Creek seam than of the Pittsburg, though it undoubtedly belongs to the 
latter. 

The Jeffries mine supplies the village and surrounding farmers with 
fuel The coal is fairly hard and has a good roof. Below the coal the 
thick beds of limestone are found which are so common throughout the 
county. In fact these limestones are sometimes more persistent than 
the coal itself. 

Chemical analysis and calorific value of Section 11 : 

Ultimate, Proximate, 

Carbon 68.77 Moisture 4.08(a) (b) 

Hydrogen 4.89 Volatile Matter 37.08 

Oxygen 9.68 Fixed carbon 48.23 

Nitrogen 1.10 Ash 10.61 

Sulphur 4.96 

Ash 10.61 



100.00 100.00 

Calorific value 6,931 calories. 

(a) Sample slightly wet; Moisture possibly one-half per cent, high on this 
account. 

(b) Moisture in the air dried sample about 3%. 

Parts 2 and 4 of the section were rejected by both the miner and 
sampler. The sample measured 6 by 3i inches, and was cut from a fresh 
surface. 

Below is a record of a diamond drill test made at Somerton on the 
eastern side of the township : 

Pt. In, 

Surface '. 11 00 

Soft yellow shale 1 06 

Oray sandstone 61 02 

Fire clay, limy 04 

Slate and coal, Meige Creek or No, 9 1 09 

Limy shale, dark 05 

Limestone 2 10 

Hard dark shaje 03 

Limestone 06 

Cement rock 1 06 

Limestone 07 

Limestone with fossils 06 

Dark shale, hard 02 

Limestone 3 00 
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Ft. In. 

Black shale, hard ' 03 

Limestone 1 03 

Cement rock 3 06 

Greenish sandy shale, with lime nodules 1 06 

Clay shale 14 00 

Greenish shale, sandy, with little lime 4 00 

Lime or iron nodules 03 

Gray sandy shale 5 00 

Gray sandstone, place of Bedstone coal 30 00 

Dark gray shale with thin sandstone bands 2 09 

Gray sandstone 1 03 

Dark gray shale 03 

Gray sandstone 2 03 

Dark slate, with fossils 3 04 

Slaty coal 03 

Dark slate 2 11 

Coal, PitUburg or No, 8 4 07 

Dark slate 02 

Hard dark limy shale, fire clay 3 03 

Shale with limestone nodules 09 

Limestone 1 00 

This shows 4 feet 7 inches of the Pittsbnrg seam, bat less than two* 
feet of the Meigs Creek while the Pomeroy or Redstone coal is wanting. 

Another test was made in the northwest quarter of section 21 near 
the center of the township. This showed 4 feet 2 inches of the Pittsborg- 
eoal, but none of the Pomeroy or Meigs Creek seams. For these records* 
the survey is indebted to Hon. S. L. Mooney of Woodsfield. 

THE PITTSBUEG COAL IN JEFFERSON COUNTY. 

With the exception of Belmont county, Jefferson contains a larger 
quantity of the Pittsburg coal than any other county in Ohio. The 
coal rises rapidly to the north and west, so that north of the P. C. C. fr 
St. L. R. R. the seam is found only in the tops of the highest ridges^ 
and hills. 

While the coal has long been mined in this county it was not until 
the construction of the W. & L. E. R. R. about 15 years ago, which, 
crosses the southern end of the county, that the production became 
large. Since that time other transportation lines have tapped the field 
making it one of the largest producers of fuel in the state. The follow^ 
ing figures show the output of the county, nearly all of the coal being: 
derived from the Pittsburg or No. 8 seam :^ 

Year Short tons. 

1897 751,848 

1900 924,214 

1901 1,322,305. 



*U. S. Geol. Survey. 
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1902 1,812,801 

1903 ■ 2,479,211 

1904 2,416,122 

1905 3,269,376 

1906 4,515,420 

These figures show that the production has increased about six- 
fold in eight years. In 1905 Jefferson county ranked third in coal pro- 
duction in Ohio, being surpassed by Belmont and Athens counties only, 
but in 1906 the county took first place. 

Thus far only a good start has been made in mining this seam, 
and the county will be a large producer for many years. 

Wt. Pleasant Township* The Pittsburg coal underlies the whole 
of this township except the northern part where it has been eroded by 
Short Creek and Long Bun. Along the latter stream in section 29, the 
coal disappears beneath the bed of the creek. 

Dillonville, in the northeast comer of the township, is the principal 
mining point. In fact it is one of the best known mining centers in 
Eastern Ohio. 

Section 12 was measured in Mine No. 2, of the Wheeling & Lake 
Erie Coal Mining Company at Dillonville. 

The section of the Roof coal was taken in the main entry and 
ticcording to the mine foreman, is abnormal, the usual succession above 
the Draw slate being 18 inches of coal, 3 feet of fire clay or rummel and 
above this limestone. The Roof coal is not mined.- 

This mine is reported to have been opened in 1893 and to have a 
•daily capacity of 1,000 tons. 

Chemical composition and calorific value of Section 12 : 

Ultimate, Proximate, 

♦Carbon 69.56 Moisture 3.10(a) 

Hydrogen 5.22 VolatUe Matter 37.92 

•Oxygen 10 .77 Fixed carbon 49 .46 

Nitrogen 1.10 Aah 9.52 

:Sulphur 3.83 

Ash 9.52 



100.00 100.00 

Calorific value 7,153 calories. 

(a) Moisture in the air- dried sample about 3%. 

This sample includes parts 2 and 6 of the section, that is the Breast, 
Brick and Bottom coal. These are the only parts saved in mining. 

The sample was taken in a new room under model conditions, and 
Tienee is unusually satisfactory. The width of the sample was 3i inches 
and the depth 4 inches. 

Smhhfield Township. This township is twice the size of Mt. 
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SECTION 12 _ , 
11. Limestone, unmeasured, 1--,.--^^^ 






10. Clay, with some limestone.. — 3 — 0. 



9. Shales, 0....2. 

r Coal 0^.2i. 

Shales O.^.n- 



■"M 



8. Roof coal,- 



Coal,. 



.1 ..,3- 



Shales 0._, j^ 

L Coal, 0...1J.:: 



7. Draw slate, soapstone, 1...-.0. 




6. Breastcoal, 2, ,.6 J. 



5. Parting, J. , ^ 

rcoai 1ft ;; 

4. Bearing in coal,-s Parting, g ^"^ 

3. Parting, | ...i.???Ji--:?,tv::::::::r/ 



2. Brick and bottom coal, 2 „,8, 



1. Clay, reported thickness,..^- 7„ 



Pleasant and hence contains a larger area of the Pittsburg coal though 
in the latter the coal lies lower in the hills. 

A splendid exposure of the Ames limestone is found in the bed of 
Short Creek at Adena. The formation is highly fossiliferous, several 
feet thick and lies about 175 feet below the Pittsburg coaL • 
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Short Creek crosses the southwest comer of the township, exposing 
the coal along its banks. Several other streams have cut deep trenches 
through the coal making exposures numerous and mining comparatively 
•easy. Most important of these streams is Piney Pork which crosses 
Ihe township from the northwest to the southeast comer. The valleys 
of these streams are all narrow and hence the quantity of coal removed 
Telatively small. 

Section 13 was taken in the Crow Hollow Mine of the United States 
•Coal Company, about two miles southeast of Smithfield. 

SECTION 13 

Ft. In. 
7. Bone coal, notmined,^ 1 

6. Breast coal, 2...1i 

5. Parting, O....^. 

4. Bearing in coal, 18 

3. Parting, ... 1 



2. Brick and bottom coal, ... 



-...2 2i 



li^Clay, unmeasured, 



The Roof coal is reported to be uncertain, sometimes measuring one 
tfoot but usually less and occasionally wanting. 

This mine has been in operation about five years and has a reported 
anaximum daily capacity of 2,500 tons. 

Chemical analysis and calorific value of Section 13 : 



Ultimate, 

Carbon 72.43 

Hydrogen 5.37 

Oxygen , 12.67 

Nitrogen 1.33 

••Sulphur 1.75 

.Ash 6.45 



Proximate. 

Moiature 4.96(a) 

VolatUe Matter 34.51 

Fixed carbon 54 . 08 

Ash 6.45 



100.00 100.00 

Calorific value 7,277 calories. 

(a) Moisture in the air-dried sample about 8%. 



The sample taken included parts 2 and 6 of the section. The bone 
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tjoal (part 7) is not mined, and parts 3, 4 and 5 are rejected by the 
miners. 

Section 14 represents the coal in a mine of the United States Coal 
Company in the northwestern comer of the township. 



SECTION 14 

Ft. In, 
7. Draw slate, soapstone, 0..., 9, 



6. Breast coal, 1..11, 



5. Parting, 1, 

4. Bearing in coal, .0 1- 

3. Partings 0..,.y 



2. Brick and bottom coal,. 2 — 2^ 



1. Clay, unmeasured, 



No lenses of pyrites were found in this section but elsewhere in the 
mine they are quite common. The Roof coal was not seen but was 
reported to vary from 8 to 12 inches in thickness and to be inferior in 
quality. 

This mine has a capacity of 1,600 tons per day and employs 350 
men. The mine has four entries, but the coal is all handled at one 
tipple. Two electric motors are used to haul the coal. 

Chemical analysis and calorific value of Section 14 : 



Ultimate, 

<Darbon 71.34 

Hydrogen 5 . 18 

Oxygen 11.39 

Nitrogen 1.20 

Sulphur 3.01 

Asli 7.88 



Proximate. 

Moisture 4.30(a) 

VolatUe Matter 35.28 

Fixed carbon 52 . 54 

Ash 7.88 



100.00 100.00 

Calorifie value 7,144 calories. 

(a) Moisture in the air-dried sample about 3%. 

The sample included parts 2 and 6 of the above section, the rest 
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having been rejected by the miners as well as by the sampler. The 

sample taken was 6^ inches wide and 1^ inches deep. 

In the northeast quarter of section 22 Professor Brown measured 

the following interesting section :^ 

/Pi. In. 

Shales, exposed 10 

Pomeroy coal 2 1 

Clay streak 

Lunestone 2 

Clay shale 11 

(Coal 2 6 

Shale 2 

Coal 8 

Draw slate (clay or soapstone) 1 

Black slate 1 

Breast coal 2 4 

Parting J 

Bearing in coal 1J> 

Parting J 

Brick coal 1 8 

Shale parting with some pyrites \ 

Bottom coal 1 

Clay. Unmeasured. 
Limestone. 

The character of the roof in this mine is well shown by the follow* 
ing from Professor Brown's report: ''This mine has been opened fifty- 
seven or fifty-eight years, and although in a very bad place and very 
poorly cared for, the roof, as far as examined, showed no signs of 
giving away. Many of the rooms are twenty-five to thirty feet span, 
and the posts have rotted away, yet the roof remains intact." 

The sections of the coal already given can be duplicated in nearly 
every part of the township. Everywhere the structure of the seam 
shows the same features and approximately the same thickness. Hence 
no additional sections will be given- 
Sections of the Roof coal are not easy to get because this part of 
the seam is rarely shown. In fact one has to hunt for places where 
this coal has fallen, in order to secure a measurement. The following 
additional thicknesses of this part of the seam may be reported :' 

Ft. In. 

South side, section 33 2-4 

Southwest quarter, section 29 1 6 

Northwest quarter, section 22 1 10 

These figures indicate a marked variation in the thickness of this 
part of the seam. It is nowhere mined in the township at present, 
though it does not seem probable that coal operators will long allow 
from one to two feet of good coal to waste, especially when it can be 

»^Geol. Sur. of Ohio. Vol. VL, p. 601-2. 
•Vol. VI.. pp. 600-1. 
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easily saved. As is well known the Roof coal of this seam is now quite 
extensively mined in Pennsylvania. 

Professor Brown found two blossoms of coal in section 28. One of 
these is 22 feet above the base of the Pittsburg seam, and is to be cor- 
related with the Redstone coal of Pennsylvania and the Pomeroy coal of 
Southern Ohio. The higher blossom lies 101 feet above the same base 
and represents the Meigs Creek coal of Ohio and the Sewickley of 
Pennsylvania. As is elsewhere stated, this coal is not of workable thick- 
ness in Jefferson county. (Pagp 141). 

In the southwestern quarter of section 15 Professor Brown found" 
the Pomeroy or Redstone coal 12 inches thick, and 29 feet above the 
bottom of the Pittsburg seam. Not so much as a blossom of the Meigs- 
Creek coal was found in this hill, though the conditions for exposure 
were favorable :* 

From what has been said it is plain that Smithfield township- 
contains a large and valuable deposit of the Pittsburg coal. The ter- 
ritory promises to be an important mining district for fifty years or more. 

Warren Township. This township which lies east of Mt. Pleasant 
and the southern half of Smithfield contains a large body of the 
Pittsburg coal. The township is crossed by Short Creek which has cut a 
deep, though rather narrow valley, and fronts on the Ohio River. While 
the coal dips toward the river yet it is high in the hills on the river 
front owing to the depth of the valley. 

In the mine of the Ohio and Pennsylvania Coal Company at York- 
ville, the coal was found as shown in Section 15. 



SECTION 15 



Pt. In. 



6. Breast coal. 2._..7 

5. Parting,. _ 0-..J, 

4. Bearing in coal, O-.H- 

3. Parting, 0....}. 

2. Brick and bottom coal, 2. .5i^| 



1. Clay, unmeasured. . 



»Vol. VI, p. 601. 

4 G. S. OF o. 
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The Breast coal includes one inch of Bone coal which is sometimes 
rejected. The Draw slate, lying above the Breast coal, was reported to 
vary from 3 feet to nothing in thickness. In mining, the lower 2 to 3 
inches of the Bottom coal are not removed owing to its reported infer- 
iority. 

While no pyrites was found in this section, an examination of coal 
mined showed considerable of this substance. 

As the section shows the Brick and Bottom coal are not separated 
by a parting. The capacity of this mine was reported at 700 tons of run 
of mine and 400 tons of screened coal per day. 

The following section of the Roof coal was made in an entry of this 
mine: 

Ft. In. 

Coal 5 

Shale 9 

' Coal 8 

Shale 7 

Coal 10 

Draw slate. 
I 

' Only six feet from this place the shajes had disappeared leaving a 
bed of coal about 20 inches thick. 

Chemical analysis and calorific value of Section 15: 

ntimate. Proximate. 

Carbon 71.03 Moisture 3.13(a) 

Hydrogen 5.38 Volatile Matter 37.88 

Oxygen 10 . 09 Fixed carbon 50 . 77 

i^iitrogen 1.26 Ash 8.22 

i^ulphur 4.02 

Ash 8.22 



100.00 100.00 

Calorific value 7,233 calories. 

(a) Moisture in the air-dried sample about 3%. 

The sample taken was from parts 2 and 6, these being the only ones 
marketed, and was 6 inches wide and 2 inches deep. 

Section 15a was measured in a mine of the Glenn's Run Coal 
Company. 

At 5 and 11 inches above the bottom, two dirt streaks were noticed ; 
one measured about one-fourth and the other threo-eip:hths of 'an inch in 
thickness. Neither is thrown out in mining. The coal is not bright in 
appearance, but is quite free from pyrites. 
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SECTION 15a 

Ft. In. I 

6. Breast coal, ^2_.. 4.] 

5. Parting, 0... 

4. Bearing in coal, O.-.l^J 

3. Parting,. Q..-V 

2. Brick and bottom coal, 2 — 1. 



1. Clay, unmeasured, 






Chemical analysis and calorific value of Section 15a : 

Ultimate, Proximate. 

Carbon 71.18 Moisture 4.57(a) 

Hydrogen 5.06 Volatile Matter 32.40 

Oxygen 11 .89 Fixed carbon 54.03 

Nitrogen 1.32 Ash , 9.00 

Sulphur 1.55 

Ash 9.00 



100.00 100.00 

Calorific value 7,105 calories. 

(a) Moisture in the air-dried sample about 3%. 

This sample included parts 2 and 6 of the section. 
The following section of the coal was measured in the southwest 
quarter of section 28 on the bank of Little Short Creek :^ 

Ft. In. 

Roof coal 2 2 J 

Draw slate (clay) - 4 

Breast coal 2 2 

Clay parting 1 

Bearing in coal 2 

Black shale i 

Brick coal 1 3 

Parting 

Bottom 1 2 

Clay 4 

Limestone, unmeasured. 



' Vol. VI, p. 603. 
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' As has already been stated the coal is high in the hills along the 
river front. Thus at Yorkville the seam is 192 feet above the C. & P. 
Railroad tracks; at Tiltonville, one mile farther north, 212i feet; at 
Portland Station, less than two miles farther north, 272 feet, and in the 
southeast quarter of section 8, 297 feet. 

Near Portland Station Professor Brown found the Ames limestone 
less than a foot thick and 197 feet below the Pittsburg coal. Farther 
north the limestone thickens and the interval between it and the coal 
increases, becoming 213 feet in section 8. 

Wells Towxiship. This township, lying north of Warren, contains 
a large area of the Pittsburg coal. The seam has suffered more from 
erosion than in any other township thus far considered. The valleys 
are numerous and deep, and the coal lies near the tops of the hills. 

In the mine of Dewland Cox & Sons, at Brilliant, the coal was 
found as shown in Section 16. 



SECTION 16 



Ft. In. 



, Ck)al,. 



6. Breast coal, < 



7... 



Parting, 0....1. 

lCk)al, 1....2 



6. Parting, .2* . 

4. Bearing in coal, 0..2 j, 

3. Partings ^---J- 



2. Brick and bottom coal, 2. .3 J. 



«1. Qlay, unmeasured,. 



:.':-;>:} 
>;:*;:};>i 

'WA 



The abnormtil thickness of the parting at the top of the Bearing in 
coal is local. A few feet away the thickness is less than a half inch. 

This mine supplies the village Brilliant and the surrounding country 
with fuel. Four miners are employed during the busy season. 
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Chemical analysis and calorific value of Section 16 : 

Ultimate, Proximate. 

Carbon 68.01 Moisture 4.89(a) (b) 

Hydrogen 5.03 Volatile Matter 33.10 

Oxygen 11.29 Fixed carbon 51.55 

Nitrogen 1.12 Ash 10.46 

Sulphur 4.09 

ABh 10.46 



100.00 100.00 

Calorific value 6,953 calories. 

(a) Sample slightly wet. Moisture possibly one per cent hi^ on this ac-^ 
«ount. 

(b) Moisture in the air-dried sample about 3%. 

This section included parts 2 and 6. The mine had much water so 
that sampling cloth and sample were somewhat wet. 

The coal rises rapidly to the north, being 343 feet above the C. & P. 
Railroad track at Brilliant. At this village the Ames limestone is five 
feet thick and lies 238 feet below the Pittsburg coal :^ 

Wayne Township* This township contains quite an area of coal 
near the tops of the high hills and ridges south of the P. C. C. & St. L. 
Railroad.* 

Section 17 was taken in the McFadden mine of the Wayne Coal 
Company. 

All the seam below the Draw slate is mined and shipped, the partings 
being too thin to be sorted out. Occasional lenses of pyrites are found 
and rejected. 

Practically the entire output of this mine is shipped to Dennison 
and used in the yards of the Pennsylvania railroad. 

The coal is reported to vary in thickness from 4 feet 2 inches to 4 
feet 10 inches and to be similar in structure to the same seam farther 
south. Perhaps the seam • contains more pyrite than is found in the 
townships to the south. 

Chemical analysis and calorific value of Section 17: 

Ultimate, Proximate. 

Carbon 70.68 Moisture 5.05(a) 

Hydrogen 5.32 Volatile Matter 35.88 

Oxygen 12.1ft Fixed carbon 51.12 

Nitrogen 1.25 Ash 7.95 

bulphur 2.61 

Ash 7.95 



100.00 100.00 

Calorific value 7,147 calories. 

(a) Moisture in the air-dried sample about 3%. 



^Data on this township compiled from Prof. Brown's report. Vol. VI, pp. 
599-600. 

■Data compiled from Prof. Brown's report. Vol. VI, p. 597. 



54 



BULLETIN NO. 9, 

SECTION 17 

Ft. In, 
8. Roof coal, reported thickness* 0...10^ 

7. Draw slate, .0....10,- 



Coal, 1 2 

Shale, 0....j...^ 

6. Breast coal,^ Coa\^ l..^\ 

Shale, J....\ ^ 

l^ CoaU .0....3...;--" 

5. Bearing in coal, coal and shale^ O-V-Vi- 

4. Brick coal,- 0....6 

3. Coal with J inch of shale* 0...2i. 



2. Bottom coal, 1....10. 



1. Clay, unmeasured, 






With the exception of parts 1, 7 and 8, the entire section waa 
included in the sample, since all except these parts are marketed. The. 
mine was very wet and in consequence the sample was taken in an entry.. 
The sample was 6 inches wide and 2 inches thick. 

Other Towxiships* Small areas of the Pittsburg coal are found 
in Island Creek, Cross Creek, Steubenville, Salem, Springfield, Ross and 
Knox Townships. In each of these the area of coal is small, and of 
importance only as a local supply. The seam possesses the same struc- 
tural features that are found in the southern part of the county, though 
the coal is usually thinner, and, because of its poorer covering, more 
weathered. 



THE PITTSBURG COAL IN HARRISON COUNTY. 

The western margin of the Pittsburg coal underlies the higher part» 
of the eastern portion of Harrison county, being found in nine town- 
ships. The seam once formed a continuous stratum over this area, that 
which remains being the portion which has escaped stream erosion. 

Until very recently the coal was mined for local use only, for which 
it has had a steady demand for perhaps three quarters of a century. 
Quite recently two or three mines for railroad shipment have been 
opened, and work will progress more rapidly in the future. 
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Southward the seam extends in Belmont county and eastward into 
Jefferson, in both of which it is extensively mined. A few small out- 
liers of the coal are found in the hills of Carroll county to the nortH. 

Short Greek Township* The coal in this township has been 
divided into three strips by two streams. Short Creek and Little Short 
Creek. The southernmost of these three strips, comprising as it does two 
rows of sections extending east and west across the township, is by far 
the largest. The coal has not been mined in this strip except along the 
north side where the seam outcrops in the deep valley of Little Short 
Creek. Here a number of country banks have lonj? existed. Quite 
recently a mine for railroad shipment has been opened in the northeast 
comer of the township. 

Section 18 was taken in a mine on the S. P. Dunlap farm in the 
northwestern part of the township. 

SECTION 18 

Ft. In. 



7. Roof coal, reported,.- 2_.. 




6. Draw slate, soapstone, reported, 1 2.. 



5. Breast coal, 2.... 1,J 



4. Parting, . .. i^ 

3. Bearing in coal, 0..2j_ 

2. Parting, - ....3. 



1. Brick and bottom coal, l.lOi. 



This mine supplies a local demand among farmers. It is worked 
regularly in winter but only an occasional day in summer. 
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Chemical analysis and calorific value of Section 1£ 



Ultimate. 



Proximate. 



i^arbon 70.49 Moisture 6.54(a) (b) 

hydrogen 5 .70 Volatile Matter 35 .48 

Oxygen 13. 6« Fixed carbon 51.24 

Nitrogen 1.22 Ash 6.74 

Sulphur 2.19 

Ash 6.74 



100.00 100.00 

Calorific value 7,061 calories. 

(a) Sample wet. Moisture approximately 2% high on this account. 
<b) Moisture in the air-dried sample about 3%. 

Section 19 was measured in the mine of The Adena Mining Com- 
pany near Adena in the northeastern part of the township. 



SECTION 19 

Ft. In. 

Coal, 1....0 

Parting, 0.... \ 

11. Roof coal,— -^ Coal, 0....J. 

Parting^ 0... {. 

CoaU 0... \s 

10. Draw slate, clay, 0...10., 

9. Bone coal, not mined,. -^— li-^^^ 



I 



^^r>£ 



8. Breast coal, 2..5.i 

7. Parting, 0..., 4^ 

6. Bearing in coal,- jd....2 

6. Parting 0..._A, 

4 Brick coal, 1.... A 

3. Pyrites layer, 0..1 1 

2. Bottom coal. -Q JU. 



1. Clay, unmeasured 



*!'^*-'>-" 



The layer of pyrites shown in this section is quite persistent though 
not always present. The daily capacity of the mine is about 600 tons. 
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Chemical analysis and calorific value of Section 19: 

Ultimate. Proximate. 

•Carbon 71.20 Moisture 4.18 

Hydrogen 6.36 Volatile Matter 36.95 

Oxygen 11.13 Fixed' carbon 50.65 

Nitrogen 1.26 Ash 8.22 

Sulphur ^.83 

Ash 8.22 



100.00 100.00 

Calorific value 7,160 calories. 

(a) Moisture in the air-dried sample .about 3%. 

This sample included parts 2, 4 and 8 of the section. Part 9 is not 
mined and parts 5, 6 and 7 are rejected by the miners. 

Gteen Township. The Pittsburg seam in this township consists 
•of a number of long narrow strips lying near the summit of high ridges. 
It has long been mined in a small way for local use, at a number of places, 
and within the past few years has been worked more extensively. Near 
the station Ginther, the following section was measured in the mine of the 
Pittsburg Block Coal Company : 

Ft. In. 

Itoof coal, not mined 8 

Draw slate (Soapstone) 1 

Top or Breast coal 2 

Shale and coal 2 

Brick coal 1 1 

Shale parting J 

Bottom coal 1 2 

Soapstone 4 

Limestone, unmeasured. 

The thin band of coal and shale lying between the Top or Breast 
•and the Brick coal represents the Bearing in seam. , 

German Towxiship* This township, situated in the extreme north- 
-east corner of the county, contains even less coal than is found in Green 
township. In fact the seam is present in only the highest hills. The 
following section of the coal was measured near the village of Jefferson, 
the altitude of the mine being about 1,237 feet: 

Ft. In. 

Shale, unmeasured. 

" Bone coal. Not mined 2 

Top or Breast coal 2 

Shale and coal 3 

Brick coal : 9J 

Shale parting J 

"Bottom coal 1 1 

Tire clay 4 

Ximestoue, unmeasured. 
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Doubtless the three inches of coal and shale lying between the Tof 
and Brick coals represent the Bearing in seam so well shown along the- 
Ohio River and in Pennsylvania and West Virginia. 

Rumley Township* This township, which lies west of Grerman^ 
contains very little of the Pittsburg coal, and the greater part of that 
lies in the hill-tops in the northeast corner of the township. 

Archer Township* Two high and narrow ridges cross this towji- 
ship from the northwest to the southeast. These contain a small 
quantity of the coal under consideration. It is mined in a small way at 
a number of places, but can never be a large source of fuel. A smalt 
arm of the seam extends westward into Archer Township. 

Cadi2 Township* This township, situated on the divide between 
Stillwater and Short Creeks, contains a large quantity of coal, though? 
it is confined to the high ridges. The seam has long been worked, espe- 
cially in the vicinity of Cadiz. 

Section 20 was measured in the mine of the Glover Coal Company 
at Cadiz. 



SECTION 20 

9. Shales, unmeasured, 

fCoal, 



8. Breast coal» 



Ft. In. 
.0....7_ 



Pyrites layer,- :.. .. 

often wanting,. . .0 . . . . i! 



Coal,. 



7. Shale,. _ 

6. Bearing in coal, 0....2 

5. Shale, 

4. Brick coal, i.. .^ 

3. Shale, 0... \ 

I Bottom coal. 1... i . 



1. Fireclay, reported thickness, 0....6 



Pyrites concretions are found in the Brick coal. These sometimes* 
become 3 or 4 inches thick and 2 feet in diameter. The coal is sold^ 
almost exclusively in the neighborhood but occasionally a carload is- 
shipped. 
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Chemical analysis and calorific value of Section 20: 



Ultimate, 

Carbon 67.70 

Hydrogen 5.09 

Oxygen 10 . 68 

Xitrogen 1 . 27 

Sulphur 4.38 

Ash 10.88 



Proximate. 

Moisture 3.83(a> 

Volatile Matter 36.70 

Fixed carbon 48.59 

Ash 10.88 



100.00 
.6,864 calories. 



100.00 

Calorific value 

(a) Moisture in the air-dried sample about 3%. 

Parts 1, 5, 6, 7 and 9 of the above section were rejected in sampling. 
The sample taken was 4 inches wide and 2 inches deep. 

Athens Township* This contains in proportion to its size, a larger 
acreage of the Pittsburg coal than any other township in the county. 
In the southeastern part of the township the coal is below drainage and 
so is not mined. In the western part of the township, a number of 
farmers work the seam, and it is there the main reliance for fuel. 

Section 21 was taken on the John Edwards farm, northeast quarter 
of section 1. 



SECTION 21 



Roof coal,.. 



Ft. In. 
. 10. 



7. Draw slate, soapstone, . . 10 




6. Breast coal,. 



2, .0 



5. Bearing in coal, (coal and shale) . ... 2 

4. Brick coal. 1.. 3. 

3. Shale, 0... 4 

2. Bottomcoal.. l-.i 



1. Clay, unmeasured,.. 



The top coal is not mined and was not included in sample. Itt 
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miniiig the Brick coal is undercut, and the Bottom coal shot. Later the 
Breast coal is knocked down. 

Chemical analysis and calorific value of Section 21 : 

Ultimate, Proximate, 

Carbon 72.22 Moiature 5.98(a) 

Hydrogen 5.44 Volatile Matter 34.35 

•Oxygen 13 . 71 Fixed carbon 53 . 70 

Nitrogen 1.31 Ash 5.97 

.Sulphur 1.35 

Aah 5.97 



100.00 100.00 

Calorific value 7,202 calories. 

(a) Moisture in the air-dried sample about 3%. 

The sample included parts 2, 3, 4 and 6 of the section, and was I 

inches \Yide and 2^ inches deep. On the Bumey farm in section 12, 
the following measurement of the coal was made : 

Ft. In. 
Soapstone. Unmeasured. 

Boof coal, not mined 1 

Soapstone 1 

Top or Breast coal 1 3 

Bearing in coal and shales 4 

Brick and Bottom coals 3 6 

The structure of the seam in this section shows a change over that 
-of preceding sections, the Top or Breast coal thinning and the Brick and 
Bottom divisions thickening. 

No extensive mining needs be expected in this township until it is 
penetrated by a railroad. It contains a large quantity of valuable fuel 
and will be ere long a busy mining center. 

Moorefield Township* This township, lying west of Athens, con- 
tains a few thousand acres of coal lying in the highest ridges. It has 
long been mined by farmers, and will be their main reliance for fuel 
for many years. 

Nottingham Township* This contains a few small outliners of 
coal extending west from Cadiz township and north from Moorfield. It 
is mined by farmers, but can never have more than a local value. 

THE PITTSBURG COAL IN GUERNSEY COUNTY. 

From Belmont county the Pittsburg coal extends west into Guernsey. 
However, it is found only in the higher ridges and hills and the area is 
-small. Nowhere is it mined for railroad shipment. 

Millwood Township* This township contains a larger area of the 
Pittsburg coal than any other township in the county. The seam is well 
-shown in the ridges on the north and south sides of Leatherwood Creek 
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where it has long been mined for local use. The villages Quaker Cit^ 
and Salesville rely on these mines as do the surrounding farmers. 

The Ames limestone is exposed in the valley at Quaker City, and 
was found by Professor Brown to be 190 feet below the coal. In the 
northeast quarter of section 20, near this village, Professor Brown found 
the coal as follows :^ 

Ft. In. 

Shale, unmeasured. 

Shaly coal, rejected .' 3^ 

Coal 10 

Shale and pyrites ) 

Coal 1 8 

Cl&r J 

Coal 1 4 

Claj, unmeasnred. 

The section shows the characteristic structure of the seam, as found* 
farther east, wanting. The Bearing in coal is absent, and the Breast 
coal is abnormally thin. The shales above the coal are overlain with a 
heavy mass of sandstone. Occasionally, the shales are wanting and then 
the sandstone rests directly on the coal. 

Ozfofd Township* This lies north of Millwood township and con- 
tains a smaller area of coal. Near Pairview in the eastern part of the 
township Professor Brown reports the coal as follows : 

Ft. In. 

Shale, unmeasured. 

Coal , 1 

Shale or clay 4f 

Coal 1 3 

Parting, thin. 

Coal 1 

Fire elaj, unmeasured. 

Here the Bearing in coal is wanting, its place being taken by the 4f 
inches of shales or clay. The coals below this bed represent the Brick 
and Bottom parts of the seam. 

LondondeiTT' Township* This township lies north of Oxford. 
The coal in question is found only in the tops of the highest hills and is 
of small value, even locally. The best deposit is found in sections 4, 5, 
10 and 11 in the southeast comer of the township. 

Other Townships* The Pittsburg coal is found in Spencer. Wills 
and Richland townships, but the quantity of coal is small. It is occa- 
sionally found in the tops of the highest hills, but can scarcely be rated 
as even a local source of fuel. 



' Ceol. Sur. of Ohio, Vol. VT, p. 623. 
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THE PITTSBURG COAL IN MUSKINGUM COUNTY. 

The Pittsburg coal is restricted to the southeastern part of this 
county, — east of the Muskingum River and south of the Baltimore & 
Ohio Railroad, with the exception of a very small area in Union 
township. 

The coal is thin, but very evenly developed over this area, with the 
exception of the southern part where it is wanting. It lies usually irom 
80 to 85 feet below the Meigs Creek coal, is generally about 30 inches 
thick, and is reported to be of better quality than the higher seam. 

BItic Rock Township* This township lies directly north of Bloom 
township, Morgan county, and in the southern half, as in the northern 
half of Bloom, the Pittsburg coal is absent. In the ridge south of Kent's 
Creek near Keifer and east to the township line, the coal is present, but 
the blossom is rarely seen, owing to the slipping of the overlying shales. 
It has not been worked here and its thickness is unknown. In the ex- 
treme northeast corner of the township, in section 1, it was opened 
several years ago on the land of Edward Smith where it was reported 
22 inches thick. It also occurs in the northern part of Meigs township 
to the east. 

Salt Greek Township* The Pittsburg coal is found only in a 
narrow ridge in the extreme southeastern corner of this township but 
has been opened at a number of points. On the old J. W. Reasoner 
farm it was reported two feet thick. There it lies only 65 feet below 
the Meigs Creek coal, barometer measurement. 

Rich Hill Township* In the southwestern part of this township, 
northeast quarter of section 31, the Pittsburg coal was formerly worked 
on the farm of Rachel Eckelberry where the following section was re- 
ported : 

Ft. In. 

Coal 6 

White shale 6 

Coal 1 10 

In the southwestern corner of the township and along the western 
outcrop of the seam, this coal has been worked in years past at numerous 
points, and with the exception of the southwestern corner where it is 
a little thinner, is everywhere reported 30 inches thick, and is known 
as **the 30-inch vein." Very few of the banks are now in operation, 
however, as the farmers prefer the more easily worked but inferior 
Meigs Creek coal. The following section given by Brown shows the 
relation of this coal to the Meigs Creek and to the Ames limestone. It 
is from sections 21 and 22 near the center of this township.^ 



'Geol. Sur. of Ohio, Vol. V., p. 1071. 



GEOLOGICAL SURVEY OP OHIO. 63 

Ft. In. 

Heigs Greek coal ^ 

Not exposed 81 

Pittsburg coal 30^ 

Not exposed 151 

Ames or Crinoidal limestone about 2 

In the northeastern part, it is reported 30 inches thick but has 
t)een mined very little. In the eastern and southeastern part it is not 
i7orked and is probably thinner. 

Union Township* The Pittsburg coal lies very near the top of 
the ridges in this township. To the north and west the seam is much 
thinner, and is probably not far from the northwestern limit of deposi- 
tion. Over the central and southern parts it is reported about 30 inches 
thick. It was measured on the land of J. B. Morrow, one and one-half 
miles southeast of Norwich where it is 30 inches thick. A line of small 
outliers extends west from the main ridge at this place, and on one of 
these, on the farm of John McGee, one and one-half miles south of 
Norwich, the coal is said to be only 10 inches thick. It was not seen 
•or reported north of the B. & 0. R. R. tracks, although the ridge is high 
' enough to hold it. 

On the farm of Frank Wilson, section 12, two miles southwest of 
New Concord, the coal is reported as cannel, but it soon passes into soft 
coal as is showTi on the opposite side of the ravine from the cannel ex- 
posure. On the farm of Samuel Noble, two and one-half miles south 
•of New Concord, the coal is reported 46 inches thick, and all cannel 
•except about one foot of soft coal at the top. This is probably the 
greatest thickness of this seam in Muskingum county but it is only a 
very local deposit, as it thins rapidly to 30 or 32 inches. 



THE PITTSBURG COAL IN NOBLE COL^^TY. 

The coal in question is of very little value in this county. It is 
mined in one part only, namely a small area in the extreme northeastern 
•corner. Throughout part of the county the seam is not represented by 
•even a black streak. 

The area of workable coal referred to in the above paragraph is in 
Beaver township. It lies north of Beaver Creek and east of a line 
drawn from Batesville to Quaker City. At present the seam is worked 
on the Deal farm in the southwest quarter of section 5 and on the 
Douglass farm in the southeast quarter of section 11. Both mines are 
«mall, supplying one or more farmers. Outside of this area the seam 
Is of no importance in Noble county. 
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THE PITTSBURG COAL IN MONROE COUNTY. 

This seam outcrops in the northwest corner of the county, espe- 
cially in Malaga township. Farther west the coal thins. It is reported 
to have been mined many years ago in the vicinity of Calais in Seneca 
township, but the coal there is very thin and of little or no value. 

Malaga Township* The coal is above drainage in the westem* 
third only of this township. It is mined on the George Neuhart farm, 
in the southwest quarter of section 24. The proprietor reports the coal 
three feet thick with a sandstone roof and limestone below. Westward 
the coal thins rapidly and does not appear of value. To the east in 
section 24, the coal goes under cover. 

In the next valley to the south the coal is of more value. It has- 
long been mined in a small way in sections 28 and 29 on the Clause, 
Burkhart and Reimensnider farms. Everywhere the coal lies just above 
the limestone, which, in fact, is more persistent than the coal itself. 
Below is a section of the coal on the Clause farm in section 28, as- 
furnished by the proprietor: 

Ft. In. 

CCoal 6 

J Shale J 

Roof Coal jCoal .' 6 

I Shale i 

Clay 10 

Coal 1 6 

Clay 1 

Coal 6 

aay 2 

Coal ; 6 

Clay •. . . . 1 . 

Limestone, unmeasured. 

On the Burkhart farm, adjoining the Clause, the coal was reported 
as follows: 

Shale, unmeasured. Ft. In. 

Coal with ahale partings 2 

Shale, hard 1 

Coal 1 

Shale, unmeasured. 

In section 33 in the southwest corner of the township, the coal has 
been stripped in the bed of the creek and was reported 18 inches thick. 

Westward from the localities given, the coal thins rapidly and 
within a mile is too thin to work. 

Summit Township^ The Pittsburg coal outcrops in the valley at 
Burkhart, and is reported to have been stripped, having a thickness of 
22 inches. There as elsewhere, the limestones below the coal are more 
conspionons than the coal itself. 
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The Pittsburg coal is known to exist in the southern part of Bel- 
mont county almost to the county line. From this it is reasonable to 
conclude that the seam underlies the adjacent part of Monroe county. 
It is reported by oil drillers near Jerusalem along the Malaga-Sunbury 
township line, but is not reported in the oil field east of Woodsfield. 

The coal has been reported on the basis of diamond drill tests at 
various places in the northeast corner of the township; in section 35 
of Sunbury township, 5 feet; in section 28 of Switzerland township, 5 
feet, 3 inches; in Section 32 of Salem township, 5 feet, 8 inches. 

Several diamond drill tests have been made opposite Monroe 
county in or near the valley of the Ohio River in West Virginia.* In 
the southern part of Marshall county, near the village of Proctor, the 
coal measures 5 feet, 11 inches. This is opposite the northern part of 
Ohio township, Monroe county. 

A test was made on the Higgs farm near Franklin Station, north 
of Proctor, and a thickness of 7 feet, 9 inches, found. Of this, 2 feet 
belongs to the Roof coal. This test was opposite Salem township, 
Monroe county. Other wells drilled in the same general territory gave 
similar results. The presence of the Pittsburg coal in large thickness 
in the valley of the Ohio certainly warrants the conclusion that the 
seam may be found in the adjacent part of ^lonroe county. 



THE PITTSBURG COAL IN WASHINGTON COUNTY. 

This seam is found in several townships of Washington county, but 
is nowhere an important source of fuel. It is at its best in Salem town- 
ship, where it has long been mined in a very small way by farmers. 

* The seam is 2 feet or more in thickness in parts at least of the 
following townships, — Salem, Fearing, Liberty and Ludlow. Through- 
out this territory the coal is known as the ** Limestone" or ** Lower 
Salem," because of the limestones associated with it and from its being 
mined near the village, Salem, where a higher seam, the Meigs Creek is 
also worked. 

As has already been stated this seam is not at present an important 
source of fuel in this county. In fact it is safe to say that it can never 
become a large producer. It is interesting geologically but not com- 
mercially. 

The position of the seam is about 90 feet below the Meigs Creek 
<5oal which is the most important seam in Washington county. 

In the eastern townships bordering the Ohio river, the Pittsburg 
eoal is everywhere below drainage. Professor White states that it is 
from 135 to 150 feet below the river at Sistersville.- 



* West Va. Geol. Sur. Vol. TI, pp. 131135. 
■W. Va. Geol. Sur. Vol. I, p. 356. 

5 G. S. OF O. 
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The following record of Mehrley Well No. 10 opposite Sistersville, 
shows the relation of this coal to several important underlying forma- 
tions.^ 

Thickness of Total 

Formation. Depth. 

Unrecorded 175 175 

Washington coal 3 178 

Unrecorded 407 585 

Pittsburg coal 5 590 

Unrecorded '. 430 1,020 

'*Cow Run'* sand 50 1,070 

Unrecorded 55 1,125 

Freeport sand 150 1,275 

Unrecorded 365 1,640 

Big Lime or Mountain limestone 97 1,737 

Big Injun Sand 78 1,815 

This shows an interval between the Pittsburg coal and the Big 
Injun sand of 1147 feet. Other wells drilled in the same locality* show 
that the Berea grit lies 500 feet below the top of the Big Injun sand, 
making the interval between the Pittsburg coal and Berea grit about 
1650 feet. At ^lacksburg in the extreme northern part of the county 
this interval is only 1560. but at Flints Mills, nearly midway between 
Macksburg and Sistersville the interval is 1820 feet.' The latter figure 
is abnormal. 

These intervals are helpful in an area like this where so often no 
well marked formation exists above drainage. On this basis the Pitts- 
burg coal is about 250 feet below the valley of the Ohio at Marietta; 
and is everywhere under cover in that valley, above Marietta, except 
near Newport where the great Burning Springs anticlinal crosses the 
river bringing the Pittsburg coal and even lower formations above the 
level of the river. 

Salem Township^ The Pittsburg coal is found outcropping in all 
the deeper valleys of this township. About one mile northwest of 
Warner, on lot 38, the seam measures one foot five inches in thickness. 
It does not appear to be of workable thickness anywhere on the west 
side of Duck Creek in this township. Eastward and southward it thick- 
ens. The following section of this coal was measured on the J. W. 
Haas farm, about one-half mile north of Warner: 

Ft. In. 

Limestone. Unmeasured 

Shale 2 6 

Coal 2 

In the hills back of the village of Salem, Andrews found the 
seam 2 feet 6 inches thick.* It has been opened on several farms in 



^Ibid. p. 356. 

■ Geol. Sur. of Ohio. Fourth Series. Bull. I. p. 196. 

■Ibid. p. 190. 

* Geol. Sur. of Ohio. Vol. II, p. 48.3. 
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this vicinity within the past few years, but the mines soon cave in 
and are abandoned. In the extreme northeastern comer of the town- 
ship, on Crooked Run, Andrews found the seam 2 feet 8 inches thick.* 
Near Whipple along the southern line of the township the coal ia 
partly cannel, and measures about 3 feet in thickness. It is mined in 
a small way near that village. . 

Obviously all that can be expected from the Pittsburg seam in 
Salem township is a supply for the residents, and that can be secured 
only at the expense of much labor. 

Fearing Township* The Pittsburg coal outcrops in the northern 
part of this township along Duck Creek and Whipple Run. Near 
Whipple, as already stated, it measures about 3 feet in thickness, and 
has been mined to a small extent. According to Andrews the coal dips 
beneath the channel of Duck Creek on the Flanders farm, approximately 
three-quarters of a mile below Whipple. 

Liberty Township. The Pittsburg coal was seen at two places in 
this township. It is reported to have been stripped in the bed of 
Paw-paw Creek in the southwest comer of section 33, and also in the 
bed of the creek at Fifteen P. O. in the northern part of section 7. 
The coal at this place is 700 feet above sea level. Practically the 
entire township is underlain with this seam, but it is thin and of little 
importance. 

Ludlow Township* The Pittsburg coal is of even less importance in 
this township than in the one to the west, i. e.. Liberty. No places were 
found where the coal is at present mined, or has been mined in recent 
years. Along Wingett's Run, near the western border of the township, 
Andrews reports the seam 2 feet 10 inches thick,' and the interval 
between this coal and the Meigs Creek, 94 feet. The coal lies at the 
level of the flood plain of the Little Muskingum River at Flint's Mills 
in section 22. The coal could not be measured, but Andrews reports }t 
only I foot 2 inches in thickness. Farther east in this township the seam 
is below drainage. Obviously the Pittsburg coal can not become an 
important source of fuel in this territory. 

Lawrence Township. No place was found in this township where * 
the Pittsburg coal is of workable thickness. Usually it is represented 
by a black streak only and sometimes even that is wanting. The seani 
is above drainage along Cow Run, near the postofi&ce, but its thickness 
does not permit mining. 

Newport Township* The horizon of the Pittsburg coal is elevated 
above drainage level by the great Burning Springs anticline which 
crosses the Ohio River about one mile west from Newport, but the seam is 
not of workable thickness. 

From the center of this anticline or arch the seam dips both east 
and west, soon disappearing below the level of the Ohig River, 



' Ibid. p. 485. 
« Ibid. pp. 506-7. 
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THE PITTSBURG COAL IN MORGAN COUNTY. 
L East of the Muskingism River* 

The Pittsburg coal is nowhere of importance in this area. It is at 
its best in Meigsville township where it ranges ordinarily from 15 to 24 
inches in thickness. In places in this township two thin seams are found 
below the Meigs Creek coal, one 55 feet below this seam and varying 
from 12 to 20 inches in thickness; and the other about 80 feet below 
the Meigs Creek, and about 20 inches in thickness. The lower is the 
Pittsburg seam.^ The higher of these two coals is the equivalent 
of the Redstone of Western Pennsylvania and the Pomeroy of Southern 
Ohio. 

K This coal is seen in the northwest corner of Meigsville township on 
Four Mile Run, where it measures 15 inches in thickness and lies 55 feet 
below the Meigs Creek coal. Three miles farther down this stream the 
Pittsburg coal is mined on land of C. C. Brown, and is reported to vary 
from 2 feet to 2 feet 6 inches in thickness. Its position here is approxi- 
mately 80 feet below the Meigs Creek coal. On Dye's Fork of Meigs 
Creek, in the extreme northeast comer of this township, the Pittsburg 
seam measures about 2 feet in thickness and lies about 70 feet below the 
Meigs Creek. 

In the southern and southeastern parts of Bristol township the 
Pittsburg coal measures only 18 inches in thickness, and is still thinner 
in the central arid northern parts of the township. It is nowhere mined, 
and can never be a fuel of importance. 

The seam is found also in southern Bloom township to the west of 
Bristol, where it is represented by 18 inches of coal and black shale. 
Elsewhere in this township the seam appears to be wanting. 

The seam is occasionally noted in Malta township where its thick- 
ness corresponds with that in the other townships already mentioned. 

Obviously this coal in the eastern part of Morgan county can never 
be of importance. It is little more than a shadow of the great seam 
found in Belmont and other counties. 

XL The Pittsbtftg Coal West of the Muskingum River* 

The Pittsburg coal, as a workable seam, in this part of Morgan 
county is limited to the two townships, Homer and Marion. 

Homer Township* This township contains a larger quantity of 
the Pittsburg coal (here known as the Federal Creek) than is found in 
any other township in Morgan county. However, the coal lies high in 
the hills and hence is beneath only a fraction of the township. Further 
the coal is very unsteady in thickness, the result being that at least half 



*Geol. Sur. of Ohio, Vol. V, p. 1066. 
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of the area cannot be worked. However, the coal has been mined on 
many farms' and is an important local source of fuel. 

The coal is at its best in the southeastern comer of the township 
where it is of workable thickness on both sides of Sharp's Fork. On the 
east bank of this stream the coal thins rapidly northward and has no 
value north of section 3. On the west bank the coal is more persistent 
and is workable as far north as the middle of the township, or nearly to 
the village Mountville. 

Between Mountville and Bishopville the coal is found in good thick- 
ness on the ridges lying between Miners Fork and its western tributaries, 
these outliners being the remnants that have escaped stream erosion. 

The coal has the structural features that are found farther south 
and southwest in Athens, Meigs and Gallia counties. 

Section of the coal in the North Bank, southern part of section 1, 
near the Morgan- Athens county line : 

Ft. In. 

Bone coal . •. 3 

Soapstone 1 2 

Coal 3 

Pyrites 'streak J-J 

Coal .. . .* 7 

Black streak } 

Coal 2 4J 

Fire clay, unmeasured. 

In the entry to this bank the Top coal is not present, but it is found 
in another opening nearby and about 200 feet from the entrance. This 
illustrates very well the uncertain nature of the seam. 

Section 22 was measured in the Waymer Bank, on the west side o( 
Sharp 's Fork in section 2, near Joy. Altitude of coal, 837 feet. 

Chemical analysis and calorific value of Section 22 : 

Ultimate. Proximat.'. 

Carbon 67.39 Moisture 6.87(a) (b) 

Hydrogen 5.32 Volatile Matter 40.55 

Oxygen 13.98 Fixed carbon 44.39 

Nitrogen 0.90 Ash 8.19 

Sulphur 4.22 

Ash 8.19 



100.00 100.00 

Calorific value 6,722 calories. 

(a) Sample slightly wet. Moisture possibly 1% high on this account. 

(b) Moisture in the air-dried sample about Z%. 

The sample included the entire section except parts 1 and 3 and the 
bone coal comprising the base of part 4. The sample measured 6 by li 
inches. 
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4. Upper bench. 
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SECTION 22 

Ft. Tn. 

' Coal, 1.. ti 

Bone coal, g . 




3. Soapstone,^ 0^..11, 

fCoal, 2. 

Parting^ J. 

Coal, 0...7J 

Parting, i 

Coal, 3. 

Parting, 'i 

Coal,- .0....1I 

Parting, ^ 

Coal^ 2._0, 



2. Lower bench, * 



'- "< >'' i"- 



1. Clay, unmeasured, . 



Northward the coal thins rapidly, and in the northern part of sec- 
tion 3 is thin or wanting. ^ 

The Ames limestone is prominent in this locality, the* interval be- 
tween it and the coal being 170 feet. A short distance below Joy the 
limestone disappears beneath the valley. 

Farther north along this stream the coal continues with both benches 
and is worked on the Berry farm in section 9. Northward it thins 
rapidly, soon losing its commercial value. 

The following section was measured in the Lewis bank in the south- 
eastern corner of section 15, near the center of the township. 

Ft. In. 

Soapstone 1 1 

Voul 1 } 

Shale parting, thin 

Coal 2 11 

Here the lower bench only is present. Southward the coal thins 
l-apidly, and in a few hundred yards is not workable. In the Hogsett 
bank near the eastern margin of this section, however, both benches of 
the coal are found in good thickness. 

The following measurement was made in the Steffy Bank in section 
29 along the extreme western margin of this coal :^ 
* 'Geol Sur. of Ohio. Vol. VI. p. 652. 
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Upper bench < 
Clay .., 



Coal 

Shale parting 
Coal 



Lower bench. 



fCoai 

Shale parting 

Coal 

Shale parting 

Coal 

Shale parting 
Coal 



Ft. 

1 


In 

8 


2 

1 





4 


1 





1 


11 





8 



Marion Township* In this township the Pittsburg coal is of value 
in the southwestern corner only. The best deposits are found along 
Sharp's Pork and Opossum Run in sections 31 and 19. Probably the 
area of workable coal does not exceed four square miles. The coal is 
due in the northern part of the township, but is there represented by a 
black streak or is entirely wanting. 

The following section of the coal was measured in the Edgerton 
Bank on Opossum Run near the Morgan- Athens county line : 

Ft.. In. 
Shales, unmeasured. 

fCoal 2 6 

Bone coal 1 

Coal 4 

. Soapstone 1 

Lower bench. Coal 3 7 

In this mine the Upper bench is uneven and contains boulders of 
sandstone with pyrites. For this reason the bench is little used. The 
mine is worked throughout the year, supplying the neighboring farmers 
with fuel. Southward the Upper bench thickens and is important, but 
farther north along Opossum Run it is valueless. 

THE PITTSBURG COAL IN ATHENS COUNTY. 

The Pittsburg coal, here called the Federal Creek, is well developed 
in two townships, Ames and Berne and especially in the latter. It is 
found also in at least a half dozen other townships, but in them is of 
relatively small importance. 

Here the structure of the seam forms a marked contrast with that 
found along the Ohio River in Belmont and Jefferson counties. The 
well known divisions such as Breast coal. Brick coal, etc., are wanting 
and the seam is divided into an Upper and Lower bench by a bed of 
clay or shale of varying thickness. From a study of the coal in this 
and in Gallia county and in the western part of Belmont it appears that 
the bed of shale or clay corresponds to the Bearing in coal with the 
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partings above and below, while the coal below the parting in question 
represents the Brick and Bottom coals, and the coal above the parting 
the Breast coal. 

The thickness of the seam is much less uniform than farther east 
in the state and the coal is inferior in composition. Nevertheless it 
constitutes an important source of fuel^ and in years to come will be 
better appreciated than at present. 

Berne Township* The Pittsburg or Federal Creek coal is an im- 
portant seam in this township. It outcrops in the valley of Federal 
Creek and its principal tributaries, Sharp's Fork, Opossum Run and 
Marietta Run. Probably the seam has been more extensively mined 
here than in any other township in Southern Ohio, and the production 
would be much greater if the shipping facilities were adequate. 

At two places, Utley and Lathrop, the coal has been coked. On 
Federal Creek, just below Utley 125 ovens were built, but probably 
not more than 50 of these were in use at any one time. The coke is siid 
to have found a ready market in Cleveland, Toledo, Chicago, Cincinnati 
and other places. Slack coal was used, the lump being thought too 
valuable for this purpose. Hence two* kinds of cars were needed, one 
for coke and another for coal. The cars for coke are reported to have 
been secured without difficulty, but the supply for coal was insufficient 
and in consequence the works were closed about 1896. A few years later 
an attempt was made to reopen the coal mine, but the old difficulty 
again prevented success. This mine has employed 75 men and perhaps 
15 more about the coke ovens. Mining was done by machinery, com- 
pressed air being the power. 

The coke ovens at Lathrop number 50, but have not been used for 
years. However, they were being repaired during the summer of 1907 
and probably by this time coke is being made. These ovens are the 
property of the Black Diamond Cc^al & Coke Company. The mine of 
this company was opened about 20 years ago, and during that time has 
been much hampered by a dearth of cars for shipment. Electric power 
is used, the mining being done by machinery. Section 23 was taken in 
this mine. 

Chemical analysis and calorific value of Section 23 : 

UltimaU. Proximate. 

Carbon 67.55 Moisture 5.78(a) 

Hydrogen 5.14 Volatile Matter 37.43 

Oxygen 14 . 17 Fixed carbon 48. 79 

Nitrogen 0.95 Ash 8.00 

Sulphur 4.19 

Ash 8.00 



100.00 100.00 

Calorific value 6,833 calories. 

(a) MoHture in the air-dried sample about 3%. 
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SECTION 2? 
6. Shale, unmeasured, 



4. Upper bench. , 



3, Soapstone,. 



Coal,. 



Bone coal. 



7$ 



Ft. In. 



2 ., 7, I 




!.._!_ 



1...0-, 



2. Lower bench. 



Coal,. 0-..10- 

Parting, ..0-.. ^ 

Coal,. .0... 4 

Parting, .0... i 

Coal, 0....9. 

Parting, .." 0.. \. 

Coal, 0... ^ 

Parting, .. 1. 

I, Coal, 0._.10. 



1. Clay, unmeasured. 






This sample included everything shown in the section except parts 
1, 3 and 5 and the lower part (Bone coal) of 4. The sample measured 
5i by 1 inch. 

Prominent in this mine and in other mines in this general locality 
are numerous "boulders." These are masses of sandstone or sandstone 
and pyrites, and vary much in size and shape. The largest may weigh 
a ton or more while the smallest are the size of pebbles. Sometimes the- 
** boulders" are round, but more frequently they are decidedly oval. 
Not unconmionly they are nearly flat. 

Generally the ** boulders" are not found in equal abundance in all 
parts of the seam, and in the mine just described are rare in the Lower 
bench. Obviously the ** boulders" are objectionable, since they diminish 
the quantity of coal and their handling is a dead loss. 
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The draw slate is uniform in thickness and except in being less of 
a shale and more of a clay, corresponds very well to the same formation 
in Belmont and adjoining counties. 

Below is a section in the Schuler mine at Sharpsburg: 

Shale, unmeasured. Ft. In. 

Coal y 4 

Upper bench . Bone coal 2 

I Coal 4 

Draw slate (clay) 1 

poal 2 10 

Lower bench J Pyrite streak ^ 

[Coal 8 

Fire clay, unmeasured. 

f • 

The Upper bench here contains numerous ** boulders" while the 
Lower bench is quite free from them. However, the Lower bench fre- 
•quently contains thin shale or clay partings. 

The coal is undercut by machines, but in other respects the methods 
are not so progressive. Ordinarily the miners number from 10 to 30, 
and shipment is entirely by rail. In other words this mine does not 
•supply a local trade. 

Lying about 25 feet above the coal is a thin stratum of limestone, 
:and still higher a massive ledge of sandstone. The latter is prominent 
in this territory and appears to be the equivalent of the Pomeroy sand- 
stone. The Pomeroy coal, however, which is due under the sandstone, 
was not found. It appears to be wholly absent in this part of Ohio. 

In section 13 the limestone occurring 60 to 70 feet above the Pitts- 

turg coal is more or less replaced by a sandstone containing large masses 

of white limestone which gives the rock a peculiar mottled appearance. 

The following section, measured near the center of section 24, shows 

the strata from the Pittsburg coal up : 

Ft. In. 

Sandstone, slightly conglomeritic, weathers brown 38 

Shales, red and gray 4 

Shales, sandy ~ 5 6 

Clay, red 5 

Sandstone, thin bedded 23 

Clay, red with limestone nodules 17 6 

Shale 20 6 

Limestone and clay 8 

Shale, dark 1 

Limestone with interbedded clay 20 

Not well shown, much limestone •. 11 

Limestone, yellow, honeycombed 8 

Sandstone, shaly 8 

Shale, black streak 

Limestone interbedded with .clay 60 

Sandstone, Pomeroy 16 

Shale 17 

Coal, Pittsburg 8 
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The third important mine is at Broadwell in the southeaaitem part 
•of the township, and is operated by the Federal Coal Company of 
Marietta, Ohio. Section 24 was taken in this mine. 



SECTION 24 



Ft. In, 



Coal,„ 1....3 

4. Upper bench, J Bone coal, 0...3J 

Coal, _ 0....4. 

3. Soapstone, l.-..ti,. 




2. Lower bench, ^ 



Coal, 6- 

Parting« 

Coal, .0....2/ 

Parting,. 0...-J. 



Coal,. 



.0- 



1. Clay, unmeasured, 



Some pyrites nodules are found in the coal, especially in the Lower 
Ibench. Where normal the roof is shale, even and strong. Often, how- 
-ever, the roof is irregular and composed of hard clay or shale, with 
-smooth slickenside like surfaces. 

Chemical analysis and calorific value of Section 24: 



Ultimate. 

•Carbon 66.61 

Hydrogen 5 . 13 

Oxygen 13 . 72 

Nitrogen 0.93 

-eulphur 3.41 

Ash 10.20 



Proximate, 

Moisture 6.60(a) 

Volatile Matter 35.05 

Fixed carbon 48 . 15 

Ash 10.20 



100.00 
.6,607 calories. 



100.00 

Calorific value 

(a) Moisture in the air-dried sample about 3%. 



In this sample part 2 only of the section is included. The sample 

xmeasured 6 by li inches and was cut from a fresh surface in a dry room. 

Part 4 of the section was sampled separately. Tn thia sample the 
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Bone coal was rejected, as it is also by the miners. This sample was 
wrapped in the sampling cloth and one hour and a half later was put 
in a can and sealed in the usual manner. Below is the analysis of this 
part of the seam : 

Ultimate. Proximate. 

Carbon '. 65.92 Moisture 4.51(a> 

Hydrogen 5.10 Voiatile Matter 38.24 

Oxygen ^ 11.62 F-xe I carbon 45.76 

Nitrogen 0.99 Ash 11.49 - 

Sulphur , 4.88 

Ash ..., 11.49 



100.00 100.00 

Calorific value 6,636 calories. 

(a) Moisture in the air-dried sample about 3%. 

The coal is cut by machines but is hauled by mules and cable. 

Other mines exist in the vicinity of Broadwell, especially along: 
Marietta Run. One of these, the Grandstaff, supplies a large local 
demand among the farmers. Formerly there was a mine at Big Run 
but this has been abandoned several years because of inadequate ship- 
ping facilities. 

From Broadwell the coal may be followed south into Rome township- 
where it goes under cover in section 19. • 

It is doubtful if the coal in good thickness extends in the hills far 
west of Broadwell. No mines are in operation on the west bank of 
Federal Creek above Broadwell, and the Upper bench of the coal is^ 
reported to be absent in most places in that locality. The township line 
just east of Amesville is regarded as the extreme western limit of work- 
able coal on the south bank of Federal Creek. 

Ames Township* The Pittsburg or Federal Creek coal is an im- 
portant local source of fuel in this township. No shipments are made by 
rail. The coal is at its best in the northeastern part of the township- 
between Linscott Run and Hyde Fork, but even there, as the sections- 
given below show, the seam is inferior in thickness to the coal in Berne- 
township. The coal west and southwest of this territory is thin and 
sometimes absent. 

Section of coal measured in the Jones bank, southwest comer of 
section 5 : 

Shales, unmeasured. Ft. In. 

(Coal 1 



3 



(Coal 

Upper bench jgj^^^^ dark 

Draw slate, (clay) 1 

Lower bench. Coal 3 6 



This shows the Upper bench marked by a streak of coal. Sometimes^ 
this increases in thickness several inches, but does not become workable^ 
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In the southeastern part of this section the coal measures less than 36 
inches, but along Linscott Run, farther north, the coal improves. Thus 
in the Moses Ball mine in section 6 the Lower bench has 46 inches of 
<;oal, though the Upper bench measures only. 4i inches of good coal ; but 
dfarther around the hill the Upper bench is present in full and the total 
Tthickness of the seam is there reported to be 8 feet. 

The coal was found as follows in the Rice bank, section 11 :^ 

Ft. In. 

Coal 5 

Clay 1 

Coal 8 

Shale streak 

Coal 2 

Shale streak 

Coal 8 

The interval between the Ames limestone and the Pittsburg coal in 
•this section is only 125 feet, as shown by the aneroid barometer. This 
is less than at Joy, a few miles farther north where the interval mea- 
rsures 170 feet. 

The following section was made near the center of section 35, along 
-the extreme western outcrop of the Pittsburg coal : 

Ft; In. 

Clay with imbedded limestone 23 

Shales 12 

Pittsburg coal 1 

Clay with imbedded limestone 13 

Shales, sandy 20 

Lime5itone 1 3 

However, on the Sayres farm, in the southeast comer of section 
^6 the coal measures from 4 to 5 feet, and is mined for home use. 
"Farther north in sections 30 and 36 the coal is also of workable thickness. 

In section 23 the Meigs Creek coal is frequently seen. Its position 
is about 110 feet above the Pittsburg coal, which is from 20 to 30 feet 
greater than the corresponding interval to the northeast in Belmont 
county. On the Kasler farm the coal has been mined and is reported 
■to be from 36 to 40 inches thick. Numerous other openings in the Meigs 
'Creek coal have been made in this section, but no mine is now worked. 

From what has been said it is clear that the Pittsburg coal in this 
'township is very uncertain and of value in places only. 

Athens Township* The Pittsburg, or No. 8, coal is limited to the 
tops of the highest hills in the eastern part of this township. Probably 
the workable coal does not exceed a few acres in area. 

The following section was measured with an aneroid barometer on a 

*Geol. Sur. of Ohio, Vol. VT, p. 651. 
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hill one mile southeast of Athens. It shows very well the varioiis strata 

and gives approximately at least their thickness: 

Fc. In. 

Shaly sandstone, unmeasured 

Coal blossom, Pomeroy, No, 8a 

Limestone nodules aud shales 20 

Coal blossom, Pittsburg, No, 8 

Shales 5 

Sandstone 35 

Coal blossom 

White limestone 2 

. Shales 57 

Bastard limestone 1 

Shales 43 

Ames limestone .* 1 8 

Unseen, mostly shales 85 

Cambridge limestone 2 

Shales, unmeasured. 

The white limestone with the coal blossom above, is common in 
the southern part of Athens county. The coal blossom has a more exten- 
sive range, being common in Meigs county, but the limestone is there 
wanting. The coal is rarely more than 15 inches thick and is very slaty. 
The Cambridge limestone is well shown along the Baltimore & Ohio 
railroad tracks in Athens, while the Ames limestone is found higher 
in the hill. 

At Athens the shale near the horizon of the Ames limestone is 
utilized for the manufacture of brick by the Athens Brick Company. 
The following section was made in this pit : 

Ft. In. 

Sandstone 5 .0 

Shales 30 

Ames Jimestone 1 4 

Shales, blue and red 35 

The Middle Kittanning coal is shafted on Sugar Creek in the north- 
eastern part of the township, by the Sunday Creek Coal Company, i 

In section 1 near the head of the Middle Branch of Shade River, 
the shales overlying the Pittsburg coal contain much silicified wood, and 
many fine museum specimens have been taken from this locality. 

Canaan Township* This township, which lies south of Ames, 
probably contains even less of the Pittsburg coal than does the latter. 
In fact throughout the greater part of this township the coal in question 
is entirely wanting or is represented by a black streak only. The yrork- 
able coal is confined to a narrow strip about one mile wide extending 
across the southwestern comer of the township, with an outcrop along 
the valley of Long Run and the hills facing the Hocking River. 

On the north side of the Hocking River the total area of workable 
coal is probably less than 500 acres lying in sections 34 and 35. The 
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coal farther north is reported to be less than 24 inches thick. To the 
east the coal thins rapidly and in places is represented by only a streak 
of clay. South of the Hocking River a trace of the Pomeroy or 8a 
coal lying about 20 feet above the Pittsburg is occasionally found. 

Near the north edge of section 34 on the Mansfield farm much coai 
has been mined in former years. Both benches are reported with a 
total thickness of about 6 feet. The altitude of the coal here is 871 feet. 
The following section was taken on the same farm with an aneroid 
barometer : 

Ft. In. 

Shale, unmeasured. 

Coal PiiUburg No, S 6 

Unseen 12 

Sandstone 50 

Unseen 106 

Ames limestone .* 1 6 

The coal is said to be nearly worked out in section 33. In the- 
Finsterwald bank the structure is as follows :^ 



Coal 

Slate streak 
Upper bench . Coal 

Bone coal . . 

Coal ..• 

Draw slate (clay) 



Ft. 


In. 





7 


2 


1 





7 





5 





10 





6 



rCoal 

Lower bench J Slate streak 

[Coal 2 6 

The following section was taken on the Sheridan farm in the north- 
west comer of section 25, where the coal has been stripped for tht- 
local market: 

rt. In. 

Shale, unmeasured. 

^ ^ , (Coal 2 2 

Upper bench ^^^ ^^^ j ^ 

Draw slate 1 7 

Coal 4 

Shale J 

Coal 5 

, , Shale J 

Lower bench ^^^^ ^ ^ 

Shale 1 

Coal 2 r 

Shale la 

Clay with limestone nodules 15 

Sandstone 40+ 

* Geol. Sur. of Ohio, Vol. VI, pp. 646-647. 
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The top coal is very irregular and contains many lenticular 
** boulders.'' 

On the west side of Long Run the Upper bench of the coal is usually 
wanting and the Lower bench is often below the normal thickness. 

At the head of Willow Creek near the Eastern margin of section 25 
the coal is reported to be 30 inches thick. Farther east the coal thins 
Tapidly. 

The limestone ledge, the base of which lies about 65 feet above the 
Pittsburg coal, is persistent throughout the township and forms con- 
spicuous bluffs in many places along the Hocking River. The slaty coal 
above the limestone is usually present. 

The sandstone, the base of which is about 90 feet above the Ames 
limestone, attains an unusual thickness in the western part of the town- 
iship, often extending up close to the Pittsburg coal. This sandstone is 
-quite prominent in sections 28 and 34. 

In the northwest corner of section 9 the Middle Kittanning coal is 
reached by a shaft recently put down by The Canaan Coal Company. 

Rome Township. The Pittsburg coal horizon has been exposed 
^by stream erosion in only three sections in this township, namely, 32, 
33 and 18. Near the southeastern edge of section 32 the coal dips 
beneath the bed of Hocking River. In this territory the coal is repre- 
rsented by a dark streak only. 

The Pittsburg coal rises above drainage on Federal Creek in section 
18 near the mouth of Big Run. Here the coal was formerly mined. 

At Kilvert, near the north edge of section 17 the coal has been 
mined by shafting, the depth being 40 feet. 

The Meigs Creek coal is mined in several places along Big Run. 
The following section was taken in the A. V. Duflfy bank near the west 
•edge of section 6 : 

Ft. In. 

Coal 2 1 

Shale 1 8 

Coal 5 

The Federal Creek, or No. 8, coal has been reached by a shaft sunk 
t)y the Arcadia Coal Company on Two-mile Run near the southern edge 
of section 4, Decatur township, Washington county. The shaft has a 
^epth of 117 feet and was sunk about the year 1897. A good thickness 
of coal is said to have been found, but the plant has long been quiet. 
The altitude of the coal there is 513 feet. At Sharpsburg 8i miles 
north, 20 degrees west, the Pittsburg coal has an altitude of 741 feet. 
Hence the dip per mile, between the two points in question is 27.8 feet. 

The base of the following section, taken near the center of section 
32, is about 65 feet above the Pittsburg coal horizon : 
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1 rt. In. 

Sandstone, thin bedded 15 

Shale 5 . 

Slaty coal 8 

White limestoney interbedded with clay 30 

Black streak i 

Clay with limestone nodules 5 

The limestone ledge of the above section dips below the bed of the 
Hocking Eiver near Stewart Station. 

On Green Run near the township line south of Guysville, the coal 
above the limestone has been stripped, a thickness of from 8 to 15 inches 
being reported. 

Alexander Township* The Pittsburg coal is very uncertain in 
this township. There is doubtless some workable coal in nearly every 
section where it outcrops but the thickness varies much and rapidly. 
In the northeastern comer of the township, in sections 5, 6 and 12, the 
coal is represented only by a black streak. In sections 10 and 11 con- 
siderable coal has been taken out in former years. 

The Pittsburg coal is mined in the Bennet bank, northeast comer 
section 4, to supply the country market. The following section of the 
coal was furnished by a miner. It represents the Lower bench only, the. 
Upper bench being absent. , 

Ft. In. J 

Shale, anmeasnred. - ^ . 

Soapstone 1 

Coal 1 6 

Shale j-1 

Coal 1 6 

Pyrites J-1 

. Coal 1 3 

Pire clay, unmeasured. 

Several inches of coal are left in the roof to support the soapstone. 

In the southeastern part of the township the coal is usually thin 
and has been worked in very few places. Considerable coal has been 
taken out in the high ridges of sections 9, 14, 15. 20 and 21. 

The following section was taken on the road neai^the Bennet mine: 

Ft. In. 
Shale, unmeasured. 

Pomeroy coal, No, 8a 1 

Shale with nodular limestone 21 6 

Pittsburg coal No, S 4 

Shale 8 

Sandstone, unmeasnred. 

In section 26 the aneroid showed the interval between the Pittsburg 
coal and the Ames limestone to be 164 feet. 

6 G. S. OF o. 
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Lodi Township. It is probable that the Pittsburg coal is present 
in workable quantity over two-thirds of Lodi township. , Bfowever, the 
Pittsburg horizon has been cut through only along the deeper valleys and 
hence the extent of the out-crop is rather limited. The seam is shown 
along the following streams: Willow Creek, sections 12 and 18; the 
Middle Branch of Shade Biver extending diagonally southeast across the 
township ; Long Bun^ sections 19, 25, 26, 32 and 33. 

On Willow Creek, near the northern edge of the township, the Pitts- 
burg coal is wanting. 

Along the Middle Branch of Shade Biver the Pittsburg, or No. 8, 
coal is workable from the southeast corner of section 29 to where it dips 
below the bed of the creek in the northwest comer of section 9. 

At Judson P. O. section 17, the coal has been mined in a small way 
for many years, a thickness of four feet being reported. The altitude 
of the coal is 725 feet, and it is very near the level of the flood plain 
of Shade Creek. Farther down stream, the coal has been stripped in 
various places. Along this stream the coal is for the most part restricted 
to the Lower bench. 

In describing Athens township mention was made (p 78) of a coal 
blossom, overlain by massive sandstone, which lies about 90 feet above 
the Ames Umestone. In the southwest comer of section 36, Lodi town- 
ship, this coal attains a thickness of 30 inches and has been mined on the 
Bogers farm. The altitude of the seam is there 755 feet. This seam is 
rarely more than a shale streak and has not been observed in workable 
quantity at any other place. 

The structure of the Pittsburg coal in the Fulton bank on the east- 
em side of Long Bun, section 30, is as follows : 

Ft. In. 

' Shale, unmeasured. 

iCoal 2 4 

Black slate 1 

Coal 4 

Soapstone ^ 1 

Lower beneh, Coal ^ 2 4 

Fire claj, unmeasured. 

The structure of the coal here is very similar to that of the Pedera' 
Creek region. Both benches are mined and the shale roof is strong. 

Dover Township* The eastern part of this township contains 
numerous unusually high hills, some of which reach the horizon of the 
Pittsburg coal. However, the workable coal is limited to three small 
hills in the eastern part of section 6, where the seam attains a thickness 
of 4 feet. 

The coal is due in the high ridges in sections 3, 4 and 9 but scarcely 
A black streak can be found. In section 9 a slaty coal, commonly 
occurring about 90 feet above the Ames limestone, has a thickness of over 
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5 feet, while about 50 yards away not even a black streak can be seen 
although the rocks are well exposed. 

The massive sandstone immediately above this stratum is unusually 
thick, reaching up to the Pittsburg horizon. 

Trimble Township* Sections 1 and 2 of this township contain ti 
few hill tops where the Pittsburg coal is due but the seam is wanting. 

The following section was taken at Tunnel No. 3, on the M. C. 

6 C. R. B. : 

.' Ft. In. 
Sandstone, unmeasured. 

Shales 7 

Shales, dark 8 

Ames limestone 2 

Black shales , 3 10 

Coal 1 

Clay with nodular limestone 8 

Shales, sandj 3 

Sandstone 6 

The coal is often thicker than shown in the above section and has 
been stripped by the farmers in many places. 

THE PITTSBURG COAL IN MEIGS COUNTY. 

The seam is important in two townships only in this county, namely 
Scipio and Bedford. In these the coal is inconstant and at its best only 
a local source of fuel. The Upper bench is of little or no value and 
sometimes entirely wanting. To the south the coal thins and along the 
Ohio River is wholly wanting. 

Bedford Township* The greater portion of this township holds 
the Pittsburg coal with a moderate thickness. The seam is locally 
termed the **Four Foot Vein/' but more often has a thickness of 3 feet. 
It outcrops along Kingsbury Creek and the West Branch of Shade River. 
^'Boulders" are characteristic of the fuel, and farmers will go many 
miles to get the Pomeroy or 8a coal for domestic purposes rather than 
use this seam. 

The Pomeroy or 8a coal is everywhere present, from 15 to 25 feet 
above the Pittsburg, or No. 8, seam. 

The streams in the eastern portion of the township often have nar- 
row gorge like valleys, doubtless due to the resistance to erosion of the 
massive sandstone above. 

The following section was taken near the eastern edge of section 
20, where the Pittsburg coal dips below the bed of Kingsbury Creek : 

Ft. In. 
Sandstone, over 4 feet. 

Shales 2 

Pomeroy coal, No. 8a 1 6 
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Ft. In. 

Shales, blue 8 

Shales with nodular limestone 11 

Shaly sandstone 9 

Pittsburg coal, No. 8 2 - 6-f 

The Pittsburg coal is extensively stripped in the southeast corner 
of section 15 on the land of H. Biggs, to supply the country demand. 

A section of the coal is as follows: 

x't In. • 

Shales, dark, onmeasored. 

Upper bench. Coal 3 

Soapstone 1 • 3 

rCoal 1 

jshales 1 

Lower bench J Coal 1 » 

Shales ,0 I 

I^Coal * i () 

In section 9 a short distance east of this point the Pittsburg coal 
dips below t^e bed of the West Branch of Shade River. 

In the Haning bank near the south edge of section 36, the coal is as. 
follows : ^ 

Ft. In. 

Shales, unmeasured. 

Coal 1 2 

Clay streak 

Coal 1 10 

Cl&y I 

Coal 11 

Fire day, unmeasured. 

Here the Lower bench of the seam only is present. 
On the west side of Shade Creek the coal is usually thinner and the 
Upper bench entirely wanting. On the land of J. Bobo, northwest cor- 
ner section 23, the following measurement was made by means of the 
hand level : 

Ft. In. 

Sandstone, unmeasured. 

Shales 10 

Pomeroy coal. No, 8a 1 4 

Shales 21 

Pittsburg coal, No. 8 4 

Clay containing limestone nodules 4 

In the southern part of the township along Pratts' Fork, the Pitts- 
burg coal is usually limited to the Lower bench and is known locally 
as the ** Four-Foot Vein." The soapstone above the Lower bench does 
not make a good roof and therefore several inches of coal are left up to 
support the soaiwtone. 
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Near the eastern edge of section 25, the coal has been mined in 

the Sapps bank for the local market. The Lower bench only is found. 
It shows the following structure : 

Ft. In. 

SoapstonOy unmeasured. 

Coal 1 

Pyrites ^ 

Coal ' 1 8 

Pyrites 1 

Coal 1 

Shales, unmeasured. 

The following section was taken at the entrance of the Williams 
bank in the northwest comer of section 19. As will be noted the Lower 
bench only of the coal is present. • 

Ft In. 

Dark shales, unmeasured. 

Shales 10 

(Coal 7 

Shale parting 

Coal 1 4 

Shale parting 

Coal 2 

Dark shales 3 9 

Limestone, impure 2 4 

Shales, calcareous 3 

Sandstone in bed of stream. 

ITie thickness of the coal in the mine is usually greater than shown 
in the section. 

In this region the coal very often contains the pyrites — sandstone 
** boulders" so common in the Federal Creek region. They range from 
2 to 10 feet in diameter and are so abundant that it is difficult to get 
miners to work the coal. 

The downstream limit of the outcrop of the Pittsburg coal on Pratts' 
Fork is near the eastern edge of section 19. 

Scipio Township* About one-half of this township is underlain 
with the Pittsburg coal, but the thickness is very changeable and uncer- 
tain. In the southern half of the township the seam is of little value, 
the Pomeroy coal being the seam worked in that locality. In the north- 
ern half of the township the Pittsburg coal ranges from 2 to 4 feet in 
thickness and contains much p3nrites, hence the coal is not very desirable 
for domestic purposes. 

The Ames limestone rises above drainage about the middle of the 
township. In this locality it consists of fossiliferous limestone nodules 
imbedded in shales. The following section was taken with an aneroid 
oa the road a short distance west of Downington postoffice : 
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Ft. In. 
Sandstone, unmeasured. 

Coal, Pomeroy, No. 8a l" 8 

Calcareous shales * 15 

Coal, Pittsburg, No, 8 3 

Shales 15 

Massive sandstone 40 

Shaly coal 4 

Shales, red and gray 60 

Red clay with nodular iron ore 20 

Shales, gray 10 

Ames limestone, nodular and imbedded in shales. 15 

Eastward from Downin^n PostoflSce the Pittsburg coal gradually 
thickens, reaching nearly 4 feet in the eastern part of the township. 

In the southeast comer of section 17 the Pittsburg coal is mined 
in the Suddeth bank. The structure of the coal is as follows : 

Ft. In. 

Clay, unmeasured. 

Coal ' 3 

Clay streak 

Coal : 1 6 

Pyrites streak J 

Coal 9 

Clay, unmeasured* 

This represents the Lower bench only, the Upper bench being absent. 
In the southern part of the township a ledge of white limestone, 
about 10 inches thick, occurs 30 feet above the Ames limestone. 



THE PITTSBURG COAL IN GALLIA COUNTY. 

This seam is important in this county and is known locally as the 
Swan Creek, Lewis or Jeflfers coal. It is of value in Ohio, Guyan, Clay, 
Harrison and Green townships only, and in one (Ohio) is shipped by 
river. The seam varies much in thickness from place to place, and is 
very similar in structure to the same seam in Northern Athens and the 
adjacent part of Morgan county. 

Outside of the townships named in the preceding paragraph the coal 
is very thin and frequently is not represented by even a streak. 

In previous reports of the Survey little attention was given to this 
coal. Andrews correctly identified the seam lying about 50 feet higher 
as the Pomeroy which he regarded as the Pittsburg, but the seam in 
question he did not classify.^ Its structure and position with reference 
to the underlying Ames limestone and the overlying Pomeroy seam leaves 
no doubt as to its being the Pittsburg coal. 



^ Geol. Sur. of Ohio, Vol. I, pp. 225-246. 
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Ohio Township* This is one of the smallest townships in the 
county, but it contains considerable coal. The Pittsburg co,al outcroi)» 
along the Ohio River and also along Swan Creek to the northern line 
of the township. Likewise the seam outcroi)s in the valley of Little 
Swan Creek. These valleys ajre narrow and hence the quantity of coal 
cut out is small. 

While the Pittsburg coal underlies the whole of this township except 
where removed in valleys, it varies greatly from place to place. The 
areas where the coal has been demonstrated to be thick and important 
are small and confined to a strip just below Bladen along the Ohio River 
and to another small area along Swan Creek, almost due west of Bladen. 

Li the southeastern part of the township the coal appears to be 
very thin, perhaps entirely wanting, and the same is probably true along 
the extreme southern part of the township. 

The coal is everywhere due along Little Swan Creek, and has been 
stripped in the bed of this stream in section 4. No banks have been 
opened, however, and the coal promises little in this locality. 

The best known mine in the township is the ''Elondyke," owned 
by the Swan Creek Coal Company of Gallipolis. The mine is located 
on the Ohio River a short distance below Bladen, and has been in opera^ 
tion about ten years. About 20 miners are employed except when the 
river is blocked by ice or the water is extremely low. Shipment is by 
river, and principally to Cincinnati. Section 25 was measured in this- 
mine, the entrance to which is 570 feet above sea level 

Chemical analysis and calorific value of Section 25: 

Ultimate. Proximate. 

Carbon 64.94 Moisture 5.80(a> 

Hydrogen 6.16 VolatUe Matter 36.76 

Oxygen 14.40 Fixed carbon 47 .38 

Nitrogen 1.10 Ash 10.06^ 

Sulphur 4.34 

Ash 10.06 



100.00 100. 00 

Calorific value 6,551 calorie8(b). 

(a) Moisture in the air- dried sample about 3%. 

(b) The ultimate analysis and calorific value here given were not obtained 
until several weeks after the preparation of the fine sample, and laboratory experi- 
ments indicate that the sample had increased in weight by oxidation about H%. 
A calorific value about 100 calories higher than that given appears to more nearly 
represent the fresh sample. 

The sample included parts 2 and 4 of the section, and was 10 inches 
wide and 2 inches deep. 

The Upper bench is thin and unimportant, sometimes absent. Much 
the same is true of the soapstone below. According to the miners the 
latter rarely exceeds 12 inches and occasionally is wanting. About two 
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SECTION 25 



6. Massive sandstone^ . 



Ft. In. 



6. Shale, reported, 2. ....6,,^;^ 




4. Upperbench, Coal, O.-iJ. 

3. Soapstone, 1 ...0, 



'.'- * - V-'-j 



2. Lower bench, CJoal,. 2 9,, 



1. Clay, unmeasured, 



feet above the bottom of the seam a fairly persistent thin band of pyrites 
was found, and occasionally a streak of bone coal. 

The Lower bench is not undercut but shot on the solid. Next the 
soapstone is pulled down and finally the Upper bench or top coal is 
removed. 

The shales overlying the coal are reported to vary in thickness from 
one to fourteen feet. Above these is a massive sandstone. 

North and south from this mine the coal thins rapidly, making the 
workable area along the river front very narrow. 

Below is a section of the coal in the William Elliot mine in section 
29, on the western bank of Swan Creek : 

Ft. In. 

Shales, unmeasured. 

Upper bench. Coal 5J 

Shales 1 7 

Lower bench. Coal 3 4 

Shales, unmeasured. 

The shale parting separating the two benches ranges from 4 to 25 
inches in thickness. The Upper bench coal varies from 5i to 10 inches, 
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:and the Lower bench usually from 36 to 40 inches. This mine has been 

in existence for perhaps 20 years, and supplies a local demand. 

About 100 yards north of the Elliot bank is that of Samuel Lewis, 

in which the following section was measured: 

Ft. In. 

Shales, unmeasared. 

rCoal 1 3 

--_ , , Shale 2^ 

Tipper bench J^^^ ^ ^ ^ 

Coal and shale 2 7 

Draw slate (day) 11 

Lower bench. Coal 3 

The draw slate is reported to range from one to fifteen inches in 
thickness and to average 6. 

This mine supplies a local trade, and has been worked for about 15 
years. At the entrance of the mine the coal is 592 feet above sea level. 
Other mines have been opened in this vicinity. 

In the extreme northwestern comer of section 30 on land of Thomas 
Erwin the coal is found in the bed of Swan Creek, and is reported to 
measure as follows: 

Ft. . In. 

rCoal 1 6 

Upper bench i Shale, dark 2 S 

[Coal 6 

Draw slate (clay) 10 

Lower bench. Coal 3 2 

Coal No. Sa (Pomeroy) is reported 32 feet higher and 15 inches in 
thickness. 

day Township* What has been said about the Pittsburg coal in 
Ohio township applies very well to the same seam in Clay. However, 
the coal appears to be steadier in thickness in this township than in 
Ohio, and in consequence is more widely worked. Especially is this true 
:south of Raccoon Creek where the coal is mined at numerous points 
from Yellowtown, southeast, to near Chambersburg. 

North of Raccoon Creek the seam is much thinner and is rarely 
mined. It is the Pomeroy or 8a coal that is worked there, and this, too, 
is of little importance. 

At Yellowtown the coal is 705 feet above sea level. It has long 
been mined at a number of places in this vicinity for local trade. The 
following section was measured in the entry of a new bank on the hill 
Just south of the village : 

Ft. In. 

Shales, dark 4 

Upper bench. Coal 1 

Shales 2 

Lower bench. Coal 2 10 

Clay, unmeasured. 
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The seam is ar has been worked at several places east of Tellowtown, 
on the south bank of Raccoon Creek. However, the coal there is thin. 

At the entry to the Elizabeth Dodd bank, two miles southeast of 
Yellowtown the following measur^nent was made : 

Pt. In. 

Shale, dark 4 6 

Upper benoh. Coal ................................. ^ 1 

Shales 10 

Lower bench. Coal -. . . w. % 3 1 

Clay, unmeasured. 

The coal is at its best on Teens Bun and Little Teens Bun in the 
southeastern part of the township. 

The following section was made in the Hazlett bank on Little 
Teens Bun : 

Ft In. 

Sandstone 12 

Shale, light : 1 « 

iCoal 2 

Shale, black 2 4 

Coal 8 

Shales 8 

iCoal 1 8 

Pyrites bAnd 1 

Coal 1 8 

The band of pyrites in. the Lower bench is very hard and quite 
persistent. This bench ranges from 3 to 31 feet in thickness and is 
quite isteady. " The Upper bench is divided into two parts by a bed of 
shales of unusual thickness. The coal below the shales is fairly uniform^ 
but that above varies much owing to the changing thickness of the shales. 
The Lower bench only is worked. This mine has been in operation in an 
irregular way for about forty years. 

The 8a or Pomeroy coal is found along this run, about 27 feet above 
the Pittsburg seam and is reported 18 inches in thickness. 

On Teens Bun the coal has been opened at several places, but the 
best known mine is the Jeflfers. The following section was furnished 
by Mr. Jeffers : 

Ft. In. 

Shales, black, unmeasured. 

Upper bench. Coal 1 

Shales 1 

Lower bench. Coal 3 

The shales above the Lower bench were reported to vary from 3 to 
24 inches in thickness. Probably the section of the Upper bench is 
incomplete, the coal above the black shale being omitted. 

South from Teens Bun the coal thins, decreasing in value until the 
Swan Creek field in Ohio township is reached when it again becomes 
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of value. While Clay township will probably never be a larger producer 
of coal, it nevertheless contains an ample supply for local use. 

Gteen Township. The Pittsburg or No. 8 coal in this township^ 
appears to be restricted to sections 7 and 8, just east of Raccoon Creek. 
Mining is done only in section 8, and it may be that in section 7 to the 
south the coal is wanting. The coal is due in the high hills in the south- 
eastern quarter of the township, but as already stated is usually absent.. 
Section 26 was measured in the Odell bank in section 7. 



SECTION 26 



Ft. In, 



7. Shale, 1.-..2 ^g 

6. Coal, 0. J, 

6. Parting,,.. .0 f J 

4. Coal 0....11 

3. Parting,...: i 

2. Coal. ....1 L 



1- Clay, unmeasured, 



About 20 feet higher in the hill the Pomeroy or 8a coal is founds 
and is reported by Mr. Odell to be from 18 to 20 inches thick. 
Chemical analysis and calorific value of Section 26 : 



Ultimate. 

Carbon 62.30 

Hydrogen 5.11 

Oxygen 14.05 

Nitrogen 1 . 14 

Sulphur 4.37 

Ash 13.03 



Proximate. 

Moisture 6.73(a>. 

Volatile Matter 34.34 

Fixed carbon 45.90 

Ash 13.03 



100.00 
.6',356 calories. 



100.00 

Calorific value 

(a) Moisture in the air-dried sample' about 3%. 

The sample included the entire section except parts 1, 3 and 7, and 
was 10 inches wide and 2 inches deep. 

Guyan Township. The Pittsburg or Swan Creek coal while due- 
in the hills throughout this township, is found only in the northeast 
comer in sections 11, 12 and 18. Elsewhere in the township the seami 
is wanting or is represented by a streak only. 
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Near the village Mereerville two seams are or have been worked. 
These are shown on or near Ae Robinson farm just north of the village. 
The lowest of these seams is the Pittsburg or No. 8. In the entry of an 
old bank the following measurement of this coal was made : 

Ft. In. 

Shale, unmeasured. 

Botten coal 6 

Shale 3 

. Coal. Upper bench 1 

Soapstone 10 

Coal. Lower bench 2 8 

A few hundred feet southeast of this locality is a small bank where 
a little mining has been done. In the entry of this bank the section 
nf as as follows : 

Ft. In. 

Shales, thickness exposed 6 

Coal 1 10 

This coal is 51 feet above the Pittsburg. It is classed with the 
Pomeroy or 8a seam which is of importance in this part of the state. 
The interval given was measured with a hand level. 

About three-fourths of a mile northwest of Mereerville on the 
'Wood's farm, the two coals are found, the lower or Pittsburg 1 foot 
thick and the Upper or Pomeroy 3 feet, the interval between the two 
l)eing about 40 feet. 

For the facts here stated and for many courtesies, the survey is 
indebted to Mr. F. B. Niday of Mereerville. 

Harrison Township* The two eastern rows of sections in this 
township contain a valuable bed of the Pittsburg or Swan Creek coal. 
"West of these sections the coal thins rapidly and is not workable, often 
in fact is not represented even by a black streak. Much the best of the 
•coal is found in the ridge between Little and Big Bull Skin Creeks. 
However the coal is in good thickness on the east side of the latter creek, 
.and is mined at several places. From this territory the coal extends 
•east into Clay township, where as elsewhere stated it is a valuable local 
source of fuel. 

Following is a section of the coal in the R. A. Lewis bank, section 
16, in the ridge east of Little Bull Skin Creek : 

Pt. In. 

Shales, black 6 

Soapstone 10 

Upper bench. Coal 3 9 

Clay . 2 

iCoal 1 

Pyrites streak ^ 

Coal : ..., 1 8 

Clay, unmeasured. 
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The Lower bench is fairly uniform in thickness but the Uppei. 
bench varies greatly, the result being marked changes in the total thick- 
ness of the seam. Thus 100 feet from the section just given the coai 
measures only 3 feet. The altitude of the seam at the entrance to the 
bank is 760 feet above sea level. 

The Pomeroy or 8a coal is found here about 30 feet above the Pitts- 
burg seam, but appears to be too thin to be of value. 

Quite a number of mines are found on both sides of Big Bull Skin. 
Creek, making the territory one of the best known mining districts in 
the county. These banks supply the neighboring farmers ana also many^ 
tons for Gallipolis, transportation being by wagon. 

Below is a section of the coal in the Irions bank, southeasteriL 
quarter of section 7 : 

Ft. In. 

Shale, black 2-4 

Upper bench. Coal 10 

Shale 4 

Lower bench. Coal 2 10 

Another layer of coal is reported above the black shales referred tO' 
in the above section. It probably represents the Roof coal. 

The shales above the Lower bench vary much in thickness, changing- 
from 4 to 15 inches in the space of 20 feet. 

In the Kerns bank in the northeast quarter of section 6 the coal 
was found as shown in Section 27. 



SECTION 27 



Ft. In. I 



r Coal, 2. ..5 



4. Upper bench, i 



Layer of dirty coaU 1 . j 

Coal, ...6 

Parting*, 0..,1 U^^H 



8. Parting, 

2. Lower bench, ^ 

1. Clay, unmeasured, -. 



. Coal, 0.11 J J 

Pyrites,., i 

Coal, 1 

Pyrites, 5 

Coal, 0..8^ 

Partings 0..., j. 

L Coal, o....i:i 
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Two f sdrly persistent pyrites layers were found in this mine. Each 
4ittains a maximum thickness of 3 inches, but occasionally disappears. 
The seam here varies from 4 to 8 feet in thickness. 

Chemical analysis and calorific value of Section 27 : 

Ultimate. Prowimate, 

<:;arbon 64.91 Moisture 6.98(a) 

Hydrogen 5.24 Volatile Matter 36.14 

Oxygen 14.60 Fixed earbon 47.85 

Nitrogen 1.01 Aah 9.03 

«ulphur 5.21 

Ash 9.03 



100.00 100.00 

Calorific value ^ 6,583 calories. 

(a) Moisture In the air-dried sample about 3%. 

Parts 1 and 3- of the above section were rejected in the sample which 
measured 4 by 2 inches. 

On the Lewis farm, adjoining the Kerns on the north, the coal is 
•similar to that given in the preceding section with an additional layer 
2 feet in thickness above the shales which form the roof. This layer of 
•coal is probably the equivalent of the one referred to in the Irions bank. 
It is not mined. Irregular pjnnte bands are found in this mine. 

In the mine of A. V. Houck the coal was found as shown in 
Section 28. 

This section shows resemblance to the same seam in the eastern 
part of the state. The Roof coal has the complex structure occasionally 
found in Belmont and adjacent counties. The shale below the Roof 
coal represents the Draw slate; the. Up per bench, here thin, the Breast 
coal; the soapstone, the Bearing in horizon, and the Lower bench the 
Brick and Bottom coals. Whether this coincidence is more than a lucky 
.accident cannot be said. 

This mine helps supply the surrounding country and to a small 
extent the county seat, Gallipolis. 

Chemical analysis and calorific value of Section 28: 

Ultimate, Proximate. 

•Carbon 64.69 Moiature 7.83(a) 

Hydrogen 6.18 Volatile Matter 34.15 

Oxygen 15.49 Fixed carbon 48.26 

Nitrogen 1.09 Ash 9.76 

Sulphur 3.89 

Ash 9.76 



100.00 100.00 

Calorific value 6,544 calories. 

(a) Moisture in the aur- dried sample about 3%. 
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SECTION 28 

^CoaU 

Sandstone,^ . 



6. Roof coal, ^ 

reported, 



Ft. In. 
..0....5- 



0....9.. ^^ 

Coal, 1 0.. 10.. 

Soapstone, ^. f^ 

LCoab 1 ,. 3 



5. Darkshale, 0... 2 

4. Upper bench. Coal, 0.. 44- 

3. Soapstone, 0.. ..3. . 



2. Lower bench, < 



^Coal, 1... 1. 

Parting, \^ 

Coal 0.... 1. 

Parting, very thia ^■ 

Coal, 1.. 5:} 



1. Clay,. 



This sample was taken from parts 2 and 4 of the section, these being 
the only portions of the seam marketed. 

Northeast from the Lewis bank the Pittsburg or Swan Creek coax 
thins and is of much less value. On the G. W. Lusher farm along the 
west bank of Raccoon creek in section 12 the coal was reported by the 
proprietor as follows : 

Ft. IlL 

Upper bench. Coal 3 

Shales 1 8 

Lower bench. Coal 2 8 

The 8a or Pomeroy coal is reported in this hill, and about 20 inches 
in thickness. A short distance up the creek it has been mined. 



CHAPTER 11. 



THE POMEROY COAL.^ 

The Pomeroy coal has long been mined in the state of Ohio, its out- 
put having been considerable in excess of 400,000 tons in 1906. It ia 
mined in the three counties, Meigs, Gallia and Lawrence, but from the 
first named only is it shipped in a large way at the present time. 

Andrews classed the seam as the Pittsburg and that has heretofore 
been accepted as correct.^ Study of this coal in 1907 shows, however^ 
that the seam is not the Pittsburg but a higher one. It is the equivalent 
of the Bedstone coal of Pennsylvania and West Virginia, and the demon- 
stration of this point is the principal burden of the following pages. 

Position and Structure of the Redstone Coal in Pennsylvania and 

West Virgfinia* 

This seam was named by Rogers from the exposures on Bedstone 
Creek, Fayette county. Pa. It has been identified at numerous places in 
that state and also in West Virginia, Maryland and Ohio. As will be 
shown later its position above the Pittsburg seam ranges usually from 
20 to 55 feet. 

Section on the Beachley farm, pear Salisbury, Somerset county^ 
Pennsylvania.* 

Ft. In. 

Surface 

Coal 2 

Parting ^ 

Bedstone coal . Coal 6 

Parting 1 

Coal 2 3 

Clay 9 

Claj, bituminous 2 

Slate, black with nodular ore 3 

Limestone and shale • 1 3 

Fire clay, impure 1 10 

Limestone 10 

Shales 10 

Coal reported 3 

Shale 4 

Pittsburg coal 10 



^ For method of sampling see Chapter JX. 
» Geol. Sur. of Ohio, Vol. II, p. 458. 
'Second Geol. Sur. Penn., 8 H., p. 87. 
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The limestone between the two coals is reported to be more con- 
spicuous in this territory than the Bedstone coal itself. 

The relation of the Bedstone coal to the Pittsburg in West Virginia 
is shown in the following section on Scott's Bun, Monongalia county.^ 

Ft. In. 

Concealed 15 

Coal, Bedstone 4 

Limestone, Bedstone 18 

Shale and fire day 5 

Slate, black 6 

Coal, Fittahurg, 

The structure of the coal in this state is shown by the following 
section taken in the Century mine in Barbour county.^ 

Ft. In. 

Draw slate 1 

Coal 7 

Bone coal } 

Coal 4 9 J 

Bone coal 4 

Coal 5 

Slate i 

Coal 7 

This coal is found in the hills on both sides of the Ohio river in the 
vicinity of Wheeling, and has been identified by I. C. White as the Eed- 
ston seam.* 

The Pomeroy or Redstone G>al from Belmont to Morgan G>unties* 

The following section made by Mr. J. E. Hyde about one mile west 
of Bellaire shows the position and thickness of this seam in the extreme 
eastern part of the state. 

Ft. In. 

Limestone with shaly layers 4 

Gray argillaceous shale 3 9 

Pomeroy or Bedstone coal, No. 8a 1 3 

Gray argillaceous shale 9 

Hard gray amorphous -limestone with numerous minute fos- 
sils 2 

Gray shale 4 

Limestone, hard gray amorphous with ' numerous minute 

fossils 2 8 

Limestone, hard gray amorphous with some fossihi 2 

Shales, hard yrith some lime and fossils 2 6 

Unseen 12 6 

Top of Pittsburg coal, No, 8 

^ Bull. 66, U. 8. G. S., p. 47. 

■West Va. Geol. 8ur., Vol. II, p. 161. 

•Bull. 65 IT. S. G. 8., pp. 49 and 50. 

7 G. 3. OF O. 
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This section shows thick limestones between the two coals, similar to 
what have been reported in Pennsylvania and West Virginia. Farther 
west and southwest in Ohio the limestones are much thinner, but have 
been traced to the Ohio river at Pomeroy. 

Below is a partial record of a diamond drill test made in section 10 
of Wayne township in the southwestern part of Belmont county. Only 
that part of the record is given which shows the relative positions of the 
Pomeroy or Bedstone and the Pittsburg coals. 

Ft. In. 

Limestone 3 4 

Soapstone with lime nodules . . . .' 3 

Fomeroy or Bedstone coal, No. 8a, {Co<U and ehdle) 1 3 

Fire clay ,,, 1 

Gray shale 3 2 

Black shale 1 

Limestone 5 6 

Limestone and shale 2 

Limestone 3 

Lime, fire clay 2 

Gray shale with limestone nodules 3 

Greenish shale 1 6 

' Dark shale, carbonaceous 3 2 

fSoof coal 10 

Pittsburg coal J Draw slate 1 

[Coal 5 7 

Fire clay 4 1 

Frequent exposures of the seam are found in Jefferson county. The 
following section was measured by the late Professor C. N. Brown in 
section 22 of Smithfield township. 

Ft. In. 

Shales, exposed 10 

Pomeroy or Bedstone coal. No. 8a 2 1 

Clay streak 

Limestone 2 

Clay shales 11 

Pittsburg coal (Boof coal) 2 1 

Draw slate 1 

Black slate 1 

Pittsburg coal (Breast coal) No. 8 2 4 

This section shows an interval of only 13 feet between the two seams, 
while in Belmont county, as the sections show, the interval is materially 
larger. 

From Belmont county the coal can be traced southwest through 
Noble and Morgan counties, but in both of these the exposures of the 
seam are fewer and less prominent. 

In his report on the Meigs Creek coal in the last two counties named 
in the above paragraph, Professor Brown makes occasional mention of 
a seam lying between the horizon of the Meigs Creek and Pittsburg 
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toals. Thus in Wayne township in the northeastern part oi Noble 
eounty, he mentions a faint coal mark at from 50 to 55 feet below tlm 
Meigs Creek. Likewise he speaks of a thin seam of coal about 60 feet 
below the Meigs Creek in Elk township in the southwestern part of the 
county.^ The position of the seam is from 20 to 30 feet above the horizon 
of the Pittsburg in the localities mentioned and it is plainly the Pomeroy 
or Bedstone coal. 

In the northern part of Meigsville township, Morgan county, Pio- 
f essor Brown found the Pomeroy or Bedstone coal from 12 to 20 inches 
thick, about 26 feet above the Pittsburg seam. 

West of the Muskingum river the Pittsburg and Pomeroy coals are 
very thin or wanting until the southwestern part of the county (Morgan) 
is reached where the Pittsburg coal suddenly increases in thickness and 
becomes a workable seam. 

Stfucttffe of the Pittsbtirg Coal in Southwestern Morgan and Northern 

Athens Counties. 

It will be well at this point to note the structure of the Pittsburg 
<;oal in the territory just referred to where it is commonly known as the 
Federal Creek seam. For the convenience of the reader a few sections 
will be given which have already appeared in the chapter on the Pitts- 
burg coal. 

Section of coal in the Waymer bank, near Joy in the southwestern 
part of Morgan county: 

Ft. In. 

(Goal 1 6 

Coal, Upper bench J3^^ ^^ ^ 3 

Clay or shales ' 11 

rCJoal 2 

Parting i 

Coal H 

Parting } 

Coal 3 

Parting J 

Coal IJ 

Parting } 

Coal 2 

A few miles farther south in Athens county a number of mines 
«xist, three of which ship by rail. In the one at Broadwell the coal 
was found as follows : 

Ft In. 

fCoal 1 8 

Coal, Upper bench \ Bone coal 3{ 

[Coal 4 

Clay or shales 1 

^Geol. Sur. of Ohir, Vol. V, chapter XIX. 



Coal, Lower bench . 



100 BULLETIN NO. 9. 

Ft. In. 

{Coal 6 

Parting 

Coal 2 

Parting J 

Coal 2 5 

These sections are typical for this part of the state. It will be seen 
that the coal consists of two benches separated by a prominent layer of 
shales or clay, called soapstone by the miners. This structure of the 
Pittsburg seam is very persistent in southern Ohio, and may be found 
wherever the coal exists in anything like normal thickness. It is further 
illustrated by sections on following pages. 

The Pomeroy G>al from the Hocking Rivet in Athens County South 

to the Ohio River* 

In Alexander township, Athens county, the Pomeroy coal is usually 
found where due, though frequently it is little more than a blossom. 
The coal is usually about 20 feet above the Pittsburg. 

Near the Bennett mine in section 4 of this township, the following 
section was measured: 

Ft. In. 
Shales, nnmeasored. 

Pomeroy coal, No. 8a 1 

Shales with nodular limestone 20 6 

Pittsburg coal, No. 8 4 

Shales 8 

Sandstone, unmeasured. 

The* nodular limestone mentioned in the last two sections is impor- 
tant in the identification of the two coals. It is rarely a foot thick, but is 
persistent and has been traced to the Ohio river at Pomeroy where the 
lower or Pittsburg coal is not represented by even a black streak. In 
this part of the state limestones are not common and this fact increases 
the value of the stratum in question for stratigraphical purposes. 

Lodi township lies east of Alexander and contains the Pomeroy coal 
where due, the thickness usually ranging from 12 to 18 inches. Occa- 
sionally the coal is underlain by several feet of white limestone. The 
coal is not mined in the township except where it can be stripped. 

Gk>ing south from Lodi township, Bedford township, Meigs county is 
reached. Here the Pomeroy seam is found about 20 feet above the 
Pittsburg and about 20 inches thick. It is not mined except by stripping. 

On the Mayhugh farm in section 21 the coal was found as follows : 

Pt. In. 

Coal 8 

Shales 10 

Coal 1 8 
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On the same farm the lower or Pittsburg seam has been mined by 
stripping in the bed of a creek. 

In the southeast comer of this township both coals are well shown 
^and the locality is important in demonstrating the correct position of 
the Pomeroy seam. About one mile due north of the hamlet Midway 
the Pittsburg coal is stripped in the bed of a run on the Riggs farm, 
Inhere the following section was measured. 

Ft. In. 

Shales, unmeasured. 

Coal, Upper beneh 3 

Clay or shales 1 3 

rCoal 1 

Shales 1 

Coal 1 6 

Shales 1 

Coal 1 6 



Coal, Lower bench . 



It will be noted that the Upp^ bench here is thin. In fact where 
the coal contracts this bench suffers most and not infrequently disap- 
pears. On the hill between this stripping and Midway the upper or 
Pomeroy coal is found and the thin limestone below it. 

On Kingsbury Creek due south of Midway the Pittsburg coal is 
below drainage having dipped beneath the bed of that stream about one 
mile farther up, where the following section was measured. 

Ft. In. 
Sandstone, unmeasured. 

Shales 2 

Pomeroy coal 1 6 

Shales, blue 8 

Shales with limestone 11 

Sandstone, shaly 9 

Pittsburg coal, unmeasured. 

A few hundred yards up stream from where this section was taken 
the Pittsburg coal has been stripped in the bed of the creek. 

Prom Kingsbury Creek the Pomeroy coal can be followed up a 
tributary, Peach Pork, at least three miles. 

In following up this tributary one crosses from Bedford town- 
ship into Salisbury which contains the most valuable deposit of the 
Pomeroy coal above drainage in Ohio. The structure of the seam along 
Peach Pork on the northern edge of Salisbury township is as follows : 

Ft. In. 

Sandstone 30 

Shales 4 

{Coal 3 

Shales 1 

Coal 1 8 

Shales 2-j- 



102 



BUIiLBTIK NO. 9. 



The coal has been worked to a very small extent by the farmera 
Everywhere along this stream the Pittsburg coal is below drainage and 
so was not seen. At one place it was reported to have been struck in 
digging a well, its position being 30 feet below the Pomeroy seam. 

Crossing the divide to the southwest from the head of Peach Fork 
the valley of Ball Bun is entered and the Pomeroy coal is found in 
similar position and thickness to that on the first named stream. The 
position of the coal, immediately under the massive sandstone is im- 
portant. 

r 




W.VA. .,p,^^ 
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Southward on Ball Bun the coal increases rapidly in thickness and 
is mined in a small way at a number of places. It can easily be followed 
along this stream to the valley of the Ohio. Nowhere in this locality, 
however, was the Pittsburg coal found though conditions for its exposure 
are excellent. In fact it is not represented by even a black streak. At 
Pomeroy the persistent band of limestone which has already been re- 
ferred to was found below the Pomeroy coal. 

The structure as well as the thickness of the Pomeroy coal changes. 
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to the south. On the Gilmore farm, north edge of section 28, Salisbury 
township, on Ball's Run, the coal was found as follows: 

Ft. In. 

Sandstone 30 

Coal 1 G 

Shales. 6 

Coal 4 

Clay, unmeasured. 

On the south side of this section the coal measures 4 feet. Where 
the coal is thin in Athens and Meigs counties, it is usually divided into 
two parts by a layer of clay or shales. The structure then resembles 
that of the Pittsburg, but as has been shown the two coals are fre- 
quently found on the same hillside and so have not been confused. 

The Pomeroy Coal at Pomeroy and Vicinity* 

The structure of the Pomeroy coal at Pomeroy and vicinity forms 
a marked contrast with that of the Pittsburg seam in southern Ohio. 
As has already been shown the Pittsburg consists of two prominent 
benches of coal separated by a layer of shales or clay, this structure 
being very persistent. The Pomeroy seam on the other hand does not 
have such a characteristic structure. This is well shown by the following 
sections : 

Section in the Logan Mine, Pomeroy, 

Ft. In. 

Bone and dirty coal 1 3 

Coal 1 8 

Parting less than ^ inch. 

Coal 3 

Parting very thin. 

Coal 2 3 

Clay, unmeasured. 

Section in the Mine of the Peacock Coal Co., Pomeroy. 

Ft. In. 

Shales, reported thickness 2 

Impure Coal n. i) 6J 

Bone coal 5J 

Coal 3 3 

A few miles up the river the coal was found as follows: 

Section in the BarteVs Mine, Syracuse. 

Sandstone, unmeasured. Ft. In. 

Impure coal 7V 

Horn coal ; 5\ 

Coal 1 4 

Horn coal ' 2\ 

Coal > •. . . 2 n\ 

Clay, unmeasured. 
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Still farther up the river at Antiquity the coal is mined by shafting, 
the seam being 100 feet below low water. The coal is as follows :^ 

Ft. In. 

Goal with a bony band 2 6 

Slate 2 

Coal 3 

It may not be amiss to give a section on the West Virginia side of 
the river. The coal was found as follows in the mine of the West 
Virginia Salt and Coal Company, near Hartford.^ 

V Sandstone. Ft. In. 
Slate 

Draw slate 1 

(Top coal 7 

Horn coal 2 

Coal 3 9 

Other sections from that side of the river might be given but they 
would in a large measure duplicate the above. 

These sections show a marked difference in structure between the 
Pomeroy coal and the Pittsburg as found on Federal Creek and vicinity, 
but a striking resemblance to the Redstone coal of Pennsylvania and 
West Virginia as shown in the first part of this chapter. 

The Pomeroy Coal in Gallia and Lawrence Counties* 

In Gallia county • farther west the structure -of the Pomeroy coal 
becomes more simple, consisting generally of a solid block, but occasion- 
ally having one or more shale parting. 

Both the Pittsburg and Pomeroy coals are found in the eastern part 
of the western half of Gallia county.^ Still farther west the Pittsburg 
seam wholly disappears, leaving the Pomeroy the only seam in the hills 
and this is thin and of value for Momestic purposes only. 

Andrews classed the higher of the two seams as the Pomeroy, but the 
lower or Pittsburg seam he did not correlate ^vith any seam found else- 
where in Ohio. As is well known he regarded the Pomeroy coal as the 
Pittsburg. 

This field furnishes very strong evidence on the position of the 
Pomeroy coal, for this seam can be followed from hill to hill all the way 
from Pomeroy to the territory under consideration, and thus the iden- 
tity of the seam in the two counties is proven. 

In at least five townships in Gallia county where the Pomero}'' coal 
exists, another seam is found from about 25 to 55 feet lower. This seam 
is in a number of localities much more prominent than the Pomeroy, and 
is known locally as the Swan Creek, Jeffers or Lewis seam. The struc- 
ture of the coal is shown in the following sections: 

' West Va. GeoL.Sur., Vol II, p. 194. 
* Ibid., p. 193. 
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Section in mine of the Swan Creek Coal Co., near Bladen on the 
Ohio river : 

SandBtonOp massive. Ft In. 

Shales, reported thiekness. 2 6 

Coal, Upper beneh 4^ 

Soapstone 1 

Coal, Lower bench 9 ^ 

Clay, unmeasured. 

The section shows the coal of the Upper bench thin. It is in fact 
sometimes wanting in this mine. The soapstone below also varies. 
Barely is it more than a foot thick and occasionally it disappears. 

Section in the mine of Samuel Lewis on Swan Creek in section 29 
of Ohio township: 

Shales, unmeasured. Ft. In. 

fCoal 1 8 

Shales 2} . 

Coal 1 6 

Coal and shale 2 7 

Clay 11 

Coal, Lower beneh 3 

Here the upper bench is thicker and more complex in structure. 
These two sections can be duplicated in large number and in several 
townships. Generally the Upper bench is thin and comparatively un- 
important, but occasionally it is of morfe value than the Lower bench. 
The structure of the coal is strikingly similar to the Pittsburg coal on 
Federal Creek in Athens and Morgan counties, already given. In both 
localities the seam is divided into two benches by a bed of clay or shales. 
^Further the relation of the seam in the two localities is similar with 
reference to the Ames or Crinoidal limestone. That the coal on Federal 
Creek is the Pittsburg there can be no doubt, and the same conclusion 
is necessarily reached with reference to the Swan Creek, Jeffers or Lewis 
seam of Gallia county. 

It remains now to show the position of the Pomeroy seam in this 
territory with reference to the lower or Pittsburg. On or near section 
28, Guyan township in the southwestern corner of Gallia county, the 
following section was measured with a hand level: 

Ft. In. 

Sandstone 40 

Coah Pomeroy or 8a 3 6 

Partly covered, sandstone seen 27 

Coal blossom, Pittshurg or No. S 

Shales 15 

One more section from Gallia county will be given. This is on section 
26 of Clay to^vnship, and is taken from Professor Andrew's report:^ 
1 Geol. Sur. of Ohio, Vol. I, p. 240. 
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Sandstone, unmeasured. Ft. In. 

Fomeroy coal 1 6 

Kot exposed 30 

Sandy shale U) 

Clay shale 3 

Top coal • 2 

Ferruginous black slate 2 

fCoal , 10 

Coal \ Clay 1 

I Coal 3 6 

Clay 2 6 

While Andrews does not name the lower coal, it is clear from his 
text that he regards it as the Jeffers seam, which as has elsewhere been 
stated is the Pittsburg. In fact this section was taken at the mine of 
Abram Jeflfers. The **Top coal" of the section is what is elsewhere 
known as the Roof Coal of the Pittsburg seam. 

In Lawrence county the Pittsburg coal is rarely seen and probably 
is never more than a black streak. The following section w^as obtained 
in the northwest quarter of section 25 of Mason township : 

Ft In. 

Sandstone 25 

Shales 11 

Coal, Fomeroy 4 

Pire clay 2 

Limestone 1 

Shales 19 

Coal hlossomt Fittaburg 6 

Pire clay 1 

Not only does this section show both coals but also the limestone be- 
tween thejn, which as has already been stafed, is important in identfying 
the two seams. 

Conclusion* 

To the writer the proof is conclusive, the Pomeroy coal lies above the 
Pittsburg and is the equivalent of the Redstone seam. Since, however, 
the name Pomeroy is in general use in Ohio it will be retained. The 
Pittsburg coal being known as No. 8 and the Meigs Creek as No. 9, the 
Pomeroy seam may appropriately be numbered 8a. For the massive 
sandstone overlying the Pomeroy coal, the name Pomeroy is proposed. 



THE POMEROY COAL IN MEIGS COUNTY. 

The Pomeroy coal is at its best in this county. It is found above 
drainage wherever due and in the southern part becomes one of the 
important coal fields of the state. 

In the northern part of the county the seam is underlain by the 



-> THE 

' •ilVZRSITY 



GEOLOGICAL SURVEY OP OHIO. 10' 



Pittsburg, and between them is usually found a thin bed of limestone. 
Farther south the Pittsburg coal entirely disappears. 

Overlying the Pomeroy coal is a massive sandstone for which the 
name Pomeroy is proposed. Sometimes it rests directly on the coal, but 
occasionally it is separated from the coal by a bed of shales of varying 
thickness. The sandstone is persistent, being found over extensive 
areas. 

Salisbury Township* This township has been an important source 
of fuel from almost the time of settlement of the territory. Then as 
now salt making was a leading industry and naturally coal was used 
quite largely as fuel. The river provided cheap transportation and the 
coal was shipped to Cincinnati and other river markets. With the con- 
struction of railroads a direct outlet has been provided to the Great 
Lakes and the Northwest. This has resulted in the opening of new 
mipes and a large increase in coal production. 

Throughout the township the coal lies either directly under the 
Pomeroy sandstone or is separated from it by a thin bed of shales. A 
few feet below the coal there is found the thin stratum of limestone which 
is so persistent between the Pittsburg or No. 8 and the Pomeroy or 8a 
seams. This limestone was found within the city limits of Pomeroy, 
showing that the stratum in question reaches as far south at least as 
the Ohio Eiver. 

The township is a larger producer of the Pomeroy or 8a coal than 
any other township in Ohio. Along the eastern line of the township the 
coal is under cover except on the Ohio River and two or three tributary 
streams. On the western side of this township the coal is high in the 
hills, but is mined for railroad shipment as far west as the vicinity of 
Kutland. 

In the northwestern part of the township the coal is thin and of 
little value, but farther south and east the seam thickens rapidly, and 
.soon becomes of decided value. 

In the northern part of the township the coal is thin but persistent 
and uniform in thickness. From Pomeroy the Pomeroy or 8a coal may 
be traced with scarcely any break north into Bedford township where the 
No. 8 coal, about 20 feet lower becomes workable. Along Peach Fork 
in the northern part of the township the 8a coal outcrops under the 
sandstone continuously for several miles and has been mined in a very 
bmall way at many places. The following section shows the structure of 
the coal along this stream. 

Ft. In. 

Sandfltone 80 

Shales 4 

Coal 3 

Shales ' 1 

Coal 1 8 

Shales, bhie 2+ 
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In the same vicinity the Pittsburg or No. 8 coal was reported to have 
been found in a well 30 feet below the 8a coal. 

Section 29 shows the coal as found in the mine of the Peacock Coal 
•Company at Pomeroy. 

SECTION 29 

Ft. In. ^^ 



6. Shale, reported thickness,. .2 — 

4. Impure coal, — — ^6i. 

3. Bone coal, .0,.-54 




2 Coal, ,3. 



.3- 



1. Clay, unmeasured^.. 



The mine is an old one, having been first worked about the time 
K)f the Civil war. In the hill facing the river the coal has been worked 
out, and mining is now done farther back. During the past few years 
the coal has been cut by machinery, but prior to that time the work was 
done by hand. 

Where this coal is used in the salt furnaces the impure and bone 
coal are both retained, but when the fuel is shipped both are thrown out. 
No regular bands of pyrite were noticed, but irregular pieces of this 
exist near the base of the coal. 

Chemical analysis and calorific value of Section 29 : 



Ultimate, 

Carbon 66.71 

Hydrogen 5 . o3 

Oxygen 15 . 96 

Nitrogen 1 . 06 

Sulphur 2.05 



Proximate. 

Moisture 7 . 33 (a> 

Volatile Matter 34 . 59 

Fixed carbon 49 . 39 

Ash 8.69 



Ash. 



8.69 



100.00 

Calorific value 

^) Moisture in the air-dried sample about 4<^. 



100.00 
.6725 calories. 
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The sample included only part 2 of the above section. No pyrites 
occurred in the sample but is occasionally found in the seam especially 
near the bottom. The sample was about &J inches wide and 1^ inch««. 
deep. 

Section 30 was measured in the Logan mine at Pomeroy. 



SECTION 30 

Ft. In. 

7. Bone and dirty coal» 1....3. 



6. Ck)al, 1....8. 

6. Parting, less than J inch, ^ 

4. Coal, 0....3. 

3. Shale parting , very thin > - 

2. Ck)al, J2....5.. 



1. Clay, unmeasured, . 



m 



The upper 15 inches of the coal are mined but usually not mixed' 
with the main body of the seam. . The coal supplies a local market only. 
The altitude of the seam at the entrance to this mine is 613 feet. 

Chemical analysis and calorific value of Section 30 : 



Ultimate. 

Carbon 66.47 

Hydrogen 5.39 

Oxygen 16.43 

Nitrogen 1.10 

Sulphur 1.82 

Ash 9.29 



Proximate, 

Moisture 7.22(a)' 

Volatile Matter 32.82 

Fixed carbon 50.67 

Ash 9.29 



100.00 
.6668 calories. 



100.00 

Calorific value 

(a) Moisture in the air-dried sample about 4%. 



This sample included the entire seam because it is all commonly 
marketed. The section measured 7 by 2 inches. 

The Pittsburg mine at the upper end of Pomeroy is not above the 
high water mark of the Ohio river and the mine was flooded in the spring- 
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of 1907. As a result a *' squeeze" took place along about 500 feet of the 
•entry. The fire clay at the bottom of the coal softened and was pressed 
out by the weight of the overlying rock, and the track with cars on it 
was flattened against the roof. 

One more section of the coal in this township will be given. This 
is from the mine of W. D. Edwards near Hobson station, and is shown 
in Section 31. 

SECTION 31 

Ft. In.. 



9. Hom.and dirty coal, 1 10. | 

8. Coal, 0..._9 

7. Horn coal, 0... J. 

6. Coal^ 0...10J 

6. Impure coal, | 

4. Coal. ^ 2.. ..6 

3. Impure coal, 0^... \ 

2. Coal, I....Si, 



1. Clay, unmeasured, 






At 18 and 27 inches above the base of the coal streaks of pyrites 
were noticed, but these did not appear persistent. The coal supplies a 
local market and is shipped in a small way by rail. The latter method 
requires hauling by wagons from the tipple to a switch where the coal is 
shoveled into cars. In this locality the seam is well up in the hill. 
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Chemical analysis and calorific value of Section 31 : 

Ultimate, Froximate. 

Carbon 65.55 Moisture 5.51(a) 

Hydrogen 6.40 Volatile Matter 38.19 

Oxygen 13.35 Fixed carbon 46.72 

Nitrogen 0.95 Ash 10.58 

Sulphur 4.17 

Ash 10.58 



100.00 100.00 

Calorific value 6661 calories. 

;ay Moisture in the air-dried sample about 4%. 

This entire seam is marketed and for this reason was included in 
the sample, except a few inches at the top where the sandstone wedged 
in. The sample measured about 7 by 1 inch. 

Rutland Township* This township probably ranks next to Salis- 
bury in the production of the Pomeroy or 8a coal. The territory is 
largely drained by Leading Creek and its tributaries which have perhaps 
cut out one-half of the seam. 

The best coal of the township is found in the three southern rows 
oi' sections. Farther north the coal thins rather abi-uptly, and the 
Pittsburg or No. 8 seam commences to increase in thickness. 

The E. & M. B. B. furnishes good shipping facilities, and the coal 
is mined in a large way as far west as Butland. 

Section 32 was taken in the mine of Maynard Brothers about one 
mile south of Butland. 

This mine was opened in 1905 and has a daily capacity of 300 tons. 
Mining is done with pick and shipment is by rail. No p)rrites was seen 
and it was reported quite rare. 

Chemical analysis and calorific value of Section 32: 

Ultimate. Proximate, 

Carbon 66.29 Moisture 7.08(a) 

Hydrogen 5.20 Volatile Matter 33.33 

Oxygen 15.72 Fixed earbon 48.11 

Nitrogen 1.03 Aah 10.93 

Sulphur 1.88 

Aflh 10.93 



100.00 100.00 

Calorific value 0512 ealoriet. 

(a) Moisture in the air-dried sample about 4%. 

The sample included parts 2, 3, 4, 8, 9, 10 and 12 of the section. 
No pyrites was noted in the sample and was reported to occur rarely. 
The sample measured about 5i by 1 inch. 

The northern boundary of the workable Pomeroy coal is usually 
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SECTION ' 32 

14. Pomeroy sandstone, unmeasured, .. 



Ft. In. 



i:^. Shale, 3. 



12. Top coal, ... 6. 

11. Impure coal, ...7 

10. Coal, 0... 3. 

0. Parting, ...\ 

8. Coal, ^ 1... 

7. Partings 0... 1^ 

6. Coal, 0... ij 

5. Shale, partings ...g 

4. Coal,.. 1 ...3. 

3. Splint coal, 0...2-}. 

2. CoaU. 2. .4. 



1. Clay, unmeasured, .^,. ^. 

rather sharp and well defined. Near the boundary the coal is often found 
in an abnormally large thickness with several shale partings unknown in 
the principal territory of the seam. These features are well shown in 
the John Musser bank on Hysell Run about 2 miles northeast of Rutland. 
The structure of the coal there is as follows. 

Ft. In, 
Dark shale, nnmeasured. 

Coal 1 6 

Shale 1 6 

Coal 1 2 

Shale 1 

Coal 2 
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Ft- In. 

Shale 2 

Coal 2 9 

Fire clay, unmeasured. 

A few hundred yards north of this mine the coal is said to be 
less than two feet in thickness. 

In the valley of Little Leading Creek, two miles north of Rutland, 
a lower coal, probably the Patriot lies at an altitude of 600 feet where it 
is mined on the Chase farm. A section of the coal furnished by a farmer- 
is as follows : 

Ft. In.. 

Coal ^ 1 2 

Shale 1 6- 

Coal 1 4- 

In places the shale parting disappears leaving 4 feet of coal. 

At Langsville the Cambridge limestone is at an elevation of 580^ 
feet, and the K. & M. R. R. is tunneling at this horizon. The Pomeroy 
coal in the hills north of Langsville is usually less than 30 inches thick. 

At Rutland the interval between the Ames limestone and the Pome- 
roy coal is 151 feet, aneroid measurement. At the same place the white 
limestone beneath the Pomeroy coal attains a thickness of over 18 inches. 
Between Pomeroy and Rutland no limestone was observed at all, and it 
is apparent that in this locality the rock is not abundant. 

In the southwestern part of the township the dip of the strata is in. 
places over 33 feet per mile to the southeast. 

Sutton Township* The Pomeroy or 8a coal is everywhere below 
drainage in this township except in the southwestern part in the valley 
of the Ohio River and a tributary stream. 

Section 33 shows this seam as found in the mine of W. F. Bartels 
at Syracuse. 

The impure coal at the top is sometimes marketed and at other times 
rejected. Streaks of pyrites were found at 12 and 21 inches above the 
bottom of the seam. The fuel is marketed locally and also shipped by 
rail. The seam lies 80 feet below the valley of the river and is reached ^ 
by a slope. 

Chemical analysis and calorific value of Section 33 : 

Ultimate. Proximate. 

Carbon 65.29 Moistur^ 4.85(a>) 

Hydrogen 5.32 Volatile Matter 1 36.28 

Oxygen 12 . 76 Fixed carbon 46 . 35 

Nitrogen 1.17 Ash 12.52; 

Sulphur 2.94 

Ash 12.52 



100.00 100. OO 

Calorific value 6624 calories^ 

^i) Moisture in the air-dried sample about 4%. 

8 G. S. OF O. 
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SECTION 33 

Ft In. 

7. Pomeroy sandstone, unmeasured, - 

6. Impure coal, .0....7.j_j 

6. Horn coal, D... 5J., 

4. Coal, 1 4.. 

3. Horn coal, _ -O...^J.J 

2. Coal, 2...3J. 

1. Clay, unmeasured,,.. -.-_|^j|7rl 

The sample included the entire section, though the upper 7^ inches 
are sometimes rejected in shipment. 

Salem Township* The Pomeroy coal in this township lies at an 
altitude of from 850 to 950 feet and is limited to a few hills in the three 
southeastern sections. The thickness of the coal is nowhere reported to 
be over 30 inches. 

Near Hanesville at the township line, the following section was 
measured. 

Top of MIL Ft. In. 

Sandstonei 8oft| coarse 18 

Shale 5 

Coal, Fomeroy 1 8 

Shale, with limestone nodules partly covered 25 

Clay, rod 11 

Sandstone 4 

Shale, red 31 

Shale with limestone 2 6 

Shale, sandy 8 

Clay, red with nodular ore and limestone 35 

Shale, gray 5 

Sandstone 3 6 

Shale, partly covered 14 

Ames limestonef impure 1 6 

Shale calcareous 34 

Limestone with red cherty iron ore 2 

Sandstone 4 

day, red (partly covered) 13 
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Pt. In. 

Sandstone, shaly 22 

Cambridge limestone 2 1 

Coal, impure ^ 2 

Shale '. . 12 

The Ames limestone is impure and has few fossils. The coal below 
the Cambridge limestone in places reaches 30 inches in thickness but is 
usually very impure. 

In sections 6 and 12 the strata in the high ridge show an anticlinal 
structure, the axis of which appears to run very nearly north and south. 

Scipio Township. This lies west of Bedford and contains both the 
Pittsburg and Pomeroy seams, the interval between the two ranging 
from 14 to 20 feet. The Pittsburg is the important seam in the northern 
half of the township, but it thins to the south where the Pomeroy becomes 
the thicker seam. 

Near Downington P. O. the two coals were found as follows : 

Sandstone, unmeasured. Ft. In. 

Pomeroy coal No, 8a 1 8 - 

Calcareous shales 15 

FitUhurg coal, No. 8 3 

Shales 15 

In the northern part of the township the Pomeroy coal is usually 
less than 20 inches thick, but in the southeastern part it varies from 24 
to 30 inches. It scarcely needs be said that the seam in this township 
is of little importance. 

Bedford Township* The Pomeroy coal is quite uniform through- 
out this township both as to thickness and also with reference to the 
interval between it and the Pittsburg coal. The thickness of the Pomeroy 
seam is usually about 20 inches and the interval between the coals 20 feet. 
The Pomeroy coal is seldom mined except where conditions are favorable 
for stripping. 

On the Mayhugh farm, in section 21, the Pomeroy coal is as fol- 
lows: 

Pt. . In. 

Coal 8 

Shale 0* 10 

Coal 1 8 

The Pittsburg or No. 8 coal outcrops about 20 feet below. 

The following section shows the remnant of the Pomeroy coal in 
the northwest comer of section 12. 

Pt. In. 

Sandstone 25 

Shale 4 6 

Coal 1 

Shale 8 

Coal 3 

Shale 7 
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Near the eastern edge of section 20 the two coals were found as 
follows : 

Ft. lu. 

Sandstone 4-j- 

Shales 2 

Pomeroy coal, No. 8a 1 6 

Shales, blue 8 

Shales with nodular limestone 11 

Shaly sandstone 9 

Pittsburg coal, No. 8 2 6-f 

This section shows an interval of 28 feet between the two coals, 
rather large for this territory. 

THE POMEROY COAL IN ATHENS COUNTY. 

While the Pomeroy coal is occasionally seen in the hills along or near 
the south bank of the Hocking River, it is little more than a streak until 
Alexander and Lodi townships are reached. Even there it is of little 
importance. 

Alexander Township* The Pomeroy coal, like the Pittsburg, is 
rather uncertain and variable in this to^Tiship. However, a blossom of 
the seam may nearly always be found where due while the Pittsburg 
coal may occasionally disappear entirely. The interval between the two 
coals is usually 20 feet which consists of shales often containing much 
white lin\f8tone. The Pomeroy coal is usually too thin to be of any im- 
portance but the Pittsburg coal is in places 4 feet thick. 

Lodi Township* The Pomeroy coal is from 12 to 18 inches thick 
in this township and is often underlain with several feet of white lime- 
stone which is very useful for road building. 

Near the south edge of section 16, the following measurement was. 
taken along a stream: 

Shale, sandy, unmeasured. Ft. In. 

Shale, dark 7 

Coal 1 6 

Shale, dark 1 6 

Limestone 5-|- 

The Pomeroy sandstone is nearly always present. 

The downstream limit of outcrop of the Pomeroy coal on the Mid- 
dle Branch of Shade River is in section 1. A thickness of 18 inches is 
reported where the coal has been stripped in this part of the township. 

THE POMEROY COAL IN GALLIA COUNTY. 

The seam is usually found in this county wherever due but some- 
times it is little more than a prominent streak. Generally, however, it is 
of workable thickness. 
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Along the Ohio River in the western half of the county the lower 
or Pittsburg coal is usually the most prominent. Farther west this seam 
thins and rapidly disappears. Occasionally the two coals are of workable 
thickness in the same hill, as near Mercerville. 

The structure of the Pomeroy seam in this county is very simple. 
Occasionally it consists of a solid block, that is without partings, but 
quite often it has a thin parting near the middle. 

The roof is similar to that at Pomeroy and vicinity. Sometimes the 
sandstone rests directly on the coal but at other places the two are 
separated by a bed of shales. 

While the seam in this county will never be the source of a large 
production of coal, it will long continue to yield an adequate supply for 
the citizens. 

Cheshire Township* This township contains much valuable coal and 
several new mines are preparing to begin operating. 

In the southwestern quarter of the township the coal is well up 
in the ridges but has a good thickness and is mined in a small way on 
nearly every farm. Some of the coal is hauled to Bidwell in Springfield 
township. 

In the I. N. Smith bank, near the center of section 26, the structure 
of the coal is as follows : 

Ft. In. 

Shales, bluish, unmeasured. 

Coal 1 5 

Clay streak 

Coal , 3 

Horn coal 1 J 

Coal 1 9 

Fire clay, unmeasured. 

The coal is unusually hard and rather flinty. It has a firm shale 
roof. 

In the Halfhill bank, near the western edge of section 21, the fol- 
lowing section was taken : 

Ft. In. 
Shales, unmeasured. 

Coal 6 

Shales 4 

Coal 1 . 4 

Shaly streak 

Coal 1 8 

Pyrites band 1 

Coal \ 6 

Clay 5J 

Coal 2J 

Fire clay, unmeasured. 

This section is typical of the coal through the greater part of the 
township. 
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In the mine of the Minshall Coal Company at Carlton the coal wag 
found as represented in Section 34. 



SECTION 34 

Ft. In. 

9. Shale, unmeasured, 

a Coal, 3..^ 

7. Parting, |.Av. 

6. Coal,. 2,y'^\ 

6. Parting, \.y / 

4. Coal,. 2y\. 

3, Parting, 0. j^/ 



2 Coal, 3. 



1. Clay, unmeasured,— 






Chemical analysis and calorific value of section 34: 



Vltimate. 

Carbon 62.95 

Hydrogen 6.48 

Oxygen 16.91 

Nitrogen 1.02 

Sulphur 2. IS 

Aah 11.46 



100.00 



Proximate, 

Moisture 8.21(a) 

Volatile Matter 34.23 

Fixed carbon 46. 10 

Ash 11.46 



100.00 



Calorific value 6387 calories. 

(a) Moisture in the air-dried sample about 4%. 

The sample included eveiything shown in the section except parts 
1, 3 and 9. 

Near the southern edge of the township, the coal is less thick than 
the normal and continues thinning to the south into Addison township. 
In the Matthews bank near the center of section 13, the coal has an 
altitude of 725 feet and a thickness of 38 inches with two shale and 
pyrites streaks. 

At Kyger in the eastern part of the township the Pomeroy coal is 
underlain by a 20-inch bed of white limestone. 

Morgan Township« The Pomeroy coal is confined to the eastern row 
of sections in this township and lies at an altitude of nearly 900 feet. 
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It is workable in sections 2 and 3 and is mined in a small way by the 
farmers. A thickness of 4 feet is reported. 

Springfield Township* A few hills in the eastern part of this town- 
ship extend above the horizon of the Pomeroy coal but the seam is not 
found in workable thickness. 

Addison Township* This small township has been eroded by a 
large preglacial stream making the area of the Pomeroy coal com- 
paratively small. 

Most of the coal of the township is less than 30 inches thick. South 
of Campaign Creek, a stream flowing southeast across the middle of the 
township, a thickness of 30 inches is unusual. In the northwestern part 
of the township in sections 35 and 36 considerable coal was formerly 
mined, a thickness of 36 inches being reported. 

In section 36 the Ames limestone was found to be 167 feet below 
the Pomeroy coal by aneroid measurement. The limestone at this point is 
impure, ferruginous, and contains a few crinoids and numerous cephalo- 
I>ods. 

The Pomeroy or 8a coal has been mined on the land of L. Davis in 
the southwest comer of section 19. The coal was found as follows : 

Sandstone, thin-bedded, over 4 feet. Ft. In. 

Shales 2 

Coal 6 

Shales ^ 

Coal 2 

Gallipolis Township* Only the hill tops in this township contain 
coal, and that is the 8a or Pomeroy seam. The No. 8 or Pittsburg coal 
is occasionally represented by a black streak, but was nowhere found 
of workable thickness. 

The Pomeroy coal is thin but has been mined at several places in 
this township both west and northeast of Gallipolis. However, the mines 
have been small and the quantity of coal removed unimportant. Along 
Paint Creek, west of Gallipolis, this seam lies 190 feet (aneroid measure- 
ment) above the Ames limestone. 

Northeast of Gallipolis the area of the seam is larger, but the quan- 
tity of coal is small. Near the mouth of Mill Creek in section 23 the 
coal has been mined in a small way. A thickness of 30 inches is re- 
ported. In the same hill the following section was measured with the 

aneroid : 

Ft. In. 

Pomeroy sandstone 40 

Pomeroy coal 2 6 

Unseen 116 

Coal blossom 

Bine nonf ossilif erous limestone, quite persistent 1 8 

The altitude of the Pomeroy coal is here 699 feet. 
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Green Township* The coal of this township is well up in the hills 
iind lies in numerous small islands. Many country banks have been 
opened at various times, but very few continue in operation. A thick- 
ness of 2 feet is unusual and as the Pittsburg coal is available in parts 
of the township little attempt is made to work the Pomeroy seam. 

Near Northup the interval between the Cambridge limestone and 
the Pittsburg coal was measured with a hand-level and found to be 230 
feet. No trace of the Ames limestone was observed. 

Walnut Township* There are a few outliers of the Pomeroy coal, 
which lie high in the hills, in the southeastern part of the township. 
The coal is seldom thick enough to be worked, and has very little cover. 

Sand Fork, a tributary of Symmes Creek, has eroded its valley below 
the Cambridge limestone. The Ames limestone is probably absent as 
no trace of it was seen in the township. Likewise the Pittsburg coal is 
absent, no trace of it having been noted. 

Ohio Township* The coal lies quite low in this township and the 
principal outcrop is along the Ohio Valley and Swan Creek. The Pome- 
roy coal is seldom mined except by stripping as the thickness is rarely 
over 18 inches. The Pittsburg coal lies about 30 feet below and has been 
mined in many places. 

Qay Township. The conditions in Clay township are much the 
same as in Ohio township. The Pomeroy coal is usually present but is 
of little value owing to its thinness. 

Perry Township* The Pomeroy coal is confined to two extremely 
high hills in the southeastern part of the township. The region all 
around has been much lowered by a large preglacial stream and by 
Symmes and Raccoon Creeks. It is remarkable that a hill of such height 
should be left. Popular Knob, the larger of the two hills has an alti- 
tude of 1025 feet. The Pomeroy coal has been mined in the hill and 
has an altitude of 950 feet. The Cambridge limestone, by aneroid 
measurement, lies 270 feet below the coal. 

Harrison Township* About one-half of Harrison township is un- 
derlain with the Pomeroy coal. The western part, as a rule has a fan- 
thickness, but toward the east the Pomeroy seam thins and the Pitts- 
burg acquires a workable thickness. In the western half, scarcely a trace 
of the Pittsburg coal was seen. 

In the western row of sections the Pomeroy coal has long been mined 
for local use. The seam is reported to be 3 or 4 feet thick with no 
partings. 

In the eastern part of the township the Pomeroy coal lies from 30 
to 35 feet above the Pittsburg seam and is seldom over 2 feet thick. 

Gtsyan Township* The Pomeroy coal lies rather low in Guyan town- 
ship and as a result outcrops only along the deeper valleys. Nearly 
every farm along Indian Guyan Creek and its tributaries has an open- 
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ing where coal has been taken out. The thickness ranges from 2 to 4 
feet and is usually without any partings. 

Near the head of Rocky F(^rk, northwest quarter of section 28 on 
the Clary farm, the coal is as follows : 

Ft. In. 

Black shales, unmeasured. 

Coal 3 6 

Fire clay, unmeasured. 

The base of the coal has an altitude of 840 feet. In the same vicinity 
the following section was measured with the hand-level : 

Ft. In. 

Clay with limestone nodules 15 

Clay, red 25 

Shales, gray 10 

Sandstone, coarse grained 20 

Shales 20 

Clay, red 25 

Shales with nodular limestone 10 

Sandstone, massive 40 

Coalf Pomeroy or 8a 3 6 

Partly covered, sandstone seen 27 

Coal blossom, Pittsburg or No. 8 

Shales, calcareous 25 

Sandstones, massive 15 

Bed of stream. 

For a distance of two miles east from where the above section was 
taken the dip of the Pomeroy coal w^as found to be 40 feet per mile. 

The coal has a thickness of 4 feet on the Houck farm in section 35. 
In the Belleville bank, section 27, the following measurement was 
made: 

Ft. In. 

Sandstone 15 

' Shales, gray 4 

Shales, dark 10 

Coal 6 

Shales 1 6 

Coal 3 

Fire clay. 

The Pittsburg coal is not mined anywhere in the township, and so 
far as has been demonstrated it is usually thin or entirely wanting. 



THE POMEROY COAL IN LAWRENCE COUNTY. 

The Pomeroy coal is found in several townships in the eastern part 
of the county where it forms the well-known '* Greasy Ridge" seam. 
The coal lies near the tops of the hills and the area is small. 
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In structure the seam is similar to that in Gallia county, consisting 
at times of a solid block of coal and occasionally of coal with one or more 
thin partings. The Pittsburg seam is never represented by more than a 
streak. 

Mason Township* The surface of this township is mostly highland. 
The western portion is drained by Symmes Creek, and Sand Pork h 
tributary of the former heads in the southeastern part and flows 
north. The Pomeroy coal is an important local source of fuel. The coal 
is present in the higher hills along Sand Fork and in the dividing ridge 
between that stream and Symmes Creek. The Pittsburg coal is not 
workable in any part and is usually entirely wanting. 

In the northeast comer of section 16, the Pomeroy coal has long 
been mined by the farmers. In the Massie bank, the structure is an 
follows : 

Pt. In. 

SandBtone lO-f- 

Coal 6 

Shales, unmeaiinred. 

The above section shows the t3rpical structure of the coal. The 
thickness is somewhat above the average but the solid seam with no 
partings is quite characteristic of the Pomeroy coal in Gallia and Law- 
rence counties. 

In the Watson bank, southeast comer of section 24, the structure 
of the Pomeroy coal is as follows : 

Sandstone, massive, unmeasured. Ft. In. 

Shales 5 

Coal 1 10 

Shales 1 10 

Coal 4 

Shales 8 

Coal 3 

Fire clay, unmeasured. 

The base of the coal in the Watson bank has an altitude of 860 feet. 
The partings in the coal at this point are very similar to those found in 
the Pomeroy coal in Rutland township, Meigs county. 

The following section was taken in the northwestern quarter of sec- 
tion 25: 

Ft. In. 

Sandstone 25-f 

Shalee 11 

Coal, Pomeroy 4 

Fire clay 2 

Limestone 1 

Shales 19 

Coal bloMom, PitUhurg 6 

Fireclay 1 

Sandstone, unmeasured. 
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Windsor Township* The eastern and western parta of this town- 
ship are deeply eroded by Indian Guyan and Symmes Creeks respec- 
tively. The Pomeroy coal is confined to the highlands between the two 
streams and a few outliers east of Indian Guyan Creek. The ridge run- 
ning north and south between Indian Guyan and S3anmes Creeks is 
known locally as Greasy Ridge, and the Pomeroy coal is there called 
the Greasy Bidge coal. This seam is mined in many places along the 
ridge and supplies the country for miles around. 

The following section was taken in the Dillon bank near the center 
of section 4 : 

Sandstone over 20 feet. Ft. Li. 

Shales 3 

Coal 3 10 

Shales, unmeasured. 

In section 9 coal is mined on the Holder\)y and Capper farms. A 
thickness of 4 feet is reported. The altitude of the coal is there 917 feet. 

The eastern row of sections contains the Pomeroy coal but with an in- 
ferior thickness. 

In the southwestern comer of section 28, a 30 inch ledge of white 
limestone was seen at an altitude of 685 feet. 

Rome Township* More than one-half of this township is underlain 
with the Pomeroy or 8a coal but the seam is usually too thin to be 
workable. The Pittsburg coal is nowhere present. 

For many years the Pomeroy coal has been mined in a small way 
on the east side of Paddy Creek, one mile northeast of Labelle. Id 
places the coal attains a thickess of 40 inches. There are no regular 
partings, but lenticular pyrite boulders, often having a diameter of 14 
inches, abound in the body of the coal. 

On Federal Creek in section 23, the coal attains a workable thick- 
ness. The Nichols farm in section 17 on the river front, has the P6m- 
eroy coal with a thickness of 2 feet. The western row of sections con- 
tains only a moderate quantity of coal. 

Union Township* The surface of this township is much lowered by 
the broad valleys of Sjnnmes and Indian Guyan Creeks and their tribu- 
taries, therefore very little -of the Pomeroy coal is left in the hills. 
West of Symmes Creek a workable thickness has not been found. As for 
the remainder of the township a thickness of 36 inches is unusual. The 
Pittsburg coal is wanting in all parts. 

On the J. Suiter farm in section 23 the Pomeroy coal is only 24 
inches thick. In section 2, on the Brammer farm, the seam has a thick- 
ness of 36 inches ; however there is so little cover that the coal is much 
weathered. In sections 1, 12, 13 and 24 the quantity of Pomeroy coal 
is very moderate. 

The Cambridge limestone is above drainage on Symmes Creek. The 
coal beneath the limestone is stripped in places for local use. 
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Fayette Township. The Pomeroy coal is limited to a few of the 
highest ridges in this township, and is not workable in any part. Th< 
Pittsburg coal is entirely wantiiig. 

Throughout the greater part of the township the Cambridge lime- 
stone is above drainage. The following measurement was made in 
section 23: 

Shales, unmeasure 1. Ft. In. 

Cambridge limestone 1 6 

Shales ., 1 

Coal 10 

Shales 5 

Limestone, non fossil if erous 1 

The lower layer of limestone of the above section has been noticed 
AS far north as Athens county. 

In the following section which was measured with the hand level on 
the river bluffs at Burlington, the nature of the strata lying below the 
Ames limestone is shown : 

rt. In. 

Ames limestone , 2 9 

Shales with limestone nodules 20 

Coal 10 

Shales 5 6 

Coal 5 

Shales with ferruginous limestone 7 

Sandstone, thin-bedded 11 

Unseen 13 

Sandstone 1 6 

Unseen 22 

Sandstone 2 

Shales 2 

Sandstone 2 9 

Shales 5 6 

Coal, shaly 5 6 

Sandstone, massive 63 

The Ames limestone is impure and sandy but highly fossiliferous. 
The rocks for a distance of over 200 feet above this formation were well 
exposed, but no trace of the Pomeroy or Pittsburg coals was found. 



CHAPTER III, 



THE MEIGS CREEK COAL.' 

This seam is regarded the equivalent of the Sewickley of Pennsyl- 
vania. It was named Meigs Creek by the late Professor C. N. Browu 
because that stream drains the central part of the territory.* 

The position of the seam is usually from 80 to 100 feet above the 
Pittsburg. This has been made clear from the sections given in the- 
chapters devoted to the Pittsburg coal and is further demonstrated in 
the pages which follow. 

While the coal is due in the hills all the way from Jefferson to 
Lawrence counties, it is found in workable quantities only in Belmont,. 
Harrison, Monroe, Washington, Noble and Morgan counties. 

The coal lacks the persistence and regularity of its neighbor, the 
Pittsburg or No. 8 seam. Sometimes it is divided into two parts or 
benches by a prominent bed of shales or clay, but more often this struc- 
ture is wanting. Sometimes the seam is without any parting, but usually 
one or more bands of shale, clay or pyrites is found. Both floor and roof 
are irregular, rising or dipping and thus modifying the thickness of the 
seam. Especially is this true of the roof which in a short space may oc- 
casionally entirely cut out the coal. 

These features indicate that conditions were not uniform during the 
deposition of the coal and the rock which forms the roof. Probably 
these deposits were laid down in coastal swamps or marshes that were 
partly disconnected, the conditions of deposition being slightly different 
in the different basins. 

The absence of the coal where due may be a result of water toa 
deep to permit of the coal plants flourishing, or just the reverse, that the 
water was so shallow the vegetation after falling was not properly sub- 
merged. The latter appears more probable for with deeper waters ma- 
rine fossils might be expected. 

The quality of the coal is inferior to the Pittsburg, as the analyses- 
will show. In spite of these disadvantages, however, the seam is an im- 
portant one, and its value will increase as the great seam below is more 
and more worked out. 

THE MEIGS CREEK COAL IN HARRISON COUNTY. 

This seam is found in workable thickness and quantity in two 
townships only, Athens and Short Creek. However, it may occasionally 

^ For method of sampling see Chapter IX, 
* Geol. Sur. of Ohio, Vol VI, p. 1059. 
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be seen in the highest hills in other townships and especially in the 
vicinity of Cadiz, where it is reported to have been formerly worked in 
a very small way. Its interest in that locality, however, is geological 
rather than commercial. The seam usually lies from 70 to 90 feet above 
the Pittsburg coal. 

Athens Township* A large acreage of the Meigs Creek coal exists in 
this township. In the northwestern part it is found in the highest hills 
only, while in the eastern and southeastern parts it is much more ex- 
tensive. The seam is everywhere above drainage in this township, has 
long been worked by the farmers and is an important source of fuel. 

On land of Joshua Kirk, one mile west of New Athens, Section 35 
of the coal was taken. 

SECTION 35 t^. I 

Ft. In. 

7. Shale, unmeasured, ^ 

6. Coal,. D-- 11-1 

«. Parting,, 0.... j 

4. Coal, 1...10. 

5. Parting, O....J_ 

2. Coal, 1....5 



1. Fireclay, unmeasured, 



- J ^?.'j 



Chemical analysis and calorific value of Section 35 : 



Ultimate, 

Carbon «8.67 

Hydrogen 5.21 

Oxygen 12.38 

Nitrogen 1.25 

Sulphur 2.20 

Ash 10.29 



Froximate. 

Moisture 5.35(a) 

Volatile Blatter 33.09 

Fixed carbon 51.27 

Ash 10.29 



100.00 

Calorific value 

(a) Moisture in the air-dried sample about 2%. 



100.00 
.6885 calories. 



The sample included the entire section except parts 1 and 7. 
The following section of the coal was measured in the Culbertson 
^ank, south of the village, New Athens : 
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Ft In. 

Shale and impure coal 2 . 

Soapstone 1 8 

Bone eoal. Rejected 2 

Top coal 2 11 

Shale J 

Bottom coal 1 4 

Soapstone 2 

An average thickness of 4^ feet is claimed for the coal in this mine. 
Many lenticular nodules of pyrite are found, and are thrown out in 
mining. The bone coal and soapstone above are removed leaving the 
overlying shales and impure coal to form the roof. The bearing in is 
made between the Top and Bottom coals, and then the former is shot 
from above and the latter from below. 

On an average four men are kept at work in this mine during the 
year, suppljdng the village New Athens and the neighboring farmers 
much of their fuel. 

The Meigs Creek coal has been more extensively worked in this 
township than elsewhere in the county, scores of openings having been 
made, but few of these are kept in working order. 

The coal does very well as a fuel for domestic purposes, but because 
of the large quantity of ashes resulting, some regard the Pittsburg coal as 
the more economic though it costs more per ton. 

Short Creek Township* Small patches of the Meigs Creek coal are 
found in the hill-tops in the northern part of the township. To the 
south, however, it forms almost a continuous bed, being removed in the 
deeper valleys only. It is an important source of fuel to the farmers 
in this locality, since the Pittsburg seam is everywhere below drainage. 
The coal makes a hot fire, but is high in ash. 

On the Lodge farm in section 16, the following measurement of 
the seam was made : 

Ft. In. 

Shales 3 

Coal 2 9 

Slate parting very thin, sometimes absent 

Coal 1 3 

The thickness of the seam in this mine ranges from 3 ft. 8 in. to 4 
ft. 6 in. The Meigs Creek coal in this township forms a valuable de- 
posit of fuel which some day will be extensively mined. The Pittsburg 
seam, however, must be removed first. 

Lying in the tops of the highest hills is found another seam, No. 10. 
It is reported to have formerly been worked in the hill at Harrisville. 
Its place is about 100 feet above the Meigs Creek coal. 
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THE MEIGS CREEK COAL IN BELMONT COUNTY. 

This county contains a larger area of the Meigs Creek coal than 
any other county in the state. The seam is found in every township, but 
in those in the northwestern part it has been largely removed by erosion. 
Nowhere else in the state is the seam more regular and persistent. Even 
here, however, it varies considerably and sometimes thins to such an 
extent that it is not of workable thickness. This is true in part at least 
of Somerset and Colerain townships. Probably over parts of the terri- 
tory in which the map shows the seam present it wnll be found wanting or 
of unworkable thickness. This condition results from the fact that 
over considerable areas the seam is below drainage and has not been 
mined, making accurate measurements of the coal impossible. 

The seam lies from 60 to 100 feet above the Pittsburg coal and hence 
the two are found beneath nearly the same territory. The Pittsburg coal, 
however, is the thicker seam and is of superior quality. This fact will 
keep the Meigs Creek coal in place until the lower seam shows signs of 
exhaustion. * 

Fltishins: Township* This township is remarkable for having at the 
present time the one mine for railroad shipment of the IMeigs Creek 
coal in Ohio. Shipment by rail is said to have begun as early as 1880. 
Mining is done by machinery, and the coal is hauled from the mine by 
electrical power. 

The mine is located at the village Flushing and is operated by the 
Flushing Coal Company. Section 36 was taken in this mine. 



SECTION 36 



Ft. In. 



3. Soapstone,.^ 1 . , .4 _. .^v;;|v; 

ir'-v-.y.-i: 



2. Ck)al,. S..AX. 



1. Sandstone, unmeasured, . . 
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The seam is known locally as the Four foot coal, but it does not 
average quite that thickness. Probably 3 feet 8 inches is nearer the 
correct measurement. Nodules of pyrites are common in the coal, and 
have to be thrown out by the miners. The fuel makes a hot fire but is 
high in ash — a condition that will retard its development. 

Chemical analysis and calorific value of Section 36 : 

Ultimate. Proximate. 

Carbon 66.31 Moisture 4.98(a) 

Hydrogen 4.95 Volatile Matter 33.30 

Oxygen 12.32 Fixed carbon 48.90 

Nitrogen 1.19 Ash 12.82 

Sulphur 2.41 

Ash 12.82. 



100.00 100.00 

Calorific value 66o2 calories. 

(a) Moisture in the air-dried sample about 2%. 

The sample included all of part 2 of the above section except about 
one inch of impure coal near the top. The sample measured about 5 
inches in width and 2 inches in depth. 

Among the places in this township where the coal has been worked 
in a small way by farmers may be mentioned : Northwest quarter, sec- 
tion 19, Joseph Bailey farm ; Southwest quarter, section 25, Mahlon T. 
White farm ; Northeast quarter, section 31, A. McElwain farm ; South- 
east quarter, section 33, L. M. Dunlap farm ; Northwest quarter, section 
27, Wilson farm; Southwest quarter, section 21, A. Barricklow farm; 
Northwest quarter, section 13, T. Conrow farm. 

The average of the Meigs Creek coal in this township is small being 
in fact almost restricted to the high lands in the extreme eastern part 
which constitute the divide between the waters flowing into the Ohio and 
Muskingum *Rivers. 

The interval between the Pittsburg and Meigs Creek cosjs in this 
township varies considerably ranging from about 65 to 90 feet. 

The hilltops in the eastern part of the township contain a higher 
seam. It lies from 100 to 110 feet above the Meigs Creek coal, but is 
nowhere worked. At Flushing this seam measures appro'ximately two 
feet in thickness. 

Wheeling Township* The Meigs Creek coal is found wherever due 
in this township. Near the western border the seam is just above drain- 
age, but eastward it has been more extensively removed, the large streams 
deepening their channels more rapidly than the coal dips. 

The seam has been worked in a small way at a number of places, 
but nowhere for railroad* shipment. On the McCracken farm, northeast 
quarter section 20, the coal was found as shown in Section 36a. 

9 ('. S. OF o. 
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According to the proprietor, the interval between the Pittsburg and 
Meigs Creek s^ams, as shown by the drill, is here 80 feet. 
Chemical and calorific value of Section 36a : 

Ultimate. Proximate. 

Oarbon 66.41 Moisture 7.52(a)(b) 

Hydrogen 5.14 Volatile Matter , 31.76 

Oxygen 13.99 Fixed carbon 49.19 

Nitrogen 1.11 Ash 11.24 

Sulphur 2.11 

Aah 11.24 



100.00 100,00 

» Calorific value 6589 calories. 

(a) Sample wet. Moisture probably 2% or 3% high on this account. 

(b) Moisture in the air-dried sample about 2%. 

The sample included the whole of the section except 7 inches 
at the bottom, which could not be reached on account of water standing 
in the mine. 

The seam has also been worked on the Branson farm, northwest 
quarter, section 8; on the Beall and Lyell farms, sduthwest quarter, 
section 2; on the Caldwell farm, southeast quarter, section 1; on the 
Ritchey farm, southeast quarter, section 7 ; on the Grimes farm, south- 
west quarter, section 7 ; on the Walker farm, southwest quarter, section 
3, and on the ^leCracken farm, northeast quarter of section 20. 

In quality and thickness the coal is similar to the corresponding 
seam in Flushing township. The development of the Meigs Creek coal 
is retarded by the larger and better one, the Pittsburg or No. 8 coal, 
which is exposed along all the deeper valleys of the township. 

The higher coal also is found in the hilltops over the entire town- 
ship. Its place is about 100 feet above the Meigs Creek seam, but it is 
nowhere worked. The lower seams — ^Meigs Creek and Pittsburg — must 
be removed before this hilltop seam will become valuable. 

Coleram Township* The Meigs Creek coal in this township is cut 
out in the deep valley of Wheeling Creek and along its principal tribu- 
taries. Elsewhere it is under cover except in the northeast corner where 
it is cut out along a stream in sections 9 and 15. The coal is thinner 
in this township than farther west. At Barton Station it measures 2 
feet 3 inches. Eastward from this place it is still less important, and is 
probably nowhere of workable thickness. The seam is not mined any- 
where in the township, though it is reported to have been formerly 
worked at Barton Station. 

The following section was measured at Barton Station by Mr. J. E. 
Hyde: 

Ft. In. 

Shales with a few thin layers of sandstone 25 

Uniontown coal 3 
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Ft. In. 

Unseen 45 

Sandstone, thin bedded 13 

Limestone 10 8 

Shales 3 

Unseen 7 4 

Limestone 3 

Unseen 12 6 

Shaly sandstone 3 6 

Limestone and shales 19 2 

Limestone 13 2 

Limestone and shales 20 1 

Shales 1 10 

Meigs Creek coal 2 3 

Shaly sandstone 5 2 

Black shale ' 2 

Coal 8 

Shales and veiy thin limestone layers 4 

Shales 5 2 

Unseen 5 

Limestone and shales 41 4 

Unseen .' 26 

Fittshurg eodl, unmeasared. 

While the MeigB Creek coal diminishes in imi>ortance in this town- 
ship, the higher seams become more valuable. The XJnointown coal 
lies from 110-145 feet above the Meigs Creek, and is known locally as 
the "Three-Foot seam." It is worked in a very small way at a number 
of places, among which may be mentioned the Wise farm, northeast 
quarter of section 20. Another place is near the school house in the 
iSK>uthwest quarter of the same section. The seam there measures 4 feet. 

Lying about 100 feet higher than the XJniontown coal is found an- 
other seam in the hill tops of the eastern part of the township. This coal 
is sometimes called by the farmers, "The Upper Six-foot seam*' and 
sometimes the "Cut seam" from its exposure in the cut on the Colerain 
pike at the top of the hill back of Martin's Ferry. The coal has been 
worked at Colerain, just below the greenhouse. It is of poor quality. 

The Pittsburg coal underlies the township except where cut out by 
Wheeling Creek and to a small extent by its tributaries. It is exten- 
sively worked and is of great value. 

Pease Township* The thinning of the Meigs Creek coal noted in 
Colerain township to the west, continues in Pease township where it is 
represented by a thin stratum two or three inches in thickness or wanting 
entirely, its place being taken by dark shales. It is not mine^ anywhere 
in the township. 

The XJniontown or "Three-foot Seam" is mined at a number of 
places, among them the Helsey and Thomas farms in the southeast quar- 
ter of section 36, and the old Woods farm in the northeast quarter of 
section 35. On the latter farm a seam 2^ feet in thickness is found 40 
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feet below the Uniontown coal, and the same is true two miles farther 
north, only the interval there is smaller, being, about 25 feet, and the 
lower coal much thinner. 

The highest seam of all, known locally as the ** Upper Six-foot'* or 
**Cut seam," is found in the hill tops over the township. As previously 
stated it is of poor quality, a layer or two only near the top being good. 
The coal has been mined on the Owen Carr farm in the southeast quarter 
of section 35 where it is reported 6 feet in thickness. In the cut on the 
Colerain pike back of Martinis Ferry the seam measures 6 feet 5 inches. 

The Pittsburg coal underlies the township except where removed by 
erosion. It has long been mined on the river front for use in Martin's 
Ferry and Bridgeport. Occasionally it is hauled over trestles directly 
from the mines in the hill side to the large steel works, thus reducing^ 
the cost of fuel to a minimum. 

Watren Township* The Meigs Creek coal underlies a large area 
in the southeastern part of Warren township. Elsewhere in. the town- 
ship the seam has been largely removed by stream erosion, and as a 
result is now found only in the ridges between the streams. In a few 
places the coal extends over the line into Guernsey county, but not in 
sufficient quantity to be of commercial importance. 

The coal has long been mined in the vicinity of Bamesville where 
it is sometimes known as the Upper Bamesville seam. Section 37 waa 
measured in the Maiden mine, Bamesville. 



SECTION 37 

Ft. In. 

8. Roof coal, ( shale and coal,) 1.. . . 



7. Shale and soapstone, 1 ...10. 



6. Coal, 0...7 J. 

5. Pyrites partings i., 

4. CoaU 0.-11 i, 

3. Black shale, 0.....i. 




2. Coal, 2.--1.} 



1. Soapstone, unmeasured,. 
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The seam in this bank ranges from 3 feet 8 inches to 4 feet 3 inches 
in thickness. Thin partings of shale or pyrites are common, but usually 
these are local. In other words, they are not persistent as in the Pitts- 
burg seam. The coal is marketed in Barnesville where it is regarded as 
a fuel for grates. 

Chemical analysis and calorific value of Section 37: 

Ultimate. Proximate. 

Carbon 65.83 Moisture 4.47(a) 

Hydrogen 4.99 Volatile Matter 35.31 

Oxygen 11 .71 Fixed carbon 47 . 15 

Nitrogen 1.13 Aah 13.07 

Sulphur 3.27 

Ash 13.07 



100.00 100.00 

Calorific value 6668 calories. 

(a) Moisture in the air-dried sample about 2%.« 

Parts 1, 7 and 8 of the section were excluded in sampling. The 
sample measured 6 by 3 inches. 

Here as elsewhere in the county the seam has the disadvantage of 
having to compete with the Pittsburg coal which is thicker and of super- 
ior quality. As long as this seam remains, the Meigs Creek coal will 
continue to be mined in the small way only. 

Kirkwood Township* The IMeigs Creek coal is found in the hills 
in the southern part of this township. The area, however, is small, and 
the seam nowhere worked. 

Somerset Township* Nearly the whole of this township is under- 
lain with the Meigs Creek coal. Very few exposures of the seam are 
found, however, owing to its being so generally below drainage. 

In the extreme northeast comer of the township, on the Starbuck 
farm, section 6, a bank was opened a few years ago. The writer was 
not able to enter the mine, but learned that the coal measures about 4 
feet in thickness. 

On the western side of the township the coal has been mined near 
Temperanceville on the Austin Gallaher farm in section 33. The seam is 
reported to be 2J feet thick and to contain many impurities. 

The coal has been mined in a very small way at a number of places 
in the southwestern corner of the township, especially along the stream 
which heads near Boston (Atlas P. 0.) and flows southwest into Monroe 
county. On the Shuman farm, northwest quarter, section 25, the fol- 
lowing section of the coal was furnished by the proprietor : 

Pt. In. 

Soapstone , 6 

Coal 1 6 

Soapstone 2 

Coal 10 
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The coal is reported to very in this locality from 2^ to 4 feet ii> 
thickness, and to be very impure. 

In the valley of Captina Creek at Somerton several test wells for 
coal have been drilled. One found the Meigs Creek coal at a reported 
depth of 90 feet and another at 93 feet. The seam is said to be about 
4 feet in thickness. The Pittsburg or No. 8 seam lies about 72 feet be- 
low the Meigs Creek, and is reported to be 4 feet 10 inches thick. 

A higher coal known as the **Hill or Three-foot seam" has been 
mined at a number of places in the southern part of this township. On 
the Yocum farm, just south of Somerton, this coal formerly supplied 
the village grist mill with fuel. The mine is said to have been abandoned 
because of trouble from water. 

Usually this seam is less than 3 feet in thickness and sometimes al- 
most disappears. It is of poor quality. 

Practically speaking this entire township is underlaid with the 
Pittsburg coal which as yet has scarcely been touched. The same is al- 
most equally true of the next higher seam, the Meigs Creek. The **Hill 
or Three-foot" seam is smaller in area and otherwise inferior. Obviously 
this township contains a very large quantity of fuel. 

Union Township* The Meigs Creek coal underlies the greater part 
of this township. In the deep valleys in the western and northeastern 
parts, however, the coal has been removed. 

While the coal is not mined in the large way anywhere in the town- 
ship, it is opened at several places by farmers who rely on it in part for 
their fuel. 

Section 38 represents the coal in the mine of William Lodge at 
LaflEerty. 

Chemical analysis and calorific value of Section 38 : 
f 

Ultimate* Proximate, 

Carbon 68.32 Moisture 4.31(a> 

Hydrogen 5.09 Volatile Matter 32.47 

Oxygen 11.86 Fixed carbon 51.54 

Nitrogen 1.11 Ash 11.68 

Sulphur l.M 

Ash 11.68 



100.00 100.00 

Calorific value '. 6837 calories. 

(a) Moisture in the air-dried sample about 2%. 

The sample included the entire section except parts 1, 7 and 8. 

In the mine of J. S. Calbert in the southeast quarter of section 25 
the coal was found as shown in Section 39. 

The coal is quite irregular in thickness. Occasionally it is much 
reduced by ** horse backs*' of sandstone and at other times by broad 
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SECTION 38 



8. Impure coal, 
7. Soapstone... 



Ft. In. 
..0 4.H 



1...3,. 



6. Coal, 1...H., 

5. Parting, 8, 

4. Coal, 1...21. 

3. Parting, \. 

2. Coal, _..1.-.9LJ 

IClay, : 



7. Soapstone,.. 



6. Pyrites,... 

5. Bone coal, 

4. Coal, 

3. Pyrites,.. 



SECTION 39 



Ft. In. 



.! 0..,.2. 

a. ..7, 

A. .J. 



r^vii: 



2. CoaK. 



..3...&. 



1. Shale, unmeasured,. 
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rolls in the floor. The position of the roof too, shows sudden changes, 
often varying several inches in 2 or 8 feet. 

The coal is hard and bright but with occasional streaks of bone 
coal and shale, the latter of paper like thinness. It is unusually free from 
pyrites layers or nodules. This mine supplies in part the surrounding 
country and also the mills at Morristown, Belmont and Bethesda. 

Chemical analysis and calorific value of Section 39 : 

Ultimate, Proximate, 

Carbon 69.90 Moisture 4. 17(a) 

Hydrogen 4.97 Volatile Matter 35.09 

Oxygen 11 . 33 Fixed carbon 51 . 14 

Nitrogen 1.09 Ash .^ 9.60 

Sulphur 3.11 

Ash '. 9.60 



100.00 100.00 

Calorific value 7001 calories. 

(a) Moisture in the air-dried sample about 2%, 

The sample included parts 2, 3 and 4 of the section, and was cut 
from a face less than a day old. The sample measured 4 by 2 inches. 
The Meigs Creek coal is mined on the John Gilliam farm ia the 
southwest quarter of section 22, and also on the William Dunbar farm 
in the northwest quarter of section 6. The following measurement of 
the seam was made in the Dunbar mine : 

Ft. In. 

Shale 6 

Soapstone 1 8 

Coal 9 

Soft shale J 

Coal 4 1 

Shale, unmeasured. 

The coal is quite free from impurities. The soapstone above the coal 
is taken down in the rooms leaving the shale to form the roof. It serves 
this purpose well. In the entries the soapstone is not usually removed. 

The Pittsburg or No. 8 coal underlies practically the entire town- 
ship. It is worked in a small way at a number of places in the western 
part of the township where the coal outcrops and is the principal re- 
liance of the citizens for fuel. The interval between the ^leigs Creek and 
Pittsburg seams in the vicinity of Morristown is about 85 feet. 

In the southeastern part of the township two seams higher than 
the Meigs Creek are found. Both are occasionally worked on a small 
scale by tlie farmere. On the J. W. Bentley farm in the southeastern 
corner of section 1, the lower of the two higher seams referred to has 
been mined by stripping in the bed of the creek. The exposure did not 
admit of measurement when visited by the writer, but the proprietor 
reported the thickness to vary from 2 to 3i feet with an a vera ire of about 
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3 feet. This seam is reported, on evidence of a deep well, to lie about 190 
feet above the Pittsburg coal, and approximately 100 feet above the 
Meigs Creek seam. 

On the J. P. Owens farm, which joins the Ramsey referred to in the 
preceding paragraph, a seam is mined that lies about 50 feet higher 
than the one stripped on the Ramsey farm. This seam is small and unim- 
portant. 

Richland Township* This, the largest township in the county, con- 
tains a great quantity of mineral wealth. 

Th Meigs Creek coal outcrops in valleys in Ihe northern and south- 
eastern parts of the township, but is elsewhere deeply buried. In the 
northwestern part of the township the seam has been worked on the 
Mitchener Heirs and George farms, both in section 12. The seam has 
also been mined in the bed of the creek in sections 12 and 18. 

Along Wheeling Creek and tributaries in the northeastern part of 
the township the coal outcrops, but little attention is paid to it owing 
to the presence of the Pittsburg seam. 

In the southeastern part of the township the coal outcrops in the 
valleys traversed by the Baltimore and Ohio railroad, and the' St. Clairs- 
ville branch of this road. The seam has been mined on the Cunningham 
farm in the southeast quarter of section 32. It is now worked in a small 
way at several places between Neflf's Station and Glencoe. The seam is 
finelj^ shown in the railroad cut at Glencoe, being there abput 4 feet thick 
and approximately 85 feet above the Pittsburg coal. 

A higher seam than the Meigs Creek is worked in a very small way 
at a number of places in the township, especially in the hilltops near St. 
Clairsville. The seam is thin and at present of little value. 

The Pittsburg coal underlies practically the entire township, being in 
fact removed by erosion only along Wheeling Creek in the extreme north- 
east corner of the township. 

Pultncy Township* The Meigs Creek coal underlies a large part of 
this to^\^lship. It has been removed in the valley of McMahon's Creek 
and its principal tributaries, and of course in the valley of the Ohio 
River. 

The coal has been mined in the hills facing the river just south of 
Bellaire. It is now mined on Brook's Run in the southeast comer of 
section 5 where it measures about 4 feet in thickness and is only 65 feet 
above the Pittsburg seam. The coal is mined also on the Giflfen farm 
in the northeast quarter of section 7. 

No extensive development of the Meigs Creek coal in this township 
needs be expected as long as large areas of the Pittsburg seam remain. 

Goshen Township* The Meigs Creek coal underlies the whole of this 
township except along the streams in the northwest and southwest cor- 
ners. ]Mines have been opened on several farms in the former area, but 
these have nearly all been abandoned. 
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At the Statler mine in the southeast quarter of sej-tion 31, the coaF 
was found as shown in Section 40. 




Sometimes the seam measures 5 feet in thickness. Occasionally it 
disappears entirely, the soapstone roof cutting out the coal. It contains 
considerable iron pyrites. 

Chemical analysis and calorific value of Section 40 : 



Ultimate, 

Carbon 64.77 

Hydrogen 4.86 

Oxygen 9.»6 

Nitrogen 1 .08 

Sulphur 4.39 

Ash 14 94 



Proximate. 

Moisture 3.40(a) 

VolatUe Matter 35.72 

Fixed carbon 45 . 94 

Ash 14.94 



100.00 

Calorific value 

(a) Moisture in the air-dried sample about 2%. 



100.00 
78 calories. 



The sample included parts 2 and 4 of the above section, and was 
cut from a dry face that had been exposed less than two weeks. The 
sample measured 6 by 4 inches. 

Near Belmont a higher seam is occasionally mined by the farmers, 
the coal being known as the Belmont. It is doubtless to be correlated 
with one of the higher seams mentioned in the discussion of I^nion town- 
ship, which joins Goshen on the north. 

Smith Township* The Meigs Creek coal is everywhere below drain- 
age in the township except in the northeast part where it is cut out by 
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McMahon's Creek and one of its tributaries. On the land of Rev. Thomas. 
H. Armstrong the coal was found as represented in Section 41. 



Ft. In, 



SECTION 41 

8. Shale, 

7. Coal, not mined, 0,_.6.. 



6. Ck)al. I...MA 



5. Shale, O.-.^J 

4. Coal, 6.1 

3. Shale,.., 0.,.. l.j 



2. CoaU 



.i....al 



1. Coal with pyrites,. 



.-0„...iJ 



The coal varies considerably in thickness owing to rolls in the floor. 
Numerous thin layers of shale and pyrites are found. These are not 
continuous but appear and disappear with frequency. The coal has » 
market among the surrounding farmers and in the village Glencoe. 

Chemical analysis and calorific value of Section 41 : 



Ultimate. 

Carbon 67.36 

Hydrogen 5.02 

Oxygen 11 .06 

Nitrogen 1.05 

Sulphur 3.67 

Ash 11. «4 



Proximate. 

Moisture 3.52(a> 

Volatile Matter 34.74 

Fixed carbon 49.90 

Ash 11.84 



100.00 
.6884 calories. 



100.00 

Calorific value '. 

(a) Moisture in the air-dried sample about 29{^. 

This sample included the whole of the above section except parts t 
and 8. The face from which the sample was cut, except part 7, had been 
exposed only a day or two. Part 7 had been exposed perhaps three 
months, but did not appear weathered in any way. 

Mead Township* The Meigs Creek coal underlies the whole of this 
township except the eastern part where it is cut out by the Ohio River 
and several of its tributaries. 

The seam has been mined by farmers in the valley of Pipe Creek as 
far up as Businessburg, just beyond which the coal goes under cover. 
The seam would be more largely worked in this vicinity were it not for 
the competition of the Pittsburg coal which is mined on the Berry farm 
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in the southeast quarter of section 18, and also at Dille's Bottom wher€ 
Pipe Creek empties into the Ohio River. The Pittsburg seam is said to 
lie in the bed of the river at this place. 

The Meigs Creek coal is exposed in the valley of Wegee Creek as far 
as the middle of section 2 where the seam goes under cover. The fol- 
lowing section of the coal was made in this valley at the MclVIillen bank 
in the northwest quarter of section 32 : 

Ft. In. 

Soapstone 3 

Roof coal, not mined 4 

Coal 4 5 

Shales, unmeaaureu 

No regular shale or clay partings are found in the coal, but irregular 
streaks of this material occur. The mine is worked on a small scale only. 

A higher seam is mined on the Reiflf farm in the southwest quarter 
of section 19. Its thickness is reported to vary from 18 inches to 3 feet. 
This seam lies about 160 feet above the Meigs Creek coal. 

Wayne Township* The Meigs Creek coal is exposed in the valley of 
Captina Creek and its principal tributaries as far east as the Evans 
farm in section 10. There it dips below the creek, reappearing in the 
valley of the same stream about two miles west of Armstrong's Mills. 

In the northwest comer of the township the coal has been opened 
•on a number of farms, and is reported about 4 feet thick. Farther 
down Captina Creek the coal has been stripped in the bed of the stream. 

The Pittsburg coal is nowhere above drainage in this township. 
This condition favors the mining of the Meigs Creek coal, but notwith- 
standing this the quantity of mining done in this township is small. The 
farmers seem to prefer hauling their fuel from Barnesville or Arm- 
strong's Mills to the trouble of keeping a mine in order. 

Washingfton Township* The Meigs Creek coal is below drainage in 
the western part of the township. It appears in the bed of Captina 
Creek on the Danford farm, near the junction of sections 16 and 22, 
and is above drainage farther down the valley. 

The coal is reported to have been mined for half a century in a 
small way in the vicinity of Armstrong's IMills. Below is a section of 
the Hoover raioe at that place. The section was furnished by the pro- 
prietor, the mine not being in a condition to be entered : 

Ft. In. 

Soapstone 1 4 

Coal 1 8 

Soft shales 2 

Coal ^ 1 8 

Shales, unmeasured. 

The seam is said to average about Si feet in thickness in this 
locality, the extremes given being 2 and 4i feet. Occasionally the roof 
•dips causing a thinning of the seam. 
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The Pittsburg coal is mined for local use and railroad shipment at 
Armstrong's Mills. The seam is reached by a shaft the distance to the 
bottom of the coal being 69 feet. 

On the hills along the western line of the township a higher seam 
appears. It is occasionally mined by farmers. 

Yofk Township* The Meigs Creek coal has been more extensively re-^ 
moved by erosion in this township than elsewhere in the southern part 
of the county. The seam outcrops in the valley of Captina Creek and 
its tributaries, and of course in the valley of the Ohio River. 

Usually in the valley of Captina the coal lie's a few feet only above 
drainage, but near Steinersville in the eastern part of the township, a 
marked anticline exists which brings the Pittsburg seam up to or slightly 
above water level. Here the Meigs Creek coal is well above drainage. 
This seam is now worked on the Korner farm in the northwest quarter of 
section 8. 

The coal was formerly mined on the Ramsey farm at the west edge 
of Powhatton. It is found in the bed of the Ohio River about one and 
one-half miles south of the Belmont county line, where it has occasionally 
been mined by stripping during low water stages. • 

In the northeast corner of the township the coal is well shown along^ 
a railroad cut in the hills facing the river. About 15 feet below it an- 
other seam exists. The latter is about 4 feet in thickness, but of poor 
quality. 

The Pittsburg coal is mined in a small way on the Schnegg farm in 
the northwest quarter of section 19. Formerly this coal was mined on 
the Owing and Ring farms in the southwest quarter of section 14. It 
has also been stripped in the bed of Captina Creek near the middle of 
the township. 

THE MEIGS CREEK COAL IN JEFFERSON COUNTY. 

This coal is nowhere mined in Jefferson county. It is doubtful if 
the seam is of workable thickness anywhere in the county. If so it is 
in Mt. Pleasant township into which the seam may extend from Short 
Creek township, Harrison county on the west and from Colerain town- 
ship, Belmont county on the south. As stated elsewhere, however, the 
seam thins in Colerain township and hence the extension from that lo- 
cality is unimportant. The coal is thickei; in Short Creek township and 
probably extends into the western part of Mt. Pleasant township as a 
workable seam. No measurement of the seam was made for the reason 
that no suitable exposure of the coal was found. 

The report on this seam elsewhere in the county is still less favor- 
able. In Warren township, lying east of Mt. Pleas'ant, the seam is due, 
but is represented by a black streak only. Much the same condition 
prevails in Smithfield, Wells, Cross Creek and Wayne townships. In 
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none of these does the Meigs Creek coal exceed a few inches in thickness, 
and often it is represented by a thin streak and occasionally even that 
may be wanting. 

THE MEIGS CREEK COAL IN NOBLE COUNTY. 

The Meigs Creek coal is found in every township in the county with 
the possible exception of Buflfalo. Duck Creek which crosses the county 
north to south in a deep and rather wide valley divides the coal into two 
areas, an eastern and western one. 

The coal area west of Duck Creek is extensive, usually lies low in the 
hills and is exposed for the most part in the deeper valleys only. . East 
•of Duck Creek the coal lies high in the hills and hence is found beneath 
A relatively small part of the territory. 

Nowhere is the coal mined for railroad shipment, but it is worked 
at many places for a local market. The supply for this purpose is ade- 
-quate and will last for an indefinite period. 

This seam was mapped and studied by Professor C. N. Brown and 
his report may be found in Volume V., Geological Survey of Ohio, pub- 
lished in 1884. Conditions in the territory have not changed materially 
«ince that report appeared, but since it is now out of print it is deemed 
advisable to review the essential facts here. 

Beaver Township* This lies in the extreme northeastern comer of 
the county. The place of the coal is high in the hills and hence it is 
due in only a relatively small part of the township. It is not, however, 
always present in workable thickness where due. Thus in the south- 
•eastem quarter of the township the coal does not appear to be anywhere 
•of mining thickness, but farther west the seam is an important source of 
fuel for the farmers. 

In the southeast quarter of section 17 Professor Brown found the 
Ksoal as follows :^ 

Sandstone, massive. Ft. In. 

Shales 1 6 

Coal , 1 4 

Clay 1 4 

Shales 2 

Coal 2 6 

Clay 2 

Coal 2 

Clay 2 

Limestone, unmeasured. * 

Sections taken elsewhere in the township show a similar structure 
and thickness. Obviously one of the disadvantages of this seam is the 
numerous partings which make the coal dirty and increase the expense 
of mining. 

The Pittsburg or No. 8 coal is at present mined in sections 5 and 11. 

*VoL v., p. 1082, 
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It appears to be present where due in workable thickness in the north- 
east quarter of the township, but farther west and south is wanting. The 
limestones lying below the coal are present, serving to locate the place of 
the seam. 

Marion Township^ This township lies south of Beaver. Its topog- 
raphy is very rough and the tops of the high ridges are well above the 
coal. Country banks are numerous, especially south and west of Sum- 
merfield. The coal mined, however, does not meet the demand, for much 
is hauled from the Stafford field in Elk township. 

Section 42 was obtained in a mine on the C. T. Hague farm in the 
southeast quarter of section 12, about one and one-half miles northwest 
■of Summerfield. 

SECTION 42 

Ft. In. I 

7. Coal,._ 0...9i.J 

6. Shale. O.....}.. 

5. Coal.. , l._,ll.. 

4. Shaly pyrites, J 

3. Coal with 3 pyrites streaks, 1_ .1.. 

2. Coal, 0...,2. 

1. Coal, impure not mined, .0 6. 



In thickness the coal varies from 4 feet 3 inches to 4 feet 9 inches. 
'Overlying the coal is a bed of soapstone whose thickness is reported to 
range from 8 to 16 inches. Above the soapstone is the roof coal whose 
thickness is said to vary from 8 to 12 inches. Rarely is it wanting. The 
roof is quite strong, permitting the shooting of the coal. Concretions of 
pyrites are abundant near the base of the coal but less common higher 
in the seam. 

Chemical analysis and calorific value of Section 42 : 



Uitimate. 

►Carbon 65.61 

Hydrogen 5.09 

Oxygen 9.93 

Mtrogen 0.92 

Sulphur 5.60 

Ash 12.85 



Proximate. 

Moisture 3.12(a) 

Volatile Matter 37.36 

Fixed carbon 46 . 67 

Ash 12.85 



100.00 

Calorific value , 

(a) Moisture in the air- dried sample about 2%. 



100.00 
.6789 calories. 
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The sample included the entire section except parts 1 and 2, and 
measured 3 by 1^ inches. It was cut from a face that had been exposed 
about two weeks. 

Sections taken elsewhere in the township show the same general 
structure, though the individual members vary in thickness. 

In the ridge extending north from Summerfield the coal is thin or 
wanting. 

Stock Township. The East Fork of Duck Creek crosses this to^vn- 
ship in almost a diagonal way in a deep narrow valley along which and 
its tributaries the Meigs Creek coal is exposed and frequently mined. It 
lies well up in the hills. 

The coal ranges in thickness from 3J to 5 feet with perhaps an 
average of 4 feet. 

Section 43 was taken on the farm of Uriah Clear}^ northwest quar« 
ter section 25. 

SECTION 43 ^^ 

7. Soapstone, unmeasured, *..."'_' 

6. Coal, with 2 thin partings of pyrites, 0._. 9 J, 

{Smut band, ... i^ 
Coal, { 
Smut band, i^ 

4. Coal with a thin layer of pyrites, 1 — 7 

3. Bone coal, rejected, 0. 1 '. _ j^i , ■ , 

2. CoaU 1--31. 

1. Coal, impure, ^ 3- 



This mine has been in operation several years, the output being 
consumed by farmers and neighboring villages. The coal is quite hard 
and averages about 4 feet in thickness with a maximum of 5 feet. Rolls 
in the floor are not uncommon and where present reduce the thickness- 
of the seam. Pyrites concretions from one to four inches in thickness and 
sometimes 3 feet in length are abundant. 

Overlying the coal is a bed of soapstone reported to vary from 1^ 
to 2 feet in thickness, and above this the roof coal which is said to range 
from 2 to 2J feet and to be more shaly than the coal below. 
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Chemical analysis and calorific value of Section 43 : 

Ultimate, Proximate, 

€arbon 67 .50 Moisture 2 .55(a) 

Hydrogen 6. 11 Volatile Matter 38.40 

Oxygen 9.27 Fixed carbon 47.64 

Nitrogen 0.92 Ash 11.41 

Sulphur 5.79 

Ash 11.41 



100.00 100.00 

Calorific value 6,952 calories. 

(a) Moisture in the air-dried sample about 2%. 

/ 

The sample included the entire section except parts 1, 3 and 7, and 
measured 3 by 1^ inches. It was cut from a face that had been exposed 
less than one day, but was not over 50 feet from the outcrop. 

While the township will probably never be a large shipper of coal, it 
contains an adequate supply for home consumption. 

Elk Township* The topography of this township is similar to that 
of Stock. East Fork of Duck Creek crosses the county in a broad curve 
from the northwest to the southwest, along which the coal is every- 
where exposed. 

The coal lies lower in the hills than farther north and west and 
hence has been less removed by erosion. 

In the southeastern part of the township, section 13, Professor 
Brown found the coal as follows: 

Hard shale, unmeasured. Ft. In. 

Coal 2 6 

Clay 1 

Coal 1 2 

Bone coal 4 

Coal 1 1 

Shale parting ^ 

Coal 1 6 

Clay 2-4 • 

Limestone 16 

Shaly sandstone, unmeasured. . 

In the northeastern corner of the township the coal is at its best 
and, for country banks, is quite extensively mined. The mines are known 
as the Stafford from the village across the line in Monroe county. 

Coal is hauled long distances from this place. GraysviUe, Jackson 
Ridge, Bhinards Mills and other villages look to it for a supply. 

The roof of the coal varies much. Numerous ''rolls'' or ''horses'' 
cut out the coal partly or entirely. Usually these breaks are narrow, 
from 10 to 12 inches, and have steep or vertical sides as if they had been 
deposited in narrow canyon like valleys cut in the coal. The "rolls" or 
*' horses" are composed of soapstone with pyrite nodules. 

10 G. S. OP o. 
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Section 44 was measured on the 6. W. Love fann on Snaler Bun in 
the northern part of the township. 



SECTION 44 



Ft. In ' 



4. Coal,. 1-...8. 



3. Shaly pyrites,. 0....i. 



2. Coal with smut bands near top^ 3. 



1. Pyrites layer, 0. 



Directly overlying the main body of the coal is a bed of soapstone 
usually about 6 inches in thickness, but occasionally increasing to 2 
feet. Above this is the roof coal, reported 2^ feet in thickness, the whole 
making a good cover. 

Chemical analysis and calorific value of Section 44 : 



Ultimate. 

Carbon 66.18 

Hydrogen 6.11 

Oxygen 9 .52 

Nitrogen 0.86 

Sulphur 6.00 

Ash ...: 12.33 



Proximate. 

Moisture ^ 3 .06(a> 

VolatUe Matter 38.43 

Fixed carbon 46.18 

Ash 12.33 



100.00 
.6,865 calories. 



100.00 

Calorific value 

(a) Moisture in the air- dried sample about 2%. 



The sample was cut from the whole section, except part 1 which 
was rejected. The sample measured 3 by 2 inches, and was cut from a 
face that had been exposed about two weeks, but which appeared thor- 
oughly fresh. 

Jefferson Township^ This township lies west of Elk which it re- 
sembles in geological conditions. The Middle Fork of Duck Creek 
crosses the eastern side of the township in a deep valley and its numerous 
tributaries also have cut through the coal. On the western side of the 
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township the streams after a short journey drain into Duck Creek. All 
in all, the township must be rated with the roughest in the state. 

While the township contains a large acreage of the Meigs Creek 
coal, it lies well up in the ridges and hence has been extensively- eroded. 
The supply, however, is adequate for local demands. 

Enoch Township* The coal in this township lies higher in the hills- 
than in Jeflferson since the township in question is farther west. The 
coal has been largely removed by erosion. 

Section 45 was secured on land of Mrs. Catherine A. Dillehay, one 
mile north of Dexter City. 

SECTION 45 

Ft, In. 

6. Coal, 0...3i. 

5. Shale, }. 



4. Coal with 2 pyrites lamella 1 6.. 

3. Tough streak consisting of coal, 

pyrites, shale and smut rock, _ . .0..-9 i. 

2. Coal with 2 thin pyrites bands, 1.-.4J- 

1. Coal in floor, D....2J. 

The section represents the Lower bench of the seam only. . The 
Upper bench is not mined. It is rejwrted about as thick as the Lower 
bench, but of poor quality. The mine supplies neighboring farmers, oil 
men and in part Dexter City. 

Chemical analysis and calorific value of Section 45 : 



Ultimate. 

Carbon 68.53 

Hydrogen 5.22 

Oxygen 10 . 78 

i^itrogen 1 . 04 

Sulphur 4.27 

Ash 10.16 



Proximate. 

Moiature 2 .90(a) (b)/ 

Volatile Matter 37.24 

Fixed carbon 49 . 70 

Ash 10.16. 



100.00 100.00* 

Calorific value 7,051 calories. 

(a) Sample was very wet when cut and was dried in the sun for half an hour 
before putting into the can for shipment. Moisture probably in the neighborhood 
of 1% lower tnan as mined on this account. « 

(b) Moisture in the air-dried sample about 2%, 
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The sample was cut from the whole section, except parts 1 and 3 
which were rejected. The lower part of the section was wet, and the 
sample was dried in the sun a half hour before sealing. 

Part 3 of the section was sampled separately and gave the following 
results: 

ABh 18.63 

Sulphur 3.89 

Country mines are found at many places, -especially along Buffalo 
Bun in the extreme southern part of the township and near the village 
Puldah in the northeastern part. Formerly the coal was mined for rail- 
road shipment in section 31 in the southwestern comer, but this work 
has long been abandoned. In thickness the coal is at its best in the 
southern part; farther north it thins and grows of less value. 

Ceater Towxiship* Here the coal is restricted to high narrow ridges 
and isolated hills. In the northwestern comer even these are too low 
for the coal. Many country mines are found in the township, particularly 
the southeastern part. The coal is fairly steady in thickness and aver- 
ages about 4 feet. The supply is adequate for local use but not for 
railroad shipment. 

Seneca Township* The area of the Meigs Creek coal in this town- 
ship is small, being restricted to a few high hills or ridges. Near the 
iiamlet of Mt. Ephraim, Professor Brown found the coal as follows : 

Hard shale, unmeasured. Ft. In. 

Bone coal 1 4 

Coal .' 8 

Caay shale 1 

•Coal 10 

Parting 1 

Coal 1 3 

Parting 1} 

Coal 1 8 

Clay, unmeasured. 

The several members of this section, especially the shales ana 
partings vary in thickness from place to place. The coals are more 
steady. 

Noble Township* The area of the Meigs Creek coal here is small 
and restricted to the hill tops of the eastern and southwestern parts of 
the township. The coal is usually from 4 to 4^ feet in thickness and in 
the southwestern part supplies a small number of farmers with fuel. 

In section 13 Professor Brown found the coal 258 feet above the 
Ames limestone. 

Olhre Township* This township is crossed from north to south by 
Duck Creek which flows through a prominent valley. East of the valley 
the Meigs Creek coal is wanting except in three or four sections near 
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the Enoch township line. The area of coal here is of course very small. 
In section 13 Professor Brown found the coal 4 feet 9 inches thick, but 
divided into three parts by two impure layers. 

West of Duck Creek the area of coal is much larger and more im- 
portant as a local source of fuel. However it lies well up in the hills and 
has been extensively eroded. The coal is thickest to the south where it 
sometimes reaches 4 feet. In the northern part of the township the 
seam ranges from 2^ to 3^ feet, but the latter thickness is uncommon. 

Brookfield Township* This township lies in the northwestern comer 
of the county. About one-half of it is underlain with the Meigs Creek 
coal. Exposures of the seam are numerous, especially in the northern 
part. 

Section 46 was taken in a bank on the H. C. Hunter farm in the 
northwest quarter of section 4. 



SECTION 46 

Ft. In. 

10; Bone-coal, . S.j.^ 

9. Shale, o j .\^ 

8. Coal 0...8A_ 



7i Shale parting with pyrites-, . 



-O.-.jj 



6. Coal, l«..3i., 

5. Tough streak, shale, coal, shale, 0... li J 

4. Coal, with 2 thin smut bands, 0..10J _ 

3. Pyrites, quite persistent, .J 

2. Coal, hard, 0....4i. 

1. Coal in floor, not mined, .9.J„ 



This mine was opened about 30 years ago and has been worked al- 
most continuously since that time. The number of miners employed 
has ranged from one to ten. The coal is marketed to surrounding farm- 
ers and to the village Cumberland in Guernsey county. 

While the coal has several partings, these are small and the seam 
may be regarded as forming a single bench which ranges ordinarily from 
4 feet 4 inches in thickness to 5 feet. Of this the uppermost 5J inches 
consist of bone coal and is rejected; and the lower part of the seam, 
varying from 4 to 8 inches in thickness and of good quality, is left in the 
mine owing to the large quantity of water that exists in the bottom of 
the coal. Hence the coal as mined ranges from 3^ to 4 feet in thickness. 
Occasionally the bone coal at the top of the seam is of good quality, thus 
increasing the thickness of workable fuel by that amount. 
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The nature of the roof in this part of the township is shown by the 
following section measured in an entry : 

Sandstone, not measured. Ft. In. 

Block coal, very impnre .• S^ 

Bone eoal 5( 

Main body of seam. , 

Usually. the bone coal forms the roof but in the entries this coal 
And the overlying shales must be removed in order that the fuel may be 
hauled from the mine. 

Chemical analysis and calorific value of Section 46 : 

. Ultimate, Prosnmate. 

<3arbon 66.01 Moisture 4.86(a) (b) 

Hydrogen 6.26 Volatile Matter 87.28 

Oxygen , 12.35 Fixed carbon 48.05 

Nitrogen 0.97 Ash .' 9.82 

Sulphur 6 .69 

Ash 9.82 



100.00 100.00 

•Calorific value 6,834 calories. 

•(a) Sample slightly wet. Moisture possibly 1% high on this aeount. 
•(b) Moisture in the air-dried sample about 2%. 

Parts 1, 5, 9 and 10 of the above section were rejected in sampling. 
In the northwestern quarter of section 31 in the southwestern cor- 
ner of the township, Professor Brown reports the coal as follows : 

Clay shale, roof poor. Ft. In. 

Coal 6 

Clay parting with ferriferous sandstone ^ 

Coal 1 1 

Hard shale with ferriferous sandstone } 

Coal 2 4 

Clay, unmeasured. 

This section shows less than the maximum of coal which is some- 
times reported to reach 5 feet. 

On the farm of J. M. Pickenpaugh, northeast quarter of section 35, 
rthe coal was found as shown in Section 47. 

The coal is quite hlard and contains frequent layers of shale of 
paper thickness. At one. point in the entry the soapstone and sandy 
shale above the coal is one foot 8 inches in thickness. Above this bed 
is about 3 inches of dark shale with considerable pyrites, and an inch of 
coal. The latter appears to be the remnant of the upper member of 
the seam as found in the southern and eastern parts of Noble county and 
along Duck Creek in Washington county. 
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SECTION 47 

Ft. In, 

4. Coal, with 2 shale partings, 0-..10_J 



3. CoaU- 



.1....5. 



Z Tough streak, coal with rmmerous 

pyrites and shale partings^ 0.... 3 

I. Coal, with 3 shale, and 3 pyrites 

partings,.. 2... 3. 



Chemical analyEds and calorific value of Section 47 : 



Ultimate. 

Carbon 64.44 

Hydrogen 5.12 

Oxygen 10.12 

Nitrogen 0.88 

"Sulphur 6.21 

Ash 13.23 



Proximate. 

Moisture 3.64(a) 

Volatile Matter 37.41 

Fixed carbon 45.82 

Ash 13.23 



100.00 
.6,642 calories. 



100.00 

Calorific value 

(a) Moisture in the air-dried sample about 2%. 

The whole section except part 2 was included in the sample, and 
measured 3 by 2 inches. It was cut from a face that had been worked 
the preceding day and so was fresh. 

Part 2 of the section was sampled separately and gave results as 
follows : 

Ash 23.63 

Sulphur 6.69 

From 30 to 40 feet below the coal in the northern part of the town- 
ship there lies a bed of sandstone that makes a good building stone. It 
is best seen in the court house at Cambridge. 

Sharon Township* This township lies southeast of Brookfield and 
contains a large area of the Meigs Creek coal. The seam has been cut 
through by the principal streams, but probably one-half of the coal 
remains. 

Professor Brown found the coal from 3 to 3^ feet thick in the 
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northern part of the township and from 4 to 4J feet in the southern 
part. The roof is bad and hence requires careful timbering. 

The following section of the coal was made in a bank on the L. C 
TIarper farm at the village Olive Green: 

Ft. In. 

Coal 1 7 J 

{Shale J 

Coal i 

Shale } 

Coal 1 10 

The coal is very hard and impure. Clay veins are occasionally 
found, and balls and lenses of pyrites are common. Many lamellae of 
shale of paper thickness run through the seam. 

At one place the coal measured 4 feet 4 inches in thickness, but 
on the opposite side of the entry it was reduced to 18 inches. In an 
old bank nearby, the coal was reported to average only 28 inches, the 
maximum being 36. 

Jackson Township* This township which forms the southwestern 
comer of the county contains perhaps as much of the Meigs Creek coal 
as any other two townships in the county. In the northeastern corner 
the coal lies high in the hills and hence has been extensively eroded, but 
the seam dips to the southwest and in the opposite comer of the town- 
ship is below drainage. 

The coal is mined for the farmers' use at many places, and especially 
in the northwestern part of the township. From that locality the coal is 
hauled miles in all directions. 

Professor Brown found the coal as follows in the section 12 in the 
northeastern comer of the township :^ 

Shale, unmeasured. In. 

Coal, poor 18-24 

Clay 14-lg 

Coal 52} 

Clay, unmeasured. 

The coal thickens to the west and iii section 10 occasionally measures 
6 feet. In section 8 in the northwestern comer of the township Professor 
Brown found the coal as follows: 

Clay shale, poor roof. In. 

Coal 42-48 

Clay 1-3 

Coal 4- 6 

Clay, unmeasured. 

Southwest from this mine in section 19 the coal is thinner owing 
to a sandstone dipping down and apparently cutting out part of the 
coal. The seam here is usually less than 4 feet thick. 

*Vol. V, p. 1077. 
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THE MEIGS CREEK COAL IN MORGAN COUNTY. 

This county which is divided into two parts by the Muskingum. 
River contains a large quantity of the Meigs Creek coal. The seam is 
found wherever due east of the river, 'and is nearly always of workable- 
thickness. West of the river, however, the seam is thin and commonly 
entirely wanting. No mines exist in this part of the county but east 
of the river many are found. 

Bloom Township* This is the northwestemmost township east of the 
river. The coal is small in area and is restricted to the highest ridges. 
Its thickness ranges from 3J to 4J feet with one well marked parting near 
the middle. Commonly the coal is underlain with nonfossiliferous lime- 
stone. 

Morgan Township* This lies south of Bloom and like that township 
has the Meigs Creek coal in the highest ridges only. In the hills- 
fronting on the river the coal is thin and of little value, but farther 
east it measures from 3 to 3^ feet with a parting of from 3 to 4 inches 
near the middle. 

Along the river hills Professor Brown found the coal 250 feet above 
the Ames limestone. In the same place the Pittsburg coal is 168 feet 
above the limestone, making the interval between the two coal seams. 
82 feet. 

Windsor Township* The coal in this township lies low in the hills 
and hence has been little removed by erosion. It follows from this that 
exposures of the seam are not common and hence our information con- 
cerning it is relatively meager. 

In lot 75 in the northwestern corner of the township Professor 
Brown found the coal 3 feet thick with an irregular band of shale near 
the middle. The coal thickens slightly eastward and near the mouth of 
Meigs Creek measures from 3 to 3^ feet. 

Bristol Township* This township lies east of Bloom and like that 
township, is bounded on the. north by Muskingum county. The town-^ 
ship has been extensively eroded by Meigs Creek and tributaries and ex- 
posures of the seam are numerous. The area of the coal is not large and 
is restricted to the higher ridges. 

In a bank on the D. C. Lawrence farm, northeast quarter of section 
21, the coal was found as shown in Section 48. 

The roof in this bank is too weak to stand shooting. The coal is 
quite hard and contains many shale laminae of paper thickness. 
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SECTION 48 



8. Roof shale,__ 

7 T hin parting of coal,. 
6. Shale, lto2 inches,. 



6. Coal,. 



Ft. In. 1=^ 



.1 _7i I 



4. Shale,. 0.... ; 

3. Coal, 0...2 1 

2. Shale, 0...J 



1. Coal,.... 2. 



..U- 



Chemical analysis and calorific value of Section 48 : 



Ultimate. 

Carbon 67.04 

Hydrogen 5 . 14 

Oxygen 12.26 

Nitrogen . 89 

Sulphur 4.30 

10.37 



Proximate, 

Moisture 5.05(a) (b) 

VolatUe Mattter 37.83 

Fixed carbon 46.75 

Ash 10.37 



100.00 100.00 

Calorific value 6,730 calories. 

(a) Sample slightly wet. Moisture possibly a per cent, high on this account. 

(b) Moisture in the air-dried sample about 2%. 

The sample included parts 1, 3, 4 and 5 of the section and measured 
3 by 1^ inches. The coal was badly stained owing to the light covering. 

On the land of A. E. Smith in section 25 the coal was found as 
follows : 

Shale, unmeasured. 

Coal 

Shale 



Ft. 


In. 





10 


1 


3 


2 


3 





1 


2 


3 



Coal 

Shale 

Coal 

Fire clay, unmeasured. 



This section shows the two benches and also a still higher layer of 
coal. The latter is not mined. 

Sections taken in other parts of the township show similar thickness 
and structure, and so no further measurements will be given. 

Manchester Township* The area of this township is small but the 
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quantity of coal is relatively large for the seam is low in the hills and 
hence has not been extensively eroded. 

Several banks are found in the vicinity of Eeinersville which f ur- 
Tiish that village with fuel and also a large area of the surrounding 
•country. 

In the mine of Louis H. Grandstaff, southwest quarter of section 29, 
the coal was found as represented in Section 49. 

SECTION 49 _ , 
Ft In. 

9. Soapstone, reported thickness, 16. ._0, -fe;;;?:;^ 

8. Coal, notmined» .0..., B. 

7. Coal, 1...2 

^. Pyrites partings _0 | 

6. Coal, J. .J 

4. Hard streak.coal with JBhale 

and pyrites, .0 — 4f . 

5. Coal, 1,.AK. 

2. Pyrites, ].. 

1. Coal, 0...8^ 



Here as elsewhere the coal contains numerous paper like layers of 
shale. In places the coal is bright and sometimes iridescent and then is 
<;alled peacock coal. Pyrites partings are numerous, varying from one- 
•eighth of an inch or less to half an inch or more in thickness, and often 
of considerable horizontal extent. Sometimes a half-dozen or more of 
these partings may be found in a single section. 

Chemical analysis and calorific value of Section 49 : 



Ultimate. 

Oarbon 66.19 

Hydrogen 5.10 

Oxygen 12.11 

Nitrogen 0.87 

Sulphur 5.07 

Ash 10.66 



Proximate. 

Moisture 4.07(a) 

VolatUe Matter 37.61 

Fixed carbon 47 .66 

Ash 10.66 



100.00 

Calorific value 

(a) Moisture in the air-dried sample about 2%. 



100.00 
.6,779 calories. 
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The sample included the whole of the section except parts 8 and 9. 
It was a little wet, but nevertheless is believed to be a very fair sample. 
Meigsville Township* The Meigs Creek coal is found everywhere 
in this township except where cut out by the larger and deeper streams. 
In the southern part of the township the coal varies usually from 3 to 3^ 
feet in thickness, and according to Professor Brown is a little irregular. 
Farther north the seam thickens and in the northeastern comer of the 
township is quite largely worked. 

On the Walker farm in section 1 the coal is reported to have been 
mined during the past 40 years. This mine supplies quite a number of 
surrounding farmers and in part the village Unionville about two miles 
to the south. In the entry to this mine the coal was measured as fol- 
lows : 

Shales, unmeasared. Ft. In. 

Roof coal 7 

Shales 5 

Coal 2 

Shales 6 

Coal 1 10 

Fire clay, unmeasured. 

About 80 feet below this seam the Pittsburg or No. 8 coal is found. 

Its thickness usually varies from 18 to 24 inches. Approximately 25 feet 

above the Pittsburg coal is another small seam, usually from 12 to 20 

inches thick. This is the Pomeroy or 8a coal. 

About one-fourth of a mile up stream from the Walker mine the No. 

8 coal and associated strata are seen in the bank of the creek with the 

following succession and approximate thicknesses : 

Ft. 

Sandstone 10 

Dark shales changing to light gray near the top 25 

Pittsburg or No. 8 coal If 

Brown shales IJ 

Limestone 3 

Sandstone 2 * 

Bed of Dye's Fork. 

On the land of P. S. Murray, northeast quarter of section 1, the coal 
was found as shown in Section 50. 

Chemical analysis and calorific value of Section 50: 

Ultimate, Froximate. 

Carbon 64. 77 Moisture 5 . 13 (a> 

Hydrogen 5.06 Volatile Matter 36.07 

Oxygen 12.67 Fixed carbon 47.06 

Nitrogen 0.87 Ash 11.74 

Sulphur 4.89 

Ash 11.74 



100.00 100. OO 

Calorific value 6,625 calories. 

(a) Moisture in the air-dried sample about 2%. 
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SECTION 50 ^ j„ 

10. Soapstone, unmeasured^. 

9. Coal,usualJy about 5 mches, 0....1j. 

8. Shale,^ 0. j^J 

7j CJoal , smut streak near middle* 1 2.-] 

6. Bone coal, .0— J. 

5. Coal, 0....S 

4. Pyrites layer, i, 

3. Coal, .0..,.1 

2. Pyrites, \ 

1. Coal, 1-..1 J 



Parts 6, 8 and 10 of the above section were rejected in sampling. 
The sample measured 3 by 1^ inches, and was cut from a face that had 
ibeen exposed less than a week. 

Center TownsHip* This forms the southeastern comer of the eotmty 
and contains a much larger area of the Meigs Creek coal than any other 
township in the county. The coal is everywhere exposed along the prin- 
cipal streams, Big and Little Olive Green Creeks and two or three 
smaller streams as well as the Muskingum River where it forms the 
southern boundary of the township. 

In the southeast quarter of section 28 Professor Brown found the 
eoal as foUows:* 

Ft. In. 

Coal 6 

Bone coal 3 

Coal 2 

The following measurement was made in a bank on land of J. F. 

Rodgers, southwest quarter of section §7, on Olive Green Creek about 

one and one-half miles above its mouth : 

Ft. In. 

Coal 1 6 

Shales and pyrites 1 

Coal .• 1 11 



The coal is hard and bright and does not contain so many streaks 
•of shale as are usually found in this seam. Likewise pyrites is less 
common. 

According to Mr. J. O. Roberts, who has worked in several mines 
in this general locality, the coal is usually 3 feet 8 inches in thickness 
and sometimes reaches 4 feet 4 inches. Both floor and roof **roir' 
making variations in the thickness of the seam. 

^ Vol. V, p. 1068. 
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Throughout the township the coal has a similar structure, that is 
consists of two benches separated by a few inches of shales or an impure 
coal. Barely does this parting attain a thickness of 6 inches. 

In the southwest quarter of section 23 the two benches aggregate 
40 inches with a 3 inch parting between. In the northern part of the 
township, southwest quarter of section 9, Professor Brown found the 
upper bench 13 inches and the lower one 30 inches in thickness, with a 
4 inch parting of black shale between the two.^ 

From what has been said it is apparent that this township and 
others farther north contain a large quantity of the Meigs Creek coal. 
Thus far this has supplied a local market only and such will probably 
be true for many years. The time will come, however, when this coal 
will be sought for larger markets and then the valleys will be dotted with 
mining camps such as may be seen at the present time in other parts of 
the state. 



THE MEIGS CREEK COAL IN MUSKINGUM COUNTY. 

A considerable area of this coal is found in the highland in the 
southeastern comer of the county. 

Meigs Township* This contains by far a larger quantity of this coal 
than any other township in the county. The township joins Brookfield 
of Noble on the east and Bristol of Morgan on the south, and the coal 
is similar to the same seam in those townships. 

In the southeast quarter of section 8, Professor Brown found the 
coal 39 inches thick and divided into 3 nearly equal benches by shale 
partings.' In section 9 the coal is thicker and the same is true in 
section 26. 

' While the township cannot be a large producer of coal it does con- 
tain a supply adequate to the needs of its citizens for an indefinite 
period. 

Rich Hill Township* ThisT township lies north of Meigs and west 
of Spencer, the latter in Guernsey county. A high ridge crosses this 
township from north to south with a uniting ridge from the east. These 
ridges contain about all of the seam that is found in this township. The 
coal is about 50 inches thick but often contains considerable impurities. 

Besides the areas named a little coal is found in Blue Rock and 
Union townships. In Blue Rock the coal is restricted to the highest 
ridges and the quantity small, while in Union about all that can be said 
is that the coal is present at two or three points. 

•Vol. V, p. 1070. 
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THE MEIGS CREEK COAL IN GUERNSEY COUNTY. 

The area of this coal in Guernsey county is very small, being prac-^ 
tically restricted to a part of Spencer township in the southwestern cor- 
ner of the county. Just north of the village Cumberland is a high ridge 
which extends west into Muskingum county. In this the coal is found 
near the top of the ridge. The coal is mined in a small way, the struc- 
ture and thickness being similar to that in Noble county. 



THE MEIGS CREEK COAL IN MONROE COUNTY. 

Monroe county contains less coal above drainage than any other 
county in southeastern Ohio. While two seams — the Pittsburg and Meigs. 
Creek — are mined, the production of the two combined is so small as 
to be insignificant. 

The Meigs Creek seam is or has been mined in Seneca, Franklin and 
Bethel townships on the west side of the county. This territory may be 
regarded as an extension of the Noble county field. Another locality is. 
near the village Mechanicsburg (Aitch P. O.) in Perry townsMpw 

As Andrews has stated the coals of this county are difficult to 
identify. This results from the absence of well marked horizons such, 
as beds of fossilif erous limestone, from the thinness of the s^ams them- 
selves, from the roughness of the topography and from the variations in. 
the dip of the strata. 

Seneca Township* In the northern part of this township the Meigs. 
Creek coal is very thin or wholly wanting. On the farm of J. B. Wil- 
liams in the southeast quarter of section 19, the coal has been stripped 
in the bed of a ravine. The following section was measured at that 
place : 

Pt. In. 

Limestone 1 6 

Shales 2 3 

Coal, poor quality 5 

Coal 10 

Coal, solid 8 

Shales, unmeasured. 
Limestone, unmeasured. 

I^sually the seam is abouj: 2 feet thick but it is sometimes reported 
to measure 4 feet. Probably the coal is not of workable thickness in this 
township except in the two extreme southern sections. 

Franklin Township. Along the west line of this township the- 
Meigs Creek coal measures nearly 4 feet, sometimes more. For country 
banks, it is mined quite extensively, and is known as the Stafford coal. 
The mines, however, are across the line in Noble county. 

The coal thins rapidly to the east, measuring only 18 inches on the* 
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Hogue farm in section 9 where it has been mined by stripping. On the 

Baker farm in section 11, the following section of the coal was reported 
by the proprietor : 

Ft. In. 

Coal 6 

Shales 6 

Coal 1 6 

/ 

The coal has been stripped on the Qibson farm in the northeast 
part of section 17, and is reported to be two feet thick. 

The coal along the western border of this township appears to be 
valuable as a local fuel supply. Farther east it is much thinner, and 
i« probably nowhere of workable thickness in the eastern part of the 
township. 

Bethel Township* The Meigs Creek coal in this township is similar 
to that in Franklin. It is a well marked seam, and is mined in a small 
way on several farms. 

On the Martin farm in section 3, the following measurement of the 
tcoal was furnished by the proprietor : 

Pt. In. 

Coal 2 6 

Clay or shales 1 8 . 

Coal 2 6 

The soapstone varies from 15 to 24 inches in thickness. The bottom 
layer of coal is regarded the better, being harder and burning more 
freely. 

At the Stoffel bank in section 11, the following measurement of the 
•coal was made : 

Shales and sandstone, unmeasured. Ft. In. 

Coal 1 1 

Clay or shales 1 8 

Coal 3 

As is usually the case the parting varies rapidly in thickness. 

The coal is mined also on the neighboring farm of M. W. Dennis. 
These two banks supply the surrounding farmers with fuel, and also the 
oil fields in Sycamore valley and farther east in the county. 

As in Franklin township the seam thins rapidly to the east and be- 
yond the middle line of the township is rarely if ever of workable thick- 
ness. 

The Mechanicsburg or Antioch*G>aI Field« This lies in the south- 
eastern part of the county, and largely in Perry township. 

The coal has long been mined in a small way for local use. A few 
years ago, the drilling for oil largely increased the demand, one mine 
-employing 18 men. More recently the call has become much smaller 
:and the present condition will probably be long maintained. 
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The followmg section was furnished as an average for the Bruvic 
mine at Mechanicsburg : 

Shales, unmeasured. Ft. In. 

Coal 6 

Shales 1 

Coal 2 8 

Hard soapstone, unmeasured. 

The top coal or Upper bench is reported to disappear entirely in 
plaies, and elsewhere to increase in thickness. Likewise the layer of shales 
varies, but rarely disappears*. The lower coal is regarded superior in 
quality to the upper. 

This coal is about 1170 feet above the Big Lime and about 1700 
feet above the Berea grit. The character of the coal and its position, 
with reference to the deeper formations just referred to proves it to be 
the Meigs Creek seam. 

Just west of Mechanicsburg the coal disappears or is represented by 
a streak only, thus showing the unsteady nature of the seam. Northeast 
from this village the coal appears in the valley of the Little Muskingum 
River. The following is an average section of the seam in^ the Dryer 
bank in section 3 of Perrv township, as furnished by the proprietor. 

Ft. In. 

Shales 10 

Coal 10 

Shales 1 

Coal 5 

Shales J 

Coal 4 

Shales 1 

Coal 5 

Shales 2 

Coal r 8 

Elsewhere along this valley the coal has occasionally been mined in 
a very small way. Rarely is the seam reported more than two feet in 
thickness, and sometimes less. 

From what has been said it is plain that the Meigs Creek coal in 
this part of Monroe county is of little importance. At the best it can- 
not do more than meet a local demand from a small territory. 

Switzerland and Salem Townships* These lie in the northeast cor- 
ner of the county and the coal in question is everywhere due. Prom 
present data it cannot be asserted, however, that the coal is present in 
workable quantities. 

Along the Ohio River in West Virginia, and opposite the territory in 
question, a number of tests have been made. Near Proctor the coal 
measured 2 feet 4 inches, and near Franklin Station, a few miles north, 
3 feet 6 inches. These figures indicate an unsteady thickness of the seam 

11 G. S. OF o. 
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like tliat found in Ohio. They suggest also that the coal may be of value 
on the opposite side of the Ohio River, that is in Switzerland and Salem 
townships of Monroe county. 



THE MEIGS CREEK COAL IN WASHINGTON COUNTY. 

Aurelitis Township* Nowhere in the county is the Meigs Creek coal 
l)etter shown than in this township. Here as elsewhere in the county 
the seam is known as the ^lacksburg. This is a local name that has 
been applied to the seam by Minshall.^ Andrews called it the Salem 
or Sandstone coal, because of its development near the village Salem, 
•and because of its being often covered by a heavy bed of sandstone. 
He refers to it also as the Bear Creek, Coal Run or Cumberland seam.- 
Brown gave the seam in question the name IMeigs Creek from its de- 
velopment along the stream of that name in Morgan county.'* 

Minshall has used the name Meigs Creek for a still higher seam. 
His succession being the Pittsburg coal, followed by the Macksburg 
and this by the Meigs Creek. The latter seam he places about 100 feet 
above the Macksburg. In other words he uses the name Macksburg for 
the same coal that Brown has named Meigs Creek. 

The Meigs Creek coal of Brown is well shown along the valley of 
Duck Creek in the southern part of Noble county. Its position with 
reference to the Ames or Crinoidal limestone can be easily measured and 
thus the position of the coal determined. From the exposures of the seam 
along this valley, the coal can be followed to Macksburg, Washington 
county where it is about 290 feet above the Ames limestone and about 
390 feet above the First Cow Run sand. There can be no doubt as to the 
Macksburg coal of Minshall being the Meigs Creek of Brown, and since 
the latter name has the claim of priority, it is used in this report. 

The coal is exposed at many places in the township especially along 
the deep valley of Duck Creek and its tributaries. 

Formerly the seam was mined for railroad shipment at Macksburg, 
but this has been discontinued many years. At present the fuel is 
mined on several farms for local use, among them the Dutton, Smithson, 
Wicksena, McManus, and Atkinson. 

On the land of Charles Schimmel, section 28, one and one-half miles 
west of Elba, the coal was found as shown in section 52. 

Pyrite lenses of considerable size are found in the coal but are not 
common. The coal is well spoken of by oil men who use it in boilers. 
No section showing the entire seam was found. 



*Geol. Sur. of Ohio, Vol. VI, Chap. VI. 
«Geol. Sur. of Ohio. Vol. II, Chap. LI. 
« Gcol. Snr. of Ohio. Vol. V, Chap. XIX. 
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SECTION 52 

Ft. In. 
5. Coal, lower part of upper bench,... ..9 J, 



4. Shale, and soapstone, 1-..3 

3. Coal, 0....8 

2. Shale, 0.... ^ 

1. Coal, 2..3i . 
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Chemical analysis and calorific value of Section 52 : 



Ultimate. 

OktfbMi 68.35 

Hydrogen 5 .31 

Oxygen 10.85 

Nitrogen 0.90 

Sulphur 5.03 

Ash 9.58 



Proximate. 

Moisture 3.40(a) 

Volatile Matter 37.95 

Fixed carbon 49.07 

Ash 9.58 



100.00 
.7,083 calories. • 



100.00 

Calorific value 

(a) Moisture in the air-dried sample about 2%. 

Parts 1 and 3 only of the section were included in the sample which 
measured 4 by 2 inches. The face from which the sample was taken had 
heen exposed for some weeks, and before sampling from 2 to 4 inches 
-of the surface of the coal was removed. 

The following is a section of the seam on the Dutton farm, near Elba : 

Shales, sandy, unmeasured. Ft. In. 

Coal, shaly, not mined 2 4 

Shales and clay 2 6 

Coal 4 6 

On the land of A. P. Wooster along the valley of Duck Creek in the 
southern part of the township the following measurement of the coal 
was made : 

Ft In. 

Coal # 2 6 

Shales 1 8 

Coal 2 10 
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The quantity of this coal in Aurelius township is large and the 
quality fair. Probably it will not be mined on a large scale until the 
better coals of the state approach exhaustion. Then it will be of great 
value. 

Salem Township* The Meigs Creek coal is shown almost every- 
where in this township, along the valley of Duck Creek and its principal 
tributaries. In general the dip is to the southwest, but low undulations- 
may vary it. 

The seam has long been worked by farmers, and for an indefinite 
period will be their main reliance for fuel. 

Along Bear Creek in the southwestern part of the township the seam 
is mined at two or three points for domestic purposes and also for work 
in the oil fields. On the land of (George Bowen, one and one-half miles, 
north of the township line, the coal is mined (1904) by Wagner Broth- 
ers. The seam here ranges in thickness ^rom 4 feet to 4 feet 2 inches, 
is quite free from shale partings and is reported of good quality. Farther 
north along Bear Creek the coal thickens, measuring 5 feet. Southward 
the seam thins and near the mouth of this stream in Muskingum town- 
ship the coal cannot be mined, or in fact be readily traced. 

The thickness of this seam has been given in southern Aurelius. 
township on Duck Creek just north of the township line. To the east 
and southeast from this place the coal thickens, becoming of importance 
along Duck Creek and the East Fork of this stream. A shale parting 
about one foot in thickness, near the middle of the seam, is a constant 
feature. The coal is fairly uniform in thickness and quality. 

More than a mile northeast of Salem on the farm of Vincent Payne,, 
the following measurement of the seam was made by Andrews : 

Ft. In. 

Coal, Upper beneh 2 6 

Clay parting 11 

Coal, Lower bench 3 7 

One mile southeast of Salem the following section was measured on 
the Twiggs farm on Paw-paw Creek : 

Ft. In. ' 

Coal 2 6 

Shales 1 

Coal 3 

In the southern part of the township the seam thins, being about 4 
feet on Pigeon Branch of Whipple Run, while farther south in Fear- 
ing township it becomes too thin to have any value except in the north- 
east comer, and is in fact difficult to trace. 

Adams Township* The Meigs Creek coal is the only seam of im- 
portance in this township, and even this is of no yalue west of the 
Muskingum River. The coal usually lies a short distance only above 
drainage. It dips to the southwest. 
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Although the coal is found in the hills east of Lowell, it is not 
worked at present. Probably it is thinner there than farther northeast. 

On the West Fork of Cats Creek the coal is mined in a small way 
at several places. 

On the farm of William Henaker, two and one-half miles north of 
Lowell, two small mines are worked furnishing coal for the surrounding 
farmers and also for the oil fields. In one of these banks the coal varies 
in a short distance from 2 feet 3 inches to 3 feet in thickness. In the 
other bank the coal measures about 2 feet 6 inches. The operators claim 
that the seam here consists of only one of the benches which usually 
compose the Meigs Creek coal. The coal is hard and '^ roily", and the 
roof of soft shale, preventing shooting and thus making the seam diffi- 
-cult to mine. 

The seam is reported 3^ feet thick on the F. J. Bazil farm, one mile 
northwest of the Henaker farm. Andrews found the seam 4 feet 3 
inches thick, slaty at the top, on the land of Nicholas Basil about three 
miles above the mouth of Cats Creek, while a mile farther south he 
found the following section on land of G. Brown :^ 

Ft. In. 

Coal ., ' 1 6 

Clay and shales ? 1 

Coal 2 5 

On Big Run in the western part of the township, the coal lies a 
few feet only above the stream bed. A number of banks have been 
opened along this stream but nearly all of these have been abandoned. 
On land of Henry Ross, a mile and one-half above the mouth of this 
<?reek, Andrews obtained the following section :• 

Ft. In. 

Coal 1 6 

Clay 1 4 

Coal 2 8 

At the village Coal Run the seam dips below the level of the 
Muskingum River. The Felix mine, located about one-half mile below 
the village, is probably the second largest mine in this seam in Ohio, 
that at Flushing, Belmont county, ranking first. The main entry in the 
mine under consideration extends about half a mile into the hill, and a 
large quantity of coal has been removed. It has been worked at intervals 
^ince about 1890, furnishing coal to the farmers and occasionally small 
quantities are shipped by boat to Marietta. The maximum production 
was about the year 1900 when 600,000 bushels are reported to have been 
mined. When the mine was visited in July, 1904, the output was about 
500 bushels per day. Section 53 represents the coal as found in this 
mine. 



^Geol. 8ur. of Ohio, Vol. II, pp. 476-477. 
*Ibid, p. 476. 
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SECTION 53 

Ft. In. 
7. Soapstone, unmeasured, 

6. Coal, 0.---6.. 

5. Smut streak, sometimes has 

pyrites and shale, ..--i' 

4. Coal, including a pyrites streak 

and smut band^ 1 . . 4 . 

3. Hard streak, coal with numerous* 

pyrites and shale streaks, 0.. . 3 -J 

2. Coal with 2 pyrites streaks, O.ll-f 

1. Coal forming floor in entrys, ...4 



Chemical analysis and calorific value of Section 53 : 



Ultimate. 

Carbon 65.88 

Hydrogen 5.05 

Oxygen 9. 71 

Nitrogen 0.92 

buiphur 5.55 

Ash 12.89 



Projcimute. 

Moisture 2.95(a> 

Volatile Matter 37 .47 

Fixed carbon 46.69 

Ash 12.89 



100.00 

Calorific value 

(a) Moisture in the air-dried sample about 2^. 



100.00 
.6,803 calories. 



The 



Parts 1, 3 and 7 of the section were rejected in sampling, 
sample measured 3 by 1^ inches. 

Part 3 of the section was sampled separately and gave results a& 
follows : 

Ash 21 . 92 

Sulphur 3 . 60 

In the eastern part of the township the coal is of less importance. 
On Schlitzer's Fork of Cats Creek the seam is reported as consisting of 
two benches, each about 18 inches thick, separated by one foot of shale. 
The coal has been mined at several places along Middle Fork of Cats 
Creek in past years, but the banks have all been abandoned. 

From what has been said it is seen that Adams township contains 
a large quantity of the Meigs Creek coal. 

Watcrford Township. The Meigs Creek coal occurs at about the 
river level at the village Coal Run along the eastern border of the town- 
ship. Early settlers are reported to have stripped the coal from the 
river bed on the Shaw farm just above the village. 
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One and one-half miles east of Beverly the eoal was formerly reached 
by a shaft on the J. W. Dana estate. According to Andrews the coal on 
this farm is as follows :^ 

Ft. In. 

Bhie clay shales 11 

Coal 1 

Clajr 10 

Coal 3 8 

As has already been stated the Meigs Creek coal dips below the level 
of the river at Coal Run. It appears again in the valley of the river at 
and above Beverly, but is thinner, measuring only 9 inches near the 
river dam. Passing up the river the coal rises and becomes thicker, 
measuring from 2 to 3 feet near the mouth of Olive Green Creek and 
the post-oflSce, Relief. This may be regarded as the southern margin of 
the most valuable part of the Meigs Creek coal fields. 

On the extreme western border of the township the coal is lower 
owing to its westerly dip. The seam is much thinner also, measuring 
only from 7 to 11 inches on the Fisher farm, one and one-half miles 
south of B^ketts Station. 

A thin seam of coal is said to have been found in the bed of the 
lock at the Lake Chute dam. This may be the Meigs Creek seam though 
this is not certain. However, no coal was seen at or above the dam 
which could be referred to this seam. It has either dipped below the 
river or thinned out beyond recognition. 

Decatur Township* The Meigs Creek coal is exposed only along Big 
Run in the extreme northwestern comer of the township. On the Duffie 
farm in section 6 where the coal has been mined the following section 
was measured: 

Ft. In. 

Coal 2 4 

Shale 2 

Coal 1 

The coal dips below drainage at Morris' Station where it was form- 
erly mined in a small way. 

Except in this one section the coal is everywhere under cover in this 
township. No data are at hand showing the thickness or extent of the 
seam in this area. In fact this can be determined only by the drill. 

Wesley Township* Two and one-half miles north of Bartlett, the 
Meigs Creek coal is exposed along Coal Run for a distance of one and 
one-half miles, being nowhere more than a few feet above the stream. 
Many years ago it was mined on the land of Joseph Wagoner on Coal 
Run where Andrews made the following measurement:* 

'Ibid, pp. 470-1. 
- Ibid, p. 463. 
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Ft. In. 

Coal,' shaljr 8 

Shale 2 

Coal 2 

This coal has been stripped on the land of Benj. Zumbro one and 
one-half miles below the Wagoner farm, and passes under cover at that 
place. When this territory was visited in 1905 the seam was being 
mined on the farm of Thomas Emmons, a short distance b^low the old 
Wagoner bank. In places the coal is overlain by a thick sandstone, the 
base of which sometimes curves down cutting out the coal in whole or 
in part. 

On Wolf Creek into which Coal Run empties the horizon of the 
Meigs Creek coal is probably above drainage for a short distance. At 
the Morgan county line there is a small oil field in which the Cambridge 
limestone is reported to be about 320 feet below the valley of Wolf 
Creek. From this data the coal in question should be just above drain- 
age. No trace of the coal, however, was seen either here or farther up 
this stream in Morgan county. 

Liberty Township* The Meigs Creek coal is exposed in the valley 
of Paw-paw Creek and tributaries on the west side of the township and 
along Fifteen Mile Creek and tributaries in the southeastern part. 

The coal is mined at several places along Campbell 's Run in sections 
27 and 28. In a cut at Germantown the following section of the seam 
was taken : 

Ft. In. 

Coal J5 6 

Soapstone 1 6 

Coal 3 

It is customary in this locality to remove both divisions of the coal 
in mining. The lower one alone does not make a sufficiently high open- 
ing, and besides the soapstone above does not make a safe roof. 

The following section of the coal was taken in the Ray bank, near 
the middle of section 8 in the southeastern corner of the township : 

Ft. In. 

Shale .* 10 

Top coal 2 

Soapstone 1 

Lower coal 1 10 

The soapstone layer between the two coals varies from 8 to 18 
inches in thickness. The lower coal is reputed better than the upper 
one, but both are mined. This bank is the principal reliance of the 
farmers in this part of the township. 

Li.berty township contains a large quantity of the Meigs Creek coal, 
but as yet it has scarcely been touched. No shipping facilities exist, and 
hence mining simply meets the local needs. 
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Lawrence Towxiship* The Meigs Creek coal varies considerably in 
this township. In the northwestern part it is of good thickness and 
{Quality, while in the eastern part it is thinner and nowhere mined. In 
the southeastern portion the seam is below drainage. 

The following is a section of the coal in the Hamilton mine on 
Smoky Fork, northwest of Moss Run P. 0. : 

Ft. In. 

Soapstone, unmeasured. 

Draw slate 4 

Bone coal 4 

Coal 4 4 

Soapstone, unmeasured. 

The seam does not consist of the two benches so often found. Ir- 
regular masses of ** sulphur rock" and other impurities however are oc- 
casionally found. Along Moss Run the nature of the roof varies, chang- 
ing from shale to soapstone or sandstone. Occasionally a heavy ledge of 
the latter rock rests directly on the coal. The seam is unsteady in thick- 
ness, varying considerably in short distances. The section given above 
may be taken, as an average. 

Southwest of Moss Run P. 0. the coal is much thinner, being, ac- 
cording to Andrews, only one foot 5 inches thick on the Baker farm in 
the southeastern part of section 27. Just west of the postoiBce named 
above, Andrews found the seam 3 feet 4 inches in thickness, but it con- 
sists of four divisions, as shown below : 

Ft. In. 

Coal 4 

Blue clay 1 8 

Coal .. / 4 

Blue clay 1 

Coal 1 4 

Blue clay 2 1 

Coal 1 4 

Clay, not measured. 

Obviously the Meigs Creek coal in this territory is of a very uncer- 
tain nature. A section of the seam may be representative for the imme- 
diate area only. According to Andrews this seam dips beneath the Little 
Muskingum River, just below the mouth of Cow Run.^ The exposure of 
the coal to which Andrews refers, in the bed of that stream, however, is 
no longer visible. 

The coal has been mined on Cow Run about a mile above the post- 
offiee, and also on the hillside just above the postoffice. 

Newport Township* The only place in this township where the 
Meigs Creek coal is above drainage is along the Newell's Run uplift 
(Burning Springs anticlinal), about one mile west from the village 
Newport. This seam is now mined on the Q. W. Smith farm, the coal 

^ Ibid, p. 496. 
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varying from 1^ to 3^ feet in thickness. Probably not more than one^ 
third of the territory in that locality has the maximum thickness. The 
thinning of the seam appears to be due to the roof curving downward 
and cutting out the coal. The seam does not have the clay or shale 
parting near the middle which is so generally present. It has been worked 
in a small way in this neighborhood since the close of the civil war. 

In the western part of the township, and especially on Long Run a 
higher seam is occasionally mined. On the Rightmire farm on this 
stream the following section was measured : 

Ft. In. 

Hea\7^ sandstone, unmeasured. 

Shales 2 * 6 

Coal 2 

Shales and soapstone 1 11 

Coal 5 

This seam was formerly stripped in the bed of Long Run on the 
George Noland farm in section 22, but* there it is only from 8 to 20 inchea 
thick. The seam can be traced along this stream to its mouth, the Little 
Muskingum River. Rarely if ever is this coal found more than 20 feet 
above Long Run, a w^estward flowing stream, indicating that the coal dips 
to the west. This is to be expected since the territory is on the western 
slope of the Newells Run uplift. At the mouth of Long Run the Berea 
grit is about 1850 feet below the valley. 

Ltfdiow Township. The Meigs Creek coal is above drainage on the 
western side of this township along the Little Muskingum river and its 
principal tributaries Sacketts and Wingetts Runs. The coal was formerly 
mined in a small way near Wingetts Run P. 0., where the seam is re- 
ported to consist of two benches each two feet thick and separated by a 
layer of soapstone 18 inches in thickness. 

On the McCurdy farm in the northwest quarter of section 34 the 
coal was found as follows: 

Ft. In. 

Coal 2 2 

Soapstone 1 

Coal 2 4 

The seam has been worked in an irregular way in this lo(»ality for 
25 years or more. Northeastward in this township the coal thins rapidly 
being only about 8 inches in thickness on the Payne farm in the south- 
west quarter of section 16. It has been stripped in the bed of a run on 
the McVay farm in the northwest quarter of section 10. 

. Obviously the seam is as uncertain in this township as in other parta 
of this county. 



PART m 



Qiemical Analyses and Calorific Tests of the^Qarion, Lower 
Kittanning, Middle Kittanning and 
Upper Freeport Coals. 
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CHAPTER IV. 



THE CLARION OR No. 4a COAL/ 

This seam is important in four counties and is occasionally mined 
to a s^all extent in other parts of the state. The four counties are- 
Vinton, Jackson, Lawrence and Scioto. The position of the seam is., 
easily located by the Ferriferous limestone, the coal lying immediately 
below or separated from it by a thin bed of shales. The following sec> 
tions illustrate this :^ 

Section on Rush Run, Milton township, Jackson county: 

Pt. In. 

Ferrif erouB limestone 3 

Hard black shales 4 

{Coal 1 .6 

Shales 6 

Coal 2 

Section at Olive Furnace, Washington township, Gallia county : 

Ft. In. 

Ferriferous limestone 8 

Parting s 

rCoal 

Parting 

Clarion coal . Coal 

Parting 

Coal 

Fire day, unmeasured. 

These sections could be duplicated to almost any extent, and so 
represent very well the relation of the coal to the Ferriferous limestone. 

As has already been stated the important deposit of this coal is re- 
stricted to four counties and in these its known areas form only a frac- 
tional part of the counties. In Jackson county Dr. Orton reports the 
seam in Lick, Franklin, Jefferson, Madison, Bloomfield and Milton town- 
ships; in Vinton county in Elk, Madison, Clinton, Vinton and Wilkes- 
ville townships; in Scioto county in Bloom and Vernon townships; in 
Gallia county in Greenfield township, and in Lawrence county in Wash- 
ington and Decatur townships. 

While the coal has long been mined for domestic purposes, it is com- 
paratively recent that the seam has been worked in a large way. Its 

^For method of sampling see Chapter IX. 

•Geol. Sur. of Ohio, Vol. V, chapters XVTI and XVIII. 
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close aasociation geographically with the excellent Wellston coal, with 
which it has had to compete, has retarded its development. The coal 
has a good future. Its quality is shown by the following analyses. 



CLARION COAL. 

SAMPLE 54. 

Hanging Rock Mine, section 34, Vinton township, Vinton county. 
Sample cut from two rooms, the face of the coal being fresh in each. 
.Sampled by Professor Edward Orton, jr., in August, 1900. , 

Chemical analysis and calorific value of Sample 54 : 

Ultimate. Proximate, 

-Carbon 68.52 Moisture 5.02 

Hydrogen 5.4Si Volatile Comb 40.31 

Oxygen 18.69 Fixed carbon 46.52 

Nitrogen 1.28 Ash 8.15 

rSulphur 2.87 

Ash 8.15 

Calorific value 6,961 calories. 



CLARION COAL. 

SAMPLE 55. 

Iron Valley Mine, section 35, Milton township, Jackson county. 
Sample cut from entry about 300 feet in. Mine had been idle two years 
but surface of coal appeared fresh. Sampled in 1900 by Professor 
Edward Orton, Jr. 

Chemical analysis and calorific value of Sample 55 : 

Ultimate. Proximate. 

-Carbon 67.30 Moisture 6.61 

Hydrogen 5.47 Volatile Comb 38.92 

Oxygen 14.16 Fixed carbon 47.88 

Nitrogen 1.28 Ash 8.09 

Sulphur 8.70 

Ash 8.09 

Calorific valne ." 6,863 calories. 



CLARION COAL. 

SAMPLE AND SECTION 66. 

Country Bank of Superior Coal Company, section 13, Milton town- 
ship, Jackson county. Sample cut about 50 or 60 feet in the hill in 
comparatively new workings. Shale roof. Sampled by Professor 
Edward Orton, Jr., in August, 1900. 
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SECTION » ^ j„ 
5. Coal, upper bench, 1 — 3. 



4. Shale parting, T. - : _ \^ 




3. Coal, middle bench ^ l'-li*to 1 — 2.. 

2. Shale parting, 0....1J.. 

1. Coal, lower bench, l-.-H. 

Chemical aualysis and ealorifie value of Sample 56: 

Ultimate, Proximate. 

<;arboii 66.14 Moisture 4.98 

Hydrogen 5.39 Volatile Comb 39.71 

Oxygen 13.31 Fixed carbon 45 . 51 

Nitrogen , 1.28 Ash 9.80 

Sulphur 4.08 

Aeh 9.80 

Calorific value 6,801 calories. 

CLARION COAL. 

SAMPLE AND SECTION 57. 

Country Bank of Superior Coal Company, section 36 south, Milton 

township, Jackson county. Sample cut from 75 to 80 feet from entry. 

The mine had been worked recently and the surface of the coal appeared 

ifresh. Sampled by Professor Edward Orton, Jr., in August, 1900. 

SECTION 57 ^ j^ 

6. Coal, upper bench, 1 - -.^ 

4. Shale parting,^ 7. 

3. Coal, middle bench, » 1 — 2J, 

2. Shale parting,, .0....1i. 

1. Coal, lower bench, 1 ^ 
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Chemical analysis and calorific value of Sample 57 : 

Ultimate. Proximate, 

Carbon 67.51 Moisture 4.71 

Hydrogen . . s 5.44 Volatile Comb 40.51 

Oxygen 18.45 I^ed carbon 46.17 

Nitrogen l.M Ash 8.61 

Sulphur 3.73 

Ash 8.61 

Calorific value 6,911 calories. 

CLARION COAL. 

SAMPLE AND SECTION 58. 
Mine of Vinton Coal Company, section 33, Vinton township, Vinton 
county. Sampled by Professor Edward Orton, Jr., in August, 1900. 

•SECTION 56 

Ft. In. 
7. Pyrites lenses and bone coal^ 0....2_ 



6. Coal, upper bench ,.._ _ 1 4, 

5. Shales and coal. o 9. 

'. Coal, middle bench,. 0....11 

3. Shale partings .0. ..li. 

2. Coal, lower bench, 0...11. 

1. Clay, unmeasured,. 

Chemical analysis and calorific value of Sample 58 : 

Ultimate, Proximate. 

Carbon 64.91 Moisture 4.61 

Hydrogen 5.36 Volatile Comb 41 .35 

Oxygen 12.05 Fixed carbon 42.94 

Nitrogen 1.30 Ash 11.10 

Sulphur 5.28 

Ash 11.10 

Calorific value 6,760 calories. 

CLARION COAL. 

SAMPLE AND SECTION 59. 

Mine of Elmer Keck & Company, section 24, Wilkesville township, 
Vinton county. At point of sampling the limestone roof was replaced by 
sandstone. Sampled by Professor Edward Orton, Jr., in August, 1900. 
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SECTION 59 



Ft. In. 



5. Coal, upper bench^ 1-.. H 

4. Shale parting, -O.-.U,, 

3. Coal, middle bench ^ 1.. li„ 

2. Pyrites, 0.. 1^. 

1. Coal, lower bench, 1-.24- 




Chemical and calorific value of Sample 59 : 



Proxifnaie, 



4.72 
39.88 
44.19 

11.21 



Ultimate. 

Carbon 65 . 04 Moisture . . . , 

Hydrogen 5.36 Volatile Comb, 

Oxygen 12 . 95 Fixed carbon , 

Nitrogen 1.28 Ash 

jjulphur 4 . 16 

Ash 11.21 

Calorific value 6,744 calories. 

CLARION COAL. 

SAMPLE AND SECTION 60. 
-Pittinger Mine, Wellston, Jackson county. The coal has a shale 
roof. Sampled by Professor Edward Orton, Jr;, in August, 1900. 

SECTION 60 

Ft In. 

6. Coal, upper bench, O..JH,. 



5. Shale parting,. 



.0....9.. 



4. Coal, middle bench, .1. ...4. 

3. Shale parting, 0...14^ 

2. Coal, lower bench, ^ — 2. 

1. Clay, unmeasured, 

12 G. S. OP O. 
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Chemical analysis and calorific value of Sample 60: 

Ultimate. Projimntc. 

Carbon 66.52 Moisture 5.35 

Hydrogen 5 .50 Volatile Coinl) 41 .01 

Oxygen 14 .58 Fixi* I carbon 45.26 

Nitrogen 1.2S Ash 8.40 

Sulphur 3.72 

Ash 8.40 

Galorifie value 6,825 calories. 

CLARION COAL. 

> SAMPLE AND SECTION 6L 

Lawler Mine, Minerton, Vinton county. Sampled by Professor 
Edward Orton, Jr., in August, 1900. 



SECTION 61 



Ft. In. 



6. Coal, upper bench, 1...61 



5.uShale parting, -.0_-.6i. 



4. Coal, middle bench»_ 1 2. 

3. Shale parting, 0...1i. 

2. Coal, lower bench, 

including a pyrites band near bottom^. 1 



1. Fireclay,. -i??;- 

Chemical analysis and calorific value of Sample 61 : 



Ultimate. Proximate. 

Carbon 67.17 Moisture : 4.52 

Hydrogen 5.44 Volatile Comb 40.10 

Oxygen 13 .03 Fixed carbon 46 .53 

Nitrogen 1.28 Ash 8.85 

Sulphur 4.23 

Ash 8.85 

Calorific value 6,904 calories. 



CLARION COAL. 

SAMPLE AND SECTION 62. 

Old Limestone Furnace Mine, section 32, Bloomfield township, Jack- 
son county. Sample cut about 300 feet from entry. Limestone roof. 
Sampled by Professor Edward Orton, Jr., in Au^ist, 1900. 
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SECTION 62 

Ft In. 

S. Umestone. 6.....0.K^ 

7. Bone coal, .0-...3. 

€. CJoal, upper bench, .7.-,10.J 




6. Shale parting, jO. 




4. Coal, middle bench,. 1-21. 

3. Shale parting, 0..-1J- 

2. Coal, lower bench,. 0--.„9, 

1. Clay, unmeasured, „._ 

Chemical analysis and calorific value of Sample 62 : 

Ultimate, Froximate. 

€arbon 62.05 Moisture 5.81 

HyOrogen 4.98 Volatile Comb 87.88 

Ozjgen 12.12 Fixed carbon 43.82 

Nitrogen 1.28 Ash 18.64 

€ulphnr 6.08 

Ash 13.54 

Calorific value 6,394 calories. 

CLARION COAL. 
SAMPLE AND SECTION 63. 

Hall's Mine, Kitchen station, Madison township, Jackson county. 
Sample cut well under the hill. Limestone roof. Sampled l^y Professor 
Edward Orton, Jr., in August, 1900. 

Chemical analysis and calorific value of Sample 63 : 

Ultimate, Proximate, 

-Carbon 62 . 57 Moisture 4.90 

Hydrogen 4.89 Volatile Comb 35.75 

Oxygen 11 .4V Fixed carbon 45.65 

Nitrogen 1.23 Ash 18.70 

Sulphur 6.14 

Ash 13.70 

Calorific value 6,460 calories. 

CLARION COAL. 
SAMPLE AND SECTION 64. 

Mine of Morgan & Horton, Eifort station, Bloom township, Scioto 
<50unty. Coal has ample cover. Sampled in August, 1901, by Professor 
Edward Orton, Jr. 
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Chemical analysis and calorific value of Sample 64 : 



Ultimate. 

Carbon 65.30 

Hydrogen 5.3:} 

Oxygen 15.35 

Nitrogen 1.23 

Sulphur 3.45 

Ash 9.34 



Proximate. 

Moisture 6 . 80 

Volatile Comb 37.92 

Fixed carbon 45 . 94 

Ash 9.34 



Calorific value 6,577 calories. 



CLARION COAL. 

SAMPLE AND SECTION 65. 

Mine of McQugin & Company, section 7, Decatur township, Law- 
rence county. The sample was cut from an old entry where the coal 
was weathered. Sampled in August, 1901, by Professor Edward 
Orton, Jr. 

SECTION 65 

Ft. In. 



7. Limestone^ _ __.r8. 



.0. 



E^^ 



^;i^^ 



6. Coal, upper bench^ 0...10. . 

5. Shale parting,. 6^ 



4. Coal, middle- bench, 2 0_ 



3. Shale parting, 0. 



2. Coal, lower bench , 1 6 



1. Clay, unmeasured,. 



Chemical analysis and calorific value of Sample 65 : 



Ultimate* Proximate. 

67.92 Moisture 6.34 

Volatile Comb 35.30 

Fixed carbon 40 .95 

Ash 17.41 



Carbon 

Hydrogen 4.91 

Oxygen 18 .40 

Nitrogen 1.07 

Sulphur 5.29 

Ash 17.41 



Calorific value 5,967 calories. 
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CLARION COAL. 

SAMPLE AND SECTION 66. 

Mine of J. R. Edwards, section 23, Washington township, Lawrence 
<^oiinty. Sample cut 75 feet from entrance to mine where the coal was 
fresh. Sampled by Professor Edward Orton, Jr., in August, 1901. 

SECnON 66 

Ft. In. 

7. limestone^ , _ ^. 

6. Coal, upper bench, ..1,.„0- 

6. Shale parting,^ 0,-5 J 



4. Coal, middle bench^ .l..,.6„ 

8. Shale parting, _ 2 

2. Coal, lower bench,.^ 0.._6 

1. Clay, unmeasured,. ;. W^i 

Chemical analysis and calorific value of Sample 66 : 

Ultimate, Proximate. 

<;arbon 63 .32 Moisture 6.00 

Hydrogen 5.26 Volatile Comb 39.16 

Oxygen 13.24 Fixed carbon 42.98 

Nitrogen 1.22 Ash 11.86 

ISulphur 6.10 

Ash 11. «« 

Calorific value 6,519 calories. 

CLARION COAL. 

SAMPLE AND SECTION 67. 

Mine of ]\Ie6ugin & Company, Olive Station, Decatur township, 
Lawrence county. Sample cut well under hill where coal was clean and 
l)riorht. Sampled by Professor Edward Orton, Jr., in August, 1901. 

Chemical analysis and calorific value of Sample 67 ; 

Ultimate. Proximate. 

-Carbon 60.22 Moisture 5.86 

Hydrogen 5.06 Volatile Comb 37.25 

Oxygen 12 . 90 Fixed carbon 41 . 61 

Nitrogen 1 . 18 Ash 15.28 

Sulphur 5.36 

Ash 15.28 

Calorific valno 6,185 calories. 
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SECTION 67 

Ft In. 

6. Limestone^ 7 to 8....0.. 

5. Coal, upper bench,. 0..11J. 

4. Shale parting,. 0--.6|- 

3. Coal, middle bench 

with I thin parting, 2...24. 

2. Shale parting, 0..10i. 



L Coal, lower bench, 



...l.„6_. 




CLAKION COAL. 

SAMPLE AND SECTION 68. 

Mine of Isaac Hall, section 15, Decatur township, Lawrence county. 
Sample cut a half mile from entrance. Surface of coal had been exposed 
two months. Sampled by Professor Edward Orton, Jr., in August, 1901. 

SECTION 63 

Ft. In. 
7. Limestone, 

6. Coal, upper bench, 1... 0. 

6. Shale parting, 6 to 7 inches 

4. Coal, middle bench, 1.. . 6. 

3. Shale parting,-.... 2 to 3 inches 

Coal, lower bench, 6 to 7 inches 

1. Clay, unmeasured, 
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Chemical analysis and calorific value of Sample 68: 

Ultimate. Proximate, 

Carbon 65 . 53 Moisture 6.11 

Hyilrogen 5.42 Volatile Comb 38.43 

Oxygen 14.28 Fixed carbon 45.52 

Nitrogen 1.22 Ash 9.94 

Sulphur 3.61 

Ash 9.94 

Calorific value 6,643 calories. 

CLARION COAL. 
SAMPLE AND SECTION 69. 

Mine of J. T. Dickson, section 27, Elk township, Vinton county. 
Coal had 50 feet cover. Sample cut from fresh surface by E. E. Somer- 
meier in September, 1901. 

SECTION 69 

Ft. In. 
5. Shale, 



4. Coal, upper bench^ 0.--B. 

3. Bone coal 0-...5. 




2. Shale parting, , 0---5-.^ 




1. Coal, lower bench .2... 10. 



Chemical analysis and calorific value of Sample 69 : 

Ultimate. Proximate. 

Carbon 67 . 17 Moisture 4.95 

Hydrogen 5.40 V^olatile Comb 39. 17 

Oxygen 13.28 Fixed carbon 46.56 

Nitrogen ; 1.30 Ash 9.32 

Sulphur 3.53 

Ash 9.32 

Calorific value 6,914 calories. 

CLARION COAL. 

SAMPLE AND SECTION 70. 

Mine of Trace, Rider & Phimmer, section 29, ^Ladison township, 
Vinton county. Sample cut well under the hill. Some doubt as to its 
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being the Clarion coal. Sampled by E. E. Somermeier in September, 
1901. 

SECTION 70 

Ft. In. 
5. Shale, 



4. Coal, upper bench^ 1..— 7. 

3. Shale parting, — 1- 1 

2. Coal, lower bench, ^l-...0 

1. Clay, unmeasured, 

Chemical analysis and calorific value of Sample 70 : 

UUimatc. Proximate. 

Carbon 67.92 Moisture 5.02 

Hydrogen 5.48 Volatile Comb :^9.90 

Oxygen 12.98 Fixed carbon 46. 11 

Nitrogen 1.33 Ash 8.07 

Sulphur 3.32 

Ash 8.97 

Calorific value 6,960 ealories. 



CHAPTER V. 



THE LOWER KITTANNING OR NO. 5 COAL/ 

This seam can be traced from Mahoning county southwest across 
the state to Lawrence. While it is mined in a number of places, it is of 
value in few. 

The seam is important on the western side of Lawrence county, 
where it is known as the New Castle coal. The position of the seam is 
^ell shown by the following general section.^ 

Middle Kittanning or Sheridan seam^ No. 6. 

Interval 40 feet. 

Lower Kittanning or Newcastle seam, No. 5. 

Interval 20-30 feet. 

Ferriferous limestone. 

Interval 0-15 feet. 

Clarion coal or- Limestone seam, No. 4a. 

The thickness and character of the coal in this field is adequately 
■shown by the sections and analyses which follow. The coal is extensively 
used at Ironton, in fact is the main fuel reliance of that city. 

The coal is found in fair thickness in the eastern part of Jackson 
(*ounty which lies north of Lawrence, but its development has been re- 
tarded by the presence of two more valuable seams, the Wellston and 
Clarion. It does not there promise to become more than a local source 
of fuel for years. 

Northward from Jackson the seam thins until Perry county is 
reached. In the eastern part of this county especially in Clay and Pike 
townships it is important, and is known locally as the Lower New Lex- 
ington coal. Following is a generalized section of this part of the field." 

Ft. 

Lower Froeport sandstone or shale 30-40 

Middle Kittanning coal, No. 6 5-13 

Shales and Kidney ore 2-10 

Sandy shale, mainly 10-20 

Lower Kittanningr coal. No. 5 1-3 

Kittanning clay and shales 10-20 

Ferriferous limestone and Baird ore 1-4 

The two sections and analyses on a later page show very well the 
thickness, structure and composition of this coal. 

^ For method of sampling see Chapter IX. 
«Geol. Sur. of Ohio, Vol, V, p. 1037. 
•Vol. V, p. 919. 
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Continuing northeast Muskingum county is reached. There the 
coal is of some importance, especially in the vicinity of Zanesville and in 
Washington township. The area, however, is small. It is not found in. 
workable thickness north of the Baltimore & Ohio Railroad nor is it 
found in the river hills south of the city. Sometimes the coal has three 
benches but occasionally the lower parting disappears The seam is. 
known locally as the ** Pour-foot*' or Lower Zanesville. 

Through the northern part of Muskingum county, through Coshoc- 
ton and nearly the whole of Tuscarawas, the Lower Kittanning coal is 
thin and of little value. In Sandy township in the northeast comer of' 
Tuscarawas county the coal is thicker, but the clay below the coal is often 
more valuable than the coal itself. The coal has long been mined in the 
vicinity of Mineral Point. It is an important local source of fuel and 
has been shipped for many years. 

The coal is of some value in Pike and Sandy townships in the south- 
eastern part of Stark county where it is mined in a small way for 
local use. The coal attains a thickness of about four feet. Sometim« 
it forms three benches and sometimes only two. 

The coal is at its best in the northern part of Columbiana county,, 
especially in the vicinity of Leetonia. Orton rated the field the most, 
important of this seam in the state.^ The area is not large but the coaL 
is of good quality. It has been coked for local iron works. The seam< 
usually has two benches **the lower of which is much the purer." Some- 
times the upper bench has to be rejected. The following section shows 
the succession in this locality : 

Ft. In. 

Sandstone, Lower Freeport 20 

Coal, Middle Kittanning 8^ 

Sandstone and shales 15 0* 

Coal, Lower Kittanning 1 4- 

Shales and ore nodules 40 

Draw slate 1 

Coal, Clarion 3 

Prom Columbiana county the coal can be traced northward into 
Mahoning. Probably Green township contains the best of the deposit. 
The area, however, is small and does not promise to become important 
except for a local demand. A section and analysis of the seam in this, 
township may be found on a later page. 

The seam is found also in the northern part of Jefferson county. 
It is there similar to the corresponding coal in Columbiana and Mahon- 
ing cx>unties. The quantity, however, is small. 

»VoT.'v, p. 187. """ 
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LOWER KITTANNING COAL. 
SAMPLE AND SECTION 71. 

Copelin's Mine, section 2, Pike township, Perry county. The sample 
is an excellent one, and was cut from a section 12 by 5 inches. The No. 
6 coal is found about 20 feet above the No. 5. Sampled by B. A. Eisen- 
lohr in July, 1902. 



SECTION 71 



7. Shale,. 



Ft. In. 
..0^...7. 



6. Coal, upper bench, .0 6-J 

5. Horn coal, iO* 1 , 

4. Coal, middle bench,.. 1 0. 

3. Parting, i. 



2. Coal, lower bench,.- 1 9 



I. Fireclay, |^ 

Chemical analysis and calorific value of Sample 71 : 



Proximate. 

Moistnre 6.85 

Volatile Comb 36.22 

Fixed carbon 47.77 

Aah 10.16 



Ultimate, 

Carbon 64.78 

Hydrogen 6.26 

Oxygen 13.86 

Nitrogen 1.22 

Sulphur 4.72 

Ash 10.16 

Calorific value 6,591 oaloriee. 

LOWER KITTANNING COAL. 
SAMPLE AND SECTION 72. 

McMonigal's Mine, section 14, Pike township, Perry county. Coal 
soft and dirty. Sample representative and cut from a section 18 by 4 
inches by B. A. Eisenlohr in July, 1902. 

Chemical analysis and calorific value of Sample 72 : 



Ultimate. 

Carbon 68.34 

Hydrogen 6 .47 

Oxygen 15 . 26 

Nitrogen 1 . 24 

Sulphur 2 . 58 

Ash 7.12 

Calorific v:'lr<- 6,8S5 calories. 



Proximate. 

Moisture 6.74 

Volatile Comb 37.05 

Fixed carbon 49.09 

Ash 7.12 
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SECTION 72 

Ft. In. 
6. Soapstone, _ 

6. Coal, soft and dirty, 1 6 . 

4. Coal, upper bench, 0...,6. 

3. Parting, ^-- i 

2. Coal, lower bench, ^2^^. A. 

1. Fireclay, JS^jiQ'i-' 

LOWER KITTANNING COAL. 
SAMPLE AND SECTION 73. 

John Lutz Mine, Washington township, Muskingum county. Good 
Tsample cut from a section 14 by 4 inches by B. A. Eisenlohr in July, 1902. 

SECTION 73 

Ft. In. 

8. Soapstone, 

7. Black shale, ...A. 

6. Coal, upper bench,. 1 8. 

5. Parting, 0... i. 

4. Coal, middle bench, 1 

3. Pyrites parting,. 0...2 \ 

2. Coal, lower bench, 1 7._ 

1. Fireclay, I 
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Chemical analysis and calorific value of Sample 73 : 



Ultimate. 

Carbon 68.07 

Hydrogen 5.87 

Oxygen 12.81 

>Jitrogen 1 . 18 

Sulphur 4.80 

Ash 7.77 



Proximate. 

Moisture 5.0^ 

Volatile Comb 39.75 

Fixed carbon 47 .43 

Ash 4 7.7-* 



Calorific value 6,983 calories. 



LOWER KITTANNING COAL. 

SAMPLE AND SECTION 74. 

Mine of John Peters, Coal Grove, Lawrence county. This is one ot 
the southernmost mines in the state. The coal is used in burning brick 
and two or three mines are kept regularly at work. The sample was 
taken about one mile from the entrance where there was a vertical cover 
of 100 feet. While considerable water was in the mine, the sample ww^ 
cut in a dry place and measured 5 by 3 inches. Sampled by D. D.. 
Condit in November, 1907. 

SECTION 74 ^ 

Ft. In. 
9. Sandstone, 16. ..0 , 

8. Coal, shaly, 0...8r 

7. Shale, 1^ 

6. Coal, upper bench,. D 6._ 

5. Pyrites parting, 0.....l_. 

4. Coal, middle bench^ 0_-5i. 

3. Gray shale, 0.._8J, 

2. Coal, lower bench,.. 9.. 

1. Shale, unmeasured, ., 





Chemical analysis and calorific value of Sample 74: 



Ultimate. 

Carbon 66.71 

Hydrogen 5 . 59 

Oxygen 14.44 

Nitrogen 1 . 27 

Sulphur 8.20 

Ash 8.79 



Proximate, 

Moisture 7.57(a)' 

Volatile Matter 38.51 

Fixed carbon 45. 13 

Ash 8.79 



100.00 100.00 

Calorific value 6,777 calories. 

(a) Moisture in the air-dried sample from 2} to 3 per cent. 



IW 



BULLETIN NO. 9. 



LOWER KITTANNING COAL. 
SAMPLE AND SECTION 75. 

Mine No. 2 of the Halley Coal Company, Etna station, Lawrence 
•county. Sample taken about 1,500 feet from entrance and where there 
^as a vertical cover of 50 feet. The sample was cut frqm a fresh face 
.and measured 5 by 3 inches. Taken by D. D. Condit in November, 1907. 



SECTION 75 



Ft. In. 



6. Soapstone,. 2 6.. 



5. Bone coal 0. _.7i. 



4. Coal, upper bench and middle bench 2 — 2 . 



3. Gray shale, 0.. ..4 . 

2. Coal, lowcrbcnch, -0....8. 

1. Shale, unmeasured, 



Chemical analysis and calorific value of Sample 75 : 



Ultimate. 

-Carbon 65.64 

Hydrogen 6.44 

Oxygen 16.96 

Nitrogen 1.23 

iSuIphur 2.13 

J^sh 9.71 



Proximate. 

Moisture 8.07(a) 

Volatile Matter 34.54 

Fixed carbon 47.68 

Ash 9.71 



100.00 100.00 

Calorific value 6,626 calories. 

(a) Moisture in the air-dried sample from 2)^ to 3 per cent. 
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LOWER KITTANNING COAL. 

SAMPLE AND SECTION 76. 

Mine No. 11, Superior Coal Company, section 24, Milton township, 
Jackson county. Sample taken well under cover and from a fresh face. 
The sample was a section 5 by 4 inches and was cvit by D. D. Condit in 
INovember, 1907. 



SECTION 76 



8. Clay^ 

7. Bone coal, . 



Ft. In. 
3....0..I 



.1...1- 



6. Coal, upper bench, 2 — 3, 



5. Dark shale, _ 0....1. 

4. Coal, middle bench, .* .0... 5. 

3. Clay, .0„...2. 

2. Coal, lower bench, ...0 3.. 

1. Fireclay, unmeasured, 



Chemical analysis and calorific value of Sample 76 : 

* Proximate, 



Ultimate. 

IJarbon 66 . 63 

Hydrogen 5.47 

Oxygen 16 . 46 

Nitrogen 1.37 

^Sulphur 2.65 

Ash 7.42 



Moisture 8 .39(a) 

Volatile Matter 35.18 

Fixed carbon 49 . 01 

Ash 7.42 



100.00 100.00 

Calorific value 6.772 calories. 

(a) Moisture in the air-dried sample from 2^ to 3 per cent. 



LOWER KITTANNING COAL. 

SAMPLE AND SECTION 77. 

Huflf Run Mine, No. 1, Mineral City, Tuscarawas county. Sample 
•cut from a fresh face where the coal was well protected. Sample meas- 
ured 4rJ by 3 inches, and was cut by D. D. Condit, in December, 1907. 
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SECTION 77 



Ft. 



In, 



la. Dark shale, _ 

12. Coal, 0. 

11. Bone coal, .0.._. g. 

10. Coal._ 0..1i. 

9. Soot streaky _ _ 0....J' 

8. Coal, 1...-1- 

7 Pyrites, 0....J. 

6. Coal,-. ..0.-4 J 

5. Soot streak, 0... j. 

4. Coal,... 0...4J 

3. Bone coal, 0.... J- 

2. Coal, 0..^j. 



1. Fire clay ,- 



Chemical analysis and calorific value of Sample 77 : 



Ultimate. 

Carbon 69 . 75 

Hydrogen 5 . 46 

Oxygen 12 .65 

Nitrogen 1.18 

Sulphur 3.25 

Ash 7.71 



Proximate, 



Moisture 

Volatile Matter 
Fixed carbon . . 
Ash 



5.30(a> 
38.73 
48.26 

7.71 



100.00 100.00 

Calorific value 7,168 calories. 

(a) Moisture in the air-dried sample from 2} to 3 per cent. 

LOWER KITTANNING COAL. 
SAMPLE AND ^CTION 77a. 
Mine of John D. Smith, Washington vi lie. Green township, Mahoning^ 
county. Sample taken about 1,000 feet from entrance where the cover 
over the coal measured about 60 feet. The sample was a section 6 by 4 
inches, and was cut by D. D. Condit, in December, 1907. The top 4 
inches of the bone coal was rejected. 



SECTION 77 a 
5. Shale with kidney ore, 



Ft. In. . ==, 



litis 

4. Bone coal, 0_.7^ i#|l*a 



3. Coal, 1...10. 



2. Fireclay,... 
1. Limestone,. 
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Chemical analysis and calorific value of Sample 77a : 



Ultimate. 

Carbon 73.84 

Hydrogen 5 . 50 

Oxygen 12.36 

Nitrogen 1 .41 

Sulphur 2.17 

Ash 4.72 



Proximate. 

Moisture 5 . 23 (a) 

Volatile Matter 36.86 

Fixed carbon 53 . 19 

Ash 4.72 



100.00 100.00 

Calorific value 7,o02 calories. 

(a) Moisture in the air-dried sample from 2 J to 3 per' p(»nt. 

LOWER KITTANNING COAL. 

SAMPLE AND SECTION 77b. 

Coal from mine of Great Western Sewer Pipe Works, Toronto, Jef- 
ferson county. The clay below the coal is removed and then the coal 
shot down. The coal is of secondary interest. The sample is fairly 
<rood and was cut by D. D. Condit, in December, 1907. 



SECTION 77 b 



Ft. In. _ 



4. Dark shale^ 

3. Bone coal, .0....4. J{ 



2. Coal, 3.__1. 



1. Fire clay, 

Chemical analysis and calorific value of Sample 77b : 



UltiTnate. 

Carbon 74.20 

Hydrogen 5.38 

Oxygen 7.93 

Nitrogen 1.27 

Sulphur 3.82 

Ash 7.40 



Proximate. 

Moisture 2.46(a) 

Volatile Matter 38.48 

Fixed carbon 51 . 66 

Ash 7.40. 



100.00 100.00 

Calorific value 7,591 calories. 

(a) Moisture in the air-dried sample about one to one and one-half per cent. 
1^ G s OF o. 
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THE MIDDLE KITTANNING OR NO. 6 COAL.' 

This has always been considered the most valuable seam in Ohio, 
It extends entirely across the state from Columbiana to Lawrence coun- 
ties, and is mined in a large or small way from the Pennsylvania line 
to the Ohio River. It is the most persistent seam in the state, though 
of course it varies in thickness from place to place. 

It is mined in a small way at Sheridan, Lawrence county, in the 
extreme southern part of the state. A section of the seam at this place 
is given on a later page. There, however, the Lower Kittanning or New 
Castle coal is the more important. 

Farther north in the county the coal is worked at a number of places 
and the quality is good; sometimes excellent. 

The following section measured at Mt. Vernon Furnace shows very 
well the stratigraphy of the coal formations in this part of the state.^ 

rt. 

Sandy shale with nodules of ore 12 

Upper Freeporty No. 7 or Waterloo coal (Blossom) 

Sandy shales 11 

Not seen 15 

f Shaly sandstone 12 

Lower Freeport^ No. 6 or Hatcher coal (Blossom) 

White clay 7 

Shales 8 

Sandstone ' 20 

Slate 4 

Middle Kittanning, No. 6, or Sheridan coal. , 

Shales with kidneys of ore 16 

Sandstone massive 29 

Coal blossom. 

Shaly sandstone 7 

Ijowcr Kittanning, No. 5 or Newcastle co<il. 

Not seen 8 

White sandstone 6 

Shales 4 

Limestone ore. 

Ferriferous limestone 6 

Clarion, No. 4a or TAmestone coal. 

White sandstone 6 

Coal blossom. 

Shales 16 

Brookville, No. 4 coal. 

Sandstone 16 

Not seen 6 



^ For method of sampling see .Chapter IX. 
•Vol. V, p. 103S. 194 
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From Lawrence county the seam extends across the northwest corner 
of Gallia where the coal is more valuable though not extensively mined. 
There the coal consists of three benches surmounted by a bed of clay, 
above which in turn is a thin layer of coal that Dr. Orton regarded as a 
continuation of the upper part of the great seam in the Hocking Valley.^ 
The seam lies about 215 feet above the Cambridge limestone. 

From Gallia the seam can be traced through the eastern part of 
Jackson county. There the coal is thinner and of less value. It cannot 
be mined for shipment as long as several thicker and more valuable seams 
are found in the same locality. The position of the seam is from 55 to 
•65 feet above the Ferriferous limestone. 

The coal is found on the eastern side of Vinton county and has long 
been mined at Zalesl^i on the B. & 0. S.-W. R. R. The seam consists 
of three benches, and the structure may be regarded normal for the state. 

Continuing northeast Waterloo township, Athens county is reached 
and this constitutes the southwestern comer of the great Hocking Valley 
field. The most valuable part of this field includes the northern half 
of Athens, the eastern edge of Hocking and the southern third of Perry 
counties. Orton rated it the most important coal field in the state. Its 
only rival is the Pittsburg field of eastern Ohio whose output is increasing 
rapidly and will probably soon surpass that of the Hocking Valley field. 

Concerning the structure of the seam in this field Dr. Orton has 
«aid:2 "In structure the Hocking Valley coal always has the three 
benches of the normal Middle Eittanning seam, with some addition of 
its own. In other words the great vein consists of the normal three- 
bench seam of Middle Kittanning age covered and reinforced by a Hock- 
ing Valley supplementary seam, the latter consisting of one or two or 
more benches. The supplementary seam is separated from the original 
fieam by a thin shale parting, which is often disregarded in mining, but 
which is for the most part distinctly recognizable when looked for." 

**The supplementary seam of the Hocking Valley is, in the general 
view, counted with the upper bench of the normal seam, the whole being 
known as the top coal. It has a maximum thickness of 10 feet. All 
the thickness of the Hocking Valley seam in excess of 6 feet, and in 
many parts of the field all in excess of 4^ feet, is to be credited to the 
supplementary' seam." 

** There are numerous irregular partings in this top coAl when it 
Ijecomes thick, only one of which is widely extended and measurably 
regular. A four-inch black slate, known as the third slate, and charged 
with sigillaria impressions, is found 8 to 9 feet above the bottom of the 
Great Vein, everywhere throughout Monroe township, in the Sunday 
Creek Valley. As it now appears, it is the same horizon at which a con- 
stant layer of cannel or horn coal is found throughout the western por- 

»Vol. V, p. 1047. 
•Vol. V, p. 921. 
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tions of the Great Vein. The coal above the slate becomes a rider seam. 
It runs too high in ash in most of the field where it occurs to be fairly 
marketable. It reaches a maximum thickness of 4 feet, but most of it i& 
left in the mines. " 

Concerning the character of the coal Dr. Orton said: *'The char- 
acter of the coal throughout the field is fairly uniform. Taken as a 
whole, it is an Open-burning coal of pronounced character, but the lower 
bench, burned by itself, is somewhat cementing. It is distinctly lamin- 
ated and holds a moderate proportion of mineral charcoal. It ignitea 
easily, swells slightly in burning, and leaves a white or gray ash. It is 
well approved for steam generation, and also for rolling mill fuel. To 
household use it is admirably adapted, rivalling in this line of service the 
block coals of the Mahoning and Tuscarawas Valleys." . 

The numerous sections and analyses found on later pages amply 
show the thickness, structure and composition of the seam. 

The following section measured in Monday Creek township on the 
extreme western edge of the Hocking Valley field shows the position of 
the Middle ICittanning with reference to the lower coals.^ 

Pt. In. 

Middle Kittanning, No, 6, coal 3 

Shales 24 

Lower Kittanning, No. 6, coal 11 

Ferriferoi2fl limestone and Baird ore 9 

Interval 70 

Upper Mercer limestone 1 S 

Upper Mercer coal, No. Sa 3 

Interval 46 

Lower Mercer limestone. 

In Perry county northeast of the Hocking Valley field the seam 
under consideration thins but is nevertheless of value. It has long been 
worked and will increase in importance with the exhaustion of the richer 
territory already reviewed. 

The seam is the main reliance of Muskingum county, both for 
domestic purposes and manufacturing. It extends across the county 
from the southwest to the northeast and is mined in the large or small 
way wherever present. It commonly ranges from 2^ to 3^ feet in thick- 
ness and is quite steady in thickness, structure and composition. 

The seam is found in the southeastern part of Coshocton county and 
is the main reliance of that community for fuel. The seam commonly 
consists of two benches and over considerable of the territory ranges 
from 3 to 3^ feet in thickness. Its quality is good but in places the 
seam is too soft to bear transportation well. 

In Tuscarawas county, lying east of Coshocton, the seam is found 
over a large area, existing in every township with the possible exception 
of Perry. It is at its best in the southeast comer where the coal occa- 

^VoT V, p. 907. 
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«ionally reaches 5 feet in thickness. Usually the coal has the 3 benches 
which are so characteristic. In 1906 this county produced over 1,400,000 
tons of coal, ranking seventh in the state. Much the larger part of this 
was from the seam under consideration. 

Holmes county lies north of Coshocton and contains the Middle 
Kittanning seam over much of the southern part. The coal sometimes 
reaches 3^ feet in thickness and usually has two benches. LaVjk of trans- 
portation facilities has retarded the development of the seam but it has 
rendered marked service to the farmers. 

The following section, taken in German township in the south- 
<jastem part of the county, shows very well the position of the seam with 
reference to the underlying strata :^ 

Ft. 

Gray shales *. 15 

Black shales 6 

Middli Kittanning coal (exposed) 2 

Shale and clay 10 

Sandstone ■. 12 

Shales with kidney ore 17 

Loner Kittanning coal (exposed) 2 

Clay 3 

Shales with kidney ore 17 

Sandstone ' 3 

Clay blossom. Clarion f 

Shaly sandstone 22 

Putnam Hill limestone 1 

Brookville coal. Blossom. 

Sandstone with iron ore 15 

Concealed .' 26 

Upper Mercer coal 4 

The Middle Kittanning coal is found in the western part of Carroll 
t?ounty, but it is there of comparatively small importaijce. According 
to Orton the Upper Freeport or No. 7 seam is the one valuable coal de- 
posit of that county.* 

The seam is found in the southeastern' part of Stark county and has 
long been mined in a large or small way. The coal has a maximum 
thickness of nearly 4 feet and is of good quality. Sometimes only two 
benches are found and at other times three. 

In this very rapid survey of the Middle Kittanning. field Columbiana 
county has been reached. Dr. Orton thus speaks of the seam in this 
county: **The Middle Kittanning coal is less valuable, relatively and 
absolutely, in Columbiana county than in any other county of the state 
in w^hich it occupies as wide an area. It is less than 1 *f oot in thickness 
wherever seen through the northern and central portions of the county, 
and is nowhere opened here. In the Ohio Valley it is known as the 

^Vol. V, p. 840. 
*VoL V, p. 244. 
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Block Vein and as the Hammondville Strip Vein, and about East Liver- 
pool as the Dry Run coal. Its quality here is so good that it is exten- 
sively worked in small mines, although its thickness ranges between 20 
and 32 inches, rarely reaching the latter figure."^ 

MIDDLE KITTANNING COAL. 
SAMPLE AND SECTION 78. 

Bristol Coal Company, section 30, Pike township, Perry county. 
Mine was wet and muddy and some mud fell into the coal. Nevertheless 
the sample is believed to be fair. It was 10 inches wide and 5 inches 
deep, and was taken by B. A. Eisenlohr in July, 1902. 

The No. 5 or Lower Kittanning seam was mined in the same locality. 



SECTION 78 



Ft In. 



6. Slate, 

6. Bone coal 10,tol2, 




4. Coal, upper bench 1„„.3. 

3. Parting, .0...1i. 

2. Coal, lower bench, ..l.-_7™ 



1. Fireclay,. 



Chemical analysis and calorific value of Sample 78 : 



Proximate. 

Moisture 7 . OO 

VolatUe Comb 37.12 

Fixed carbon 48 . 93 

Ash 6.95. 



Ultimate. 

Carbon 68.29 

Hydrogen 5 .58 

Oxygen 15.69 

Nitrogen 1 . 26 

Sulphur , 2.33 

Ash 6.95 

Calorific value 6,880 calories. 

. MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 79. 

Upson Mine, section 21, Salt Lick township. Perry county. Soft 
coal above upper bench rejected. Sample, 6 inches wide and 4 inches 
deep, was taken by B. A. Eisenlohr in July, 1902. 

^^oi. V,~p. 186. 
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Ft In. 
7. Soft coal, 6 to IS. 
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6. Coal, upper bench,. 4._. 3 



5. Parting, J0..,2i .J 



*4. Coal, middle bench, 1...-G 



3. Parting, ^0. 1 



2. Coal, lower bench, — 1.^-10. 



1. Fireclay,^ 

Chemical analysis and calorific value of Sample 79 : 



UUirnate. 

Carbon 68.30 

Hydrogen 5 .46 

Oxygen 16 . 14 

Nitrogen 1.18 

Sulphur 1.45 

Ash 7.47 



Proxtjnate. 

Moisture 7 . 76 

Volatile Comb 33.50 

Fixed carbon 51 . 27 

Ash 7.47 



Calorific value 6,772 calories. 



MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 80. 

Mine of Ilaydenville Coal Company, section 1, Green township, 
Hocking county. Thickness of seam is quite irregular. In places the 
upper bench is entirely wanting. Its greatest thickness is about 26 
inches. The mine was dry and the sample very fair. Sampled by B. A. 
Eisenlohr in Julv, 1902. 
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The No. 5 or Lower Kittanning seam was noted about 33 feet below 
and approximately 28 inches thick. 



SECTION 80 

Ft. In. 

8. Sandstone 

7. Draw slate, -..0...-.4,. 



6. Coal, upper bench,, 
5. Parting, 



.0....3. 



4. Coal, middle bench, 2...2J. 



3. Parting,. 

C. Coal, lower bench. 



..0..J. 



1. Fire clay,. 



Chemical analysis and calorific value of Sample 80: 



rithnnt( . 

Carbon 68.40 

Hydrogen 5 .45 

Oxyjjen 15 . 43 

N itrogen 1 . 18 

Snlphur 2.57 

Ash 6.97 

Calorific valno 6,901 calories. 



Proxinuitc. 

Moisture 6 . 55 

Volatile Comb 37.30 

Fixed carbon 49 . 18 

Ash 0.97 



MIDDLE KITTAXNLXG COAL. 

SAMPLE AND SRCTFON 81. 

]\riiie of J. W. Washburn, section 22, Starr township,' Hocking 
county. The roof is undulating and hence the thickness of the coal 
varies. The lower bench as well as the upper thins out in places. Sam- 
ple 14 inrlics wide by 4^ inches in depth. A little dirt fell into the 
sample, wliich was taken by B. A. Eisenlohr in July. 1f)02. 
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SECTION 81 

Ft. In. 
6. Sandstone, 

5. Draw slate^ 0...64 



4. Coal, upper bench^ .2,... 6 J 



3. Parting, 0....1.. 

2. Coal, lower bench, 0._. 5. . 

1. Tire clay,^ 

Chemical analysis and calorific value of Sample 81 : 

Ultimate. Proximate. 

-Carbon 67 . 33 Moisture 6 .52 

Hjdrogen 5.4$> Volatile Comb 38.30 

Oxygen 14.43 Fixed carbon 47 . 15 

Nitrogen 1.20 Ash 8.03 

Sulphur 3.52 

Ash 8.03 

Calorific value 0,^.50 calories. 



.MIDDLE KITTANNING COAL. 
SAMPLE AND SECTION 82. 

Bank of Gcorpfc Cherry, section 3, Swan township, Vinton county. 
Upper bench much harder than lower one. Sample cut about 60 feet 
from outcrop and is very good. It was taken by B. A. Eisonlohr in 
July, 1902. 

Chemical analysis and calorific value of Sample 82 : 



11 ti mate. 

Carbon 66 . 26 

Hydrogen 5 . 40 

Oxygen 12.71 

Nitrogen 1 . 23 

Sulphur 4.25 

Ash 10.15 

Calorific v;»lm' 6,845 calories. 



Proximate. 

Moisture 4 . 90 

Volatile Comb 39. 16 

Fixed carbon 45 . 79 

Ash 10.15 
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SECTION 82 



Ft. In. 



5. Shale, 2,..2J. 



4. Coal, upper bench, J 8,. 

3. Parting .0... 2. 

2. Coal, lower bench .O.^IK 

1. Bone coal, CL. — S„ 



if llB 



MIDDLE KITTANNING COAL. 
SAMPLE AND SECTION 82a. 

Mine of G. L. Chatfield, Sheridan, Lawrence county, the location 
being at almost the southernmost point in the state. The mine is small 
and probably never yields more than 200 bushels per day. The sample 
was taken about 300 feet from the entrance where the vertical cover was 
about 250 feet. The face from which the coal was cut had been exposed 
only three days. Sample consists of a section about 5 by 3 inches and 
was cut by D. D. Condit in November, 1907. 



SECTION 82 a 

Ft. In. 

5. Shale, unmeasured, 

4. Coal withshale^ 0.. ..6_ 

3. Shale persistent, -0 i., 

2. Coal, 2 ...6. 

1. Shale, unmeasured, 
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Chemical analysis and calorific value of Sample 82a : 



Ultimate, 

Carbon 64.95 

Hydrogen 5. 16 

Oxygen 14.42 

Nitrogen 1 .23 

Sulphur ' 3.82 

Ash 10.92 



Proximate, 

Moisture 6.64(a). 

Volatile Matter 34.28 

Fixed carbon 48.16 

Ash 10.92.. 



100.00 

Calorific value 6,6 

(a) Moisture in the air-dried sample from 2} to 3 per cent. 



100.00 
calorie^. 



MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 82b. 
^line of Black Diamond Coal Company, section 9, Greenfield town- 
ship, Lawrence county. The sample was taken from a fresh face, well 
under cover and measured 6 by 4 inches. The upper bench is less pure 
and varies much in thickness. The thin coal at the bottom is not mined 
and was rejected in sample. The latter was taken by D. D. Condit irt 
November, 1906. 

SECTION 82 b 

7. Gray shale,- 



Ft. In. 



6. Coal, upper bench^ 1.... 



5. Clay, ..5A -#?>: 



4. Coal, middle bench,.. 1. lOiJ 



3. Shale, 

2. Coal, lower bench... 
1. Clay, unmeasured, -- 



.. Ij 

O...^J 



Chemical analysis and calorific value of Sample 82b : 



ritimate. 

Carbon 65.71 

Hydrogen 5 . 48 

Oxygen 15.47 

>. itrogen 1.18 

Sulphur 3.64 

Ash 8.52 



Proximate. 

Moisture 8.08(a> 

VolatUe Matter 37.53 

Fixed carbon 45.87 

Ash 8.52 



100.00 100.00 

Calorific vahu' 6,717 calories. 

(a) Moisture in the air-dried sample from 2J- to 3 per cent. 
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MIDDLE KITTANNING COAL. 
SAMPLE AND SECTION 83. 

Mine of Luhrig Coal Company, section 4, Athens township, Athens 
county. The sample was 3^ inches wide and 5 inches deep, and was 
taken by B. A. Eisenlohr in July, 1902. Sample regarded first class. 

The Upper Freeport or No. 7 coal lies about 75 feet higher and is 1 
inches thick. 

SECTION 83 
9. Slate^ Ft. In. 



8. Coal, upper bench, 2 5.. 



7. Parting, .0. 



6. Coal, upperbench,, 1. 



6. Parting,- .0,..21.. 



4. Coal, middle bench, _1 9_ 



3. Parting, 0. 1. 

2. Coal, lower bench,_ .9.. 



1. Fireclay, 



t-\*-***^'i| 



Chemical analysis and calorific value of Sample 83 : 

Proximate. 



Ultimate, 

€arbon 69.22 Moisture 

Hydrogen 5-43 Volatile Comb. 

Oxygen 15 . 33 Fixed carbon . 

Nitrogen 1 .30 Ash 

Sulphur 0.90 

Ash 7.82 

Calorific vahic 6,868 calories. 



6.17 
36.40 
49.61 

7.82 
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MIDDLE KITTANNING COAL. 
SAMPLE AND SECTION 84. 

Mine of Carbondale Coal Company, section 36, Waterloo township,. 
Athens county. The sample is very fair. It measured 16 inches in 
width and 4^ inches in depth, and was taken by B. A. Eisenlohr ia 
August, 1902. 

SECTION 84 

Ft. In. 
10. Shale. 



9. Rooster coal, rejected, 1 ... 



8. Hardshale,. 0^. 6.,^^^ 



7. BonecoaU 1 .-^-f'P^ 

I* 



6. Coal, upper bench, . . 10. 

6. Parting, 0.. 4 J 




4. Coal, middle bench, 2 ... 4 



3. Partings 0...] 

2. Coal, lower bench, ,. 6. , 

1. Fireclay | 

Chemical analysis and calorific value of Sample 84 : 

Ultimate, Proximate, 

Carbon 69.21 Moisture 6.70 

Hydrogen 5.49 Volatile Comb 35.36 

Oxygen 15.09 Fixed carbon 51. 1^ 

Nitrogen 1.18 Ash 6.7S 

Snlphur 2.28 

Ash 6.75 

Calorific value 6,921 calories. 
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MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 85. 

Mine of J. P. Hardy, section 27 or 28, Waterloo township, Athens 
•county. Sample very good, taken by B. A. Eisenlohr in July, 1902. 



SECTION 85 ^ 

Ft. In. 
6. Shale, 

4. Coal, upper bench^ 2 0. 

3. Shale, .0.._lJ 

2. Coal, lower benchy S.\ 

1. Fireclay, r:>-.r.:.- 



Chemical analysis and calorific value of Sample 85 : 



Ultimate. 

<3arbon 67.40 

Hydrogen 5.49 

Oxygen 15. 55 

Nitrogen 1 .37 

Sulphur 2.14 

Ash 8.05 



Proximate. 

Moisture 6.80 

Volatile Comb 36.90 

Fixed carbon 48.25 

Ash 8.05 



Calorific value 6,794 calories. 



MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 86. 

Mine of Continental Coal Company, section 4 or 5, Ward township, 
Hocking county. The sample measured 6^ by 5 inches and is excellent. 
Taken by B. A. Eisenlohr in July, 1902. 

Chemical analysis and calorific value of Sample 86 : 



Ultimate, 

Carbon 70.05 

Hydrogen 5.52 

Oxygen 16.39' 

Nitrogen 1.42 

Sulphur 0.77 

Ash 5.85 



Proximate. 

Moisture 7 .55 

Volatile Comb 34.08 

Fixed earbon 52.57 

Ash 5.86 



Oalorifle value 6,950 calories. 



GEOLOGICAL SURVEY OP OHIO. 



207 



SECTION 86 



Ft. In. 



9. Slate, 



8. Coal, upper benclv 2 — jd„ 



7. Parting^ 0.._A. 



6. Coal, middle bench^ 3 (L 



5. Parting, .0....5., 



4. Coal, middle bench^ 1....5., 



S. Parting,. 



.0 Ij 



2. Coal, lower bench, 2 1 



1. Fire clay, _ .. ^Ji 



MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 87. 

Mine of New Pittsburg Coal Company, section 7, Ward township, 
Hocking county. Sample, 12 by 5 inches in cross section, taken by B. A* 
Eisenlohr in July, 1902. 
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SECTION 87 



10. Shale, _. 



Ft. In* 



9. Splint coal,... 1 ti_ 



8. Black shale. 




7. Coal, upper Bench,. 



.1^..3, 



6. Softcoal, rejected, 0.^10, 

6. Shale, ._0.-.4,_ 

4. Coal, middle bench, 1 6 



3. Shale, 0.._,J 



2. Coal, lower bench, 1 6, 



1. Fire clay,. 



Chemical analysis and calorific value of Sample 87 : 

Ultimate. Proximate. 

carbon 71 . 04 Moisture 7 . 4£P 

Hydrogen 5 .53 Volatile Comb 35.01 

Oxygen 16 . 53 Fixed carbon 52 . 73 

Nitrogen 1.43 Ash 4.81 

Sulphur 0.66 

Ash 4.81 

Calorific value 7,0.')7 calories. 

MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 88. 

Green & Hite Mine, Ward township, Hocking county. The sample- 
was 8 by 5 inches in cross section and was a very good one. Taken by 
B. A. Eisenlohr in July, 1902. 
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Ft In. 



12. Slate^ , 

11. Coal, ._ 1._.3- 
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10. Bastard cannel, .0 A^ 

9. Slate, .„_ .0 4. 

8. Bon^coal,. _..0 4. 



7. Coal, upper bencht K. .iO_l 



6. Soft coal, _..0-,..S, 

5. Parting, ..0„_3, 



4. Coal, middle bench,- _„ 2. 



3. Parting, ,0„,,L 



2. Coal, lower bench, ..,..,, L.,_ 3. 



1. Fireclay, 

Chemical analysis and calorific value of Sample 88 : 

Ultimate, Proximate. 

Carbon 70.58 Moisture 7.40 

Hydrogen ^ 5 . 55 Volatile Comb 34.17 

Oxygen 16 .49 Fixed carbon . : 53.43 

Nitrogen 1 .32 Ash 5^00 

Sulphur 1.06 

Ash 5.00 

Calorific value 7,027 calories. 

MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 89. 

Mine of Continental Coal Company, section 27, Dover township, 
Athens county. Sample 14 inches wide and 5 inches deep. Very good 
sample, taken by B. A. Eisenlohr in July, 1002. 

14 G. S OF o. 
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This coal is reached by a shaft 117 feet deep. Lying about 80 feet 
above this coal, the No. 7 seam was found 3^ feet thick. 



SECTION 89 



11. Soapstone, 



Ft In. 



10. Coal, 1-...6 

9. Shale, jO 4 

8. Bone coal,.... 8 




7. Coal, upper bench, ] £. 



6. Soft coal 0-...5. 

6. Shale, 0.-..3. 



4. Coal, middle bench, 1 6- 



3. Shale 0._1, 



2. Coal, lower bench,... - 1-..^. 



1. Fireclay 



Chemical analysis and calorific value of Sample 89 : 

Ultimate. Proximate, 

Oarbon 69.82 Moiatnw 7.14 

Hydrogen 5.66 Volatile Comb 34.22 

Oxygen 15.45 Fixed earbon 51.92 

Nitrogen 1.80 A«h 6.72 

Sulphur 1.65 

Ash 6.72 

Calorifio value 6,863 ealoriee. 
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MIDDLE KITTANNINQ COAL.. 
SAMPLE AND SECTION 90. 

Continental Coal Company, Mine No. 4, section 8, Trimble township. 
Athens county. Coal reached by a shaft 135 feet deep. Sample 8 by 7 
inches, taken by B. A. Eisenlohr in July, 1902. 



SECTION 90 



10. Slate,. 



Ft. In. 



9. Rooster coal, 3--.0 



8. Caimelcoal, 1-.-6 



7. Bone coal,. 



.1_...3.. 



% 



* Coal, upper bench,^ 2 — 



6. Parting, .0--3- 

4. Coal, middle bench, 1...-XJ. 

3. Partings .O....i. 



2 Coal, lower bench, 2 t>. 



1. Fireclay,, 
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Chemical analysis and calorific value of Sample 90: 

Proximate. 



Ultimate, 

Carbon 69.4^3 

Hydrogen 5.45 

Oxygen 16.16 

Nitrogen 1 . 34 

Sulphur 0.86 

Ash 6.73 

Calorific value 6S94 calories. 



Moisture 7.2» 

Volatile Comb 32. 3» 

Fixed carbon 53 . 61 

Ash 6.7a 



MIDDLE KITTANNING COAL. 
SAMPLE AND SECTION 89a. 

Mine of Canaanville Coal Compan3% Canaan township, Athens 
county. This is a shaft. mine, 412 feet in depth. The sample was cut 
near the air shaft and measured 5 by 3 inches. The lower bench of the 
coal was wet. Sampled by D. D. Condit in November, 1907. 

SECTION 89a 

Ft. In. 
9. Shale, unmeasured, 

8. Coal, O.-.IO. 

7. Shale, 0-._3 -^^p 

I 
6. Coal, upper bench^ 1-.- T 

6. Shale^ 0..2f , 

4. Coal, middle bench, 0-- 61. 

3, Bonecoal, 0- - l^ 

2. Coal, lower bench,. 2-.-.4. 

1. Clay, unmeasured, 
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Chemical analysis and calorific value of Sample 89a : 

Ultimate. Proximate. 

Carbon 69.25 Moisture 6.36(a) 

Hydrogen 5.40 Volatile 34.19 

Oxygen 14.92 Fixed carbon 50.96 

Nitrogen 1.43 Ash 8.49 

Sulphur 0.51 

Ash 8.49 



100.00 100.00 

Calorific value 6,919 calories. 

(a) Moisture in the air-dried sampde from 2} to 3 per cent. 



MIDDLE KITTANNING COAL. 
SAMPLE AND SECTION 91. 

S. C. C. Company, Mine No. 8, section 9, Monroe township. Perry 
<,'onnty. Excellent sample 8 inches wide and 4 deep, made by B. .V. 
Eiseniohr in July, 1902. 

Chemical analysis and calorific value of Sample 91 : 

Vltimate. Proximate. 

Carbon 70.30 Moisture 6.79 

Hydrogen ^ 5.49 Volatile Comb 35.45 

Oxygen 16.00 Fixed carbon 51 . 85 

Nitrogen 1.30 Ash 5.91 

Sulphur 1.00 ^ 

Ash 5.91 

Calorific value 6,983 calories. 



MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 92. 

E. E. Tharp's Mine, section 14, Pike township, Perry county. Sam- 
ple 10 by 5 inches, and was taken by B. A. Eiseniohr in July, 1902.. 
Sample very good. 

Chemical analysis and calorific value of Sample 92 : 

Ultimate. Proximate. 

Carbon 66.05 Moisture 5.25 

Hydrof?en 5.3S Volatile Comb 38.85 

Oxygen 14 . 10 Fixed carbon 46 . 04 

Nitrogen 1.18 Ash 9.88 

Sulphur 3.43 

Ash 9.86 

Caiorific value 6,773 calories. 
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SECTION 91 



6. Shale,. 



Ft In. 



6. TopcoaU 3 0. 



4. Coal, upper bench, 3 oJ 



3. BonecoaL 



..2... .5., 



2. .Coal, lower bench, 2.-.,'i 



1. Fireclay, E^l^ 



OEOLOdOAL SUBVEY OF OHIO. 

SECTION 92 

Ft. In. 

6. Sandstone^ - _..^2i 

6. Coal, upper bench, 2..-i)" 

4. Pyrites,..- - 0... 4 

a Coal» lower bendi^. .2 ....S. 

2. Bottom coal, : — 2 

1. Fireclay,^ -I^^S' 
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MIDDLE KITTANNINQ COAL. 
SAMPLE AND SECTION 98. 

National Fuel Company, Mine 34, section 3, Bearfield township. 
Perry county. Sample about 20 inches wide and 4 deep, taken by B. A. 
Bisenlohr in July, 1902. 

SECTION 93 ^ ^ 

Ft. In. 

7. Shale, 

6. Coal, upper bench, 8. 

6. Pyrites, 

4. Coal, middle bench, .0 .6. 

3. Parting, 1- 

2. 'Coal, lower bench, 2.. ..6- J 



1. Fireclay,... 
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Chemical analysis and calorific value of Sample 93 : 



Ultimate. 

Carbon 65.43 

Hydrogen 5-26 

Oxygen 13.03 

Nitrogen 1.22 

Sulphur 4.96 

Ash 10.10 



Proximate. 

Moisture 5 . 90 

Volatile Comb 36.58 

Fixed carbon 47.42 

Ash 10.10 



Calorific value 6,686 calories. 



MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 94. 

Keystone Mine, No. 1, section 20 and 29, Harrison township. Perry 
county. Sample very good, cut from section 2 feet wide and 4 inches 
deep by B. A. Eisenlohr in July, 1902. 



SECTION 94 



9. Soapstone,.. 

8. Bone coal,.. 
7. Draw slate,. 



Ft In. 

-^.--MM 






6. Coal, upper bench, 



.1-...4. 



6. Parting, 1^ ] 

4. Coal, middle bench, ...0 7. 

3. Pyrites, Jd 1- 



2. Coal, lower bench,... l..-.6,^ 



1. Fireclay, 



Chemical analysis and calorific value of Sample 94 • 



Ultimate. 

Carbon 69.77 

Hydrogen 5 .60 

Oxygen 15 . 77 

Nitrogen 1.26 

Sulphur 2.34 

Ash 5.26 

Calorific value 7,008 calories. 



Proximate. 

Moisture 7.21 

Volatile Comb 37.60 

Fixed carbon 49.93 

Ash 5.26 
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MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 95. 

Yost's Mine, section 18, Clayton township. Perry county. Sample 
.about 21 by 7 inches, cut by B. A. Eisenlohr in July, 1902. 

oECnON 95 

Ft In. 
9. Soapstone,. Jo 0. 



8. Black shale, .....1-...1. 

7. Bone coal, .0^.--.6.J 



6. Coal, upper bench, 0. ...8. 

5. Parting, ;. ..O.-.-l^ 

4. Coal, middle bench, .0 — 6. 

3. Parting, ^0-— 3-| 



2. Coal, lower bench,. 1. 



1. Fire (day, .....^ ......«••..««« .--- 

Chemical analysis and calorific value of Sample 95 : 



Proximate. 

Moisture 6.72 

Volatile Comb 38.30 

Fixed carbon 48 . 34 

Ash 6.64 



Ultimate, 

•Carbon 68 .45 

Hydrogen 5.61 

Oxygen 15.58 

Nitrogen 1.29 

Sulphur 2.43 

Ash ....' 6.64 

Calorific value 6,903 calories. 

MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 96. 

S. T. Jones' Mine, section 14, Newton township, Muskingum count3^ 
Sample 18 by 5 inches, cut by B. A. Eisenlohr in July, 1902. Seventy 
feet below this, another seam was observed with a blue fossiliferous lime- 
stone overlying it. 

Chemical analysis and calorific value of Sample 96 : 

Ultimate. Proximate. 

Carbon 65 . 88 Moisture 5 . 02 

Hydrogen 5.2i) Volatile Comb 38.16 

Oxygen 12. 18 Fixed carbon 47.26 

Nitrogen 1.12 Ash 9.56 

Sulphur 5.97 

Ash 9.56 

Calorific value 6,758 calories. 
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SECTION 96 



Ft. In. 



6. Bone coal,. 



..0 8-.; 



4. Coal, upper bench^ 1...-10. 



3. Parting,. 



.0 1. 



2. Coal, lower bench,. 1.-..7- 



L Pireday,^.^ 



MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 97. 

Mine of the New Crescent Mining Company, section 5, Harrison 
township, Perry county. Sample excellent, cut from a section 18 by & 
inches by B. A. Eisenlohr in July, 1902. 



SECTION 97 



7.' Soapetone,. 



6. Bone coal,. 
6. Shale 



Ft. In. 



m 



.0.,..2.J 



4. Coal, upper bench^ 
3. Parting,. 



.1...J. 



2. Coal, lower bench,. 



.2.. ..3. 



1. Fireclay,. 



fei^^S*^ 
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Chemcial analysis and calorific value of Sample 97 : 



Uliimaie, 

Carbon 67.77 

Hydrogen 6.37 

Oxygen 13.85 

Nitrogen 1 .18 

Sulphur 3.38 

Ash , 8.45 

Calorific valli^ 



Proaimaie, 

Moisture 5.70' 

VolatUe Comb 38. 83^ 

Fixed carbon 47.02 

Aflh 8.45- 



.6,851 calories. 



MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 98. 

Mine of Hamilton & Wallace Coal Company, section 13, Harrison- 
township, Perry county. Sample cut near the face of a new opening 
about 150 feet from mouth of the mine. Sample about 15 by 6 inches,, 
cut by B. A. Eisenlohr in July, 1902. 



SECTION 98 



Ft In. 



9. Soapstone,. 



8. Bone coal,. -1 1, 

7. Shale, 0...2. 

6. Coal, upper bench, -0 — 6_ 

6. Parting, 0.. . 1 

4. Coal, middle bench,- J...0.. &.\ 

3. Parting, .0.. li. 



2. Coal, lower bench, _1...10. 



1. Fireclay,, 



Chemical analysis and calorific value of Sample 98 : 



» Ultimate. 

Carbon 68.06 

Hydrogen 5. 49 

Oxygen 14.89 

Nitrogen 1.26 

Sulphur 2.72 

Ash 7.58 



Proximate. 

Moisture 6 .40 

Volatile Comb 38.00' 

Fixed carbon 48.02' 

Ash 7.58i 



Calorific value 6,867 calories. 
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MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 99. 
Mine of Prank Lacey, Washington township, Muskingum county. 
Excellent sample cut from a section about 24 by 6 inches, by B. A. 
Eisenlohr in July, 1902. 

SECTION ^ 

Ft In. . 
6. Soapetone, ,. ^i- 

6. Shale, .0^.2 



4. Coal, upper bench, ...li. 

3. Pyrites. 0....2- 

2. Coal, lowerbench^ T. 

1. fireclay, ^i'M^ 

Chemical analysis and calorific value of Sample 99 : 




Ultimate. 

<^arbon 

Hydrogen 5 .34 



Proximate. 

67.16 Moiature 5.44 

VolatUe Comb 3«.15 

Oxygen 13.27 Fixed carbon 46.18 

Nitrogen 1.18 Ash J. 28 

■Sulphur 3.77 

Ash 9.2S 

Calorific value 6,822 calories. 

MIDDLE KITTANNING COAL. 
SAMPLE AND SECTION 100. 
Mine of Wesley Wells, section 30 or 31, Harrison, township, Musk- 
ingum county. Excellent sample cut from section about 22 by 6 inches, 
hy B. A. Eisenlohr in August, 1902. 



Ft In. 



SECTION 100 
6. Sandstone, 

6. Shale, 16.-0, 



4. Coal, upper bench^ 1... 1 

3. Parting,. ^0....2- 



2. Coal, lower bench^ 

1. Fireclay,- 
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Chemical anal3^sis and calorific value of Sample 100 : 



Proximate, 

Moisture 4.67- 

Volatile Comb 40.32 

Fixed carbon 45 . 1 S 

Ash 9.83: 



UltimaU. 

Carbon 67.71 

Hydrogen 5.38 

Oxygen 11.82 

Nitrogen 1 . 16 

Sulphur 4.10 

Ash 9.83 

Calorific value 6,873 calories. 

MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 101. 
Mine of Walnut Hill Coal Company, section 13, Brush Creek town- 
ship, Muskingum county. Excellent sample, about 13 by 7 inches, cut 
by B. A. Eisenlohr in August, 1902. 



SECTION 101 



Ft. In. 



6. Sandstone*. 
5. Shale, 



; ^rT'^'g^ 



..20.. -.0. 



4. Coal, upper bench, 1 7.1 

3. Parting, 

2. Coal, lower bench, 2.. ..0,1 



1. Fireclay, 

Chemical analysis and calorific value of Sample 101 



Proximate. 

Moisture 5 . 0*i 

Volatile Comb 39 . 75 

Fixed carbon 45 . 4f> 

Ash ' 9.77 



Ultimate. 

Carbon 65 . 7 i 

Hydrogen 5.32 

Oxygen 12.49 

Nitrogen 1 . 14 

Sulphur 5 . 54 

Ash 9.77 

Calorific value 6,802 calories. 

MIDDLE KITTANNING COAL, 

SAMPLE AND SECTION 102. 
Mine of E. R. Birkhimer, Madison township, ^luskingum county. 
Excellent sample, about 24 by 5 inches, and cut by B. A. Eisenlohr in 
Auerust, 1902. 



222 



BULLETIN NO. 9. 



SECTION 102 



5. Soapstone,. 



Ft. in. 



4. Coal, upper bench, 2... 1. 



3. Parting, .0....1i. 

2. Ck)al, lower bench^ .0.. ..7. 

1. Fireclay, 

Chemical analysis and calorific value of Sample 102 : 

Ultimate. Proximate. 

■Carbon 66.69 Moisture 4.76 

Hydrogen 5.35 Volatile Comb 39.88 

Oxygen 12.05 Fixed carbon 46.09 

Nitrogen 1.28 Ash ^ 9,28 

tSulphur 5.35 

Ash ».28 

Calorific value 6,854 calories. 



MIDDLE KITTANNING COAL. 
SAMPLE AND SECTION 103. 

Mine of E. U* Farrell, Madison township, Muskingum county. Ex- 
"cellent sample, about 20 by 5 inches, and cut by B. A. Eisenlohr in 
August, 1902. 

SECTION 103 



Ft In. 



6. Sandstone,.. 
J5. Shale........ 



4. Coal, upper bencfa^ . 



.-2.... Id, 



3. Partings 0. ..2. 

2. Coal, lower bench, 0---8- 

1. Fireclay,- 



-^"■9ily 
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Chemical analysis and calorific value of Sample 103 : 



Ultimate. 

Carbon .'. 69.58 

Hydrogen 5. 47 

Oxygen 12.58 

Nitrogen 1.30 

Sulphur 4.49 

Ash 6. 58 



Proximate, 

Moisture 4.62 

Volatile Comb 40.95 

Fixed carbon 47.85 

Ash 6.58 



Calorific value 7,126 calories. 



MIDDLE KITTANNING COAL. 
SAMPLE AND SECTION 104. 

Mine of A. W. Smith, Muskingum township, Muskingum county. 
The sample was cut from a section, about 18 by 5 inches, by B. A. Eisen- 
lohr in August, 1902. A little mud fell into the coal, hence the sample 
IS not first class. 



SECTION 104 



Ft Iiu 



8. Shale 

7. False roof (dirty coal),. 



6. Coal, upper bench, 1 — 7- 

6. Pyrites,- 3, 

4. Coal, middle bench, .6_ 

3. Parting, a....2 

2. Coal, lower bench,- ^ -.1 6. 

1. Fireclay, J^^ 



Chemical analysis and calorific value of Sample 104 : 



Ultimate. 

Carbon 70.54 

Hydrogen 5 . 57 

Oxygen 13. 77 

Nitrogen 1.26 

Sulphur 3.03 

Ash 5.23 

Calorific value 7,191 caloriea 



Proximate. 

Moisture 5.55 

Volatile Comb 40.27 

Fixed carbon 48 . 95 

Ash 5.23 
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MIDDLE KITTANNING COAL. 
SAMPLE AND SECTION 105. 

Mine of A. W. Marshall, section 17, Jackson township, Coshocton 
county. Very good sample cut from section about 12 by 5 inches by 
B. A. Eisenlohr in August, 1902. About 20 feet lower is another coal, 
4 feet thick, and about 60 feet below the No. 6 seam is still another coal, 
18 inches thick. The latter is covered with a fossiliferous and the former 
with a non-fossiliferous limestone. 

SECTION 105 ^ j^_ 



6. Sandstone, 

5. Shale, 0-...8 



4. Coal, upper bench,. -2 — 9 

8. Parting,. 0-..1. 

2. Coal, lower bench, 0..11 

1. Fireclay, -h»i-v.^^i 

Chemical analysis and calorific value of Sample 105 : 

Ultimate. Proximate. 

Carbon 69.29 Moisture 5.32: 

Hyarogen 5.50 Volatile Comb 40. 9^ 

Oxygen 13 . 45 Fixed carbon 47 . 45 

Nitrogen : . . . 1 .24 Ash 6.S0 

Sulphur 4.22 

Ash 6.30 

Calorific value 7,086 calories. 



MIDDLE KITTANMNG COAL. 

SAMPLE AM) SECTION 106. 

Mine of G. W. Levengood, secticm 20, Clark township, Coshocton 
county. Where sample was cut the lower bench is wanting. Excellent 
sample about 18 by 6 inches and cut by B. A. Eisenlohr in Auirust, 1902- 
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Ft In. 
4. Sandstone,.. 

8. Shale, 3L.,-0-.^ 
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Z Coal, 2.-, 5.. 



Proximate, 

Moisture 5 . 30 

Volatile Comb 39.08 

Fixed carbon 49.47 

Ash 6.16 



1. Pizeday,. 

Chemical analysis and calorific value of Sample 106 
Ultimate. 

Carbon 69.59 

Hydrogen 5 .50 

Oxygen 13.92 

Nitrogen 1.12 

Sulphur 3.72 

Ash 6.16 

Calorific value '■ 7,084 calories. 

MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 107. 

Mine of E. McClure, Keene township, Coshocton county. Sample 
very good, cut from a section about 24 by 5 inches by B. A. Bisenlohr in 
August, 1902. 

SECTION 107 

Ft. In< 
3. Shale, ., 



?. Coal,, 2. 




1. Rreclay,.. 



Chemical analysis and calorific value of Sample 107 : 



Ultimate, 

Carbon 70.90 

Hydrogen 5.5ts 

Oxygen 14.02 

Nitrogen 1.24 

Sulphur 3.18 

Ash 5.08 

Calorific value 7,194 calories. 

15 G. 5. OF o. 



Proximate. 

Moisture 5 . 40 

Volatile Comb 39.92 

Fixed carbon 49 . 60 

Ash 5.08 



V^ 



Y S 
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MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION lOa. 

Mine ofj Best Coal Company, Franklin township,. Coshocton county. 
Sample fine, 'cut from section about 12 by 4 inches by B. A. Eisenlohr in 
August, 1902. . 

SECTION 108 

Ft IlL _ 
6. Shale^ _ 



4 Coal, ut>per bench^..... .2_ JO. 



8. fturting,, 0... 



2. Coal, lower bench^ ] 4 



1. Fireclay -I? 



:e*r^- 



Chemical analysis and calorific value of Sample 108 : 



Proximate. 

Moisture 4 . 9» 

Volatile Comb 41.11 

Fixed carbon 48.97 

Ash 5.69 



Ultimate. 

Carbon 71.42 

Hydrogen 6 .41 

Oxygen 12.36 

Nitrogen 1.22 

Sulphur 4.00 

Ash 6.69 

Calorific value 7,269 calories. 

MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 109. 

Mine of Charles Fillomlee, Virginia township, Coshocton county. 
Coal contains numerous pyrite and soot streaks. Sample rather dirty. 
Cut from a section about 24 by 5 inches by B. A. Eisenlohr in August, 
1902. 

Chemical analysis and calorific value of Sample 109 : 

Ultimate. Proximate. 

Carbon 69.49 Moisture 5.12 

Hydrogen 5.45 Volatile Comb 38.99 

Oxygen 12.97 Fixed carbon 48.87 

Nitrogen 1 .20 Ash 7 .02 

Sulphur '. ... 3.87 

Ash 7.02 

Calorific value 7,066 calories. 
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Pt. In. 



5. Shale,. 
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4 Coal, upper bench,... S—.-O^ 



8. Parting^,.:.... O...U-J 

2. Coad, lower bench, .0....7.] 

L ilireclay 



MIDDLB KITTANNING COAL. 
SAMPLE AND SECTION 110. 



Mine of J. P. Patton, Coshocton county. Gk>od sample cut from a 
section about 18 by 5 inches by B. A. Eisenlohr in August, 1902. 



SECTION 110 

Pt. In. 

6. Sandstone, 

6. Shale, 3. 



4. Coal, upper bench, 2 9.. 



3. Parting,... 0... 

2. Coal, lower benchy j 

1. Fire clay,_ 

Chemical analysis and calorific value of Sample 110 : 

Ultimate, Proximate. 

Carbon 01.59 Moisture 6,60 

Hydrogen 4-. 95 Volatile Comb 34.69 

Oxygen 14.25 Fixed carbon 46.43 

Mtrogen 1.08 Aah 13.28 

Sulphur 4.87 

Ash 13.28 

Calorific value 6,222 calories. 
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MIDDLE KITTANNING COAL. 
SAMPLE AND SECTION 111. 

Mine of W. J. Young, section 24, Linton township, CoshoctOD 
county. Pair sample cut from a section about 25 by 5 inches by B. A. 
Eisenlohr in August, 1902. 



SECTION Hi 



Ft In. 



7. Sandstone^ 

6. Shale, O.,,10. 

6. Dirty coal, 5. 



4. Coal, upper bench, 2^ 



3. Parting, .._0_.2. 

2. Coal, lower bench,- ,0._10- 

1. Fireclay, 

Chemical analysis and calorific value of Sample 111 : 

Ultimate, Proximate. 

Carbon 71 .34 Moisture 4.37 

Hydrogen 5.56 VolatUe Comb. 40.97 

Oxygen 12.85 Fixed carbon 49.30 

Nitrogen ^ 1.28 Ash 5.36 

Sulphur 3.61 

Ash 6.36 

Calorific value 7,247 calories. 



MIDDLE KITTANNING COAL. 
SAMPLE AND SECTION 112. 

Mine of Peter Hammersly, section 2, Linton township, Coshocton 
county. Sample not very good owing to bad condition of mine. Cut 
from section about 16 by 7 inches by B. A. Eisenlohr in August, 1902. 
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SECTION 112 

Ft. In. 

6. Sandstone, 

5. Shale, 
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4. Coal, upper bench, .2-^10. 



3. Parting, 0....2. 

2. Coal, lower bench, .^ — 6 

1. Fireclay, 



Chemical analysis and calorific value of Sample 112: 



mUfnate. 

Oarbon 63.08 

Hjdrogen 5.37 

Oxygen 21.73 

Nitrogen 1 . 15 

SulpKur 2.03 

Ash 6.64 



Proximate. 

Moisture 10 .93 

Volatile Comb 34.00 

Fixed carbon 48 .43 

Ash 6.64 



Calorific value 6,133 calories. 



SAMPLE AND SECTION 113. 

Mine of Peter Henricks, section 20, Oxford township. Coshocton 
county. New mine, sample taken about 225 feet from entrance. Coal 
has numerous pyrite bands. Good sample cut from section, about 24 by 
5 inches, by B. A. Eisenlohr in August, 1902. 



SECTION 113 



Ft. 



6. Sandstone,. 
5. Shale,- 



4. Coal, upper bench^ 1 S- 

3. Pyrites. -0...1i. 

2. Coal, lower bench, 0....7. 

1. Fireclay,.... 
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Chemical analysis and calorific value of Sample 113 : 



Proximate. 

Moisture 4.44 

Volatile Comb 40.71 

Fixed earboB 60.40 

Ash 4.45 



Ultimate. 

Carbon 72.65 

Hjdrogen. 5.53 

Ozjgen 12;48 

Nitrogen 1.35 

Sulphur 8.54 

Ash 4.40 

Calorific value 7,351 calories. 

MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 114. 

Mine of Toung Brothers, section 1, Adams township, Coshocton 
county. Coal has numerous pyrite layers which appear and disappear. 
Sample not the best. Cut from section about 30 by 4 inches, by B. A. 
Eisenlohr in August, 1902. 

SECTION n4 

Pt Id, 
4. Sandstone,- __,g^g 

3. Shale, 20— ...0- 



2. Coal,, 2^. .4 J 



1. Fireclay,. 



Chemical analysis nd calorific value of Sample 114: 



Ultimate. 

Carbon 67.51 

Hydrogen 5.40 

Oxygen 11.74 

Nitrogen 1.24 

Sulphur 5.36 

Aflh 8.75 



Proximate. 

Moisture 4.5^ 

Volatile Comb 39. IS 

Fixed carbon 47 .4^ 

Ash 8.75. 



Calorific value 6,878 calories. 



:\IIDDLE KITTANNING COAL. 
SAMPLE AND SECTION 115. 

Mine of A. J. Hawk, Jefferson township, Tuscarawas county. Sam- 
ple not satisfactory. Eight inches of coal were left at the top. Sampled 
by B. A. Eisenlohr in August, 1902. 
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SECTION 115 



Ft In. 



4. Sandstone,. 
3. Shale 



2. Coal, 2 — 8 J 



1. Fireclay, 

Chemical ahalysis and calorific value of Sample 115 : 



Proximate, 

Moisture 4.72 

Volatile Comb 40.30 

Fixed carbon 49 . 51 

Ash 5.47 



Ultimate, 

Carbon 71.08 

Hydrogen 5.53 

Oxygen 12.55 

Nitrogen 1.32 

Sulphur 4.05 

Ash 5.47 

Calorific value 7,199 calories. 

MIDDLE KITTANNINQ COAL. 

SAMPLE AND SECTION 116. 

Mine of Troyer & Co., Bucks township, Tuscarawas county. Coal 
has irregular streaks of pyrite. Sample excellent. Cut from section 
about 16 by 4 inches, by B. A. Eisenlohr in August, 1902. 



SECTION 116 



Ft. In. 



4. Sandstone, 

3. Shale, 15. ...0. 




2. Coal 2... 11 



1. Fireclay,- 
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Chemical analyBis and calorific value of Sample 11 6 : 



Proximate. 

Moisture 5 . 11> 

Volatile Comb 40.79 

Fixed carbon 48 . 15 

Ash 5.87 



Ultimate. 

Carbon 70.12 

Hydrogen 5 .59 

Oxygen 13.51 

Nitrogen 1 .36 

Sulphur 3.55 

Ash , 5.87 

Calorific value 7,122 calories. 

MIDDLE KITTANNINQ COAL. 

SAMPLE AND SECTI6n 117. 

Mine of John S. Baker, section 4, Crawford township, Coshocton 
county. Good sample cut from section about 14 by 6 inches, by B. A. 
Eisenlohr in August, 1902. 

SECTION 117 

Ft, In. 
6. Soapstone, 

6. Shale 



4. Coal, upper bench, 2 . 



3. Parting, 0. 

2. Coal, lower bench, 0. 

1. Fire clay, 




Chemical analysis and calorific value of Sample 117 



UUimate. 

Carbon 64.78 

Hydrogen 5.23 

Oxygen 11.98 

Nitrogen 1.12 

Sulphur 5.60 

Ash 11.29 

Calorific vahie '. 6,594 calories. 



Proximate. 

Moisture 4. 70 

Volatile Comb 39.20 

Fixed carbon 44 . 81 

Ash 11.29 



MIDDLE KITTANNING COAL. 
SAMPLE AND SECTION 118. 

Mine of* Adam Miller, sectivm 5, White Eyes township, Coshocton 
county. Pine sample. Cut from section about 15 by 5 inches, by B. A. 
Eisenlohr in August, 1902. 
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SECTION lie 

Ft In. 

7. Sandstone, ._ 

6. Soapstone, .^__ 

5. Shale 0....J6. 
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4. Coal, upper bench, 2..._;9. 

3. Parting, 0....1A. 

2. Coal^ lower bench,. O^.JLJ 

1. Fireclay, 

Chemical analysis and calorific value of Sample 118 : 



Ultimate. 

Carbon 67.41 

Hydrogen 5.32 

Oxygen 13.13 

Nitrogen 1.18 

Sulphur 4.36 

Ash 8.60 



Proximate. 

Moisture 5 .32 

Volatile Comb 37.39 

Fixed earbon 48.69 

Ash 8.60 



Calorific value 6,828 calories. 



INIIDDLE KITTANNINQ COAL. 

SAMPLE AND SECTION 119. 

Mine of Michael Zalmer, section 24, Walnut Creek township, Holmes 
<jounty. The coal in this mine is more or less red and weathered. Sam- 
ple cut from section about 14 by 7 inches, by B. A. Eisenlohr in August, 
1902. 

Chemical analysis and calorific value of Sample 119 : 



UlHmqte. 

Carbon 70.62 

Hydrogen 5 . 42 

Oxygen 17 . 31 

Nitrogen 1 . 44 

Sulphur , 1.00 

Ash 4.21 



Proximate, 

Moisture 7 .31 

Volatile Comb , . . . 34.92 

Fixed carbon 53 . 56 

Ash 4.21 



Calorific value 6,952 calories. 
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SECTION 119 



Ft. In. 



3. Shale,. 



2. Coal,- 



.2....6- 



1. Fire clay, 



MIDDLE KITTANNINQ COAL. 

SAMPLE AND SECTION 120. 

Mine of Lewis McFarland, section 24, White Eyes township, Coshoc- 
ton county. Good sample cut from section about 14 by 4 inches, by 
B. A. Eisenlohr in August, 1902. 

SECTION 120 

Ft. In. 

9. Sandstone, ■ E^^ 

8 Soapstone, s'—OT to 12..--0.^^;Vf^ 

7. False roof (dirty coalV -^ ^ 

6. Coal, upper bench, 2 u. 

6w Pyrites, 0-...1 

4. Coal, middle bench, -1 

3. Partings 0-...2- 

2. Coal, lower bench^ 1 — 2- 

1. Fireclay, „..J^^^ 
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Chemical analysis and calorific value of Sample 120 : 



Ultimate. 

Carbon 70.1)4 

Hydrogen 5. S3 

Oxygen 12.63 

Nitrogen 1.30 

Sulphur 3.63 

Ash 5.97 



Prowimate, 

Moisture 4.60 

Volatile Comb 38.73 

Fixed carbon 60.80- 

Ash 5.9r 



Calorific value '. . 7,173 calories. 



MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 121. 

« 

Mine of Timothy Sewell, Dover township, Tuscarawas county. Coal 
quite free from pyrite except in the parting. Good sample, cut from 
section about 12 by 7 inches, by B. A. Eisenlohr in August, 1902. 



SECTION 121 

Pt. In. 

7. Sandstone,. 

6. Shale,! 12^. .0.. 

6. Bone coal,- 5, 



4. Coal, upperbench, 2 5. 



3. Parting, _q | 

2. Coal, lower bench, i o 

1. Fireclay, 



_ _ - , i; »^ -tH^ril 



Chemical analysis and calorific value of Sample 121 : 

Ultimate, Proximate, 

Carbon 72.13 Moisture 3.52^ 

Hydrogen 5.41 Volatile Comb 40.25 

Oxygen 12.00 Fixed carbon 50.22- 

Nitrogen 1.28 Ash 6.01 

Sulphur 3.17 

Ash 6.01 

Calorific value 7,297 calories. 
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MIDDLE KITTANNINQ COAL. 
SAMPLE AND SECTION 122. 

Mine of Joseph Shilling, Dover township, Tuscarawas county. Good 
sample, cut from section about 14 by 6 inches, by B. A. Eisenlohr in 
August, 1902. 

SECTION 122 

Ft. In. 



3. Coal, upper bench, 2. 

2. Pyrites, .0.. 

1. Coal, lower bench, 1.. 

Chemical analysis and calorific value of Sample 122 : 

Ultimate. Proximate. 

Carbon 67.54 Moisture 4.94 

Hydrogen 5.14 Volatile Comb 36.20 

Oxygen 12.33 Fixed carbon 49.36 

Nitrogen 1 .30 Ash 9 .50 

Sulphur 4.19 

Ash 9.50 

Calorific value 6,856 calories. 

MIDDLE KITTANNING COAL. 
SAMPLE AND SECTION 123. 

Mine of East Gtoshen Coal Company, section 12, Goshen township, 
Tuscarawas county. Coal has considerable pyrite, especially in the lower 
and upper benches. Good sample cut from section about 14 by 4 inches. 
Sampled by B. A. Eisenlohr in August, 1902. 

Chemical analysis and calorific value of Sample 123 : 

Ultimate. PrwoimaU. 

Carbon 70.26 Moisture 3.51 

Hydrogen 5.45 Volatile Comb 41.60 

Oxygen 10 . 82 Fixed carbon 47 . 20 

Nitrogen 1 .22 Ash 7 .69 

Sulphur 4.56 

Ash 7.69 

Calorific value 7,153 calories. 
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SECTION 123 



Ft. In. 



7. Soapstone,. 



6. Coal, upper bench, 2... .2. 

6. Parting, O-.-lJ, 

4. Coal, middle bench, J — 0. 

3. Parting, ^-0-. 21, 



2. Coal, lower bench,.. 



.1....3. 



1. Fire clay, - 



MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 124. 

Mine of Medville & Goshen Coal Company, Warwick township, Tus- 
carawas coonty. Sample fair, cut from section about 12 by 5 inches, by 
B. A. Eisenlohr in August, 1902. 



SECTION 124 



8. Soapstone,. 



Ft. In. 



7. Bone coal, o... 9.. ^^ 



;<:'V^ 



6. Coal, upper bendi, 1-.--9.J 

6. Parting, 0.-.-4 

4. Coal, middle bench^ 0.._J J 

3. Parting, 0.-24- 



2. Coal, lower bench, ^l.._8. 



1. Fireclay,.. 



mti^ 



a^s 



BULLBTIK NO. 9; 



Chemical analysis and calorific value of Sample 124: 



Ultimate. 

<!arbon 72.45 

Hydrogen 6.57 

Oxygen 12.10 

Nitrogen ,... 1.42 

19ulphur , . . ; 3.25 

Ash 5.21 

Calorific value 



Proximate, 

Moisture 4. 10 

Volatile Comb. 41.64 

Fixed carbon 49.05 

Ash 5 21 



.7,331 calories. 



MmDLE KITTANNING COAL. 

SAMPLE AND SECTION 125. 

Mine of Valentine Lieser, section 24, Lawrence township, Toscara- 

i¥as county. Sample contains some dirt and so is not satisfactory. Was 

-cut from a section about 18 by 4 inched, by B. Ai Eisenlohr in 

August, 1902. 

SECTION 125 

Ft. In. 

8. Sandstone, ^ffi^ 

7. Shale,. l:.:..!... ....:.. 17:. ..0. 



6. Coal, upper bench^ 2 — 1. 



5. Pyrites, i^ 

4. Coal, middle bench^ JO 5, 

3. Parting, i. 

2. Coal, lower bench, 5. 

1. Fireclay, -Ut\=5iV?3 

Chemical analysis and calorific value of Sample 125 : 

Proximate, 



Moisture 4.69 

Volatile Comb 39.57 

Fixed carbon 46.68 

Aah 9.06 



Ultimate, 

•Carbon 67.59 

Hydrogen 5.30 

Oxygen 12.11 

Nitrogen 1.24 

Sulphur 4.70 

Ash 9.06 

Calorific value 6,881 calories. 

MIDDLE KITTANNING COAL. 
SAMPLE AND SECTION 126. 
Mine of 'Tuscarawas C. & I. Company, near center of Sandy town- 
ship, Tuscarawas county. Qood sample cut from section about 19 by 5 
inches. Sampled by B. A. Eisenlohr in Augrust, 1902. 
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. SECrtON 126 ^ j^ 
5.''§oap8tone^.— ^-._ I. — 



4. Coal,*upperbench» ...i...lO.. 

3. Pyrites, - 0....1 

i 

2. Coal^ lower bench, 2 2. 

1. Fireclay, 

Chemical analysis and calorific value of Sample 126: 



Ultimate, . ,- . 

-Carbon 70.46 

Hjdrogen ; . 6.40 

Oxygen 12.92 

Nitrogen 1 .28 

Sulphur 2.91 

Ash 7.04 



Proximate, 

Moisture 4.92 

Volatile Comb. . ^ 38.13 

Fixed earbon ; . . . . 49.91 

Ash 7.04 



Calorific value 7,082 calories. 



MIDDLE KITTANNINQ COAL. 
SAMPLE AND SECTION 1^7. 

Mine of Somerdale Coal Company, section 9, Fairfield township, 
Tuscarawas coimty. (Jood sample, cut from section about 10 by 5 
inches. Sampled by B. A. Eisenlohr in August, 1902. 

Chemical analysis and calorific value of Sample 127 : 



Ultimate. 

Carbon 70.80 

Hydrogen 6 . 48 

Oxygen 12.94 

Nitrogen 1.28 

Sulphur 3.28 

Ash 6.22 



Prolcimate. 

Moisture 4.66 

Volatile Comb 39.25 

Fixed carbon 49.87 

Ash 6.22 



Calorific value 7,097 calories. 
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MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 128. 

Mine of Jacob Groh, section 17, Auburn township, Tuscarawas 
county. Top coal is always rejected. The lower bench contains occa- 
sional pyrite nuggets, which are always rejected. Excellent sample, 
cut from section about 16 by 5 inches, by B. A. Eisenlohr in September, 
1902. 

SECTION 128 ^ , 
Ft In. 

9. Slate, 

8. Top coal, 0...2i. 

7. Shale, 0.-..2^-^ 

6. Coal, upper bench,^ 2 — .6. 

5. Parting, 1, 

4. Coal, middle bench,. -0 5_ 

3. Pyrites, 0-...2,. 

2. Coal, lower bench,. .0. — 5- 

1. Fireclay, 
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Chemical analysis aijid calorific value of Sample 128: 



Proximate. 

Moisture « 4.30 

Volatile Comb. 40.07 

Fixed carbon 48.00 

Aah 7.68 



Carbon 60.39 

Hydrogen 5.41 

Oxygen 12.82 

Nitrogen 1.28 

Sulphur 8.97 

Ash 7.63 

Calorific value 7,001 ealories. 

MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 129. 

Mine of American Sheet Steel Company, Union township, Tuscara- 
was county. Lower and middle benches are not defined throughout but 
frequently ran together. The mine was muddy and some dirt may have 
gotten in the coal. Sample cut from a section about 15 by 4 inches, by 
B. A. Eisenlohr in September, 1902. 

SECTION 129 

Ft. In. 
8. Sandstone,.. g^^jj^ 

7. Soapstone, ..3.-.O..'' ' 



6. Coal, upper bench, 2. 



6. Pyrites,- 



.0„-2., 



4. Coal, middle bench, 1 0. 

3. Parting 0...i. : 

2. Coal, lower bench,, 0....11_ 

1. Fireclay, 

Chemical analysis and calorific value of Sample 129 : 

Ultimate. Proximate. 

Carbon 72.30 Moisture 8.81 

Hydrogen 5.41 Volatile Comb. 38.71 

Oxygen 11 .68 Fixed carbon 51. 4r 

Nitrogen 1.36 Ash . .. 6.01 

Sulphur 3.24 

Ash 6.01 

Calorific value 7,306 calories. 

16 G. s. OF o. 
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MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 130. 
Mine of Cyrus Kilpatrick, Mill township, Tuscarawas county. The 
sulphur band is regular but the other partings irregular. Excellent 
sample cut from section about 15 by 5 inches, by B. A. Eisenlohr in Sep- 
tember, 1902. 

SECTION 130 

Ft In. 

7. Bastard rock, 

6. Coal, ^0 6 

6. Parting, 0...A. 



4. Coal, middle bench^ 1 ,..4 



3. Pyntes, .0 2 g* 



2. Coal, lower bench, 1....2 



1. Fireclay,. 



rs;ii^y^ 



Chemical anal^'sis and calorific value of Sample 130 : 



Ultimate. 

Carbon 70.31 

Hydrogen 5.26 

Oxygen 10.96 

Nitrogen 1^22 

Sulphur 3.83 

Aril 8.42 



Proximate, 

Moisture 3.78 

Volatile Comb 38.27 

Fixed carbon . : 49.53 

Ash 8.42 



Calorific value 7,101 calories. 



MroDLE KITTANNING COAL. 

SAMPLE AND SECTION 131. 

Mine of Solomon Stocker, near Gnadenhutten, Tuscarawas county. 

The dirty coal above the upper bench was rejected. Generally it is not 

mined. Grood sample cut from section about 18 by 5 inches, by B. A. 

Eisenlohr in September, 1902. 

Chemical analysis and calorific value of Sample 131 : 



Ultimate. 

Carbon 68.77 

Hydrogen 5.2.3 

Oxygen 10.44 

Nitrogen 1 .80 

Sulphur 4.88 

Ash 9.38 



Proximate. 

Moisture 3.41 

Volatile Comb 39.73 

Fixed carbon 47 .48 

Ash 9.38 



Calorific value 6,971 calories. 
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SECTION 131 

Ft. In. 

8. Shale, -^ 

7. Dirty coal, 0.-..&. 

€. Coal, upper bench» 2. .-.4. 

6. Pyrites, 0-- 1 

4 Coal, middle bench^ .0 — ^ -I 

3. Pvrites,. 2- 

2. Coal, bwer bendu. 0.-..4 

X* rire ciay,. ....•..•..,.•..•......•••«••.•.•<■-- ■)+'-«■% i-: 

MIDDLE KITTANNING COAL. 
SAMPLE AND SECTION 132. 

Mine of Somers Coal Company, near Sherrodsville, Carroll county. 
Coal reached by a shaft 80 feet deep. Excellent sample cut from sec- 
tion about 20 by 3 inches. Sampled by B. A. Eisenlohr in September, 
1902. 

SECTION 132 

Ft. In. 

6. Shale. 

A. Coal, upper bench, 1....8_ 

3. Pyrites,. 0...1i .\ 

2. Coal, lower bench, 2 — 4. 

1. Fireclay, 
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Chemical analysis and calorific value of Sample 132 : 



Proximate, 

Moisture .' 3.76 

Volatile Comb 39.11 

Fixed carbon 50 . 34 

Ash 6.7i* 



Ultimate. 

Carbon 71.99 

Hydrogen 5.36 

Oxygen 11.40 

Nitrogen 1.40 

Sulphur 3.06 

Ash 6.79 

Calorific value 7^38 calories. 

MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 133. 

Mine of Jacob Stonebrook, near Newcomerstown, Tuscarawas county. 
Coal is quite dirty. Sample excellent. Cut from section about 20 by 4 
inches, by B. A. Eisenlohr in September, 1902. 



SECTION 133 



9. Shale,. 



Ft. In. 



8. Coal,. 0. .12, 

7. Parting, 0_- .\ 

6. Coal, 1 _ n 

5. Dirty coal and pyrites, 1 

4. Coal, A, .3. 

3. Coal andpyritesv. .0 *> 

Z Coal,. 0._.4_ 

1. Fireclay, , 

Chemical analysis and calorific value of Sample 133 : 



Ultimate. 

Carbon ' 70.02 

Hydrogen 5.30 

Oxygen 10.53 

Nitrogen 1.26 

Sulphur 5.22 

Ash 7.67 



Proximate, 

Moisture 3 . 45 

Volatile Comb 40.02 

Fixed carbon 48 . 86 

Ash 7.67 



Calorific value 7,135 calories. 



MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 134. 

West Goshen Mine, York township, Tuscarawas county. Coal dirty, 
especially the middle bench. Lower parting sometimes absent. Sample 
excellent. Cut from section about 14 by 4 inches, by B. A. Eisenlohr i:t 
September, 1902. 
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SECTION 134 



Ft In. 



7. Shale^. 



C. Coal, upper bench, 2 T. 

5. Farting, 2. 

4. Coal, middle bench,— 0..,..7 

3. Parting .0..._2. 

2. Coal, lower bench,. 1.-.j5. 



1. Fireclay 






Proximate. 

MoisturJ 3.18 

Volatile Comb 43.56 

Fixed carbon 46 .33 

Ash 6.93 



Cbemical analysis and calorific value of Sample 134 : 

Ultimate. 

Carbon 71.18 

Hydrogen 5.50 

Oxygen 11.04 

Nitrogen 1.28 

Sulphur 4.12 

Ash 6.93 

Calorific value 7,305 calories. 

MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 135. 

Mine of Whitacre Fire-proofing Company, Waynesburg, Tuscarawas 
county. Sample cut from a fresh face well under the hill. The coal 
was wet and appeared inferior from top to bottom. Sampled by D. D. 
Condit in December, 1907. The clay below the coal is used in making 
the fire-proofing. It is removed first and then the coal shot down. 

Chemical analysis and calorific value of Sample 135 : 

Ultimate. Proximate. 

Carbon 68 .94 Moisture 6. 66(a) 

Hydrogen 5.37 Volatile Matter 36.24 

Oxygen 13 .61 Fixed carbon 48.88 

Nitrogen 1.20 Ash 8.22 

Sulphur 2.66 

Ash 8.22 



100.00 100.00 

Calorific value 6,977 calories. 

(a) Moisture in the air-dried sample from 2}^ to 3 per cent. 
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SECTION 135 



6. Shale, 



Ft In. 



4. Coal. 



.1 1. 




8. Clay and pyrites^ 



-J-U.^ 




2. Coal, :...1..8J- 

1. Fireclay^ ^y^S^ 

MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 136. 

Mine of J. W. Stout, Alliance, Stark county. Sample consists of a 
section 6 by 4 inches and was cut by D. D. Condit in December, 1907. 

SECTION 136 

Ft In. 
8. Shale, 

7. Bone coal ^ jO— -^L-| 

6. Coal 0...44. 

6. Pyrites, 0.._ J. 

4. Coal, 0....5/ 

8. Pyrites, persistent,-.., 0..-li ] 

2. Coal, 1—9. 



1, Fireclay, — 

Chemical analysis and calorific value of Sample 136 : 



Ultimate. Proximate. 

Carbon 71.82 Moisture 5.yy(a> 

Hydrogen 5.56 Volatile Matter 39.05 

Oxygen 12.86 Fixed carbon 50. 14 

Nitrogen 1.33 Ash 4.»ii 

Sulphur 3.61 

Ash 4.82 



100.00 100.00 

Calorific value 7,314 calories. 

(a) Moisture in the airdried sample from 2J to 3 per cent. 
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MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 137. 
Mine of W. J. Blackford at mouth of Dry Run, East Liverpool, 
Columbiana county. Sample consists of a section 7 by 4 inches and was 
cut by D. D. Condit in December, 1907. 

SECTION 137 

Ft In. 

6. Shale, 

6. Dirty coaU - 0....4 

4. Coal, : 1— -6. 



3. Shale,. 0. 3 

2. Impure coal, 4. 

1. Fireclay, 

Chemical analysis and calorific value of Sample 137 : 



Ultimate. 

Carbon 77.06 

Hydrogen 5.46 

Oxygen 9.74 

Nitrogen 1.38 

Sulphnr 1.76 

Ash 4.60 



Proximate. 

Moisture 3.60(a> 

Volatile Matter 36.16 

Fixed earbon 65.64 

Ash 4.60 



100.00 

Calorific value 

(a) Moisture in the air-dried sample about 2%. 



100.00 
.7,789 calories. 



MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 138. 

Mine of the Somerdale Coal Company, Somerdale, Tuscarawas 
coimty. Coal rather moist. Sample consists of a section 6 by 3 inches 
and was cut by D. D. Condit in December, 1907. 

Chemical analysis and calorific value of Sample 138 : 



Ultimate. 

Carbon 71.29 

Hydrogen . . ; 5 . 64 

Oxygen 14 . 66 

Nitrogen 1.23 

Sulphur 2.62 

Ash 4.56 



Proximate. 

Moisture 7 . 15(a) 

Volatile Matter 38.34 

Fixed carbon 49.95 

Ash 4.56 



100.00 100.00 

Calorific value 7,194 ealories. 

(a) Moisture in the air-dried sample from 2^ to 3 per cent. 
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SECTION 138 

Ft In. 
, 8. Shale with nodular ore,^ - 

7. Bone coal and pyriteS;. 0--^9- 

6. Coal, 1...1 

6. Coal and pyrites, 6. 

4. Coal, 0....9 

3. Clay and pyrites, ,0 — l. 

2. Coal,. ^P..^^ 

1. Fireclay, 



MIDDLE KITTANNING COAL. 

SAMPLE AND SECTION 139. 

MeOinty mine, section 24, Nimishillen township, Stark oonnty. 
Sample consists of a section 6 by 3 inches. The clay below the coal is 
also used. 



SECTION 139 



Ft. In. 



6. Sandstone,. 



6. Shale and. nodular ore, 2 0- 

4. CoaV 0...10. 

3. Clay,. .0...1i. 

2. Coal, 1....10.J 

1. Fireclay, 
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Chemical analysis and calorific value of Sample 139 : 



Ultitnate, 

•Carbon 66.92 

Hydrogen 5,29 

Oxygen 12.39 

Nitrogen 1 . 19 

Sulphur 4.13 

Ash 10.08 



PfWffimate, 

Moisture 5.G5 

VolatUe Matter 38.51 

Fixed carbon 45.76 

Ash 10.08 



100.00 100.00 

Calorific value 6,868 ealories. 

(a) Moisture in the air-dried sample from 2}- to 3 per eent. 



CHAPTER VII. 



THE UPPER FREEPORT OR NO. .7 COAL/ 

This seam like the Middle Kittanning can be traced across the state. 
It is much less persistent in thickness, however, than the Middle Kittan- 
ning seam, and is of correspondingly smaller value. The best deposits of 
the coal are found in the eastern and northeastern parts of the state. The 
Cambridge field which included parts of Guernsey and Noble counties 
forms one of the most valuable coal deposits in the state, its output 
in 1906 being in excess of 3,000,000 tons. 

The analyses reported in this work, however, do not include the 
Cambridge field or the territory to the northeast and hence no further 
referaoee will be made to it. 

In the northeastern part of Lawrence and the adjacent part of 
Grallia^ county is a deposit of importance. It is known as the Waterloo 
fiekt from, the little village of that name. Thus far the coal has been 
mined fbr loeal use only, owing to the lack of transportation facilities. 
When the latter is provided the field may become a large producer. The 
sections and analyses which follow correctly show its thickness, structure 
and coB^osition. 

Betwe^i this field and the Cambridge the seam is irregular. Occa- 
sionally banks are opened by farmers, but mines for slvpment are very 
scarce. 

UPPER FREEPORT COAL. 

SAMPLE AND SECTION 140. 

Cooper's Mine, section 24 or 25, Symmes township, Lawrence 
county. Sample was taken from lower bench only. Gk)od. sample. 
Taken by E. E. Somermeier in August, 1901. 

Chemical analysis and calorific value of Sample 140 : 

Ultimate. Froxitnate. 

Carbon 67.09 Moisture 7.13 

Hjdrogen 5.33 Volatile Comb 33.65 

Oxygen 16 .08 Fixed carbon 50 .31 

Nitrogen 1.28 Ash 8.91 

Sulphur 1.31 

Ash 8.91 

Calorific value 6,716 calories. 



^ For method of sampling see Chapter IX. 
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SECTION 140 



7. Clay and shale,. 



Ft, In, 



6. Coal, upper bench, _ _,1_.J 

5. Clay,. „-.,.-0.,..5^||^ 

4. Coal,. .....0.,.,3- 




3. Shale, .....0 .7. 



2. Coal, lower bench 4 0,. 



1. Fireclay,. 



UPPER FREBPORT COAL. 

SAMPLE AND SECTION 141. 

^line of G. W. Peach, section 23, Symmes township, Lawrence 
county. Sample includes both benches. Sampled by E. E. Somermeier 
in August, 1901. 

Chemical analysis and calorific value of Sample 141 : 



Ultimate. 

Carbon 66 . 88 

Hydrogen 5.32 

Oxygen 17 . 08 

Nitrogen 1 . 2.'5 

Sulphur 0.7G 

Ash 8.71 



Proximate, 

Moisture 8.77 

Volatile Comb 31.70 

Fixed carbon 50.8^ 

Ash 8.71 



Calorific value 6,586 calories. 



J252 



BUIiLETIN NO. 9. 



SECTION 141 
3. Coal, upper bench,. 



Ft. In. 



2. Clay, 



1. Coal, lower bench,. 



.3 9. 



UPPER FBEEPORT COAL. 

SAMPLE AND SECTION 142. 

Sander's Mine, section 17, Walnut township, Gallia county. Lower 
^nch only sampled, the upper bench not mined. Mine had not been 
worked for three years, but coal appeared fresh. The surface of the coal 
^as cut off before sampling. Sampled by E. E. Somermeier in August, 
1902. 

SECTION 142 _ , 

Ft. In. 

4. Coal, upper bench, 

3. Shale, coal, and clay, .0....9i. 

2. Coal, lower bench,.^ 2..,10..J 



1. Fireclay,^ 
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Chemical analysis and calorific value of Sample 142 : 



Proximate. 

Moisture 7 .62 

Volatile ComD 32.85^^ 

Fixed carbon 47 . 14' 

Ash 12.39> 



Ultimate, 

Carbon 63.48 

Hydrogen 5 . 19 

Oxygen 15.85 

Nitrogen 1 .28 

Sulphur 1.81 

Ash 12.39 

Calorific value 6,371 calories. 

UPPER FREEPORT COAL. 
SAMPLE AND SECTION 143. 

Mine of William Sneed, section 26 or 27, Symmes township, Law- 
rence county. One bench only sampled, that being the only part mined.. 
Fresh face of coal. Sampled by E. E. Somermeier in August, 1901. 



SECTION 143 



3. Shale,. 



Ft. In. 



2. Coal, 3.. 2 



1. Clay, .. 



■"E*vC^ 



Chemical analysis and calorific value of Sample 143: 



Proximate. 

Moisture 8 . 2b» 

Volatile Comb 'M.4^ 

Fixed carbon , ... 50 .0«? 

Ash 10.09^ 



Ultimate. 

Carbon 64.90 

Hydrogen 5. 18 

Oxygen 16.72 

Nitrogen 1 . 27 

Sulphur l.Si 

Ash 10.09 

Calorific value 6,497 calories. 

UPPER FREEPORT COAL. 

SAMPLE AND SECTION 144. 

Walter Rose Mine, section 21, Aid township, Lawrence councy. Good' 
sample of lower bench, the upper bench not mined. Sample cut by 
E. E. Somermeier in August, 1901. 
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SECTION 144 

R. In. 

3. Coal, upper bench,. 1.... 4 



2. Clay, 



o....i.:c^M 



1. Coal, lower bench, 2 6. 



Chemical analysis and calorific value of Sample 144 : 



Ultimate. 

Carbon 63.03 

Hydrogen 5.09 

Oxygen 15.79 

Nitrogen 1.25 

Sulphur 2.66 

Ash 12.18 

Oalorific value 6,305 calories 



Proximate, 

Moisture 7 . 85 

Volatile Comb .J52.90 

Fixed carbon 47 . 07 

Ash 12.18 



UPPER PREEPORT COAL. 
SAMPLE AND SECTION 145. 

Raskin's Mine, section 36, Aid township, Lawrence county. Sample 
taken from lower bench only, the upper bench not mined. Sampled by 
E. E. Somermeier in August, 1901. 

Chemical analysis and calorific value of Sample 145 : 



Ultimate. 

Carbon 66.94 

Hydrogen 5.21 

Oxygen 17.02 

Nitrogen 1 .31 

Sulphur 1.29 

Ash 8.23 

Oalori£e value 6,596 calories. 



Proximate. 

Moisture 8.37 

Volatile Comb 31.80 

Fixed carbon 51 . 60 

Ash 8.23 
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SECTION 145 

Ft In. 

4. Coal, upper bench, not mined, 1 0. 



3. Shales, very hard.. 



.-1^..,0. 



2. Coal, lower bench,.. 



.3...^ 2 



1. Fireclay,, 



UPPER FREBPORT COAL. 
SAMPLE AND SECTION 146. 

Mine of Thomas Bennett, section 35, Aid township, Lawrence 
county. Both benches included in sample. Sampled by E. E. Somer- 
meier in August, 1901. 

SECTION 146 

Ft In, 
6. Shale,^ -- . 

4 Coal, upper bench.- .....1 — .0 . 

3. Shale, 0...1i 



2. Coal, lowerbench, 3....^. 



1. Fire clay, 
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Chemical analysis and calorific value of Sample 146 : 



Ultimate, 
Carbon 65. 20 



Proximate. 

Moisture 8.45' 

Hydrogen 6.10 Volatile Comb 31.25 

Oxygen 16.21 Fixed carbon 49.02 

Nitrogen 1.28 Ash n.2a 

Sulphur . 93 

Ash 11.28 

Calori<''» value 6,405 calories. 



UPPER PREEPORT COAL. 

SAMPLE AND SECTION 147. 

Mine of Prank Elitts, section 16, Lawrence township, Lawrence 
county. Lower bench only sampled, the upper bench not worked. Sam- 
pled by E. E. Somermeier in August, 1901. 



SECTION 147 
6. Sahdstone and slate,.. 



Ft. In. 



4, Coal, upper bench, notmined, J. 2 J 



3. Clay, 



0.....7. 



2. Coal, lower bench, 2.... 2,1 



1. Fire clay, 



Chemical analysis and calorific value of Sample 147 : 



Ultimate. 

Carbon 65.03 

Hydrogen 5 . 03 

Oyxgen 15.69 

Nitrogen 1.25 

Sulphur 2.33 

Ash 10.67 



Proximate. 

Moisture 7.20 

Volatile Comb . 32.25 

Fixed carbon 49.88 

Ash 10.67 



Calorific value 6,556 calories. 
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UPPER FREEPORT COAL. 
SAMPLE AND SECTION 148. 

Mine of Blue Rock Coal Company, Harrison townsliip, Muskin-^um 
county. Good sapiple cut from a section 12 by 7 inches, by B. A. Eisen- 
lohr in July, 1902. 

SECTION 148 

Ft im 

7 Soapstone, ..S^jt^^4 

6. Sandstone 

6, Cannel coal, shaly^ 9toll._.J> 

4. CJoal, upper bench, '. 1 5^. 

3. Parting, 0.U...1 

2. CJoal, lower bench, 2i....4 

1. Fireclay __ 

Chemical analysis and calorific value of Sample 148 : 

Ultimate, Proximate. , 

Carbon 67. 7^ Moisture 4.8!^ 

Hydrogen ' 5 . 53 Volatile Comb 42 .35 

Oxygen 13.42 Fixed carbon l^.'A^ 

Nitrogen 1.17 Ash 7.78- 

Sulphur 4.36 

Ash 7.78 

Calorific value 6,944 calories. 

UPPER FREEPORT COAL. 

SAMPLE AND SECTION 149. 

Mine of Maynard Bros., Brush Creek township, Miiskin^ni county. 
Sample fair. Cut from section 12 by 4 inches, by B. A. Eiscnlohr in 
August, 1902. 

17 G. S. OP o. 
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SECTION 149 



5. Shale,. 



Ft. In. 



4. Coal, upper bench 1 4 



3. Pyrites, j.O.. Ij 



2. Coal, lower bench, 2. ...7. 



1. Fireclay,. J^^ 



Chemical analysis and calorific value of Sample 149 : 



Ultimate. 

Carbon 68.27 

Hydrogen 5.55 

Oxygen 12.30 

Nitrogen , 1.32 

Sulphur 5.00 

Ash 7.56 

Calorific value 7,046 calories. 



Proximate. 

Moisture 4 . 72 

Volatile Comb 43.47 

Fixed carbon 44 . 25 

Ash 7.56 



UPPER PREEPORT COAL. 
SAMPLE AND SECTION 150. 

Zanesville Coal Company's Mine, Wayne tovvnsliip. Muskiiij^iim 
county. Sample fair. Cut from a section about 12 by 4 inches, by B A. 
Eisenlohr in August, 1902. 

Chemical analysis and calorific value of Sample 150 : 



Ultimate. 

Carbon 64.81 

Hydrogen 5.11 

Oxygen 12.39 

Nitrogen 1.25 

Sulphur 3.84 

Ash ..' 12 60 

Calorific value 6.5o8 calorics. 



Proximate. 

Moisture 5.11 

Volatile Comb 35.50 

Fixed carbon 46 . 79 

Ash 12.60 
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SECTION 150 



7. Sandstone,... 
6. Soapstone, _ . . 



Ft. In. 



4....0. 

\ 



5. Coal, upper bench, - . 



1.. 



4. Parting,, 0. 



3. Coal, hard and flinty,. 



1...1C... 



2. Coal, lowerbench, 2. 



1. Fireclay, , -~-^y^^^^:*}\ 

UPPER FREEPOET COAL. 
SAMPLE AND SECTION 151. 

Mine of Wm. Darr, section 22, Clark township, Coshocton county. 
The upper bench only is mined, and the sample was cut from this. The 
sample measured about 22 by 4 inches and was cut by B. A. Eisenlohr 
in August, 1902. 

SECTION 151 

0. Soapstone,^ , 

6. Impurecoal, .0 5- 

4. Coal, upperbench,- 2.---4 

3. Parting, ..0.....2 

2. Coal, lowerbench, .0. ...6 

1. Fire clay, w -v... 
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Chemical analysis and calorific value of Sample 151 : 

Ultimate. Froximate. 

Carbon 72 . 72 Moisture (J. 40 

Hydrogen 6.67 Volatile Comb 37.92 

Oxygen 16.16 PixoJ carbon 52.41> 

Nitrogen 1.25 Ash 3.1J> 

Sulphur 2.01 

Ash 3.19 

Calorific value 7,325 calories. 



CHAPTER VIII. 



INTERPRETATION OF THE CHEMICAL AND 
PHYSICAL TESTS OF COAL. 

BY PB0FB3S0R N. W. LORD, OHIO STATE UNIVERSITY. 

The investigation of the coals of Ohio, the results of which are pub- 
lished in this volume, contemplated among other things a complete series 
of the proximate and ultimate analyses of samples representing the 
various seams together with the determination of their calorific values and 
in some cases experiments on their coking properties. As the purifica- 
tion of coal by washing is of growing importance, some experiments were 
also made on the separation of the coals along the lines of specific 
gravity, to obtain data of service in determining the adaptability of cer- 
tain seams to this method of improvement. Complete records were kept 
of the location, geological position and character of the seam where the 
rsamples were taken, and are discussed in the foregoing chapters of the 
report. 

The laboratory work was all done in the Department of Metallurgy 
And Mineralogy of the Ohio State University by Professor Somermeier 
■and his assistants. The methods used are fuUy discussed in Professor 
Somermeier 's chapter upon this subject. The present chapter will deal 
with the meaning of the results obtained and their use in giving informa- 
tion both to the seller and user of the coals covered by the investigation. 

In order to properly discuss this part of the work, it will be neces- 
■sary to briefly review the general nature and character of coal consid- 
ered as a fuel. It is a matter of common knowledge that coal is the 
product produced by the alteration and concentration of woody fiber and 
other products of vegetation when buried out of contact with air. The 
nature of the organic matter as affected by the kind of vegetation is 
probably of importance as affecting the properties of the coal, as is also 
the extent of the alteration to which it has been subjected since its 
depoisition. 

In considering a particular coal seam there are several items which 
are closely related to the geological conditions existing during its forma- 
tion, such as the nature of the soil on which the coal forests grew, the 
drainage, water currents, etc., and the extent of the disturbance of the 
strata occurring subsequently to the covering of the deposits. These 
matters are primarily subjects for discussion by the geologist. They 
influence the occurrence of partings and seams, the percentage and kind 
of ash in the fuel, and may be local or general in their effects. 
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From the standpoint of their character and value as fuels coals may 
be considered as composed of three main constitutents : 

(1) Water, or ''moisture,'* as it is designated in the analysis. 

(2) The ** combustible organic matter" of the coal representing 
the products of the vegetation purely. 

(3) The mineral impurities which produce the ash and are account- 
able for more or less of the sulphur, phosphorus, and other 
deleterious substances affecting the use of the coal. 

Different seams of coal show marked variation in the relative pro- 
portions of these constituents, and in the way in which the mineral im- 
purities are intermixed or distributed in the seam. In regard to the 
second and third items, the nature of the material itself is subject to 
differences in the different seams or in the same seam in different 
localities. 

(1) The water or moisture in a coal may be considered as of two 
kinds : First, water present mechanically but in no sense in combination 
with the fuel, such water as would be retained in the coal if it had been 
rained upon or in any other way exposed to addition of water. Thia 
mechanically held water is frequently present in samples of coal taken 
for commercial purposes and is always present in samples of coal taken 
from coal washers. The amount of water that may be mechanically held 
by cgal is greatly influenced by the fineness of the material, lump coal re- 
taining in this mechanical way but a small percentage of water. 

A sample of domestic eg'g coal ranging in size from 1^ inch to 3^ 
inch after being taken from a washer and allowed to drain for twenty- 
four hours in the bins showed an air-drying loss of 2J per cent. A car- 
load of the slack of the same coal, |-inch and under, after the same 
treatment showed an air-drying loss of 10.2%. This shows that the fine 
slack coal retained about four times as much water as the larger screened 
coal. As some of the loss on air-drying was possibly due to water 
in other conditions, it is probable that the difference in the amount of 
water retained mechanically was even greater than shown by the fore- 
going results. In the coal samples taken from the mine probably but 
little of the water is in this purely mechanical condition unless the 
sample has been wet or taken from a wet face. 

The second condition in which the water occurs in the coal is that 
in which it is retained i^Hth some degree of affinity, but is expelled easily 
by drying either in the air at ordinary temperatures or at a temperature 
but little exceeding the boiling point of water. It is impossible to draw 
a sharp line between the water in coal held mechanically and this latter 
form of moisture. The two run into each other to a certain extent. Coal 
freshly mined usually contains considerable water which will dry out 
of it rapidly if the coal is broken up to one-half inch size and then 
exposed to the air at ordinary temperatures. 



GEOLOGICAL SUBVET OP OHIO. 263 

Extended experiments have shown that a sample of crushed coal ex- 
posed to the air will, after a time, reach a condition in which an increase 
in the moisture-present in the air will cause the coal to re-absorb mois- 
ture and show a larger percentage of water while a reduction of the 
percentage of moisture in the air will be followed by a corresponding 
drop in the percentage of moisture retained by the coal. Coal that has 
reached such a condition of equilibrium for one degree of fineness may 
take another condition of equilibrium if it is reduced to a finer powder. 

If coal is finely powdered, and then heated to 105°C. in dry air, 
the free water present as such may be considered as all expelled. This 
does not mean that the coal on higher heating will not give oflf more 
water but that when the coal is heated to this temperature, it reaches 
a condition of equilibrium which is practically constant for the same 
coal. The water expelled from the coal at this temperature is what is 
reported and considered in an analysis as the moisture in the coal. 
Water retained by the coal under these conditions is in a suflBciently 
close combination with the coal to be entitled to be considered as an 
integral part of the coal and cannot be expelled without decomposition 
of some of the other ingredients. Coal which has been pulverized and 
dried at this temperature is designated as **dry coal*' and so considered 
in the discussion of the fuels. 

In many of the samples tested in the work determinations have been 
made of the loss on **air drjring." This loss corresponds roughly to tho 
water loosely retained in the coal and which would be dried out of it 
when the coal stands exposed to the atmosphere for some time. The 
figure is by no means to be taken as having any close meaning as its 
value will depend considerably on the dryness of the air and the fineness 
of the coal. The moisture reported in the analysis is the moisture 
present in the sample of coal as received in the laboratory and is prob- 
ably less than the percentage of moisture in the coal as it would be if 
freshly mined, except in those samples where the air drying loss was 
determined and the analysis corrected to the sample as taken. 

(2) The combustible organic matter in the coal. When a sample 
of coal is burned completely there is left the inorganic ash and the sum 
of this ash and the moisture present in the coal is frequently considered 
as the non-combustible portion of the fuel, and the difference between 
the sura of these amounts and the total amount of coal assumed to be the 
combustible or fuel portion of the coal. 

A little consideration will show that this method of calculation is 
not correct. The ash stands, not for the mineral matter as it exists in 
the coal, but for what remains after that mineral matter has been expose*! 
to the effect of oxygen and a high temperature. For example if the coal 
should contain iron carbonate, the iroii would be left in the ash as sesqui- 
oxide, involving a considerable loss in weight due to the expulsion of the 
carbon dioxide. Iron pyrites, usually present in coal, appears in the 
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ash as iron oxide, the sulphur being largely expelled as sulphur dioxide 
with a loss in weight of the mineral residue from the expulsion of 
sulphur which is partially compensated for by the weight of the oxygen 
absorbed in the change. In this way eight parts of p3rrites in the coal 
will appear as five parts of oxide of iron in the ash. Coals usually con- 
tain slate and clay. These hold water which is only expelled at a red 
heat. This is a source of error if the ash is taken as equivalent to the 
mineral matter. It is obvious, therefore, that the method of determining 
the combustible or organic portion of the coal by subtracting the ash 
plus the moisture from the total weight of the coal is defective and liable 
to be misleading, the results being only an approximation to the truth, 
the error increasing with the weight of ash and sulphur present. 

A more accurate determination of the total amount of the com- 
bustible matter in the coal may usually be obtained from the ultimate 
analysis, in which the actual amounts of carbon, hydrogen, nitrogen and 
sulphur present are determined. In the absence of carbonates, which 
are rarely found in more than very small amounts in coals, the carbon 
in the coal may be taken as practically wholly derived from organic and 
combustible sources. 

The hydrogen in the coal can be divided into two parts, that present 
in combination with carbon and that which forms water with the oxygen 
present in the coal. The generally close agreement between the calorific 
values calculated by Dulong's formula and those determined directly in 
the calorimeter would indicate that the oxygen in the coal is largely in 
such combination as to be equivalent to water as far as heat development 
is concerned. In considering the composition of coal dried at 105^ an 
amount of the hydrogen equal to J of the oxygen present may be as- 
sumed as forming with this oxygen the water combined with the organic 
and mineral matter in the fuel and which will be liberated as water 
when the fuel is burned. A portion of the sulphur and practically all 
of the nitrogen may be considered as included in the organic constituents 
of the coal. 

The percentage of oxygen in the analysis is determined by differ- 
ence, that is, by subtracting the sum of the carbon, hydrogen, nitrogen, 
sulphur and ash from 100. The result so obtained is in error, being too 
small by the oxygen absorbed in the ash. If all the sulphur is present as 
iron pyrites the error would be equal to J of the sulphur in the coal, 
but as only a portion of the sulphur is so present the application of this 
correction cannot be made when only the total sulphur is known. 

Probably the closest approximation to the ''organic matter" in the 
coal is given by the sum of the carbon, hydrogen, oxygen and nitrogen 
present in the dry fuel. Some sulphur would be included in the organic 
matter, but this would be in part balanced by any water in the mineral 
matter expelled in burning to ash, thus causing the oxygen to be esti- 
mated too high. 
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(3rd) Mineral Impurities. The ash in the coal left on burning, 
«s explained above, is not equal in amount to the mineral matter in the 
eoal for the reason that many of the mineral substances present in the 
^oal are altered in the process of combustion. 

Coal ash contains silica, alumina, oxides of iron with frequently 
vsmall amounts of potash, lime and magnesia, the amount of potash some- 
times amounting to as much as 2^ or 3%. The source of oxide of iron 
in the ash is in part at least the combustion of the pyrites, the oxide so 
derived frequently gives a reddish color to the ash. The silica and 
alumina are largely derived from clay and sand intimately mixed with 
the coal in the process of formation or scattered through it as partings 
or seams of slate. As clay always contains a considerable percentage 
of water, which is not expelled except at a comparatively high tempera- 
ture, it is obvious as before stated that in a coal containing considerable 
^»h, especially if high in alumina, there is liable to be noticeable per- 
centage of oxygen and hydrogen present in the ultimate analysis of the 
'dry coal derived from this source and not from thfe organic 
matter in the fuel. 

A matter of more practical moment in considering the ash in any 
sample of coal is the distribution of the ash in the seam. Some coals 
contain considerable percentages of slate, which brings up the ash to a 
rather high figure, if the sample represents the average of the seam, 
hut if the coal is carefully selected, so as to include none of these slate 
formations, a low figure for ash would be obtained in the analysis. In 
<!oals of this character the screened lumps would show a much lower 
^Lsh content than the run of mine. In other cases the ash is disseminated 
through the whole coal and is practically uniform in various parts of the 
«eam and cannot be separated from the coal. Bone coals are of this 
character, showing a high ash content throughout. This distinction in 
the distribution of the ash is of prijne importance in considering the 
adaptability of the coals to improvement by washing, as will be discussed 
later in this chapter. 

One of the most important of the impurities of coal is sulphur. The 
percentage of sulphur in coal is frequently very large. It occurs in coal 
in at least three ways: The most prominent is in iron pyrites. This 
mineral is easily recognized in many samples "and sometimes forms large 
masses scattered through portions of the seam, in other samples it occurs 
as thin plates, in others as very fine strains scattered through the coal in 
particles too small to be separately recognized. In some of the coals in 
Ohio, the principal source of sulphur is due to the presence of iron 
pyrites. A second source of sulphur is the presence of sulphates of iron 
alumina or lime. It is probable that little or none of these exist in coals 
that have not had access to recent atmospheric influence, as on exposure 
to air, some forms of pyrites rapidly absorb oxygen, becoming converted 
to sulphates, while on the other hand sulphates out 'of contact with air 
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are reduced back to sidphides by organic matter. In coals that have 
been long exposed either in the laboratory or to the weather considerable 
percentages of such sulphates are frequently found. An important form, 
of sulphur in coal is what is usually designated as ''organic sulphur "^ 
or sulphur in forms of combination other than the foregoing. But little 
is known of the actual substances in which the sulphur combines, some 
coals showing considerable percentages of sulphur even where little 
pyrites can be recognized or the presence of any appreciable amount of 
sulphates detected. A little of the sulphur not accounted for as- 
sulphides or sulphates is found as free sulphur in some samples but 
it mostly appears to be in organic combinations. 

The carbon, hydrogen, nitrogen, and oxygen in the ultimate analysis, 
stand for definite substances in the coal. They are reported on the 
sample as received in the laboratory and include the hydrogen and 
oxygen present in the moisture in the fuel. In addition to the ultimate 
analysis the ** volatile combustible matter *' and the ** fixed carbon*' are 
given and the determination of the moisture expelled on heating to 105°. 

As has been previously explained, the moisture merely represents 
that which is expelled from the coal when dried under given conditions 
and by no means represents all the water which would be given off 
when the coal is completely burned. The volatile combustible matter 
and the fixed carbon represent what is usually called the ** proximate- 
analysis" of the coal, the ''fixed carbon" is the combustible material 
left in the coke or residue after the coal has been heated to a high tem- 
perature in a prescribed manner and for a definite time, and approxi- 
mately represents what combustible would be left in the coke when the- 
coal is coked. It does not represent all the carbon in the coal, as la 
clearly seen in comparing the figures for the "fixed carbon" with those 
given for carbon in the ultimate analysis of the same fuel. The volatile 
combustible matter represents the volatile material driven off by a high 
temperature out of contact with air and includes the water formed in the 
decomposition of the coal by heat, but not that present in the coal as 
"moisture" at 105° C. 

The relation of the fixed carbon to the total carbon varies in dif- 
ferent seams and very considerably in different samples from the same 
seam, though there is a general correspondence in this ratio in coals of 
the same seam. It should be clearly understood that the fixed carbon 
is not a definite ingredient of the coal but merely the result obtained by 
a special method of treatment of the coal, differing in this way radically 
from the carbon of the ultimate analysis. 

A matter of considerable interest is the relation of the sulphur in 
the coal to the sulphur obtained in the coke. This relation varies greatly 
in different coals and no general rule can be made for it. A number of 
determinations will be given later of the percentage of the total sulphur 
retained by the coke in several samples of Pittsburg coal. 



GEOLOGICAL SURVEY OP OHIO. 267 



THE HEATING VALUE OF COAL. 

The calorific value of a coal is the total amount of heat developed 
by its complete combustion. It is expressed in the tables in calories, the 
calorie being the amount of heat required to raise the temperature of 
one kilogram of water one degree Centigrade. The heating value of coal 
is frequently expressed in British thermal units, a British thermal unit 
being the quantity of heat required to raise the temperature of one 
pound of water one degree Fahrenheit. Calorific values given in calories, 
can be converted into calorific values expressed in British thermal unit* 
by multipljnng the value in calories by 1.8. 

The heat of combustion of coal is due to the oxidation of the carbon,, 
the hydrogen not combined with oxygen, the sulphur and the iron not. 
already in combination with oxygen, but the amount of heat produced 
by the combustion of these elements in combination is not always exactl3r 
the same as would be produced by the combustion of the free elementa 
separately. The difference is not so great but that the heat can be 
calcidated from the amounts of the elements present with a fair degree 
of accuracy. 

This is done by what is known as Dulong's formula : 8080C+3446(> 
(H— JO) +2250 S, in which C, H, and S stand for the amounts of 
carbon, hydrogen, oxygen and sulphur respectively in the coal. On com- 
paring the average of the different seams it will be seen that the values 
by Dulong's formida range from 32 calories to 106 calories below those 
determined by the calormeter. It is not probable that this variation is. 
altogether due to the uncertainty of the determinations, especially the 
oxygen, but corresponds to actual differences in the heat developed by 
the different elements when burned in the combinations in which they 
exist in the coal. Individual variations greater than those indicated in 
the average occasionally occur while in several samples the results 
obtained by the direct measurement correspond almost exactly to those 
calculated by Dulong's formula, and in some cases the results from 
Dulong's formula are higher than those obtained by direct measurement, 
though the general tendency is for them to be lower. With very few 
exceptions the results obtained by Dulong's formula lie within 1^% of 
the correct calorific value, so that within this limit the formula is useful. 

If it be assumed that the calorific value of the coal is due to the 
combustion of the organic matter and the sulphur, it would seem probable 
that in coals of like character the calorific value would be proportional 
to the amount of these substances present. If the percentage of the ash, 
the moisture and the sulphur be subtracted from 100, the remainder 
would be approximately the organic matter in the coal and if the calorific 
value of the sulphur be subtracted from the calorific value of the coal 
as determined, the remainder should be the calorific value of the organie 
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matter present. Calculating this to unity gives the value designated ai 
^*H'' in the table. 

In other words, **H'*=«=ealorific value minus 2250 times the sulphur, 
and divided by 1 minus the sum of the ash ,the moisture and the sulphur, 
the ash, moisture and sulphur being that present in the unit weight of 
coal. This value for **H'' is given for the average of each of the coal 
seams tested. By reversing this process, the calorific value of each 
sample has been re-calculated from its ash, moisture and sulphur content 
by multiplying the value of **H'' by one. minus the sum of the sulphur, 
ash and moisture and adding the sulphur multiplied by 2250. 

It will be seen by comparison of results that in the great majority 
of cases the calculated values correspond within 1^% of the determined 
values. Occasionally very considerable variations occur. This would 
indicate that the assumption that the value of '*H*' or the calorific value 
of the organic matter was the same for the whole of an extensive seam 
was not wholly justified. However, an investigation of the largest varia- 
tion which occurs in the No. 6 coal in sample 112, where the value calcu- 
lated from **H" exceeds the value determined in the calorimeter by 8.8%, 
shows that the sample was taken from the entry about 200 feet from the 
mouth in a mine, where it had probably been exposed for a long time to 
the weather. This with its very large percentage of water would seem 
to indicate that the sample had suffered much alteration from its original 
condition in the seam. 

By comparing the results obtained from '*H" in smaller groups of 
samples covering a limited locality and where the samples were obtained 
from fresh coal, the agreement between the calculated and determined 
values is usually close, indicating that in limited portions of a seam and 
from neighboring mines, the calorific values obtained in the table may be 
applied with close approximation to the truth to calculate by this method 
the calorific values of other samples of which the ash, moisture and 
sulphur are known. This is particularly true for samples representing 
various shipments of coal from a single mine where the calorific value 
will vary very closely with the organic matter and sulphur nsed accord- 
ing to the formula. On the other hand, weathering of the coal by 
changing the condition of the sulphur and increasing the amount of 
water in combination with sulphates will rapidly reduce the actual value 
of the coal as compared with what it should be by the formula, which 
should never be applied to anything but fresh samples of coal taken from 
unaltered portions of the seam. 

THE AVAILABLE HEAT OF COAL. 

The calorific value of coal represents the total heat developed by its 
combustion. Only a portion of this value can be actually utilized in any 
practical application of the fuel. A certain amount of it is necessarily 
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wasted in heating the products of combustion of the fuel and in other 
wa}^ incident to imperfections of fumaees, etc. The amount of useful 
heat which a given coal can furnish under given conditions can be ap- 
proximately estimated from its ultimate analysis and its calorific value. 

This may be called the ** Available Calorific Power'* of the coal and 
would represent the remainder after subtracting the heat necessarily 
wasted in the operation. This wasted heat is made up of three main 
items: (1st) The heat required to raise the products of combustion in- 
cluding the nitrogen in the air necessary to bum the fuel to the tempera- 
ture at which they escape through the chimney. (2nd) The heat re- 
quired to evaporate and carry oflf the moisture in the coal as well as the 
water formed b}'^ the combustion of the hydrogen in the coal; anc\ 
lastly, the heat required to raise to the temperature of the chimney the 
air passing through the furnace in excess of that actually required to 
burn the fuel. Of course, in actual experience other losses than these 
will be encountered, losses due to the incomplete combustion of the volatile 
portions, losses due to radiation, losses due to unbumed coal escaping 
through grates, losses due to heat absorbed by the moisture in the air, 
etc., but these losses are to a certain extent mechanical and depend on 
the care used in firing. 

The first set of losses are, however, connected intimately with the 
composition and character of the fuel and cannot be reduced below a 
certain amount. Different coals will differ in the percentage of their 
calorific value that is available. The percentage available diminishes 
with the amount of water and oxygen in the coal and increases with the 
amount of carbon. If it be assumed that an air excess of 50 per cent. i& 
necessary for the complete combustion of the coal under ordinary con- 
ditions, the theoretical available calorific value of a coal could be deter- 
mined by the following calculations in which H. 0. C. S; N, and ash 
represent the respective amounts of these elements present in the coal; 
• small t and large T the temperature of the air (and fuel) before com- 
bustion and the temperature of the escaping flue gases respectively. 

The "Available Calorific Power" equals the total calorific value dimin- 
ished by first, the latent heat, second, the product of the excess tempera- 
ture of the products escaping and the water equivalent of the product* 
of combustion including the nitrogen in the air consumed; and, third, 
the product of the excess temperature of the products escaping into the 
water equivalent of the excess air present. 

The value of these deductions is obtained as follows : 

First, The latent heat. This equals nine times the hydrogen multi- 
plied by (536.5+.52 (100— t). The item .52 (100— t) being the cor- 
rection for the difference between the specific heat of water and the 
specific heat of water vapor. 

Second, The products of complete combustion are carbon dioxide, 
water vapor, sulphur dioxide, nitrogen and ash. The amounts of these 
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obtained from the unite weight of coal will be ^ of the carbon for thf 
carbon dioxide ; nine times the hydrogen for the water vapor ; two times 
the sulphur for the sidphur dioxide and the ash and nitrogen as showi* 
by the analysis. The water equivalent of the products of combustion is 
obtained by multiplying each of these items by its specific heat and 
adding the products. 

The nitrogen in the air used for combustion is equal to nearly 3.33 
times the oxygen required from air for combustion. This oxygen is equal 
to I of the carbon plus eight times the hydrogen plus the sulphur, 
minus the oxygen contained in the coal. The nitrogen thus calculated 
multiplied by the specific heat of nitrogen gives the water equivalent of 
the nitrogen from the air. Similarly, the amount of ash multiplied by 
its specific heat gives the water equivalent of this item : The sum of all 
the water equivalents obtained as above multiplied by the diflEerence 
between the temperatures at which the products escape and the tempera- 
ture of the air supplied for combustion gives the heat carried off in the 
products of combustion according to the second item in the general ex- 
pression 

Third, The excess air present is equal to the amount of air required 

for combustion multiplied by the ratio of the excess air to that required. 

The air required for combustion is 4.33 times the oxygen required for 

combustion or 4.33 times the sum of | of the carbon plus eight times 

the hydrogen plus the sulphur minus the oxygen in the coal. The ratio 

-of the excess air present to that used for combustion can be obtained 

from the analysis of the gases passing out of the chimney. If the small 

amount of nitrogen present in a coal be neglected the ratio of the air 

present in the chimney gases to the air used in combustion is equal to 

oxygen 

— — T--T r: in which the oxygen and nitrogen are 

^ of the nitrogen — oxygen, 

percentages by weight of the gases. Where the percentages are given by 

volume the formula becomes 

the oxygen 

^^ nitrogen — ^the oxygen 

If the fuel contains nitrogen in considerable quantity, which is the 
case with gaseous fuels, the formula will have to be modified. If V^ be 
the volume of gaseous carbon in 100 volumes of flue gas and V tlie 
volume of gaseous carbon in 100 volumes of the fuel, considered as a 
gas, the percentage volume of the nitrogen from the fuel in the flue gas 

V*E 
will equal — y - where E is the percentage by volume of nitrogen in 

the fuel and the formula for the ratio of air excess will be 
O 

20.8 f^^ V»E \ "" 

79.^ r--v-j-o 
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The volume of gaseous carbon is, of course, equal to ^ 00, plus i CO plus 
^ CH4 in the gas, or generally, the volume percentage pf any gas, divided 
by twice the number of carbon atoms it contains. 

The exactness of the above formula for the available heat depends 
upon the values for the specific heats. The specific heat of nitrogen is 
usually taken at 0.24 and probably does not change materially at very 
high temperatures. The specific heat of air is usually taken at 0.237 and 
probably does not vary to important amounts as the temperature increases. 
The specific heat of carbon dioxide for ranges of temperature between 
^ero and 350 C is usually taken at .22, but as the temperature increases 
above this range it rapidly increases and for ranges up to 1,000 degrees 
will average between .29 and .3 according to the figures quoted by Acker- 
man. The mean specific heat of water vapor from temperatures of one 
degree up to 350 degrees will average about .48, increasing as the range 
increases and by the same authority at 1000 degrees it becomes prac- 
tically .68. The specific heats of sulphur dioxide and ash up to ranges 
of 350 are about .15 for the former and .16 for the latter. The fore- 
going values enable the formula for the available heat to be applied to 
ordinary conditions of boiler practice with a considerable degree of 
4iccuracy. 

As an illustration, the available calorific value of the No. 6 coal as 
based on the average analysis of the seam and under conditions corre- 
sponding to the use of the coal in a steam boiler of the best type working 
under the best conditions is calculated as follows: The excess of air 
under the conditions assumed is taken at 50%, flue temperature at 300*^ 
and the temperature of the air at zero, the temperature at which the ash 
is withdrawn from the furnace the same as the temperature of the air. 
The composition and the calorific value are : 

Carbon 6903 

Hydrogen 0543 

Nitrogen 0126 

Oxygen 1362 

Sulphur 0330 

Ash 0706 

Calorifio value 6,980 calories. 

. The latent heat equals 9X.0543X(536.5+.52 (100) =287.5. 

The water equivalent of the products of combustion exclusive of the 
2iitrogen in the air equals : 

.6903x V X .22^=0.5568 
.0543x9 X .48 = 0.2345 
.0330x2 X .15 = 0.0990 
.0126x0.24 =0.0032 

0.8935 
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The oxygen in the air used in combustion equals : 

i 'Z.6903 =1.8408 

8 X.0543 = .4344 

Sulphur =: .0830 



2.3082 
Deducting the oxygen in the fuel .1362 



2.1720 



The water equivalent of the nitrogen in the air corresponding to ttou 
oxygen equals 3.33X.24X2.1720—1.7359. 

The water equivalent of the products of combustion plus the nitrogen 
from the air equals the sum of these two water equivalents, which is 
2.6294 which multiplied by 300°, the flue temperature, equals 788.8, the 
sensible heat carried off in the products of combustion. 

The excess air equals the oxygen (2.1720) multiplied by 4.33 and by 
.5, (the ratio of air excess) giving 4.7024. The heat carried off in 
excess air equals: 

4 . 7024 z . 237 X 300° = 334 . 3 heat units. 

Writing these various values together and adding them, we have as 
follows : 

287.5 Latent heat. 

788.8 Heat lost in products of eombustion including N. from air used. 

334.3 Heat lost in excess air in flue gas. 



1,410.6 Total. 

Deducting the sum — 1410.6 — from the calorific value of the fuel — 
6980 — leaves 5569.4, as the heat theoretically available per unit of fuel 
and under the conditions assumed. This is equal to about 80% of the 
total calorific value. 

The evaporating power of a coal as used in boilers is more or less 
closely connected with the available heating power, but, of course, is 
greatly modified by the adaptability of the coal to burning on the parti- 
cular grate and in the particular furnace used. Certain other losses 
occur under the best construction and can only be partially avoided 
even in the best practice. If the sum of these other losses be deducted 
from the available heating power, the practical evaporating power per 
pound of coal in pounds of water at the boiling point turned into steani 
at the same temperature, would be the remainder divided by 536J. Coals 
differ in the percentage of the excess of air required for their complete 
combustion and it is well known that experience with the kind of coal is 
necessary to use it to the best advantage. 

A large number of experiments on the boilers of the United States 
Government Fuel Testing Plant at St. Louis have shown an average loss 
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of approximately 10 per cent, of the calorific value of the coal in unde- 
termined losses connected with radiation, incomplete combustion, etc. 
If it be assumed that this figure represents first class practice, the evapo- 
rating power which should be obtained from a coal under the best con- 
ditions in use would be approximately the available calorific power as 
estimated before, less 10% of the calorific value and divided by 536.5. 
As an example, if 10% of the calorific value be deducted from the avail- 
able calorific power of the above coal there is left 5568.7 — 698.— 4870.7 
and this divided by 536.7=9.07 as the number of pounds of water 1 lb. 
of this coal should evaporate under the best boiler conditions. 

As it is rarely possible to completely bum the coal, five per cent, 
may be assumed for loss through the grates, in smoke and other modes 
of incomplete combustion, which would reduce the figure to 9.07 — 
.45=8.62 as the best practical evaporative power of the average of the 
No. 6 coal in boilers not provided with special means of saving the 
chimney losses. 

Larger air excess or higher flue temperature will of course increase 
the losses proportionately. 

Thus 100% excess of air, a figure more usually found, would double 
the loss due to this cause and reduce the available heat by a further 
334.5 units or reduce the evaporation by 334.5 divided by 536.5=«.62 or to 
8.00 lbs. from and at the boiling point. 

It is not to be understood that these figures are generally realized 
with the coal but represent the actual possibilities of the coal which is 
certainly capable of giving these results. 

The relative commercial value of coals as indicated by their analysis 
and calorific value may be considered under two aspects: In the first 
place, as to the actual heating value of the combustible portion of the 
coal and the percentage of this heating value available. In a general 
way the calorific values of fuels are an indication of their relative fuel" 
iyv\ but from what has preceded it is evident that a closer comparison 
of the relative values of coals for any particular purpose will be afforded 
by a comparison of their available calorific power under the conditions 
as to temperature and combustion under which they are to be used. 

Coals which contain or furnish on burning large percentages of 
water will give low percentages of available heat calculated on their 
total calorific power both from the latent heat and the large quantity 
of heat carried off in the water vapor in the products of combustion^ 
The effect of this latter item will be increasingly seen, as the temperature- 
at which the gases escape is increased. An important result is also to 
diminish the possible furnace temperature obtainable where coals pro-^ 
ducing large quantities of water vapor are used. Inspection of the analyti-^ 
cal tables given later on in this report shows that the Ohio coals differ 
but little in different seams in their hydrogen and oxygen percentages^ 
so that this cause of difference is not particularly important in com-^. 

IS G. S OF o. 
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paring the coals of this state, but becomes important if they are to be 
compared with other fuels differing widely in moisture and oxygen per- 
centages. It is obvious that the moisture determination is one of iin- 
portance and always to be considered in connection with the total calori- 
fic value of the coal. 

In the second place the effect of the impurities, moisture, ash and 
sulphur, on the value must be considered. These affect the available 
heat produced by the coal. The ash by replacing the combustible matter 
acts directly in reducing the total calorific power of the coal and of 
course proportionately the available calorific power of the coalr A coal 
with 15% of ash will have 5% less combustible matter than one with 
10% of ash, so that from this point of view alone the relative values of 
the two coals would be approximately as 85 to 90. The sulphur in a 
coal has a heating value of its own and when in the form of pyrites 
produces probably in the neighborhood of one half as much heat by its 
combustion and that of the iron combined with it, as would the organic 
matter that it replaces. 

The moisture in the coal as has already been indicated, not only 
reduces the heating value by the organic matter it replaces but diminishes 
by a considerable amount the availability of the heat produced by com- 
bustion. Five per cent, of water under the conditions of ordinary boiler 
practice would not only reduce the heating power by five per cent., but 
would increase the latent heat by about thirty calories. The excess of 
loss produced by moisture will partly offset the heat produced by the 
combustion of the sulphur, so that the relative values of the coals 
having the same value for the combustible would be approximately pro- 
portionate to one minus the ash, the moisture and the sulphur. In other 
words, coal in a given seam with five per cent, of moisture, ten per cent, 
ash and two per cent, of sulphur as compared with a coal with eight 
per cent, of moisture, twelve per cent, of ash and four per cent, of 
sulphur would rank as about 1 — 17 to 1 — 24 or as 83 to 76, or on a per- 
centage basis, one ton of the purer coal would be equivalent to nearly 
1.1 of the more impure. 

Many other considerations, however, besides the actual heating value 
enter into the relative value of coal. Excess of ash of course involves 
extra expense in handling. Excess of sulphur for many purposes is in- 
jurious to the process to which the coal is applied. No general rule can 
be given for these items, as they depend upon the application of the 
coal and other special conditions. 

The tendency of coal to smoke and form soot varies greatly but the 
loss of heat due to the formation of soot is very small and the effect on 
the value of coal for heating purposes but slight, though for many other 
reasons it may be a large factor in determining the relative values of coal 
for special purposes. The character of the ash distinct from its amount 
is a factor not represented in the analysis, but of importance, badly 
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clinkering or fusing ash being highly objectionable in coals used for 
certain purposes. 

ANALYTICAL RESULTS. 

The tables which follow in this chapter give the analytical results 
and calorimetric determinations on the samples tested. The samples are 
grouped according to the geological classification of the coal seam. The 
samples in each group are arranged approximately according to their geo- 
graphical location proceeding from the southern to the northern portion 
of the state. 

TJie table headed ** Moisture'" gives the moisture in the coal as 
present in the sample as received in the laboratory. All the other deter- 
minations are upon the coal containing this moisture and not upon the 
dried sample. The oxygen as given in the tables is determined by dif- 
ference. 

The Qarion or No* 4 CoaL 

The samples of this coal cover a territory forming a narrow strip 
running a little east of north from the junction of Scioto and Lawrence 
Counties to the middle of the eastern part of Vinton County. The coal 
in all cases is high in sulphur, in some samples running over six per cent. 
Inspeo4ion of the location of the samples shows a general tendency for 
the sulphur to run highest in the more easterly samples from the general 
direction of the line: However, there is apparently no definite law for 
the distribution of the sulphur or the ash, considerable variations occur- 
rinjr in samples from the same township. Prom the average analysis of 
all the s'lmples the composition of the dry organic matter can be calcu- 
lated on the assumption that it is equal to the sum of the carbon, 
hydroc^cn. nitrogen and oxyijen in the dry coal, as follows: From the 
sum of the carbon, hydrogen, nitrogen and oxygen in the moist coal as 
given deduct the moisture. Divide the carbon, the hydrogen minus ^ 
the moisture, the nitrogen and the oxygen minus J the moisture by the 
remainder, and the quotients each multipled by 100 will give the per- 
centage of carbon, hydrogen, nitrogen and oxygen in the dry organic 
matter in the coal. 

In order to test the variations in different samples the average of the 
two highest sulphur coals in the No. 4 seam and the average of the two 
lowest sulphur coals wc^re also calculated. The results were as follows: 



276 



BULLETIN NO. 9. 



Composition of the Dry Organic Matter of No. 4 Coal. 
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It will be seen that there is considerable variation in the oxygen 
and in the carbon in the two sets of results as calculated. A further 
calculation was made to compare them in the same way after correcting- 
the oxygen by adding an amount equal to § of the sulphur and then 
reducing to the percentage basis by dividing each of the items of the 
analysis of the dry organic matter by their sum with the oxygen so in- 
creased. The results are given for the three averages as follows : 

Composition of the Dry Organic Matter in No. 4 Coal after correc- 
tion for sulphur. 
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It will be seen that in this case the results are more nearly alike, 
from which it is a fair inference that the sulphur in the No. 4 coal is 
largely present as pyrites and that the ultimate analysis on this latter 
supposition is a nearer approximation to the composition of the dry or- 
ganic matter than that obtained by the first method. If the composition 
of the organic matter of the seam be taken as that given by the results 
on the average of the seam, the ultimate analysis of any particular sample 
of the No. 4 coal could be obtained with a fair degree of accuracy from 
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the determination of the ash, moisture and sulphur for the particular 
sample. 

The method of calculation would be to simply reverse that by which 
the foregoing results were obtained. In other words, subtract from 
unity the ash, the moisture and f of the sulphur present in a unit weight 
of coal and multiply the items in the analysis of the organic matter 
corrected for sulphur by the result. This will give the carbon, hydrogen, 
nitrogen and oxygen for the particular sample, the oxygen being cor- 
rected for sulphur. By subtracting f of the sulphur from the oxygen 
the result will be the oxygen as given in the ordinary analysis, where it 
is determined by difference. To include the hydrogen and oxygen pres- 
ent in the moisture in the coal, add J of the moisture to the hydrogen 
jmd J to the oxygen. The sum of the results plus the ash and the 
sulphur should equal 100%, as a check on the calculation. Of course, 
this method would not be satisfactory'^ if applied to altered or weathered 
samples of coal, which have changed radically from the composition of 
the seam in its normal condition. 

The average heating value of the No. 4 coal is 6637 calories, equiv- 
alent to 11947 B. T. U. The heating value of **H,'' as explained previ- 
ously for the seam is 8223 caloris. The heating values for the different 
samples tested calculated from this average value for '*H" are given in 
the table. In the majority of cases, the correspondence is fairly satis- 
factory, showing in a general way that the heating value of the coal 
after making due allowance for the variations in ash and moisture is 
approximately constant. It will be noted that the heating value in any 
sample by Dulong's formula does not differ by more than one per cent, 
from that determined by the calorimeter. It will be noted that there 
are wide variations in the percentage of ash, moisture and sulphur in the 
different samples of coal, indicating considerable difference in the clean- 
ness of the coal from different points and the necessity of careful deter- 
mination of these constituents in comparing the value of coals from dif- 
ferent shipments. 

The Lower Khtanning or No« 5 CoaL 

The samples of No. 5 coal were taken at widely separated points over 
the state extending from the Ohio River on the south to Mahoning County 
on the north. Considerable variations in the quality of the coal are 
shown, the sulphur varying from 2.13 to 4.80 and the ash from 4.72 to 
10.16. The average composition of the dry organic matter in the samples 
oxamined is as follows : 
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Carbon . . 
Hydrogen 
Nitrogen 
Oxygen 

Sulphur . 



81.86 
5.64 
1.50 

11.00 



100.00 



en 



83.06 
5.74 
1.52 
9.68 



100. on 
3.26 



The average calorific value of the coal as determined is considerably 
higher than the calorific value as calculated by Dulong's formula, and this 
relation exists through all the samples examined with one exception in 
which the two are practically identical. The value of **H" as deter- 
mined for the seam or the heating value of the coal free from asb, sulphur 
and moisture as determined from the average of all the analyses is 8363 
calories. 

It will be noted that in the calorific value of the individual samples 
recalculated from the value of **H" considerable variations occur 
amounting in one case to 3.8 per cent., from the values determined in 
the calorimeter. It appears that in the samples in the southern part 
of the state the heating values calculated from the average all run lower 
than those actually determined while in the northern portion of the state 
they run higher. 

In so far as a conclusion would be warranted from the limited num- 
ber of samples analyzed, this would indicate that the heating value of 
the actual coal was higher in the southern portion than in the northern 
portion of the state. The number of samples of this coal taken was not 
sufficient to indicate with certainty local variations in the field and the 
ultimate analysis and calorific value of any particular sample would 
only be applicable to the neighborhood of the location of the sample taken. 

The Middle Kittannmg or No* 6 CoaL 

The samples of No. 6 coal cover a territory extending from Law- 
rence County near Ironton in a direction slightly east of north up to 
Coshocton, from thence in a more easterly direction nearly to Alliance 
on the border of Columbiana County. The first important group is 
principally located in the eastern part of Hocking, the western part of 
Athens, the whole of Perry and through Muskingum County. The 
second important group of samples covers Coshocton and Tuscarawas. 
Counties. Scattered samples only, represent the rest of the field. 
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The average eompodtion of the dry organic matter is as follows : 
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Sulphur 




3.30 







In order to investigate which of these two statements applies best to 
the No. 6 coal, the determination of the composition of the dry organic 
matter of four coals among those highest in sulphur, Nos. 101, 133, 114, 
and 117 in the tables of analyses, were compared in the same way with 
four of the low sulphur samples, Nos. 89a, 83, 90, and 86. The results 
are as follows : 

Not Corrected for Sulphur. 



Carbon . . 
Hydrogen 
Nitrogen 
Oxygen . . 




Corrected for Sulphur. 



be 



Carbon . . 
Hydrogen 
Nitrogen 
Oxygen . 



is 

< 


is 

< 


81.02 
5.83 
1.45 

11.70 


81.36 
5.49 
1.55 

11.60 



100.00 



100.00 
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It will be seen from these examples that the composition of the 
organic matter after the correction for sulphur is practically identical in 
these coals, which would justify the conclusion that most of the sulphur 
in the No. 6 coal was present in the form of iron pyrites and that the 
ultimate analysis of the two sets of samples was quite constant, if based 
on. the dry organic matter. The value of *'H" or the heating value of 
the combustible in the seam is 8243. The calorific value for the average 
of the seam as determined by Dulong's formula is 45 calories below the 
average of the determinations in the calorimeter, equivalent to six-tenths 
of one per cent. It will be noted that in the great majority of cases the 
results by Dulong's formula correspond quite closely to the determination 
in the calorimeter. 

The calorific values of the individual samples derived from the value 
of **H" for the seam, with a few exceptions, agree fairly closely with the 
determinations made in the calorimeter. There are several wide varia- 
' tions, however. To one of these attention has been called before. The 
next largest variation is in sample No. 119. The field notes show that 
all the coal in this mine is more or less red or weathered, though the 
sample cut was as yet black on the butts. The coal is soft and cuts easily 
and crumbles. There is but one bench. Sample 137, which also falls 
widely out of line, is in Columbiana County and far removed from the 
rest of the field and seems to indicate as far as a single sample can, that 
the coal had changed markedly in character at that point. With these 
exceptions the value of '*H" agrees fairly well in the different samples. 

The samples of No. 6 coal vary in sulphur all the wny from 5.60 
down to .51. A study of the location of the samples together with the 
determination of sulphur indicates that the percentage of sulphur in the 
coal varies somewhat regularly with the geographical location of the 
samples, the few samples taken in Lawrence and Gallia Counties run- 
ning between three and four per cent, in sulphur. Passing north to the 
Hocking field, the samples from the adjoining townships, Ward in Hock- 
ing County, Blacklick and Monroe in Perry County and Trimble in 
Athens all show less than 1^ per cent, and in most cases less than one 
per cent, of sulphur, indicating a large area of low sulphur coal. 

South and west of this area of low sulphur, the sulphur contents 
increases ranging from 1^% to 3% in the northern part of Athens 
County, the eastern part of Hocking and the central part of Perry 
County. Going to the north the sulphur in the samples increases rapidly 
reaching a high sulphur area in the southern part of ^luskingum County, 
in which the samples run from four to five per cent, and over. The 
sulphur is high, in the rest of the field only passing below 3 per cent, m 
one sample occurring in Coshocton Countj^ becoming very high again in 
the northeastern part of Coshocton County, where it again reaches a 
maximum of over five per cent. Prom this point north the 'sulphur 
iigain drops until in the northern part of Tuscarawas and southern part 
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of Stark the samples run under three per cent. These results indicate 
clearly that the distribution of the sulphur in the No. 6 coal is not erratic 
but passes with more or less regularity from well defined points of low 
sulphur in the seam to points of maximum sulphur. 

If the heating value of the individual samples calculated from **H'' 
be compared with the actual calorimeter determination in these different 
districts, it will be noticed that in the Hocking valley region of low 
sulphur, the values calculated from ''H" are uniformly above those 
determined from the calorimeter, agreeing rather closely in the amount. 
This shows that the low sulphur < oals in this district had lower heating 
values for the actual combustible than some of the high sulphur coals 
in the more northern part of the state. 

The following table gives the average composition of the six low 
sulphur Hocking Valley samples, Nos. 86, 87, 88, 90, 79 and 
91, two of the Muskingum County samples, 101 and 96, three of the high 
sulphur group in Coshocton County, 114, 117 and 133, and in the low 
sulphur group 138, 126 and 135. 





First low sulphur 
group. Hock 
mg field. 


is 

i! 

la . 


Coshocton Co. 
High sulphur. 

i 


Second or north - 
em low sul- 
phur. 


Moisture 


7.37 
5.96 
0.97 
69.96 
5.50 
1.33 
16.28 

6947 

7086 

8080 


5.05 
9.66 
5.76 
65.81 
5.30 
1.13 
12.34 

6780 

6685 

8360 


4.24 
9.24 
5.39 
67.44 
5.31 
1.21 
11.42 

6869 

6808 

8320 


6.24 


Ash 


6.61 


Sulphur 


2.73 


Carbon 


70.23 


Hydrogen . . . . i 


5.47 


Nitrogen 


1.24 


Oxygen 


13.73 


Calories determined 


7084 


Calories from * * H ' ' 


7020 


Value of *'H" 


8320 







The value of " H " is calculated for each group from the average of the group. 

The value of **H" given here should be used in estimating the 
heating value of samples of the Hocking Valley coals and will give more 
correct results than using the value of *'H'' for the whole seam. The 
increase in the heating value of the coals that are high in sulphur may be 
due either to the fact that too low a rating is given to the combustion of 
sulphur through making no allowance for iron burned at the same time 
or to an actual higher heating value of the combustible Inaterial of the 
coal in these coals. The composition of the dry organic matter in these 
portions of the No. 6 seam calculated from the foregoing averages is 
given in the following table both corrected for sulphur and not cor- 
rected for sulphur. 



282 



BULIxETIN NO. 9. 



Composition of the dry combustible. 

Not Corrected for Sulphur. 
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82.76 
5.96 
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Hydrogen 


5.67 


Nitrogen 


1.65 


1.41 


1.47 


1.46 


Oxygen 
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100.00 


100.00 


100.00 


Sulphur 


0.97 


5.76 


5.39 


2.73 



Corrected for Sulphur. 



Carbon . , 
Hydrogen 
Nitrogen . 
Oxygen . . 



81.34 
5.44 
1.49 

11.73 



100.00 



80.58 
5.80 
1.37 

12.25 



100.00 



81.14 
5.83 
1.39 

11.64 



100.00 



82.22 
5.62 
1.41 

10.75 



100.00 



These figures show that the northern group after correcting for 
sulphur was noticeably lower in oxygen and higher in carbon than the 
Hocking Valley coals, indicating a distinct change in the character of the 
coal from the southern to the northern part of the seam and correspond- 
ing to the indication in the calorimeter. It is interesting to notice a 
similar change in the percentage of moisture found in these coals, this, 
being noticeably higher in the southern part of the state than in the 
northern, as would be expected from the higher oxygen contents of the 
coal and decrease in carbon. 

The analysis of the No. 6 coal would seem to warrant the conclusion' 
that the changes in the quality of the coal are not erratic or abrupt but 
progressive and that the analysis of the tables could be applied witft 
considerable confidence to determine tlie character of the coals in the 
vicinities of the points sampled. 

The fixed carbon in the No. 6 coal averages 48.969c • The average 
ratio of volatile matter to fixed carbon is 1.29 as compared with 1.31 for 
the No. 5 coal and 1.15 for the Clarion coal. The variation of this ratio 
for different samples of the same coal is very considerable. Taking the 
average of the six samples of the Hocking Valley coal given above, the 
ratio of volatile matter to fixed carbon is 1.54; for the three Coshocton 
County samples the ratio of volatile matter to fixed carbon is 1.18. In 
the latter group the calorific values determined from **n'' arc all con- 
siderably below the calorimeter results, which in the Hocking valley <?roup» 
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they are all considerably above, showing that the low ratio of fixed 
earbon to volatile matter in the Coshocton County coals goes with a 
marked increase in the value of the heating power of the organic material 
of the coal. This ratio, the so-called **fuel ratio,'' first proposed years- 
ago by Dr. Ashbumer, would appear to be no indication of the relative 
heating value of the combustible material in this seam. 

The Upper Fteeport or No* 7 CoaL 

The samples representing the No. 7 coal form two groups: (1) 
being the Waterloo coal in the northern part of Lawrence and south- 
western part of Gallia Counties; (2) the northern No. 7 in which most 
of the samples are located in Muskingum covering a small area east of 
Zanesville. One sample was taken in Coshocton County nearly due north 
of the Zanesville group. 

The average calorific value of the southern group of samples is 6b(J4- 
calories, 106 calories higher than calculated by Dulong's formula froni 
the average of the coals. The value of **H" is 8074 calories and the heat- 
ing value of the individual samples calculated from this value of **H''' 
agrees very closely with the heating value as determined by the calori-^ 
meter, showing the general character of the combustible organic matter to 
be practically uniform throughout the small group composing the Water- 
loo field. The average composition of the dry organic matter calculated. 
as before is as follows: 
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1.62 







The ratio of fixed carbon to volatile matter for the southern group 
is 1.53. It will be noticed that this group of coals agrees very closely 
in fuel ratio with the Hocking valley group of the No. 6 coal, and it 
agrees with it quite closely in the composition of the dry organic matter 
calculated on the sulphur free basis and still more closely when ealcu- 
lated on the analysis not corrected for sulphur. 
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5.36 
1.57 
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100.00 
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Hydroeen 
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Nitrogen 
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"Sulphur . , 


100.00 
1.62 


100.00 
0.97 







The value of '*H" for the samples of the Hocking Valley group of 
the No. 6 coal is 8080 and for the Waterloo coal 8074. . 

The northern group of samples of the No. 7 coal are markedly higher 
in sulphur and lower in moisture, the change in this respect correspond- 
in? to the change in the No. 6 coal as it passes to the northern part of 
the state. In these northern samples the **fuel ratio" also falls to 1.18, 
following in this respect the large drop in **fuel ratio*' in the No. 6 coal 
in the northern portion of the field. The composition of the dry organic 
matter in the No. 7 coal in the northern field is as follows : 



Carbon . 
Hydrogen 
Nitrogen 
Oxygen . 

Sulphur , 
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It will be noticed that after correcting for sulphur the analysis from 
the two fields are nearly identical, but by correcting for sulphur there 
is ([iiite a marked difference in the percentages of carbon and oxygen. 
The average sulphur in the northern samples is more than double that in 
the southern samples. The value of **H" for the northern samples is. 
8280, which would apparently correspond to a low oxygen and a higher 
carbon content. In the northern coals as in the southern the average 
heating value calculated by Dulong's formula is noticeably lower than 
the heating value determined in the calorimeter. The agreement in indi- 
vidual samples between the heating value calculated from *'H'' and the 
healing value determined in the calorimeter is fairly satisfactory. 

The three samples taken in the southern part of Mushingum County 
are all y^ry high in sulphur as compared with the samples in the southern 
district. A single sample taken in Coshocton County is lower in sulphur, 
higher in moisture and approximates more nearly in analytical character 
to the pamples in the southern part of the state, having the high **fuel 
ratio'- shown in that district. 

The Pfttsbtff g: or No* 8 CoaL 

'J'he samples representing this coal cover the southern part of Gallia 
County, where a small number were taken, part of Athens County, all of 
lielmont, the southeastern part of Harrison and the southern part of 
Jefferson Counties. The samples form three general groups representing 
<letached fields of the No. 8 coal. Four samples in Gallia County are 
high sniphur coals and show more heating value as determined by the 
raloriineter than is given by calculation from Dulong's formula. 

The average value of **H" for all of the samples of the Pittsburg 
seam is 8363. The heating values of the Gallia County samples calcu- 
lated from this value all exceed very decidedly the heating values 
observed in the calorimeter. The small group of samples taken in Athene 
and Morgan Counties are very close in general analytical character to 
those taken in Gallia County, being high in sulphur and moisture. The 
correspondence between the results by Dulong's formula and the results 
from the calorimeter is fairly close and they agree with the samples from 
Gallia County in that all the values derived from **H" are noticeably 
higher than those determined in the calorimeter. These facts would' 
indicate that the No. 8 coal in these localities was distinctly different in 
analytical character and heating value from the Belmont County district. 
The composition of the dry organic matter in the coal calculated from- 
the average of the whole seam is as follows : 
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Carbon . 
Hydrogen 
Xitrogen 
Oxygen . , 

Sulphur 



82.31 
5.58 
1.36 

10.75 



100.00 



83.73 
5.68 
1.37 
9.22 



100.00 
3.81 



The sulphur in the samples from the southern and western portions 
of Belmont County is in all cases over 4%. In the western part of Har- 
rison and south-western part of Jefferson, there appears to be a circum- 
scribed area covering Athens, Short Creek, Mt. Pleasant, Smithfield and 
Wayne townships, in which the coal is considerably lower in sulphur, 
most all of the samples containing under 3% and a number of them 
under 2%. The moisture in the samples from the Belmont district is 
considerably lower than in the samples from the southern part of the 
field, as appears to be the case in the other seams of coal extending 
through the state. The general anal>'tical difference between the samples 
of the Belmont County district and those from the southern portion of 
the state in Athens and Gallia Counties is shown by the following table : 
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The composition of the dry organic matter the value of "H" and the 
*fuel ratio" for the two groups are as follows: 

Corrected for Sulphur, 
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1.31 

10.49 


84.08 
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1.42 




8.81 
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100.00 



^ The Pomeroy or No. 8a CoaL 

The samples representing this coal cover a small area in Meigs 
County and the north-eastern portion of Oallia County around Pomeroy. 
With one exception the samples are only moderately high in sulphur. 
The average heating value of the samples calculated by Dulong's formula 
falls about nine-tenths of a per cent, below the heating value determined 
in the calorimeter. There is considerable variation among the individual 
samples, but in most cases the heating value determined is noticeably in 
excess of the heating value as calculated by the formula. The value ( f 
^*H" or the heating value of the dry combustible matter is 8156 and in 
no case does the heating value of the individual sample depart more than 
one per cent, from the heating value calculated from the value of **H/' 
showing considerable uniformity in the quality of the combustible ma- 
terial. The ultimMe analysis of the dry organic matter with the oxygen 
uncorrected and corrected for sulphur is as follows : 
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Carbon . . 
Hydrogen 
Nitrogen 
Oxygen .. 

Sulphur .. 



The fuel ratio or fixed carbon divided by volatile matter is 1.37, but 
this ratio varies very markedly in the different samples. In sample No. 
30, the fuel ratio is 1.55 and in Sample No. 33, it is 1.27. It is noticeable 
that the one with the low fuel ratio shows a higher heating value in the 
calorimeter than the results calculated from the average and the one 
with the high fuel ratio shows a lower result in the calorimeter than 
when calculated from the average. 



The Meigs Creek or No. 9 CoaL 

The territory covered by the samples of this coal forms two well 
defined areas : — ^the first, occupies the northern part of Washington, the 
eastern part of Morgan and most of Noble counties, including a more or 
less circular field. The second group covers Belmont County and the 
south-eastern part of Harrison County, most of the samplers lyinjr in 
Belmont. The average calorific value of all the samples as determin(»d 
in the calorimeter is 6800 calories. The calorific value calculated by 
Dulong's formula is 41 calories lower or six-tenths of a per cent. The 
value of '*H" or the heating value of the combustible figured from tho 
whole seam is 8379 calories. It will be seen that the majority of the 
samples when recalculated from the general average agree within one 
and one-half per cent., only one sample exceeding this amount. The 
ultimate analysis of the dry organic matter uncorrected and corrected for 
sulphur is as follows: 
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Considering the two groups of samples separately the average 
sulphur of the southern or Morgan and Noble County group is 5.30, for 
the northern or Belmont County group 2.88 per cent., the samples from 
the more northern portion of this latter field being very noticeably lower 
in sulphur. The average analysis of the dry organic matter for the two 
fields both corrected and uncorrected for sulphur are as follows : 

The Southern or Morgan and Noble County Group, 
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The Northern or Belmont County Group, 
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Hydrogen 

Nitrogen 
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Sulphur 

19 G. s. OP o. 




83.50 
5.60 
1.40 
9.50 



100.00 
2.88 
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The southern group is noticeably higher in oxygen and lower in 
carbon in the analysis after correction for sulphur, though the two 
groups correspond very closely if the correction for sulphur is omitted. 
The average moisture of the southern group is distinctly lower than in 
the northern portion of the field. The fuel ratio of the No. 9 coal for 
the average of the whole seam is 1.34. This ratio, however, varies widely 
in the different samples of coal and apparently is not connected in any 
way with variations in the heating value. The ash contents does not ap- 
pear to vary in any regular way with the location of the samples. 

GENERAL CONCLUSIONS. 

The foregoing revie'w of the analytical results which are given in 
full in the tables that follow would seem to indicate that the moisture, 
sulphur and heating value of the various seams were tolerably constant 
in particular portions of the seam, but that they changed somewhat sys- 
tematically from one general portion of the seam to another. This con- 
clusion is of importance as it warrants the application of the published 
analyses with reasonable confidence in estimating the quality of the coal 
in the neighborhood of the location from which the individual samples 
were taken. Of course, it is not claimed that the law is rigid, but that 
there is sufficient correspondence to give considerable confidence in the^ 
application. 
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LABORATORY TESTS ON THE NO. 8 COAL TO DETERMINE ITS 
SUITABILITY FOR IMPROVEMENT BY WASHING. 

The object of coal washing is to remove the impurities — ash and 
pyrites — from the coal by taking advantage of their greater specific 
gravity. The various forms of apparatus in use all depend upon the 
principle that coal being lighter can be carried away by moving water 
while the heavy impurities — slate and pyrites — are left behind. In order 
that a coal may be benefited by this treatment two things are necessary : 

In the first place, the pyrites and the slate must be so distributed 
that by crushing the coal to a reasonable fineness they may be broken 
away from the pieces of coal. Second, the coal left must be purified 
enough to make the expense of the process worth while. In order to 
test these points what are known as '* float and sink" tests are made in 
the laboratory, the coal being crushed sufficiently small and then sepa- 
rated by sifting into two gr three sizes, these sizes are then stirred up in 
a heavy liquid of such specific gravity that the coal will float upon it 
while the impurities will sink. In this way the coal is separated from the 
free pyrites and slate, the relative amounts weighed and the products 
analyzed to ascertain the degree of purification. 

In the experiments the following routine was adopted. The coal was 
crushed so that it would pass a one-half inch screen. The crushed coai 
was then freed from dust by separating from it all that would pass a one- 
sixtieth inch screen. This is best done by, first, screening on a twenty- 
mesh sieve and then screening what passes through the twenty-mesh on a 
sixty-mesh, subsequently adding the oversize of the sixty-mesh to the 
oversize of the twenty-mesh. The portion of coal passing through the 
sixty-mesh sieve amounting to from one to four per cent, of the total 
weight of the sample was not treated farther as the separation by gravity 
is very unsatisfactory on this dust. The solutions used in the separation 
were, first, calcium chloride of 1.35 specific gravity, and second, zinc 
chloride solution of 1.45 specific gravity. 

Coking tests were made upon the coal on both the separated and the 
unseparated samples. The laboratory method of making the coking 
test is as follows : Two clay crucibles are selected of such size that one 
sets easily inside the other. Convenient sizes are a 20-gram Denver fire- 
clay for the inner and a larger 5 Hessian for the outer. The inner crucible 
is provided with a closely fitting cover. The larger crucible is put into a 
wind furnace and heated to a bright red. Meanwhile the smaller one is 
charged about two-thirds full with coal crushed to about i inch mesh. 
(Using the 20-gram Denver crucible one hundred grams of coal can be 
weighed out for the charge.) The cover is placed on the smaller crucible 
and it is set inside the larger one. A little coarse coal is thrown on top of 
it and the cover placed on the larger crucible. At the end of an hour 
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both are removed from the furnace. A little more coal is put into the 
outer crucible and it is allowed to cool covered. The placing of the coal 
in the outer crucible is to prevent oxygen getting into the coke and burn- 
ing out sulphur. 

The results of the washing and coking tests are given in the following 
tables. The results may perhaps best be understood by consideration ol 
some particular sample, as No. 4. In this sample the percentages of ash 
and sulphur in the unwashed coal are respectively 9.12 and 4.35. The 
sample crushed to i inch was separated by sifting into 96.9 coarser and 
3.1 per cent, finer than 60 -mesh. This coarser portion treated on a solu- 
tion of 1.35 specific gravity resulted in a separation into 81.15 per cent, of 
light coal which analyzed 5.09 per cent, ash and 2.63 per cent, sulphur. 
The heavier portion analyzed 25.74 per cent, ash and 11.04 per cent, sul- 
phur. 5.09 per cent, of ash in the light product shows the possibility of 
producing a washed coal low in ash. The washing loss — 14.99 per cent. — 
heavier than 1.35, is larger than desirable, but results upon samples No. 
12 and No. 11 washed on a solution of 1.45 specific gravity indicate that 
the ash might be reduced to about 7 per cent, with a washing loss of prob- 
ably only 6 or 7 per cent. An improvement of 2 per cent, in ash accom- 
panied by decided lowering of the sulphur with a washing loss of only 
6 or 7 per cent, indicates the commercial possibility of putting washed 
coal from this region upon the market. 

Coking tests were made upon both the raw or unwashed coal and 
upon the washed product and the yield and ash and sulphur contents- 
determined. The coke yield in this unwashed sample is 62 per cent, 
pviialyzing 33.35 per cent, ash and 3.47 per cent, sulphur. The coke yield 
from the washed product is 59.2, which analyses 9:36 per cent, ash ana 
1.01 per cent, sulphur. 

All of the samples show a decided lowering in ash by washing and a 
considerable lowering of the amount of sulphur. In most of the samples, 
however, a large amount of sulphur seems to be present as an inherent 
part of the coal and cannot be removed by washing. The ash was very 
light colored in most of the samples which indicates that only a portion 
of the sulphur was present as pyrites. Sample No. 29 deserves special 
notice. The original coal contains 8.94 per cent, ash and 2.11 per cent, 
sulphur. The washed coal shows only 6.16 per cent, ash and 1.14 percent, 
sulphur. The coke from the washed coal analyzes only 10.35 percent, 
ash and .93 per cent, sulphur and compares in these respects very favor- 
ably with Connellsville coke. The production of high-grade blast fur- 
nace coke from washed coals from some of these mines appears not at all 
unlikely, while every sample tested shows the possibility of producing 
from these seams washed coal low in ash. 

The extent to which the sulphur in the coal is expelled in coking is 
a matter of interest. In the table of results which follow is given the 
percentage of the total sulphur in the original coal which is retained in 
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the coke produced. The result is obtained by multiplying the percentage 
yield of the coke by the percentage of sulphur in the coke and dividing 
the product by the percentage of sulphur in the coal. 

Ptfblkation No* 12* 
Unwashed coal, ask 9.61, sulphur 3,86, 





Portion 


Ash 


Sulphur 


Compared with 
original sample 




Ash 


Sulphur 


A inch to J^ inch — 


94.5 

74.9 
19.6 










Lighter than 1 .35 — 


5.48 
24.23 


3.17 
6.23 


4.10 
4.75 

0.39 


2 37 


He avier than 1 . 35 — 


1 22 






^ inch and finer — 


4.1 

97.7 

90.1 
7.6 


16 











J inch to ^Q ' inch — 


9.24 


3.75 


Lighter than 1 .45 ~ 


7.12 
37.73 


3.60 
6.64 


6.42 
2.87 

0.19 


3 24 


Heavier than 1 . 45 — 


50 






g^ inch and finer — 


2.0 


08 












9.48 


3.82 



Coke. 



Percentage 
yield 



Ash 



Sulphur 



-Coke from unwashed coal = j 61 . 9 14. 58 3 . 36 

Percentage of the sulphur in the coal left in the coke = 53.6^, 
"Coke from washed coal lighter I I I I 

than sp. gr. 1.45 r= | 60.2 I 12.37 | 3.22 I 

Percentage of the sulphur in the coal left in the coke = 53 . S%. 

I I I r 



Publication No* 19* 
Unwashed coal, ash 8.35, sulphur 2.88. 





Portion 


Ash 


Sulphur 


Compared with 
original sample 




Ash- 


Sulphur 


\ inch to ^ inch — 


94.49 

82.42 
12.07 










Lighter than 1.35= 

Heavier than 1 .35 — 


5.83 
29.06 


2.55 
7.09 


4.81 
3.51 

0.39 


2.10 
86 






J_ iTiftli nxiA finflT — 


4.69 


14 












8.71 


3.10 
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Publication No* 19* 

Coke. 



Percentage 
yield 



Ash 



Sulphur 



Coke from unwashed eoal= 62.00 15.63 2.47 

Percentage of the sulphur in the coal left in the coke = 53.2%. 
Coke from washed coal lighter I I I 

than 1.35= | 59.03 | 11.32 | 2.12 

Percentage of the sulphur in the coal left in the coke = 49.0%. 



Publication No, 4« 
Unwashed coaL CLsh 9.12, sulphur 4,35. 





Portion 


Ash 


Sulphur 


Compared with 
original sample 




Ash 


Sulphur 


A inch to K inch — 


96.14 

81.15 
14.99 










Lighter than 1 35 — 


5.09 
25.74 


2.63 
11.04 


4.13 
3.86 

0.28 


2.13 


Heavier than 1 . 35 — 


1.65 






J^ inch and finer — 


3.1 


0.18 












8.27 


3.91 



Coke. 



Percentage | Ash 
yield 



Sulphur 



Coke from unwashed coal =...| 62.00 | 13.35 3.47 

Percentage of the sulphur in the coal left in the coke = 49.4<^ 
Coke from washed coal lighter! I I 

than 1.35 = | 59.29 I 9.36 | 1.91 

Percentage of the sulphur in the coal left in the coke = 43. 



r 



Publication No* JO* 
Unwashed coal, ash 11.25, sulphur 4.77. ' 





Portion 


Ash 


Sulphur 


Compared with 
original sample 




Ash 


Sulphur 


\ inch to Vu inch — 


96.00 

74.75 
21.25 










Lighter than 1.35— 


6.67 
23.04 


3.82 
7.86 


4.99 
4.90 

0.39 


2.86 ' 


Heavier than 1 . 35 — 


1.67 






J, inch and finer — 


3.43 


0.16 












10.28 


4.69 



20 G. S. OF o. 
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Publication No. tU 
• Unwctshed coal, ash 10.81, sulphur 5,04. 





Portion 


Aflh 


Snlphur 


Compared with 
original sample 




Aflh 


Sulphur 


1- incli to -J«- infih — .......... 


94.52 

66.7 
27.82 










Liiffhter than 1 . 35 — 


6.48 
21.05 


3.68 
8.83 


4.32 
5.86 

0.50 


2.45 


Heavier than 1 .35 — 


2.46 






Jw ififth ftfirl finAr — . , 


4.62 

96.9 

87.3 
9.6 


0.23 










X {nfth tn JL ynoh — 


10.68 


5.14 


Lighter than 1 .45 — 


7.83 
33.88 


4.20 
14.24 


6.84 
3.25 

0.24 


3.67 


Heavier than 1 .45 — 


1.37 






J^tr inch and finer — 


2.2 


0.11 












10.33 


5.15 



Publication No* 5* 
Unwashed coaly 4ish 10.98, sulphur 4.54. 





Portion 


Ash 


Sulphur 


Compared with 
original sample 




Ash 


Sulphur 


I inch to ^ inch = 

Lighter than 1 .35 — 

Heavier than 1 .35 — 


96.0 

74.15 
21.85 










6.90 
24.64 


3.40 
8.55 


5.12 
5.38 

0.37 


2.52 
1.87 






L Itii*}) flTid firiAr -~ 


3.3.5 


0.15 












10.87 


4.54 



Publication No. 9. 
Unwashed coal, ash 9.50, sulphur 5.13. 





1 Pnii^-inTi 


Ash 


Sulphur 


Compared with 
original sample 


1 * ^* "*"'* 


Ash 


Sulphur 


X iTi^h tn JL inch — 


97.0 

75.6 
21.4 










Liiffhter than 1 . 35 — 


6.93 
19.31 


3.82 
9.26 


5.24 
4.13 

0.19 


2.89 


TTeAviftr than 1 . 35 — ,,,--,.... 


1.98 






t. inAh iLTifl finer — 


2.0 


0.10 












9.56 


4.97 
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Pereentage 
yield 



Ash 



Sulphur 



Phoa. 



Ooke from unwashed coal = 59.32 | 16.22 4.42 

Percentage of the sulphur in the coal left in the coke 
Coke from washed coal lighter I i I 

than 1.35 j 57.6 | 12.23 | 3 

Percentage of the sulphur in the coal left in the coke = 48 . 8%. 



:51.1%. 

3.24 I 



.0067 



.0036 



Publication No* S« 

Unwashed coal, ash 8,07, sulphur 4.35. 





Portion 


Ash 


Sulphur 


Compared with 
original sample 




Ash 


Sulphur 


X inch to i^K- inch — • ,- r 


96.9 

81.5 
15.4 






Lighter than 1.35 — 


5.68 
24.58 


3.22 
11.44 


4.63 
3.79 

0.23 


2 62 


Heavier than 1 .35 — 


1.76 






J^ inch and finer — 


2.8 


0.12 












8.66 


4.50 



Coke. 



Percentage 
I yield 



Ash 



Sulphur 



Phos. 



Coke froni unwnahed conl — | 60.6 14.36 4.01 

Percentajje of the sulphur in the coal left in the coke =5 55 . lyy^. 
Coke from washed coal lighter | III 

than 1.35 | 5S.7 | 10.00 | 2.71 | 

Percentage of the sulphur in the coal- left in the coke =: 49 . 4^%;. 

L_ _ I I T 



.0125 



.0056 



Publication No* 29* 
Unwashed coal, ash 8.94, sulphur 2.11. 



- 


Portion 


Ash 


Sulphur 


Compared with 
original sample 




Ash 


Sulphur 


X inch to J'«- inch — 


99.3 

85.5 
13.8 










Lighter than 1 . 35 — 


6.16 
27.64 


1.14 
8.83 


5.27 
3.81 

0.04 


0.97 


Heavier than 1.35 — 


1 22 






-X^ inch and finer — 


0.5 


0.01 












9.12 


2.20 
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Coke, 



Percentage 
yield 



Ash 



Sulphur 



Phos. 



Coke from unwashed coal= 59 . 86 15 . 54 1 . 80 

Percentage of the sulphur in the coal left in the coke z=61,V 
Coke from washed coal lighter I III 

than 1.36=: | 59.80 | 10.35 | 0.93 | 

Percentage of the sulphur in the coal left in the coke = 48.8%. 
\ I I 1 

Publication No. 25. 
Unwashed coal, ash 10.19, sulphur 4,40, 



.016 





Portion 


Ash 


Sulphur 


Compared with 
original sample 




Ash 


Sulphur 


X iTifth tn -Xr iTiAh — 


97.6 

59.4 
38.2 










Lighter than 1 . 35 — 


5.32 
18 87 




2.73 
6.94 


3.18 
7.21 

0.15 


1.62 


Heavier than 1.35 — 


2.65 






.iiT- inch and fiTifli* — 


1.45 


0.06 












10.54 


• 4.33 



Cohe. 



Percentage 
yield 



Ash 



Sulphur 



Coke from unwashed coal = 58 . 66 17.15 3 . 60 | 

Percentage of the sulphur in the coal left iii the coke =z 48.0%, 

Coke from washed coal 'lighter I III 

than 1.35 | 57.7 I 9.32 | 2.12 | 

Percentage of the sulphur in the coal left in the coke = 44. 8% 



Publication No. 27. 
Unwashed coal, ash 9,17, sulphur 5.29. 



Portion 



1 inch to ^ inch — . 
Lighter than 1 . 35 = 
Heavier than 1 . 35 = 

A inch and finer =.. 



Ash I Sulphur 



Compared with 
original sample 



95.5 



72.0 
23.50 



4.93 
23.58 



• I Ash 



3.11 
11.00 



3.4 



3.55 
5.54 

0.31 

9.40 



Sulphur 



2.24 
2.59 

0.1? 

5.01 
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Coke. 



809 




Coke from unwashed coal =. . . . | 59.15 

Percentage of the sulphur in the coal left in the coke = 50 . 2< 

Coke from washed coal lighter I I I 

than 1.35 | 56.50 | 8.94 | 2.53 

Percentage of the sulphur in the coal left in the coke = 46.0< 



CHAPTER IX. 



CHEMICAL WORK. 

BY PROFESSOR E. E. SOMERHEIER, OHIO STATE UNIVEBSITY. 

Samplingf* The analyses given in this report are all upon mine sam- 
ples personally taken by representatives of the Survey. A few were 
collected by Professor Orton, a few by the writer and a f eW by Mr. D. D. 
Con'dit. The greater number were, however, taken by Professor B. A. 
Eisenlohr and Mr. Jesse E. Hyde, both of whom by their training and 
experience were unusually well fitted for the work, and their painstaking 
care in collecting and selecting the samples deserves special acknowl- 
edgment. 

The method of collecting and handling the samples of No. 4, 5, 6 
and 7 coal taken during 1900, 1901, and 1902 was as follows: After an 
inspection of the mine, a point apparently as nearly representative of 
the seam as could be obtained was selected for sampling. 

The sample was obtained by making a cut across the coal from roof 
to floor including all the benches of the coal mined and all partings less 
than three-eighths inch in thickness, but rejecting such impurities as 
were removed in ordinary work. The cut was from six to eight inches 
wide by three to four inches deep, care being taken to keep width and 
depth as nearly uniform as possible. The coal obtained, amounting to 
from fifty to one hundred and fifty pounds was caught upon a canvas 
seven feet by seven feet spread upon the floor. This entire sample was 
transferred to a canvas bag and shipped to the laboratory by freight. 
Shipped in this way the sample arrived at the laboratory in a partially 
air-dried condition. 

Previous to taking the sample all loose pieces of coal or slate in the 
seam or roof adjacent to the point to be sampled were dislodged and the 
section to be sampled straightened up as nearly as possible to a vertical 
face of fresh coal. In cases where the coal had been exposed for any 
'considerable time the outer exposed portion was removed to a depth of 
one or two inches before sampling. 

The particular conditions under which the sample was taken, the 
portions of the seam included and the portions rejected in sampling and 
the analylieal results obtained accompanied by the cut of the section of 
the seam where sampled are given for each sample in that portion of the 
report prepared by Dr. Bownocker and Professor Orton. 

Handling of the Sample in the Laboratory* On arrival of the 
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sample at the laboratory it was reduced and quartered by hand and the 
final poi'tion for analjrsis ground down on a bucking board till it all 
passed a sixty-mesh sieve. The analytical work was all done on this 
partially air-dried sample and the results for moisture on the samples 
taken iji the years 1900, 1901, and 1902 are in all cases lower than the 
moisture in the coal as mined, and the calorimeter results are likewise 
higher by an amount proportional to this lower moisture content (in 
these coals about two or four per cent.), but the results as given are all 
comparable and probably approximate the moisture content of the coal 
as marketed under favorable weather conditions. 

Method of Sampling Used in Collecting Samples Taken in i907 of 
Nos* 8^ 6sLf and 9 Coal and also a few Samples of No* 5 and No* 6 CoaL 
The method of collecting these samples is in general similar to the 
method already described with the exception that the entire sample taken 
was put through a one-inch mesh sieve and quartered down in the mine 
and a portion (about 25 pounds) put into a metal can securely sealed and 
sent to the laboratory by express. Owing to the time and labor involved 
in quartering down by hand and the difficulty of thorough mixing many 
of the later samples taken were cut in smaller section (three to four 
inches by one and one-half to two inches) and the entire sample taken 
put into the can and shipped to the laboratory. Shipment of the samples 
to the laboratory in sealed cans prevents moisture loss, and the sample 
as received represents closely the sample as taken at the mine. 

The method of handling the sample in the laboratory is as follows : 
The 25-pound sample is put through a power jaw crusher and crushed 
to one-fourth inch. It is then divided by means of a riffie sampler or 
quartered down by hand to about six pounds, and this six-pound portion 
spread upon a weighed metal tray 24 by 24 inches and given a pre- 
liminary air drying, the loss in weight being recorded as a part of the 
analytical work done upon the sample. This air-drying treatment is 
primarily to get the sample into a more constant condition for handling 
in the laboratory, but it is also of general interest in that it shows the 
possible loss which may occur during shipment of the coal. 

Allowing the coal to arrive at an approximately air-dried condition 
by simple exposure to the air of the laboratory is a slow process and to 
expedite the work use is made in the laboratory of a special air dryer 
in which the trays containing the coal are placed. (P. 312). The air in 
this dryer is warmed 10 to 15 degrees Centigrade, above the room temper- 
ature and kept in constant circulation by means of an electric fan mounted 
on top of the dryer. In this warmer air the samples rapidly lose their 
loosely held moisture and at the end of six or eight hours drying at this 
increased temperature the loss between successive weighings made with 
an interval of from two to three hours drying usually amounts to less 
than two or three-tenths of one per cent., and the sample at the end of 
this time has reached about the same condition as would be attained by 
dr3dng at atmospheric temperature for three or four days. 
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This air-dried sample, still further reduced to one-eighth inch by 
passing through a pair of crushing rolls, is then quartered down till a 
portion of this product amounting to about three-fourths of a pound is 
obtained. This portion is then ground to a powder in a closed ball mill 
jar using quartz pebbles. The jars used are seven inches in diameter 
by seven inches high inside. The pebbles used are about one inch in 
diameter. The grinding is accomplished by the pebbles falling over one 
another, hence to secure best results the speed of rotation of the jars 
must not be great enough for centrifugal force to overcome the operation 
of gravity, in which case the pebbles cling to the circumference of the 
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Oven for Air-Drying Coarse Samples.. 



jar and little or no grinding is effected. In this size jar a speed of from 
55 to 60 revolutions a minute gives good results, a three-fourth pound 
sample being reduced from one-eighth inch to one-sixtieth inch in from 
30 to 35 minutes. At the end of the grinding operation the jar is opened 
and the sample is separated from the pebbles by pouring the contents of 
the jar upon a coarse sieve. 

The fine sample of coal is divided do\\Ti to about two ounces by pass- 
ing through a small riffle sampler or the sample is thoroughly mixed by 
hand with a spatula and about two ounces taken ^vith a sampling spoon 
from various parts of the material. This two-ounce portion is then' put 
through the 60-mesh sieve, kept well covered during the sifting to prevent 
moisture changes. A light fiat brass ring (about two inches in diameter 
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and weighing about four ounces) placed in the sieve, is of very great 
assistance in sifting the sample, preventing caking of the material and 
clogging of the meshes of the sieve. Usually a few coarse particles, 
amounting to from one-fourth to one-ha^f per cent, of the sample, remain 
upon the sieve. These are bucked down by hand on a bucking board and 
thoroughly mixed with the sifted portion of the sample. The whole is 
then put in a glass bottle and securely stoppered and constitutes the 
laboratory sample for analysis. 

The jars and pebbles after being cleaned by brushing with a stiff 
brush, (this part of the operation requiring only a minute or so) are ^ 
ready for the grinding of another sample of coal. When samples of 
entirely different material are srround, the jars and pebbles may require 
more thorough cleansing with water and scrub brush, but, as a rule, in 
their use for coal, dry ch^ansing is sufficient. 




Bif9e Sampler. 



The riflBe sampler used in reducing the sample is shown in the above 
figure. Two sizes of sampler are used in the laboratory. The larger size 
has one-inch subdivisions and is used in reducing the sample from 25 
pounds down to the amount to be ground in the ball mill (about threti- 
fourths pound). The sample after grinding in the ball mill is then 
divided down to about two ounces by means of the smaller sampler 
having one-half inch subdivisions. 

The sampler is essentially a metal box mounted on legs and fitted 
with a number of equi-distant vertical parallel partitions, the alternate 
bottoms of the spaces between the partitions sloping in opposite direc- 
tions. The angle of slope should be about sixty degrees 'from the hori- 
zontal. If much less than this the coal will not run freely and may 
clog up the sampler. 
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The lower portions of the sides of the sampler are open and in opera- 
tion the coal emptied in the top of the sampler runs down the sloping 
bottoms of the subdivisions and is caught in two buckets below, one-half 
of the sample being caught in each bucket. To keep down dust the space 
above the receiving buckets is covered with a metal hood or shield. 
Three buckets are necessary for convenience in sampling, two to set 
under the sampler and the third to contain the portion of the sample to 
be subdivided. After pouring the material through the sampler one of 
the buckets containing one-half of that poured through is removed and 
the empty bucket set in its place. The one-half portion is then poured 
through in turn. The bucket last set under containing one quarter of 
the original sample is removed and the empty one again set in its place, 
the subdivision of the sample being continued till the sample is reduced 
to the amount desired. 

After dividing a sample, the sampler is most conveniently cleaned 
by directing a blast of air from a handbellows through the sub-divisions 
and any particles of material clinging to the sides or the bottoms of the 
divisions removed before the apparatus is used for dividing another 
sample. 

METHODS OP ANALYSIS. 

The analytical determinations on all of the samples collected during 
1901, 1902, and 1903 were made by the writer, who also personally made 
a considerable number of the determinations upon the samples collected 
during 1907. Most of the routine analytical work on the 1907 samples 
was, however, done by Mr. Dana J. Demorest, who by his previous train- 
ing and experience was well fitted for the work. 

The fine samples for analysis are kept in four-ounce wide-mouthed 
bottles closed with rubber stoppers.' Previous to weighing out a portion 
for an analytical determination the material is thoroughly mixed by 
giving the bottle fifteen to twenty rotations combined with ,an up- 
ending and tilting movement of the bottle to insure mixing of the 
top and bottom portions of the sample. For satisfactory mixing in 
this way the sample should not fill the bottle more than half full. 
If over two-thirds full the sample should be mixed on paper. After 
the mixing in the bottle the stopper is removed and the sample still 
further mixed by means of a sampling: spoon and successive small por- 
tions then taken till the amount required for the determination is secured, 
especial care being taken to again securely stopper the bottle before 
setting aside for other determinations. 

Proximate Analysis, 

Moisture and Ash* A one-gram portion of the well mixed sample 
is weisrhed into an empty capsule and placed for an hour in an oven 
heated to 105°C. A special double walled oven similar to that used in 
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the Chemical Laboratory of the United States Geological Survey Fuel 
Testing Plant was used. 

A brief description of this oven is as follows: The inner cylinder 
is four And one-fourth inches in diameter by seven inches long. The 
movable perforated shelf fitting in this inner cylinder accommodates six 
eapsulos. The outer cylinder or wall is six and one-half inches in dia- 
a1^te^ by eight inches long. The space between the two cylinders is filled 
to the top of the inner cylinder with a solution of calcium chloride of 
such strength that the J[)oiling point of the solution is high enough to 
raise the temperature of the oven to 105°. Concentration of the solution 
is prevented by means of a reflux condenser fitted into the top of the 
oven. Air is admitted into the drjing chamber through a coil of block 
tin tubing which passes through the calcium chloride solution. The 
inner end of the tubing is soldered into the rear wall of the drying cham- 
ber and the outer end is connected to a flask containing, concentrated 
sulphuric acid. 

During a determination air under pressure is bubbled through this 
sulphuric acid, passes through the block-tin coil into the drying chamber 
and escapes through a small orifice in the door of the oven. The air is 
passed through at such a rate that a volume equal to the capacity of thi* 
oven passes through every six or eight minutes. Most of the moisture ot 
the sample is driven off during the first fifteen or twenty minutes so that 
by the end of the hour the air in the oven is gprctically dried by the^ 
sulphuric acid. By working in this way variations in the humidity of 
the laboratory air do not affect the determinations and duplicates run at 
different times agree much more closely than where an ordinary air oven 
is used. At the end of the hour the capsules are removed from the oven, 
covered, and allowed to cool in desiccators over concentrated sulphuric 
acid and then weighed covered. 

Sulphuric acid gives more concordant results than calcium chloride, 
as experiments sTiow that if allowed to remain over calcium chloride for 
. any considerable time, the sample dried at 105°C. increases in weight 
and the results for moisture are correspondingly low. The danger of 
sulphuric acid splashing up on to the bottom of the capsule when the 
desiccator is being carried around the laboratory is eliminated by placing 
a thin sheet of asbestos paper below the capsule, taking care to have it fit 
so loosely in the desiccator as not to prevent free circulation of air. 

Special flat aluminum lids are used in connection with the capsules 
used in the moisture determinations. They are light and unbreakable, 
and are much more convenient to handle than the heavy breakable covers 
ordinarily used with porcelain crucibles. In weighing out the sample at 
the beginning of the determination the lid is placed upon the balance 
pan under the empty capsule in which the sample is weighed. The 
capsules used are heavier and less flaring than the ordinary porcelain 
crucibles. The dimensions are one inch high by one and five-eighths inch- 
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in diameter at the top. They were obtained from the Henry Ileil Chemi- 
cal Company, St. Louis, and are designated as ** porcelain moisture cap- 
sules No. 2^\ They are much more satisfactory for this work than ordi- 
nary porcelain crucibles. 

After the determination for moisture the sample is burned to ash in 
a muffle, care being taken to begin the burning off at a low heat to avoid 
coking of the coal, the temperature of the muflSe being raised to redness 
after the expulsion of the volatile matter. Heating is eontimied till all 
black carbon is burned out, the capsule is then removed from the muffle 
furnace and allowed to cool in the open air and weighed as soon as 
cooled, it is then replaced in the red-hot muffle for from fifteen to thirty 
minutes, again allowed to cool and reweighed, continuing this process if 
necessary till constant weight is obtained. 

Volatile Matter* The method used is that recommended by the 
Committee on Coal of the American Chemical Society. A one-gram 
sample is weighed into a 30 cc. platinum crucible, the closely fitting lid 
placed upon the crucible and the whole heated for seven minutes over 
the full flame of the Bunsen burner, the distance of the crucible from the 
top of the burner and the height of the burner flame being so adjusted 
that the entire crucible including the lid is heated to a visible redne&s 
during the operation. With artificial gas the distance between the top 
of the burner and the bottom of the crucible is kept about 7 cm., the free 
burning Bunsen burner flame being 16 to 20 em. in height. With natural 
gas a more uniform heating of the crucible is obtained if the distance be- 
tween the top of the burner and the bottom of the crucible is about 
12 cm. and the free burning flame about 30 cm. in height. To prevent 
air currents from interfering with the determination a cylindrical chim- 
ney of asbestos about 15 cm. long by 7 cm. in diameter is used to enclose 
the burner flame, the triangle upon which the crucible rests being located 
about 3 cm. below the top of the chimney. This arrangement gives a 
more uniform heat and more concordant results are obtained. 

Fixed Carbon* The Fixed Carbon is the difference between 100 
and the sum of the moisture, ash and volatile matter. 

Sulphur* The Eschka method was used on all samples. To check 
these, duplicate determinations were made on the washings from the 
calorimeter determinations. The two methods give very closely agreeing 
results. The routine of the work by the Eschka method is as follows: 
One gram of the well-mixed sample is thoroughly mixed in a 80 cc. plat- 
inum crucible with about one and one-half gram of the Eschka mixture 
(two parts light calcined magnesium oxide plus one part anhydrous 
sodium carbonate) about one-half gram of the mixture is then spread on 
top as a cover. 

The burning out is done over grain or wood alcohol, gasoline gas or 
natural gas, experiments having shown that the sulphur contained in 
gasoline gas and natural gas is so small in amount that little or none 
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of it is taken up by the Eschka mixture. Ordinary artificial gas is so 
high in sulphur that its use is not permissible, as blanks are likely t,o be 
large and variable and consequently the correction to be applied is un- 
certain. At the beginning the flame is kept low until the volatile matter 
is burned out. This requires from fifteen to thirty minutes. The heat is 
then increased and the mixture stirred occasionally with a platinum wire, 
the heating being continued till all traces of unburned carbon have dis- 
appeared. 

The mixture in the crucible is then transferred to a 200 cc. beaker 
and digested with 75 cc. of water for at least 30 minutes. The solution 
is then filtered and the residue washed twice with hot water by decanta- 
tion and then washed on the filter, small portions of water being used 
for each of the washings until the filtrate amounts to 200 cc. Bromine 
water in excess is then added, and the solution made slightly acid with 
hydrochloric acid. The amounts of these reagents usually added are 4 
cc. of water saturated with bromine and 3 cc. of concentrated hydro- 
chloric acid. 

The solution is heated nearly to boiling and the sulphur precipi- 
tated with 20 cc. of a hot five per cent, solution of barium chloride, slowly 
added from a pipette during constant stirring. The solution and precipi- 
tate are allowed to stand at a temperature a little below boiling for two 
hours or longer before filtering. The filtrate from the barium sulphate is 
tested for acidity by means of litmus paper, and for excess of barium 
chloride by adding a few drops of dilute sulphuric acid to a few cc. of 
the filtrate in a test tube. The preliminary washing of the precipitate is 
done with hot water containing 1 cc. of hydrochloric acid per liter. The 
final washings are made ^vith hot water alone and the washing is con- 
tinued until the washings no longer react for chlorine when tested with- 
silver nitrate. 

The precipitate is ignited in a porcelain crucible. The filter and 
precipitate are placed in the crucible, precipitate uppermost, and the 
filter folded only enough to prevent loss by spattering. A low heat is 
used until the paper is entirely ** smoked off." The heat is then raised 
sufficiently to bring the precipitate to dull redness, and the heating con- 
tinued for a few minutes, or until the carbon is burned out. The cruci- 
ble and precipitate are then cooled and weighed. The weight of barium 
sulphate less the blank from the reagents, multiplied by .137 equals the 
amount of sulphur in the sample. 

Ultimate Analysis, 

The ultimate analyses were made in regular 25-bumer combustion 
furnaces. Our experience is that the accuracy of the results obtained 
are largely dependent upon the manipidation and skill of the chemist 
making the determination, and details and description of the method of' 
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work are not out of the way here, although the process itself is so 
well known. 

The purifying train through which the air and oxygen are passed 
before they enter the combustion tube are arranged in duplicate, one 
part for air, the other for oxygen. The purif3dng reagents, arranged in 
the order named, are sulphuric acid, potassium hydroxide, soda lime and 
granular calcium chloride. The combustion tubes are about forty inches 
long and about five-eighths inch internal diameter. The tube extends 
beyond each end of the furnace for a distance of about four inches, the 
ends of the tube being protected from the heat of the furnace by closely 
fitting circular shields of asbestos. The rear end of the tube (the end 
next to the purifying train) is closed with a rubber stopper. This end of 
the tube being kept cool by the protection of the circular shield and by 
the passage of cool air and oxygen, there is very little danger of volatile 
products being given off by the rubber. The other end of the tube is closed 
by a well-rolled cork of specially selected quality, the danger from over- 
heating at this end of the tube being too great to permit of the use of 
the more convenient rubber stopper. 

The rear end of the tube for a distance of ten inches inside the 
furnace is left empty ; the next fourteen inches is filled with a loose layer 
of wire copper oxide, with a plug of acid-washed and ignited asbestos 
at either end to hold the oxide in place. The copper oxide is followed 
by a layer about four inches in length of coarse fused lead ehromate, to 
stop sulphur products, this being held in place by a final plug of asbestos. 

The absorption train' is as follows : * The water is absorbed in a six- 
inch U tube, filled with granular calcium chloride : the carbon dioxide is 
absorbed by potassium hydroxide in an ordinary Liebig bulb, to which is 
attached a three-inch U tube containing soda lime and calcium chloride, 
the bulb and U tube being weighed up together. This is followed by a 
final guard tube filled with calcium chloride and soda lime. The gases 
formed during combustion are drawn through the train by suction, a 
Marriott bottle being used to secure a constant suction head. 

The oxygen used is kept over water and is supplied under small 
pressure. The supply of oxygen and the aspiration during a combus- 
tion are so regulated as to keep the difference in pressure between the 
inside and outside of the tube very small, the pressure inward being 
slightly greater. This reduces the danger of leaks to a minimum, and, if 
by chance any slight leakage does occur, it is inward rather than outward 
and the effect upon the determination is small. 

Before beginning the determination the apparatus is tested for leaks 
by starting the aspirator and shutting off the supply of air. With the 
aspirator on full if not more than four or five bubbles of air per minute 
pass through the potash bulb, the connections are sufficiently tight U 
proceed with the determination. Air is then admitted to the purifying 
apparatus, the tube heated to redness throughout and lOUO cc. or more 
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of air aspirated. The potash bulb and drying tube are then detached 
and weighed. They are again connected up and 500 cc. of oxygen fol- 
lowed by 1000 cc. of air aspirated through the train. 

On commencing the second aspiration the burners under the rear 
portion of the tube are gradually turned down and finally entirely out. 
so that the empty portion of the tube into which the sample for analysis 
is to be inserted becomes nearly or quite cool, by the time the aspiration 
is complete. The burners under the two-thirds of the copper oxide next 
to the lead chromate are kept lighted and this portion of the oxide kept 
at a red heat. After aspiration of the 1000 cc. of air, the potash bulb 
and drying tube are detached and again reweighed. If the ^ain or loss 
in weight is less than .5 mg. the apparatus is ready for an analysis. 

The absorption apparatus is then again connected up and two-tenths 
gram of the v/ell-mixed sample weighed into a platinum boat and the 
boat and sample pushed into place in the combustion tuoe as quickly as 
possible and slow aspiration of the train started at the rate of one or two 
bubbles a second through the potash bulbs and a mixture, in the propor- 
tion of about two bubbles of oxygen to one of air, admitted into the train 
through the purifying apparatus. The burners under the remaining 
copper oxide and behind the boat are lighted and the moisture and 
volatile matter gradually driven off. 

This part of the operation requires very careful watching and 
manipulation to secure correct results. The copper oxide must be at a 
good red heat or the combustion of the hydrocarbons is very liable to be 
incomplete. If the evolution of the hydrocarbons is too rapid incomplete 
combustion or absorption also results. Also if the evolution is too rapid 
baok pressure is developed in the train and lasses are almost sure to occur 
either from moisture getting back into the tube of the purifying appara- 
tus or from slight leaks in the train. When the volatile matter is ex- 
pelled that portion of the tube containing the boat is heated to rednctte, 
more oxygen is admitted into the train and the fixed carbon gradually 
burned off, using care not to allow the combustion to take place toe 
rapidly or fusion of the ash and incomplete combustion may result. 

Oxygen is admitted for about two minutes after the fixed carbon is 
burned out, which may be seen by the sudden disappearance of the glow. 
The oxygen is then turned off and air aspirated through the train, the 
burners under the rear portions of the tube being gradually turned down 
and out. After 1000 cc. have been aspirated the absorption apparatus 
is detached «ind weierhed. One-ninth the increase in the weight of the 
drying tube equals the hydrogen and three-elevenths of the increase in 
the weight of the potash bulb equals the carbon from the sample. The 
absorption apparatus is again connected up, the platinum boat removed 
from the tube, the ash carefully examined for complete combustion and 
another two-tenths gram sample of coal weighed out for another deter- 
mination. 
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Nftfogen* This determination was made by the regular Kjeldahl 
method, using concentrated sulphuric acid with metallic mercury. This- 
process is too well known to need any particular description here other 
than mention of the fact that long digestion is necessary to secure com- 
plete oxidation. The digestion should be continued for at least three- 
fourths of an hour after the oxidation is apparently complete. In a 
bituminous coal if the sample be finely ground the total time for diges- 
tion is about three hours. 

Calorimeter Determinations. 

The calorimeter determinations were all made in the Mahler calori- 
meter. This calorimeter, the most widely used of the oxygen type, is 
now well known. A brief description of its construction and details 
of its operation and the method of calculating results are as follows: 
Plate VI. shows the important portions of the apparatus. The steel 
cylindrical bomb in which the combustion takes place has a capacity of 
about 600 cc. It is fitted with a removable lid to which the platinum 
tray upon which the sample is placed is attached. Connected to the lid 
are two platinum rods leading to the tray and to one of which it is^ 
attached, these rods being insulated from one another in the lid. 

The ignition of the sample is secured by the burning of a small 
spiral of iron wire (weighing about 13 nig.) attached to the two platinum 
rods and bent down till it is nearly or quite in contact with tho coal. 
After the sample and ignition wire are in place, the lid is screwed on the 
bomb and securely tightened, leakage being prevented by means of a lead 
gasket between the top of the bomb and the lid. Oxygen under pressure 
(supplied to the trade in steel cylinders at about 100 atmospheres pres- 
sure) is now admitted into the bomb through the valve stem, 18 to 20 
atmospheres being used. The lower portion of the stem is fitted with a 
needle valve, which, after the proper amount of oxygen has been ad- 
mitted, is closed by giving the bomb about one-half turn, very little force- 
being required to close it if the valve is in working order. 

After filling the bomb with oxygen, 2400 grams of water are poured 
into the brass bucket, which is then placed inside the insulated jacket. 
The bomb is then placed inside the brass bucket containing the 2400- 
grams of water and the stirrer for agitating the water during combustion 
fitted into the place. Wires for completing the electric circuit through 
the platinum rods and ignition wire inside the bomb are attached to 
terminals on the lid of the bomb. 

The thermometer for recording temperature increase is clamped into 
place and so adjusted that the lower end of the mercury bulb is about 
two inches above the bottom of the bucket. The thermometer is gradu- 
ated to one-fiftieth degree Centigrade and is read through a reading tele- 
scope set up about five feet distant. For convenience of operation this 
telescope is fitted to a sliding cathetometer. By the use of this catheto- 
nieter the rise of the mercury column during combustion ia easily foJ- 
lowed through the telescope. 
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After all attachments have been prt)perly made, the water in the 
bomb is kept in cireulation by means of the stirring apparatus and min- 
ute readings of the thermometer taken till a definite regular rate of gain 
is established. The electric circuit is then completed by closing a switch 
and the combustion takes place. This is followed by a very rapid in- 
crease of temperature for several minutes, after which the change in the 
system becomes small. The minute readings are continued till this rate- 
of change is also established. 

The ()l>served increase of temperature together with the rates of gain 
or loss at the beginning and end of the operation in connection with tht*^ 
water equivalent of the apparatus and water used furnish all the data tor 
calculating the calories of heat developed during the combustion. This 
calculation may possibly best be shown by a typical determination giving 
the results obtained. 
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Sample No. 516. 



Datf. 11/4 ()7 



■ Wet aiKl dry bulbs = 12-22 "C. 
I .lacket Waters 21 ^'C. 



Time. 

7-50 
51 
52 
53 
54 



50 I 



Coal " l.Ools j;:]is. 



Headings 

19.318 

19.326 

19.334 

19.340 

19.348J 4-, 0075 



► -|-,0075 rate of change. 
+ .0026 



Observed temperature change : 
Radiation loss 



21.744*^ 
19.348^ 

: 2.396^ 
.0093 



58 I 

59 I 

60 I 

1 I 

2 I 

3 I 

4 I 



20.2 -f.O03O 

21.40 _.0()2.-) 

21.7(10 —.0043 

21.746 —.0043 

21.744^ —.0043 
21.740 
> 1.736 



-.0001 
-.(Mn4 
-.0043 
-.0043 
— .0093 



21.734 >. — .0043 rate of change. 

21.728 I 

21.722 

21.718J 



Corrected temperature change 
Water Equivalent 1* • 


= 


2.40.5.-^ 

287;-. 




5750.0- 

ll.jO.O 

00.0 

14.4 

.if 


Calories of heat developed 
Corrections 

Heat from sample 
Correction for excess sample 
over 1 gram 


6915.3 

100.1 

6815.2 

12.2 



Calorific value of coal 



— 6803. f> 



Wire fuse — 10 em. — 13 mg. 
Wirp fuse, unburnod — 2 cm. 

Wire fuse, burned - 8 cm. — 10.4 mg. (1 mg. — 1.7 cal.) — 17.7 cal. 
Titer 23.. S to 31.6 — 7.8 cc (1 cc. — 5 cal.) -_ 39.0 cal. 

Sulphur in coal 3.34^; (.01 gm. = 13 cal.) - 43.4 cal. 

ToT.\L Correction — 100. 1 oal. 

Thermometer used. No. T'niversitv 25°. Position 5 cm. 

Room temp. — 22' 

Atm. oxv. imed - 18 Vjdve, light. 

At 19° added 4.5 cc. of water to obtain 2400 grams. 

(Signed) K. K. S. 

Checked by E. S. D. 

21 o. s. OF o. 
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The complete record inclufles the following points: Room tempera- 
ture, wet and dry bulb readings, temperature of the water in the outer 
jacket of the calorimeter ; pressure in atmospheres of the oxygen in the 
bomb ; condition of the valve of the bomb, thermometer used and its posi- 
tion in the calorimeter during a determination, that is, the distance of 
the lower end of the bulb above the bottom of the calon meter bucket, 
two inches being taken as the standard distance. In beginning a deter- 
mination minute readings are taken until a regular rate of change has 
l)een established. This iisually requires only five or six readings, but 
occasionally seven or eight. When the initial rate is established the 
combustion is begun at the time of the next minute reading by closing 
the switch completing the electric current. During the first minute after 
ignition half-minute readings are taken^ after which minute readings 
^re taken until a final rate of change has been established. This usually 
requires about six readings, but occasionally as many as ten are taken. 

The temperture taken for the beginning of the combustion is the 
reading taken at the time of the burning of the wire fuse. For the end 
of the combustion period the first temperature reading is taken, whicli 
falls well within the established final rate. Some chemists adopt an 
arbitrary time of five minutes as- the combustion period, but in our 
opinion better and ftiore concordant results are obtained if allowance is 
made for variations incident to the determination by selecting for the 
end of the combustion period a temperature which falls in line with the 
final series of readings. 

The corrections applied to the combustion period are obtained by 
taking into consideration that the changes in the rate of gain or loss in 
temperature are proportional to the changes in temperature. From this 
proportion the rate of gain or loss at the beginning and end of each 
interval of time is found. 

In the typical determination given the current was turned on and 
the combustion started at the beginning of the 54th minute. The in- 
crease in temperature during the four minutes preceding is 19.348 — 
19.318=.030'' or .0075'' per minute. After the beginning of the com- 
bustion the temperature increases rapidly, reaching a maximum at the 
58th minute, after which there is a rather regular fall during the next 
seven minutes. Inspection shows the rate of loss to be about .0040° per 
minute. The reading at the 58th minute is the first reading which falls 
in line with this rate of change and is therefore taken as the reading for 
the end of the combustion period. 

The observed temperature increase is the difference between the 
temperature at the beginning and end of the combustion period, 21.744 — 
19.348=2.396°. The loss during the six minutes following? the com- 
bustion period is 21.744— 21. 718=.026 or .0043° per minute. The total 
change in the rate of gain or loss in the system corresponding to 2.39° 
increase in temperature is a change from a rate of +.0075 to a rate of — 
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.0043 or a total change of .0118°. A change in rate of .0118° with. a 
-change in temperature of 2.39 is equivalent to a change in rate of ap- 
proximately .0005° for each .1° temperature change, from which the rate 
of gain or loss at the differnt readings can be obtained. At 54J minutes 
the temperature change is (counting to the nearest tenth degree) nine- 
tenths of a degree equal to a change in rate of nine times ,0005=«.004o As 
the total change was from a plus to a minus rate, this amount will have 
to be subtracted from the plus rate at the 54th minute. +0075 — .0045 
=.0030. At the 55th minute the change is 2° equivalent to a rate change 
of .010. +.0075— .010=— .0025. The temperature at the 56th and 57th 
minute being practically the same as that of the 58th minute, the rate of 
•change is the same — .0043. 

The actual temperature gain or loss for each of the diflferent inter- 
nals is found by adding the rates at the beginning and end of the 
interval and dividing by two if a minute interval or by four if a half- 
minute interval. The sum of the rates, at the beginning and end of the 
interval from 54 to 54 J is +.0075+ (+.0030) =+.0105. This divided 
by 4 gives .0026°, the temperature gain during the interval. For the 
interval 54^ to 55, +.0030+ (—.0025) =.0005. This divided by 4 
=+.0001. For the minute interval 55 to 56,— .0025+ (—.0043) 
=—.0068. This divided by 2=^.0034. The losses in the other inter- 
vals are obtained in a like manner. Adding together the different gains 
and losses, the total loss is found to be .0093. The correct temperature 
change is therefore the observed temperature change increased by this 
amount 2.396+.0093=2.4053°, thfe actual temperature change. The 
water equivalent of the system is 2875 calories. Multiplying the tem- 
perature change by this water equivalent (i.e. by the number of calories 
necessary to cause a rise of 1° of temperature), the total heat developed 
•during combustion is found to be 2.4053x2875=6915.3. 

Correctxon& The heat from the burning of the wire fuse is 

found by multiplying the weight of wire taken by its calorific value (1.7 
calories for 1 mg.) 10.4 mg. x 1.7=17.7 calories. The acidity of the 
bomb liquor after combustion is found by titrating it with a standard 
ammonia of such strength (.0057 grams of ammonia per cc. See acidity 
corrections) that one cc. corresponds to a heat correction of five calories, 
assuming the acidity to be entirely due to nitric acid, from which 7.8 
times 5 equals 39 calories, the correction due to the formation of nitric 
Acid. 

A large part of the acidity in high sulphur coal is, however, due to 
sulphuric acid, and the heat correction for acid formed, considering it 
all as nitric acid, is therefore incomplete, a further correction of 13 
calories for each .01 gram of sulphur present being required. (See 
acidity corrections). 3.34 per cent, sulphur in the sample is .0334 grams 
<julphur on one gram sample taken. Therefore, the correction is 3.34x 
13=43 calories. 

The total of these corrections is 100.1 calories. 6115.3, the total 
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heat devebped, less this correction of 100.1 ^ives 6815.2 calories of heat 
from the eombiistion of the coal. These 6815.2 calories are developed by 
1.0018 grains of sample. The value per gram is therefore 6815.2 divided 
by 1.0018. The amount of sample taken is so near one gram that this 
correction can be approximated as .68 of a calorie for .0001 gram of coal. 
For .0018 the correction is accordingly 18 times .68=12.2. Making this 
correction gives 6803. as the calorific value of the coal. 

SPECIAX, NOTES. 

Sample for Combustion* In obtaining the sample about two grams 
are pressed into a small briquette by means of a small screw press and 
mold (Plate VII.). The press used in connection with this calorimeter 
work is the iron frame of a two-quart tincture press manufactured by 
the Enterprise Manufacturing CompanJ^ Philadelphia, Pa. In com- 
pressing the briquette only siifficient pressure is used to insure the sample 
holding together, as if the briquettes are pressed too much there is more 
liability of incomplete combustion. After removal from the mold the 
briquette is broken into smaller portions and about one gram accurately 
weighed And put into the platinum tray already mentioned. The press- 
ing of the coal into briquettes prevents loss of fine coal during the filling 
of the bomb with oxygen, while the breaking of the briquette into smaller 
pieces has been shown by experience to lessen the liability of incomplete 
combiLstion from unburned particles flying out of the tray. 

Anthracite coals and cokes cfinnot be briquetted and are best run by 
placing a small disc of ignited asbestos upon a platinum tray and then 
weighing the anthracite or coke directly upon this disc, taking especial 
care in filling the bomb with oxygen to admit it very gradually in order 
to prevent particles bloi^ing off of the tray. Efforts to bum coke and 
anthracite directly upon the platinum tray frequently give low results, 
possibly explained by the slow burning of the coke and anthracite sami)les 
and the rapid conduction of heat by the platinum. The disc by less<'ii- 
ing this conduction loss aids in securing completeness of combastion. and 
higher and more concordant r(\sults are obtained by its use. 

Preventing Leakage of Valve* By use the valve through which 
the o.xygen is admitted into the calorimeter soon l)ecomes corroded from 
the action of the a^'id fumes and rusted through the ac tion of moisture and 
air. In this ccmdition it is extremely difficult to prevent considerable 
leakage of oxygen. This leakage may be j>revented and the valve made 
to fit tight by cutting a thin washer of lead about one-thirty-s(»cond inch 
in thickness and fitting into the valve using care in its insertion not to 
get it in crosswise and thereby close the opening into the bomb. A very 
efficient way to insert it is as follows: Hold the valve stem, valve-end up 
and slip the washer over the tip of the needle. Then with the stem in 
this vertical position . screw the lid on to the stem carefully till the 
washer is pressed into place. Very slight pressure is required to dose 
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the valve when fitted in this way and extra pressure is to be avoided as 
tendin": to force lead into the needle openin«^, which may be entirely 
dost^l and will in this event require drillin*:^ out before the bomb can be 
used a,i?'ain. 

Water Surrounding the Bomb* In the re^lar routine deteniiinn- 
tions the amount of water used is measui'ed. not weighed. For this pur- 
pose a larger Erlenmeyer or Florence flask holding about 2400ee. of w^ater 
when filled to the middle of the neek is used. The number of grams of 
water that it delivers is determined by filling it to a fixed mark and 
weighing at a definite observed temperature. The flask is then emptied 
and allowed to drain 15 seconds and again reweighed, an allowance of 2.4 
grams being made for the effect of the buoyancy of the air ajsplaced by 
this amount of water. The difference in weight is the number of grams 
of water the flask delivers at this temperature. A table is then prepared 
giving for different temperatures the number of cc. of water which mu>st 
be added to the water inside of the flask to obtain. 2400 grams. 

The diameter of the neck of the flasks used is from oue and one- 
fourth to one and three-eighths inches. With this size of neck and a 
luiiform time of fifteen seconds for drainage, the amount of water can 
!)e measured to an ac. ura^y of 1 cc. or less and errors of measurement do 
not affect the ealoriflc value obtained over two or three calories. The 
time recjuired for measuring is less than that required for weighing and 
does not involve the continued use of an expensive balance and set of 
w(»ights. 

Temperature G>nditions* More satisfactory rates of gain or loss 
during a determination are secured if the temperature differences be- 
tween the air of the laboratory and that of the water inside the inner 
bucket and in the outer insulating jacket are kept small. In the labora- 
tory the practice is to keep the* t(»mperature of the water in the outer 
jacket within a few degrees of room temperature. The water to be used 
in the inner bucket is cooled till its temperature is about two to three 
degrees lower than that of the water in the outer jacket, care being taken 
that this temperature is not too near the dew-point. In damp w(»ather 
to avoid this danger, the water in the outer jacket is kept several degrees 
above room temperature. 

With these temperature relations the greater rate of change during 
a determi Tuition is before the combustion, and the rate of change after 
the combustion period is small. The larger the rate of change the 
larger is the possi])le error. The effects of the larger rate before the 
combustion pei-iod are after the first minute practically eliminated, as 
by the end of the first minute most of the total temperature rise has oc- 
curred and the rate change during the other minutes of the combustion 
period approxiiriitcs in value the final rate. With the final rate small 
the total (orrcMtions are < orrcspondingly small and errors from this 
source are reduced to a minimum. 
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Acidity ConcctloDS* Data for the correction for formation of nitrie 
and sulphuric acids are as follows : The heat of the formation of aque- 
ous nitric acid is 1058 calories per gram of nitrogen. The heat of the 
formation of aqueous sulphuric acid is 4450 calories per gram of sulphur. 
In ordinary combustion of the coal the sulphur is burned to sulphur 
dioxide, the heat of formation of which is 2250 calories per gram of 
sulphur. The excess heat due to the formation of sulphuric acid in the 
bomb is therefore 4450 — 2250=2200 calories .per gram of sulphur. 

In neutralization, the reactions are 2HN08+NH^OH=2NH^N03+ 
HjO and H2S04+2NH,OH=2(NH,),SO^+2H20. The strength of the 
solution of ammonia, such that one cc. equals five calories, based on the 
heat of formation of nitric acid, is calculated as follows : 1058 calories 
equals the heat of formation of one gram of nitrogen to aqueous nitric 
aind, from which five calories equal .00473 grams nitrogen to aqueous ni- 
tric aciii. One atom of nitrogen as nitric acid neutralizes one molecule of 
ammonia. Expressed in terms of ammonia, 14:17::.00475:X. X equala 
.00574 grams ammonia per cc. The relation between sulphuric acid and 
anunonia is one of sulphuric acid to two of ammonia. One cc. of am- 
monia solution equals .00574 grams NH,. Its equivalent strength i!i sul- 
phur as sulphuric acid is therefore 34 :32 : :.00574 :X. X equals .0054 
grHms sulphur as sulphuric acid. The heat correction for one gram of 
sulphur is 2200 calories. The correction for .0054 grams is 2200 times 
.0054, equals 11.9 calories. 

It is evident that after multiplying the number of cc. used in the titra- 
tion by the factor for nitric acid (five calories), it is necessary to make 
a further correction of 11.9 minus 5 equals 6.9 calories for each cc ot 
ammonia used in titrating sulphuric acid instead of nitric. Since one cc. 
equals .0054 grams sulphur as sulphuric acid, this corresponds to a cor- 
rection, for each one-hundredth gram of sulphur, of 6.9 divided by .54=13- 
calories. The total correction for acidity is obtained therefore by multi- 
plying the cc. of ammonia required by 5 (the factor for nitric acid^i and 
adding 13 calories correction for each one-hundredth gram of sulphur 
present in the sample. 

Ignition of Iron Wire* For igniting tlie wire fuse used for starting 
the combustion of the coal a current wnth an electro-motive force of IS 
to 20 volts is desirable. The ignition may be made with lower voltage 
using the current from a four-cell chromic acid or storage battery or 
from four or five dry cells in series, but with low voltage, unless special 
care be taken in wrapping the wire to the platinum terminal rods, failure 
to ignite often results. If a current of low voltage is used, better contact 
between the platinum terminals and the iron wire is secured if the rods 
and wire are carefully cleaned with emery paper and the wrappings of 
the iron wire around the platinum terminals moistened with a drop of 
calcium chloride solution. Working in this way, failures of the wire to 
ignite are reduced to a minimum. 
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The use of a current of high voltage, as that from a 110 volt lighting 
circuit, is liable to result in errors, due to heat produced by leakage of 
current after the ignition of the iron wire. Where current of this high 
eoltage is used, the possible error introduced by using it direct may be 
eliminated by using a resistance coil connected in parallel with the calori- 
meter and shunting only a portion of the current through the 
ignition wire. 

In igniting the wire, sufficient current should be used to fu«e it m h 
fraction of a second, as, if the Wire is slow in burning, an appreciable 
amount of heat is radiated from the wire before it finally fuses. The 
wire ordinarily used with the Mahler calorimeter is about .12 mm. in 
diameter, ten centimeters weighing about 13 mg. With this size of wire 
a current of not less than three amperes is desirable, « 

In the laboratory using the current from a 110-volt lighting circut 
satisfactory results, as to current and voltage, are obtained by putting as 
a resistance into the circuit- a group of four parallel lamps (32-candle- 
power) in series with a coil of German silver wire of about five ohms 
resistance and connecting the wires leading to the calorimeter to the ends 
of this German silver coil. (Page 329). By this arrangement the differ- 
ence of potential across the calorimeter after the ignition of the wire is 
only about 20 volts and the leakage of current is reduced to a negligible 
amount. With the connection arranged in this way failures of the iron 
wire to ignite are also very unusual. 

In the regular routine of making a determination, the time interval 
during which there is a possibility of leakage of current is about two 
seconds, as in burning the wire the switch is kept closed for that length 
of time. With the arrangement as described frequent tests for leakage 
were made after completion of a determination by again closing the 
switch for thirty seconds and taking several additional minute readings 
of the thermometer. These additional thermometer readings in every 
case showed little or no variation to have been produced in the rate of 
temperature change. Similar tests for leakage using the same lamp bank 
resistance but omitting the German silver coil showed with the switch 
closed for thirty seconds a leakage of current through the calorimeter 
sufficiently large in amount in some instances to produce a heating effect 
of several hundred calories. The insulation of the calorimeter used was 
afterwards found to be defective and the greater part of the heating 
effects observed are probably to be attributed to this cause. 

The iron ignition wire used (twelve-hundredths of a millimeter in 
diameter and about two centimeters between the terminals) if in good 
contact with the platinum terminals has a resistance of less than one ohm 
and the amount of heat developed during the fraction of a serond that 
current passes through the wire before it ignites is small. The resistance 
of the calorimeter itself with the insulation in good condition is several 
millions of ohms. A test on one of the calorimeters indicates a resistant e 
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of upwards of twenty million ohms, the test heing made on a 120- volt 
oircuit. Pure water is sut*h a poor condui tor that after immersion of the 
calorimeter in water the resistance is still high (expressed in thousands 
of ohms). 

In routine work the distilled water used to surround the calorimeter 
bomb is used over and over a^ain. The resistance of this water, owing to 
traces of impurities, is not so great as that of the original distilled water, 
but its resistaitee is still high. Tests iisng water which had previouly been 
used in making forty or fifty calori .ueter determinations show with a 120 
volt circuit alKnit 1500 ohms resistauire. Tests using distilled water taken 
directly from the laboratory supply showed a resistance of about 0,000 
ohms. With the resistance in excess of one thousand ohms, the heating 
ef^H'X due to leakasre of current is (juite small and the danger fnmi ex(es- 
sive leakage is either from defective insulation of the bomb itself or from 
the use of water containing more than tra es of impurities. The possible 
heating eifects under these conditions are discussed in the next paragraph. 

Heat Developed While the Circuft is Closed for Ignition of the Iron 
Wire^ The heat developed in a conductor of which the resistance is f* 
ohms by cuiTent of I amperes in a time of t seconds is 0.2:^87 Rl-'t ( alories. 

Using the current from a 110- volt circuit with four candle-power 
blimps in parallel, the greatest current is approximately four amperes. 
With the (jcrman silver resistance coil {^ve ohms resistance) in the cir- 
cuit, the possible heat developed by ])assage of ( urrent through the calori- 
meter is small. Before the Ignition of the iron wire with a low resistance 
in the calorimeter circuit (a f ra( ton of j»n ohm) pra'.ti.allv all the cur- 
rent passes through the calorimeter, hut sine I c aunot exceed i, J- (aiinot 
exceed 16, and with the resistance less than one ohm, the product of .2387 
Rl- is less than four calories per second. 

After the ignition of the iron wire under normal tOiidition? tiie rcsisj- 
juirc of the calorimeter circuit is cx[)nssed in thousands of ohms and 
practically all the current passes through the (Jcrman silver coil having 
only tive ohms resistance. Take as a special case the 1500 ohms resist- 
iui e found in test. With this resist m e jmch a sinaH [)artion of Mie < ur- 
rent flows throu'jrh the (alorimeter that its hc*ating rifet t is less than one 
tiMith <-alorie p( r second. With d( f(» tive iiisulation in the (alorimeter 
or with very impure water, the resistance u'ay l.e very nni 'h less than 
this and the possible cffe(ts undc»r these (onditions .shcmld be considered. 

Take as spc»cial easels resistance of ten ohms and one hundred ohms in 
the calorimeter. With the circuit closenl the total c urn nt flowing 
through the resistanee ceiil and th«» calorimeter is ai)proxim itelv four 
amperes. Tlijs varices slightly on a"count of small chanire\s in th:* total 
resistance of the cin nit elue' to the variations in the (alorimet<'r re^sist- 
nui'O, hut this variation in current is so small that it mav be n;\gle(teHl in 
<lis-ussing the he»at effect in the calorimeter. With the calorimeter and 
•coil conneM'ted in parallel, the* portiem ( f the* total current passiinr through 
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each is inversely as its resistance is to the sum of the two resistances. 

With ten ohms resistance in the calorimeter and five ohms resistance in 

the coil the portion of current passing through the calorimeter is 

o 
:: .. , — >. ^ of 4 — 1.3 amperes. 

"\Vith 100 ohms resistance in the calorimeter the portion of current pass- 
ing through it is: 

Applying the fornnila for heat production with ten ohms resist- 
ance .2387 X 10 X (1.3)--=4 calories per second. With 100 ohms resist- 
ance .2387xl00x(.2)^=one calorie per second. 

With resistance between one and ten ohms, the heating effects are 
very ck)se to foiir calories. With a resistance* of over ten ohms the heat- 
ing effects are less than four calories per s^*{ ond. from which it appears 
that using the resistance coil in circuit under no conditiou can the leakage 
of current per secimd ])e large enough to very appreciably affect the 
results obtained on the calorific value of the mat(*rials tested. 

Resistance Coil Left Out of the Circuit* Before the burning of the 
iron wire with little resisUince in the calorimeter (less than one ohm, 
approximately four ampcns of current will pass through the calori- 
meter and the heating effect is small (less than f(mr calories per second.) 
After the burning of the iron wire under normal conditions with the 
resistance expressed in thousands of ohmJs, the heating effect due to cur- 
rent passing thnmgh the cah)rimeter is also small. In the special test upon 
the calorimeter showing 1500 ohms resistance, the heating effect of 
th(» < urrent flowing throuirli the circuit is between two and three calories 
per si'cond. 

■ 7Zp //yMhf Cfrcwf » 
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Diagram of (Mn-uit I^hcmI in Igniting Wire Fuse. 

With the lower resistant (s, which may occur, due to defects in the 
insulation or the use of very impure water, the effect may be of consider- 
able magnitude and the possible effects with resistance between one and 
1. ■)()() ohms should be considered. Small increases in the resistance in 
the calorimeter diminish the amount of current flowing onlv slightlv and 
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the amount of heat produced increases very nearly in proportion to the 
increase in resistance. 

With one, two and three ohms resistance in the calorimeter, the heat 
produced is approximately 4, 8 and 12 calories per second. With larger 
increases in resistance the change in current due to the change in the 
total resistance of the circuit should be considered. The total resistance 
of the circuit is the resistance of the lamps 1/4 (110 ohms) plus the 
resistance in the calorimeter plus the resistance in the rest of the current. 
The resistance of the rest of the circuit is small and the total resistance 
outside the calorimeter is accordingly approximately that of the lamps, 
1/4 (110 ohms). The total resistance of the circuit is approximately 
27 ohms plus the resistance of the calorimeter. 

E 

Ohms law for current flowing through a conductor is I^^-g- Consid^ 
ering as special cases the effect of 10, 100 and 1000 ohms resistance in the 
calorimeter : 

(a) With 10 ohms resistance the current is ot-l. i n"^ amperes. 

(b) With 100 ohms resistance .the current is^ ^ , ^^^^ =,9 amperes. 

• 110 

(c) With 1000 ohms resistance the current is gy i looo^^-^ amperc 

Applying the formula for heat developed in the calorimeter : 

(a) .2387 X 10 x ( 3)^=21 calories per second. 

(b) .2387 X 100 X (.9)'*=19 calories per second. 

(c) .2387 X 1000 X (.1)^=3 calories per second. 

With normal conditions, good insulation in the calorimeter and 
water practically free from impurities, the effects of leakage of current 
are unimportant, but Avith defective insulation or water high in impuri- 
ties, the values obtained under conditions A and B show that the pos- 
sible effects during the time that the switch is closed for ignition of the 
iron wire (about two or three seconds) may be of such magnitude (40 to- 
60 calories) as to appreciably change the calorific value obtained for 
the materials tested. The use of the resistance coil in the circuit is a 
safe-guard against such possible errors. 

Water Equivalent of the Calorimeter* The accuracy of the calori- 
metric values obtained is to an important degree dependent upon the 
accuracy with which the water equivalent of the apparatus has been 
determined. This may be determined by several methods : 

(1) From the weights of the different parts multiplied by their 
specific heats. 

(2) By adding definite weights of warmer or colder water to the 
system and noting the corresponding increase or decrease in temperature. 

(3) By combustion of the same weight of material but varying the 
amount of water used. 
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(4) By eleetrical methods. 

(5) By 'combiMtion of a subatance of known calorific value, as. 
napthalene, benzoic acid or cane sugar. 

Four of these methods were tried in determining the water equiva- 
lents of the calorimeters used in this work. 

First Method: Using the specific heats of the different miaterials 
as given by the manufacturer of the apparatus, the water equiva- 
lent of one of the calorimetrics used was calculated to be 470 calories.. 
The sources of error are : (1) Any error in the values used for specific 
heat; (2) the enamel lining cannot be weighed and its weight must bo 
calculated from its surface and approximate thickness and approximate 
specific gravity. The total amount of enamel is, however so small, tliat 
the error from this source is necessarily small, probably less than one or 
two calories. (3) Portions of the bomb, bucket and stirrer are not in 
direct contact with the water and, therefore, are not affec ted to the same 
extent as the remainder of the apparatus by a change in the temperature 
of the water. An arbitrary deduction of three calories was made as a 
correction for that part of the bucket and stirrer not in contact with the 
water. This corresponds to about one third the calculated water equival- 
ent of the portion out of water. 

The valve stem of the calorimeter is entirely out of contact with 
the water and is more or less insulated from the lid, and is very little 
affected by a change in temperature of the water surrounding the bomb. 
A deduction of 17 calories from the total calculated water equivalent was. 
allowed on this account. After making these two deductions, the value 
of water equivalent obtained is 470 calories. 

Second Method: By adding wanner or colder water to the water 
surrounding the bomb. As finally worked up, the method used was in 
brief as follows: The flask containing the water to be added was well 
jacketed, so as to make the rate change small. A series of temperature 
readings was taken upon both the water surrounding the bomb and the 
water to be added and the rate of change of each system determined. 
The water was then added through a jacketed glass tube, the loss from 
radiation and from warming of the tube being experimentally detei- 
mined and allowed for. This glass tube was attached to a thin brass tube 
flattened at the lower end to fit closely to the calorimeter and the opening 
so fixed as to deliver the water against the bomb, directly downward or 
outward. The length of this brass delivery tube was adjusted so that in 
some of the experiments the water was delivered about the middle of the 
bomb and in others at the bottom. After the addition of the water 
another series of readings was taken and from the temperature change 
and the amount of water added, the water equivalent of the apparatus, 
calculated. 
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One series of seven determinations by addinia: eolder water ^ave as 
the water equivalent 466 calories, the greatest variation of any single 
determination being within ten calories of this value. Another series of 
16 determinations by adding warmer water gave an average for the water 
e(iuivalent of 444 calories with extreme variations of 30 calories above 
and below thij? average. The average value of the two series is 455 
calories. In this method the.miiltiplication of errors makes the value 
for any individual determination very uncertain and the large difference 
between the results from adding colder and warmer water makes the 
average value rather inisatisfa(*tory and luicertain, and our experience is 
not such as to causi* us to recommend this method as an easy or satisfac- 
tory method for determining the water equivalent. 

Third Method: Varying the amount of water us(d to surround the 
bomb during the combustion: Three series of determinations were made 
by this method using api>roximately 2100, 2400, and 2700 grams of water, 
but the results obtained were not satisfactory. In this method as in 
the previous method, the multiplication of errors during a determination 
makes the values obtained for any single determination very uncertain, 
and a (*onsiderable numl)er of determinations must be made for each 
series to obtain an average at all satisfactory. 

A possible variaticm in the a:'tual working water equivalent of the 
calorimeter when different amounts of water are used makt*s the accuracy 
of the results obtained by comparison of the different series un(crtaij 
With less water than usual more of the bomb, bucket and stirrer are out 
of direct contact with the water and the effective water ecfuivalent is 
lower than when more water is used and correspondingly large amounts 
(»f the bomb, bucket and stirrer directly in contact with it. The extreme 
difficulty of seiniriui? satisfactory resiilts, the effects of snudl clianges 
in the water equivalent and the effects of errors of temperature reading:, 
may be shown best by a particular example: 

With 2100, 2400 and 2700 grams of water in the calorimeter, the 
water e(iuivalent of the apparatus may be represented by X, X' and X". 
During a d<4ermination a small amount of the temperature change is 
always caused by combusticm of the iron wire fuse and the formaticm of 
a small amount of nitric acid (about 30 calories of heat develojn^ by the 
two). The total water etpiivalent of the svstem 2100+X, 2400+X', or 
2700 |-X" is approximately known, so that the temperature deduction 
<lue to tht'sc 30 calories can be allowed for to an accuracy of within .0(K)1 
of a dcirree. Deducting this temjx'rature correction from the tot^il tem-^ 
I>erature (hauge and letting t=(orrccted temperature, the temperature 
<lue to combust i(m of material taken, the equation for the calories of heat 
<level()ped bv coixibustion of the niat(*rial is: 

C2) t'(iMnn -^ X') 
(:M t"(l27(m -i- X") 
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Suppose with 2100 grams of water in the calorimeter the water equiv- 
alent is Y calories lower and with 2700 grams of water is Z calories 
higher than with 2400 grams, then X=X'— Y and X'' --X'+Z. 

Tlie water equivalent of the Mahler calorimeter varies with each 
particular bomb, but ranges from about 450 to 500 calories. 

Sui)p(>se X' be taken as approximately 500 and suppose that the 
calories of heat developed by the combustion of material used to be 8700' 
calories, then 

t' ^ 3 degrees, and 

t and t" = tipproximately 3.346 and 2.719 degrees. 

Substituting for X and X'' (X'— Y) and (X'+Z) and equating 
1 and 2, 

240()t' — 2100t-f Yt 

2L ^z - - 

t — t' 

Equating 1 and 3 

27001"— 2100t -(- Yt -f Zt" 



Equating 

2700t' 
X' — 


t — t" 

2 and 3 

' — 2400t' -f- Zt" 



t' — t" 

t — V = approximately .346. 
t — t"=approximately .63 and 
r— t"r=approximately .28. 
If Y=one calorie, 

Yt 3.346 

— - . . = approximatrlv 10 calories. 
t — t' .340 



Also 


if Z= 


=one calorie. 


^t-f 


Zt" 


3.34 + 2.719 


t~ 


-t' 


.63 


and 






zt" 




2.714 



approximately 10 calories. 



^^ = — - — = approximately 10 calories. 

t' — t . **S 



In each case a variation of only one calorie in the water equivalent 
makes an error of -j-lO calories in the determination of the water 
equivalent. 

There is no satisfactory and easy way of determining just how much 
the water eciuivalent does change with changes in amounts of water used, 
but the above values show that it may have a serious effect upon the 
actual figures obtained. 

Further inspection will serve to show that the magnitude of TUt- 
probable temperature errors also has an important effect upon the 
values obtained. The closest temperature readings on the thermometer 
are about .002 of a degree and an accuracy in the value of the temperature 
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readings in any series to within an error of less than .001 of a degree, 
certainly stands for extreme care and skill in manipulation and for very 
successful elimination of the errors incident to the use of the mercury 
thermometer. The effect of an error of .001 of a degree upon X' by 1 and 
2 is approximately 

300 x.OOl 

=r approximately 10 calories ; 



= approximately 10 calories; 



— approximately 10 calories. 

From this alone it is apparent that extreme accuracy by this method 
is not to be expected and taken together with the uncertainty due to the 
possible changes in the water equivalent the results obtained from this 
method can hardly be considered as very satisfactory. 

Fourth Method. Elecirfical Standardization: This method depends 
upon the conversion of electrical energy into heat and involves the mea- 
surement of the electrical energy introduced and the temperature effect 
upon the calorimeter. The accuracy of the results obtained are depeno^ut 
not only upon the accuracy of the measurements of the electrical units 
but also upon the absolute accuracy of the electrical units themselves. 
The writer has as yet not used the method, and hence has at present no 
comparative water equivalent values to offer. However, the very high 
grade instruments required in making the measurements puts it beyond 
the reach of most commercial and technical laboratories, and the most 
satisfactory available and the most commonly used is the next or 
fifth method. 

Fifth Method. Calculation of the Water Equivalent from the Tem- 
perature Changes Produced by Combustion of Definite Amounts of a Ma- 
terial of Known Calorific Value: This is comparatively easy and there 
is no multiplication of errors, as in some of the other methods, and closely 
agreeing values are not extremely difficult to obtain. There are, how- 
ever, some difficulties, one of which is to know the exact calorific value 
of the material used. 

Naphthalene* This substance is quite commonly used as a stand- 
ardizing material and has been taken as the standard for determining the 
water equivalent of the calorimeters used in determining; the calorific 
values given for the samples of coal published in this report. Different 
lots of naphthalene differ quite considerably in calorific value, and the 
most satisfactory grade that the writer has been able to obtain is Kahl- 
baum's C. P. material. Merck's highest purity medicinal is not regarded 
.as entirely satisfactory for calorimetric work, one lot running fifty to 
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sixty calories lower than the KAhlbaum material. The results on another 
lot of Merck's, apparently of the same grade but put up with more care, 
checked the results on Kahlbaura 's reagent almost exactly. 

The value of the water equivalent obtained for the calorimeter de- 
pends not only upon the purity of the naphthalene but also upon the 
figure taken as its calorific value, two quite different values being 
ascribed to it. Berthelot 's value — 9692 calories — has been used by Pro- 
fessor Lord and the writer for all standardization work, this value being 
used by Mahler. Stohlman gives as the calorific value 9628 calories and 
this value is used by At water. Using Kahlbaum's naphthalene and 
Berthelot 's figure for calorific value, the water equivalent of the parti- 
cular calorimeter previously mentioned is 460 calories. Using Stohl- 
man 's value it is only 441 calories. By using some lots of medicinally 
pure naphthalene the results for the water equivalent are about twenty 
calories higher than were obtained from the Kahlbaum naphthalene. 

Benzoic Acid* The value given by both Berthelot and Stohlman for 
this material is 6322. Diflierent lots of this substance may differ slightly 
in calorific value. Tests upon the best acid from gum benzoin gave re- 
sults averaging a few calories lower than were obtained upon Kahlbaum 's 
chemically pure matetrial. Using chemically pure acid the average from 
ten determinations is 443 calories for the water equivalent of the calori- 
meter. The average of three other determinations by another operator is 
451 calories. The value from three determinations upon acid from 
gum benzoin is about 450 calories. From another series of five deter- 
minations run at a different time upon a different lot of acid from gum 
benzoin obtained from the same chemical supply house, but which had 
"been standing around the laboratory for a year the value obtained for the 
water eqiuvalent is about 467 calories. 

Cane Sugar* The values given by Stohlman and Berthelot agree 
^vithin ten calories on this material, the average being 3958. One slight 
objection to cane sugar is that it does not ignite very readily and on this 
account in making a determination it is necessary to use a small amount 
of naphthalene or some other material of high calorific value to act as a 
kindler in starting the combustion. 

Using ordinary granulated sugar : From one series of seven results 
the value obtained for the water equivalent is approximately 470 calories. 
Two results run on the same material by a different operator at a differ- 
ent time indicate approximately 467. 

Using crystallized rock candy, one series of six results gave a value of 
«bout 455 calories as the water equivalent. 

Collecting the different values : 

( 1 ) By estimation from specific heats 470 

( 2 ) By adding cold water 466 

By adding hot water 444 

Average 4o."5 455 
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(3) By using different amounts of water during a combustion, re- 
sults ranging from 400 to 500 

Not ^satisfactory. 
(5) Burning material of known calorific value: — Kahlbaum's naph- 
thalene (using 9692 as calorific value) 460 

Kahlbaum 's naphthalene (using 9628) 441 

Benzoic acid (calorific value 61122) Kahlbaum 's C. P 44S 

Highest quality from gum benzoin 450 to 467 

Cane sugar (calorific value 8958) Commercial granulated 

sugar - 467 to 470 

Crystallized rock candy 455 

This series of values to the inexperienced in ealorinietrie work may 
look rather ragged, but the writer believes that it is in full aeeord with 
the experience of chemists who have done large amounts of calorimetno 
testing extending through considerable periods of time, and the differ- 
ences are given to call attention to the danger of determining the water 
equivalent in only one way, or upon only one lot of material. Some, but 
not all, of the diflFerences in the values given are attributable to actual 
differences in the materials tested. 

The differences in results obtained at different times on the same 
material are attributed by some chemists to differences in the quality of 
oxygen used ; however, tests made at different times by the writer upon 
dift'erent lots of oxygen have in all cases indicated the absence of fij>pre- 
ciable amounts of combustible impurities, and it appears that the differ- 
ent results given for the same materials an* to be accounted for in some 
rt?ier way. In cane suar some of the high results are possibly due to 
failure of traces of the sample to burn completely, as with the shallow 
tray, usually used with a ^fabler calorimeter, failures of cane sugar to 
burn completely are not infrequent. A deeper tray would very probably 
greatly decrease the number of unsatisfactory det(»rminatious. 

The oxygen used in all calorimetric work done by the writ<»r or 
and^»r his directicm has been furnished either bv Arthur Ilawkridjic of 
Hoboken, New Jersey, or The White Dental Company of Pliiladclphiu, 
Pa. The quality furnished by both of these manufacturers has so far 
been satisfactory. 

As has been stated, the water equivalent used in the work upon coals 
is based upon Berthelot's value of 9602 for naphthalene and using Kahl- 
baum 's C. P. material. In the series of values given, this value — 460 — is 
intermediate between the extremes of the values obtained from other 
substances or by other methods. The ditTerence between the extreme 
values of 470 by specific heats and 44'^ from benzoic acid or 441 from 
Stohlman's value for naj)hthalene calculated to percentage effect on coals 
tested is equivalent to a difference in results of about nine-tenths of one 
per cent. That the actual w^ater eciuivalent is between these extremes 
appears very probable and in the opinion of the writer, using 460 as the 
water equivalent of this particular calorimeter, the calorific value 
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obtained for the fuels tested should be correct to within an error of a few 
tenths of one per cent. Taking into consideration what has already been 
given, it is hoped that the expression of this opinion will not subject the 
writer to the criticism that he under-estimates the difficulties of accurate- 
ly determining the actual water equivalent of a calorimeter. 

CALCULATING AND EEPORTING OF RESULTS. 

The analysis and calorific value of each of the samples is given in 
connection with the sections of the seams in that portion of the report 
prepared by Dr. Bownocker. These analyses are for further compari- 
son and discussion tabulated at the end of the chapter, written by Pro- 
fessor Lord, the results on the samples of each of the different seams 
being grouped together. The analyses on the samples of Nos. 4, 5, 6 and 
7 coals collected during 1900, 1901, and 1902 are all upon the partially 
air-dried samples. These results, as has already been stated under the 
** Method of Sampling," are therefore all lower in moisture than the sam- 
ple as mined, while the calorific value, sulphur and ash are correspond- 
ingly higher. The samples of No. 8, 8a and 9 coals collected in 1907 are 
all reported upon the sample as received at the laboratory. Being shipped 
from the mine to the laboratory in sealed cans, the analysis is therefore 
upon the sample as mined. 

On air drying under ordinary weather conditions, these coals all lose 
moisture and the results as given are higher in moisture and lower in 
calorific value than the values obtained upon the air-dried sample. ** Air- 
dried Sample*' is, however, such a variable quantity depending upon the 
particular temperature and humidity conditions existing at the particu- 
lar time the sample is handled that an effort to report the samples upon 
an air-dried basis is not very satisfactory. 

The chief value of air drying a sample before analysis is to obtain 
the sample in such a condition that its variations in the laboratory while 
being analyzed are small. The air drying loss is, however, an approximate 
guide to the loss that the coal may suffer during shipment. The foot-note 
values give the approximate moisture in the air-dried sample. The differ- 
ence between the moisture in the sample as received and the moisture in 
the air-dried sample indicates the possible loss which the coal may undergo 
before arriving at an air-dry condition in ordinary summer weather. 
Complete air drying of a shipment, is, however, the exception ^rather 
than the rule, as lump coal or coal in piles of any considerable depth 
holds a considerable amount of this excess moisture even in dry weather, 
and in damp weather the loss is of course small, and in very wet weather 
the moisture content may often exceed the moisture content in the coal 
as mined, especially if exposed to rain or snow, and if a shipment con- 
tains much slack coal. ' 

As the samples collected during 1907 are all reported upon the 
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sample as mined, if the results are compared with the earlier samples 
taken or with analyses of samples as ordinarily shipped, this fact must 
be taken into consideration in making the comparision. The results 
obtained upon the samples collected during 1907 show that the moisture 
content of the coal as it occurs in the mine varies very considerably. In 
the No. 9 coal it ranges from 3 per cent, to 5.3 per cent., the average being 
about 4.1 per cent. In the No. 8a coal it ranges from 3.4 per cent, to 8.2 
per cent., the average being about 6.8 per cent. In the No. 8 coal it 
ranges from 2.8 per cent, to 7 per cent, the average being about 4.7 per 
cent. In the samples of No. 6 coal taken during 1907, the moisture 
ranges from 3.6 per cent, to 8 per cent., the average being about 6.3 
per cent. In the samples of No. 5 coal, the range is from 2.5 to 8.4, the 
average being about 6 per cent. 

After air drying the moisture still contained in the samples averages 
for the No. 9 coal about 2 per cent., in the No. 8a coal about 4 per cent., 
in the No. 8 coal about 3 per cent, and in the No. 5 and No. 6 samples 
tested about 2.5 per cent. 

The heating values of the samples are all given in calories. For 
discussion of the relation of the calorie to the British thermal unit, see 
chapter by Professor Lord, page 267. For explanation of the meaning, 
use and value of **H,'' see same chapter, page 268. For explanation of 
the calculation of the heating value from the ultimate analysis by means 
of Dulong's formula, see same chapter, page 267. 

Special Tests for Ait-Drying Loss* To determine the rate and ex- 
tent of air-drying loss upon exposure to the ordinary air of the labora- 
tory, special tests were made upon several samples. The original samples 
crushed to i inch were weighed upon trays 24x24 inches and allowed to 
stand at room temperature for a number of days. Weighings were made 
from time to time and the temperature and humidity at the time of the 
weighings reported. Two samples dried for ten days, one of No. 8 coal, 
sample No. 26, and one of No. 9 coal, sample No. 53, gave results as 
follows : 

Sample No. 26 : 



Time between Weighings. 



^ 



3 days 
1 day 
1 day 
1 day 

4 days 



1500 grams 

1465 

1455 

1441 

1441 

1441 



p. 
B 



26 
23 
24 
24 
23 
24 



B 

W 



67 
53 
18 
49 
53 
54 
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The total loss in the ten days is 59 grams, equal to 3.93 per cent. 
This coal still contains by analysis 3.65 per cent, moisture. Sample No. 
53 as received contained 2.95 per cent. ; dried to constant weight under 
the same conditions as No. 26, the air-dried sample contained 1.66 per 
cent, moisture. 

In the regularly analyzed samples dried in the drying oven the 
moisture contained in the air-dried samples ranges in the No. 9 'coal be- 
tween 1^ and 3 per cent., in the No. 8a coal between 3^ and 4^ per cent., 
and in the No. 8 coal between 2 and 4 per cent. 

Tests for air drying loss and moisture remaining in air-dried samples 
were also made upon portions of three samples of No. 5 and No. 6 coal 
with the following results : 



Time between 
weighings. 


i 


1 


Sample No. 826. 


Sample 


No. 76 


Sample No.lSS 


Hours. 


Wt. 


LOBB. 


Wt. 


Loss. 


Wt 


horn 





21J 

23 

22 

25 

20 

20 


32 
30 
31 
27 
50 
33 


2907 
2850 
2807 
2784 
2776 
2773 




67 

43 

23 

8 

3 


3029 
2972 
2918 
2987 
2982 
2978 


"57"' 

54 

31 

5 

4 


2043 
1986 
1957 
1943 
1951 
1943 




6 


57 


16 


?,9 


24 


14 


48 


8 


24 


8 






118 


134 


151 


100 







The total time of air drying was 118 hours and the total loss of each 
sample is as follows : 

Sample No. 826. 

134 grams loss equals 4.60 per cent. 

Sample No. 76. 

151 grams loss equals 4.98 per cent. 

Sample No. 138. 

100 grams loss equals 4.89 per cent. 

The air-dried portions of these samples still contained moisture as 
follows : 



Sample No. 826. 
Sample No. 76 
Sample No. 138 



3.41 per cent: Moisture. 
3.20 per cent: Moisture. 
2.32 per cent: Moisture. 



In the regularly analyzed samples of No. 5 and No. 6 coal collected 
during 1907, which samples were air-dried in the drying oven, the mois- 
ture in the air-dried samples ranges from IJ to 3 per cent. 
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